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When you want to put the equipment in this catalog to work for you, John Deere Credit

can help. That’s because no matter what job you’re doing or what equipment you need,

John Deere Credit has convenient and flexible financing options designed especially for

you. See your local John Deere dealer for more details.

Visit www.JohnDeereCredit.com/guide to view special finance offers.
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Build your 
ß eet and keep 

it running.

The John Deere Credit Revolving Plan is just what you 

need to build your ß eet and keep it at top performance. 

It’s ß exible, convenient and backed by all the quality and 

professionalism associated with the John Deere name.

To apply for our revolving account, just visit

www.JohnDeereCredit.com/guide.  While you’re there, 

you can also sign up for e-ALERTS, so you’ll be the Þ rst 

to know when we offer Þ nancing specials on equipment, 

parts and service. 

Subject to approved credit on John Deere Credit Revolving Plan, 
a service of FPC Financial, f.s.b. See your dealer for details. 
Available in the U.S. only. In Canada, visit www.agline.com
CR1210168 Litho in U.S.A. (05-02)



KEY FEATURES

COMPACT & UTILITYTRACTORS.
THEPOWERTO MAKEIT HAPPEN.

2305
24 hp / 18 PTO hp
Our most compact and 
maneuverable tractor.

90 SERIES
27–40 hp / 24–35 PTO hp
John Deere performance at an 
economical price.

TWENTY SERIES
24–58 hp / 18–50 PTO hp
Offer a new dimension of 
power and versatility in com-
pact tractors. All 4WD.

5003 SERIES
42–55 PTO hp
John Deere performance at an 
economical price. Only avail-
able in 2WD conÞ gurations.

5005 SERIES
44–50 PTO hp
2WD and 4WD conÞ gurations. 
An excellent choice for road-
side mowing.

5025 SERIES
45–75 PTO hp
The most productive utility 
tractors available today.

Since the ÒWaterloo BoyÓ in 1918, John Deere has been the 

Þ nal word in tractors. Always pushing forward, our latest 

models combine 21st century information technology with a 

work ethic that Þ rst helped us make a name for ourselves.

Standard equipment on every John Deere: An operator presence 
system, a roll-over protective structure that meets SAE standards, 
and a seat belt. We wouldnÕt have it any other way.

MostJohn Deere loaders can be attached and detached in 
minutes without tools. And because theyÕre custom-built for our 
tractors, visibility, reliability and performance are superb.

Fully integrated cabs available on 3000 TWENTY, 4000 TWENTY 
and 5025 Series Tractors protect you from the elements and 
reduce noise and vibration. 

iMatch™ converts the rear hitch to Þ xed hooks and attaching points 
making attachment (and detachment) of implements effortless. 
(available option on 2305, 90, 03, TEN and TWENTY Series tractors)

A John Deere exclusive: LoadMatch™ power management on 
3000 TWENTY and 4000 TWENTY Series Tractors. When moving 
a heavy pile or mowing thick grass, the tractor can automatically 
adjust transmission speed to engine load. So youÕll always have 
maximum performance without stalling the engine. 

Even though these tractors work harder than any before them, 
theyÕre incredibly easy on you. eHydro™ two-pedal automatic 
transmissions on 3000 TWENTY and 4000 TWENTY Series Tractors 
require up to 70% less effort than previous generation transmissions. 

THERE’S ONE FOR 
EVERY SIZE OPERATION 
AND BUDGET.
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F E A T U R E S

2305 TRACTOR

The 24-hp 2305 offers the versatility of a 
tractor in a convenient small size thatÕs easy to 
Þ t in a garage and smaller landscaped areas. 

Although incredibly compact, it comes complete 
with big tractor features like:

¥ A liquid-cooled diesel engine Ñ-with thick rub-
ber isolators for greatly reduced noise and vibra-
tion and a much improved operating experience.

¥ Standard self-bleeding fuel system allows you to 
refuel and go if you run out of fuel.

¥ Hydraulic system has a total capacity of 5.2 gpm 
so it has the system pressure and ß ow to run a 
loader with good breakout force.

¥ Category 1, 3-point rear hitch (limited) allows 
attachment of implements like high-performance 
tillers and grooming mowers.

¥ Standard mechanical four-wheel drive that digs 
in when pulling, pushing, or on slippery ground. 
(Differential Lock can add additional traction if 
necessary.)

¥ Standard mid- and rear PTOs Ñ that both 
run independently of a clutch to maximize 
implement efÞ ciency

¥ Standard wet disc brakes that provide positive 
stopping power and long life.

All John Deere machines are known for their com-
fort and convenience. The 2305 is no exception:

¥ The operator station is ß at and wide open for 
easy access and plenty of legroom. 

¥ Contoured seat is high-backed and suspended.

¥ Power steering is standard.

¥ Twin Touchª -two-pedal transmission controls 
allows instant speed and direction changes. 
Pedals follow the natural motion of the operatorÕs 
foot for comfortable all-day operation. 

¥ Rear hitch is compatible with the optional 
iMatchª  Quick Hitch that allows easy attaching 
of rear implements. Just back the tractor up, 
raise the hitch and go (and slide on the PTO shaft 
if necessary).

¥ For peace of mind, the 2305 includes a Roll-Gardª

roll-over protection system and operator pres-
ence system that shuts the engine down if the 
operator leaves the seat with the transmission 
or PTO engaged. 

iMatchª  Quick Hitch
200X, 200CX Loader
54C and 62C Mid-Mount Mower Decks
261 (60-in.) Side Discharge 3-pt. Mowers
4-ft. Rotary Cutter 
54-in. Front Blade 
647 (48-in.) Rotary Tiller 
47-in. Two-Stage Snow Blower
52-in. Rotary Broom
60-in. Rotary Broom
3-Bag Power Flow Material 
 Collection System
Cruise Control Option
Independent Hydraulic Midmower 
 Lift Option 
260 Backhoe
Frontier Attachments Available

A D D  V E R S A T I L I T Y  W I T H :
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2305

ENGINE

Type   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Yanmar TNV, 3-cylinder diesel

Gross HP*. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .24 (17.9 kW)

PTO HP*  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .18 (13.4 kW)

Engine Torque . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .41.7 ft-lb. (56.5 Nm)

Engine Displacement   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .68 cu. in. (1.115 L)

Battery Power   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12 V, 500 CCA

Alternator   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .20 A

Fuel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .No. 1 Diesel, No. 2 Diesel, B5 Biodiesel

HYDRAULICS

Steering . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2.3 gpm (8.9 L/min)

Implement . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2.9 gpm (10.8 L/min)

Total Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5.2 gpm (19.7 L/min)

Lift Capacity (24 in. Behind Link Arms)   . . . . . . . . . . . . . . . . . . .681 lb. (309 kg)

TRANSMISSION

Standard Transmission  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hydrostatic

Optional Transmission  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .N/A

Final Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Spur gear

Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Wet disc

Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Power

Clutch  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .N/A

4WD. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard

PTO

PTO Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Independent

PTO Options . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Mid & rear standard

REAR HITCH

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Limited category 1

Control Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Select

WEIGHT  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,450 lb. (658 kg)

*Manufacturer’s estimate

S P E C I F I C A T I O N S

C&CE PURCHASING GUIDE 20077



F E A T U R E S

790 TRACTOR

¥ The 790 tractor features a high torque, 
3-cylinder diesel engine with an auto-bleed fuel 
system. Rated at 27 gross engine hp/24 PTO hp.

¥ An economical 8x2 sliding gear transmission 
is standard.

¥ Hydrostatic power steering is standard 
equipment on 4WD models and optional on 
2WD models.

¥ Open operatorÕs station provides plenty of room 
for the operator. Controls are designed and 
positioned for ease of operation. Underhood
mufß er allows excellent forward visibility.

¥ Deluxe, high-backed adjustable seat, rubber-
mounted foot platform and suspension provide 
greater operator comfort and increased 
productivity.

¥ 790 4WD tractors have continuous live PTO 
operation. 790 2WD models have a transmission-
driven PTO with an overrunning clutch.

¥ Engine meets Environmental Protection Agency 
Tier II emissions standards.

¥ Optional mid PTO with brake offers added ß exibility 
for implements such as a mid-mount mower.

¥ Separate operation of mid- and rear-PTO allows 
operator to use both a mid- and rear-driven 
implement simultaneouslyÑsuch as a mower 
and fertilizer spreader or snow blower and salt/
sand spreader.

¥ Operator presence system ensures that 
the operator must be in the seat to operate 
the tractor. 

¥ Built-in rear PTO safety shield can be ß ipped 
up for easier access when hooking up implement 
powerlines.

¥ Dual gear pumps on all models ensure excellent 
hydraulic performance. 

¥ Selective control valve safety lock allows loader 
hydraulics to be locked out. Boom wonÕt drop if 
SCV lever is bumped.

ADDITIONAL STANDARD EQUIPMENT
¥ Two-post Roll-Gard ROPS with seat belt.

¥ PTO operator safety system.

¥ Enclosed engine and mufß er.

¥ Key start and shutoff.

¥ Lateral ß oat on 3-point hitch.

OPTIONAL EQUIPMENT
¥ Single-lever SCV with safety lock.

¥ Engage Òon-the-goÓ mechanical 4WD.

¥ Mid-PTO.

¥ Auxiliary hydraulic kit (rear).

¥ Engine coolant heater.

¥ Front and rear weights.

¥ iMatchª  Quick Hitch (Low-effort attachment 
and detachment of CAT I ASAE quick-attach 
implements).

7 Backhoe
380A (54-in., 60-in., 66-in.) Front Blade
3-Bag Power Pak Material Collection System
Hydraulic Dump Material Collection System
60-in. Mid-Mount Mower
261 and 272 Side Discharge Grooming Mower
4-, 5-ft. Rotary Cutters
59-in. Snow Blower
655 Tiller
665 Tiller
300 Loader
Cultivators (7.5 ft.Ð10.5 ft.)

Frontier Attachments Available

A D D  V E R S A T I L I T Y  W I T H :
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  790

Engine:
Gross Horsepower  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .27 (20.1 kW)*   
PTO Horsepower (Net). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .24 (17.6 kW)
Rated Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,700 rpm 
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Diesel 
Operating Range   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,000Ð2,810 rpm 
No. of Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3  
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .81.2 (1.33) 
Bore and Stroke . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.23 x 3.31 in. (82 x 84 mm)
Compression Ratio  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .18.1:1 
Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Pressurized 
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Water pump  
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dry w/safety element  
Engine Shutoff . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Key switch 
Engine Model. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3TNV82A

Fuel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .No. 1 Diesel, No. 2 Diesel, B5 Biodiesel

Electrical System:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12-volt 
Battery Size (at -18¡ C). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .500 cca** 
Alternator . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .20-amp 

Fuel System:
Injection Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Direct  
Pump Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .In-line w/electric shutoff
@ 75% Load (Mowing) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.3 gal/hr (4.9 L/hr)

Drivetrain:
Transmission Type:
 (2WD). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Sliding gear 
 (MFWD). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Sliding gear 
Number of Speeds  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8F 2R 
Final Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Spur gear  
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dry shoe  
Steering (2WD)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Manual or hydrostatic  
 (4WD). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hydrostatic  
Clutch (2WD)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Single-stage, dry 
 (4WD). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Two-stage, dry  

Hydraulic System:
Type of System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Open center 
Working Pressure. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,050 psi 
Pump (Type) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dual hydraulic pumps (4WD only)
Pump Capacity:
 Implement Pump . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5.4 gpm (20.5 L/min)
 Steering Pump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4.2 gpm (15.9 L/min)
 Maximum Total Flow. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .9.6 gpm (36.4 L/min)
Category 1 3-Point Hitch  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard  
Hitch Lift Capacity @ 24 in. Behind Link Ends . . . . . . . . . . . . . .815 lb. (370 kg) 
Lift-Control Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Position 

PTO:
Type (2WD). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Transmission-driven w/ overrunning clutch 
 (MFWD). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Continuous live  
Speed (PTO rpm @ Rated Engine rpm):
 Mid. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,100 rpm 
 Rear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .540 rpm 
Brake. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .On mid-PTO only 

Capacities:
Fuel Tank. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .6.3 gal. (23.85 L) 
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4.73 qt. (5.00 L) 
Crankcase (w/Filter) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4.16 qt. (4.40 L) 
Transmission and Hydraulic System . . . . . . . . . . . . . . . . . . . . . .4.00 gal. (15.14 L) 

Weight:
2WD (Field Ready w/R1 Tires)  . . . . . . . . . . . . . . . . . . . . . . . . . . .1,930 lb. (875 kg) 
MFWD (Field Ready w/R1 Tires). . . . . . . . . . . . . . . . . . . . . . . . . .2,105 lb. (955 kg)

*Manufacturer’s estimate       **Cold cranking amps
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F E A T U R E S

990 TRACTOR

¥ The 990 tractor features a high torque, 4-cylinder 
diesel engine with an auto-bleed fuel system. 
Rated at 40 gross engine hp/35 PTO hp.

¥ An economical 9x3 collar-shift gear transmission 
is standard.

¥ Open operatorÕs station provides plenty of room 
for the operator. Controls are designed and 
positioned for ease of use. Underhood mufß er 
allows excellent forward visibility.

¥ Deluxe, high-backed adjustable seat, rubber 
mounted foot platform and suspension provide 
greater operator comfort and increased 
productivity.

¥ 990 tractors have continuous live PTO operation 
as standard equipment.

¥ Operator presence system ensures that the operator 
must be in the seat to operate the tractor.

¥ Built-in rear PTO safety shield can be ß ipped up 
for easier access when hooking up implement 
powerlines.

¥ Dual gear pumps on all models ensure excellent 
hydraulic performance.

¥ Selective control valve safety lock allows loader 
hydraulics to be locked out. Boom wonÕt drop if 
SCV lever is bumped.

¥ Engine meets new Environmental Protection 
Agency Tier II emissions standards.

ADDITIONAL STANDARD EQUIPMENT
¥ Two-post Roll-gard ROPS with seat belt.

¥ PTO operator safety systems.

¥ Enclosed engine and mufß er.

¥ Key start and shutoff.

¥ Lateral ß oat on 3-point hitch.

OPTIONAL EQUIPMENT
¥ Single-lever SCV with safety lock.

¥ Engage on-the-go 4WD.

¥ Engine coolant heater.

¥ Auxiliary hydraulic kit (rear).

¥ iMatchª  Quick Hitch (Low-effort attachment 
and detachment of CAT I ASAE quick-attach 
implements).

8B Backhoe
261 (60-in.) and 272 (72-in.) Side
 Discharge Grooming Mowers
4-, 5-, 6-ft., MX5, MX6 
 Rotary Cutters
655 (55-in.) and 665 (65-in.), 673 (73-in.)
 Rotary Tillers
300CX Loader
300X Loader
25-A Flail Mower
Cultivators (7.5 ft.Ð10.5 ft.)

Frontier Attachments Available

A D D  V E R S A T I L I T Y  W I T H :
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  990

Engine:
Gross Horsepower  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .40 (29.8 kW)*   
PTO Horsepower (Net). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .35 (26.4 kW) 
Rated Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,700 rpm 
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Diesel 
Operating Range   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,000Ð2,920 rpm 
No. of Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4  
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .121.7 (2.0) 
Bore and Stroke . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.31 x 3.54 in. (84 x 90 mm)
Compression Ratio  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .18:01 
Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Pressurized 
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Water pump  
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dry w/safety element  
Engine Shutoff . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Key switch 
Engine Model. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4TNV84

Fuel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .No. 1 Diesel, No. 2 Diesel, B5 Biodiesel

Electrical System:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12-volt 
Battery Size (at - 18¡ C) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .650 cca** 
Alternator . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .20-amp 

Fuel System:
Injection Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Direct injection  
Pump Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .In-line w/electric shutoff
@ 75% Load (Mowing) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.368 gal/hr (6.4 L/hr) 

Drivetrain:
Transmission Type 
 (2WD). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Collar shift 
 (MFWD). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Collar shift 
Number of Speeds  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .9F/3R 
Final Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Planetary  
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Wet disc  
Steering . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hydrostatic  
Clutch  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dual-stage, dry  

Hydraulic System:
Type of System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Open system 
Working Pressure. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,262 psi 
Pump (Type) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dual gear pumps 
Pump Capacity:
 Implement Pump . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8.5 gpm (32.2 L/min)
 Steering Pump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4.5 gpm (17.0 L/min)
 Maximum Total Flow. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .13 gpm (49.2 L/min)
Category 1 3-Point Hitch  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard  
Hitch Lift Capacity @ 24 in. Behind Link Ends . . . . . . . . . . . . . .2,020 lb. (916 kg) 
Lift-Control Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Position 

PTO:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Continuous live  
Speed (PTO rpm @ Rated Engine rpm)
 Mid. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .N/A 
 Rear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .540 rpm 
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .N/A 

Capacities:
Fuel Tank. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8.5 gal. (32 L)  
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .6.12 qt. (5.3 L) 
Crankcase (w/Þ lter)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5.6 qt. (5.3 L) 
Transmission and Hydraulic System . . . . . . . . . . . . . . . . . . . . . .5.5 gal. (2.1 L) 

Weight:
2WD (Field Ready w/R1 Tires)  . . . . . . . . . . . . . . . . . . . . . . . . . . .2,954 lb. (1,340 kg) 
MFWD (Field Ready w/R1 Tires). . . . . . . . . . . . . . . . . . . . . . . . . .3,175 lb. (1,440 kg)

*Manufacturer’s estimate       **Cold cranking amps
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F E A T U R E S

2320AND2520 TRACTORS

¥ The John Deere 2000 TWENTY Series gives you 
big tractor features you donÕt expect in the under 
30-hp tractor class with high torque, 3-cylinder 
diesel engines and auto-bleed fuel systems.

¥ Features include oil-cooled disc brakes that 
virtually never wear out. A Differential Lock that 
gets both wheels pulling in slick conditions. 
And shift-on-the-go four-wheel drive.

¥ The clutchless, high-performance hydrostatic 
transmission allows inÞ nite speed selections and 
has two-pedal foot controls for easy operation.

¥ The 2320 and 2520 feature shiftable rear and 
mid PTOs. You can run either PTO, or both at 
the same time. A fully independent PTO allows 
engaging and disengaging of the PTO without 
stopping tractor movement. (This is important 
when driving over obstacles such as driveways 
while mowing).

¥ ThereÕs a broad range of attachments available, 
including a loader, backhoe, mid- and rear-
mount mowers, blades, brooms, tillers and 
snowblowers.

¥ For material moving and heavy lifting, thereÕs 
the 200X and 200CX Loaders, and for digging, the 
46 Backhoe. With joystick controls and powerful 
hydraulics, itÕs hard to tell the difference between 
them and larger tools.

¥ Both 4WD and power steering are standard 
equipment. This combination allows for excellent 
maneuverability and easy operation of the tractor. 

¥ Narrow overall width allows these tractors to 
work in tight areas where most compact tractors 
just canÕt Þ t. 

¥ Power steering means fewer turns of the 
steering wheel than manual steering. Especially 
valuable when mowing around obstacles or 
when the tractor is used with a front loader.

¥ High horsepower-to-weight ratio makes all of 
these models a good choice for a variety of tasks. 
In particular, its low ground compaction and 
high horsepower makes the 2520 an excellent 
mowing tractor. 

¥ Front Quik-Tatch hitch makes changing front 
implements quick and easy. 

¥ The same hitch works with all front implementsÑ 
blade, broom, and snowblower. 

IMPLEMENT COMPOUNDING 
¥ Allows mounting more than one implement at 

a time, eliminating implement change over. 

¥ Loader, mid-mower, and a variety of 3-point hitch 
implements can be attached to the tractor at the 
same time. 

Note: John Deere does not recommend the use 
of a 3-pt. hitch backhoe. The 46 backhoe is 
approved for use on the 2320 and 2520.

¥ Rear hitch is compatible with the optional 
iMatch Quick-Hitch that allows easy attaching 
of rear implements. Just back the tractor up, 
raise the hitch and go (and slide on the PTO 
shaft if necessary).

iMatch Quick Hitch
200X and 200CX Loader
46 Backhoe
4-ft. and 5-ft. (2520 only) Rotary Cutter
54-in. Front Blade
647 (48-in.) Rotary Tiller
655 (55-in.) Rotary Tiller
47-in. Two-Stage Snow Blower
3-Bag Power Flow Material 
 Collection System
261 (60-in.) Side Discharge Grooming Mower
272 (72-in.) Side Discharge Grooming Mower 
52- and 60-Inch Rotary Brooms
54D (2320) and 62D OnRamp 
 Mid-Mount Mower 
72-in. Mid-Mount Mower (2520)

Frontier Attachments Available
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2320 2520

ENGINE

Type   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yanmar TNV, 3 -cylinder diesel  Yanmar TNV, 3 -cylinder diesel

Gross HP*   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 24 (17.9 kW)  26.5 (19.8 kW)

PTO HP* . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18 (13.4 kW)  20 (14.9 kW)

Engine Torque . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40.3 ft-lb. (54.6 Nm)  51.3 ft-lb. (69.6 Nm)

Engine Displacement   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 68 cu. in. (1.115 L)  81.2 cu. in. (1.331 L)

Battery Power   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12 V, 500 CCA  12 V, 500 CCA

Alternator   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20 A  20 A

Fuel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No. 1 Diesel, No.2 Diesel, B5 Biodiesel No. 1 Diesel, No.2 Diesel, B5 Biodiesel

HYDRAULICS

Steering . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.2 gpm (8.5 L/min)  5.5 gpm (20.8 L/min)

Implement . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.4 gpm (12.7 L/min)  5.0 gpm (18.8 L/min)

Total Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.6 gpm (21.2 L/min)  10.5 gpm (39.6 L/min)

Lift Capacity (24 in. Behind Link Arms)   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,150 lb. (522 kg)  1,150 lb. (522 kg)

TRANSMISSION

Standard Transmission . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic  Hydrostatic

Optional Transmission . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A  N/A

Final Drive . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Spur gear  Spur gear

Brakes   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Wet disc  Wet disc

Steering . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Power  Power

Clutch . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A  N/A

PTO

PTO Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Independent  Independent

PTO Options   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Mid & rear standard  Mid & rear standard

REAR HITCH

Type   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Category 1  Category 1

Control Type   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Position  Position

WEIGHT

With All Fluids   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,660 lb. (753 kg)  1,865 lb. (846 kg)

* ManufacturerÕs estimate.

S P E C I F I C A T I O N S
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F E A T U R E S

3120, 3320, 3520AND3720 TRACTORS

ALL TRACTORS FEATURE ENGINES THAT MEET
TIER II EPA EMISSION STANDARDS. 

¥ High-output diesel engines 

TRANSMISSION

¥ Two transmission options are available to match 
customer needs: 

¥ 12F/12R PowrReverserª Ð Hydraulic reverser allows 
for ''clutchless'' direction changes for greater pro-
ductivity. 

¥ eHydroª Ð InÞ nite speed selection, no clutching or 
shifting required. 

FOUR-WHEEL DRIVEÑSTANDARD ON ALL MODELS

¥ Increases traction and pulling power. 

¥ Shift on-the-go for greater productivity. 

INDEPENDENT PTO

¥ Independent PTO - Operation of PTO is totally indepen-
dent of the tractor transmission, allowing the PTO to be 
hydraulically engaged and disengaged on-the-go. 

¥ Allows operator to select rear PTO or mid and rear 
PTO usage from operator seat. 

540 RPM REAR PTO

¥ Allows operation of a wide variety of rear-mounted 
implements.

¥ PTO brake prevents PTO-driven implements from 
coasting to a stop by automatically braking PTO 
when disengaged. 

MID PTO (Optional)

¥ Provides shaft-driven power to mid-mower and front 
implement.

DIFFERENTIAL LOCK

¥ Increases traction and pulling power. 

WET DISK BRAKES 

¥ For positive stopping power and long life. 

HYDROSTATIC POWER STEERING

¥ Standard equipment on all models. 

¥ Provides optimum performance in all operating 
conditions.

OPERATOR STATION

¥ Clean, uncluttered design. Color-coded controls are 
located on either side of the operator. 

¥ Clutch and brake pedals are designed for maximum 
comfort and ease of use. 

¥ Contoured, comfortable high-back seat and scissor 
suspension enhance operator comfort. 

¥ Seat suspension adjusts for weight and height. 

¥ Clutch and brake pedals are designed for maximum 
comfort and ease of use. 

¥ Flat operator platform provides for easy entry to/exit 
from the tractor. 

¥ Folding ROPS and retractable seat belt increase 
operator safety. 

INSTRUMENT PANEL

¥ New Performance Tracking System accurately moni-
tors key tractor systems and functions. 

¥ Adjustable MotionMatch(tm) allows tractor rollout to 
be adjusted to operator's preference. 

¥ Diagnostic control center provides system status 

to operator and allows easy access to John Deere 
technicians for diagnostics. 

¥ Digital speedometer (eHydro model only). 

¥ Digital hourmeter. 

¥ Low fuel level warning. 

¥ Large easy-to-read dials provide engine rpm, fuel 
level, and engine temperature at a glance. 

¥ Maintenance-free LED indicators illuminate for air 
Þ lter restriction indicator, alternator, engine preheat 
(glow plugs), positive 4WD engagement, oil pres-
sure, PTO engagement, park brake engagement, and 
turn signal/warning lights, and cruise control. 

¥ New starter protection circuit protects starter 
against grinding. 

¥ Backlighting provides excellent nighttime visibility. 

IMPLEMENT ATTACHABILITY AND COMPATIBILITY

¥ Implement attachment and removal is fast and easy. 

¥ Simultaneous mower, loader, and backhoe com-
pounding

iMatch Quick Hatch
300X Loader
300CX Loader
447 Backhoe, 448 Backhoe
366 Front Blade
360 Flail Mower (3520, 3720)
25A Flail Mower (3520, 3720)
Hydraulic Dump Power Pak
3-Bag Material Collection System
4-, 5-, 6-ft. Rotary Cutters, 
   6-ft. (3520, 3720 only)
60-,72-in. 7-Ironª  Mid-Mount Mower
261, 272 Rear Mount Mower
655 (55 in.) Rotary Tiller (3120-3520)
665 (65 in.) Rotary Tiller
673 (73 in.) Rotary Tiller (3720 only)
59-in. Snow Blower
60-in. Rotary Broom

Frontier Attachments Available

A D D  V E R S A T I L I T Y  W I T H :
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 3120 3320 3520 3720

Engine
Series  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Yanmar Yanmar Yanmar Yanmar
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3-Cylinder Diesel 3-Cylinder Diesel 3-Cylinder Turbocharged Diesel 3-Cylinder Turbocharged Diesel
Gross Horsepower*  . . . . . . . . . . . . . . . . . . . . . . .29.5 32.5 37.0 44.0
PTO Horsepower 
    PowrReverserª Transmission*. . . . . . . . . . .N/A 25.5 30.5 N/A
    eHydroª Transmission*  . . . . . . . . . . . . . . . . .22.0 25.0 30.0 35.0
Rated engine speed (rpm). . . . . . . . . . . . . . . . . .2,600 2,600 2,600 2,600
Engine Torque At Rated Speed
    (PowrReverser/eHydro). . . . . . . . . . . . . . . . . .55.6 ft.-lb. (75.4 N-m) 61.6 ft.-lb. (83.5 N-m) 71.1 ft.-lb. (96.4 N-m) 84.3 ft.-lb. (114.3 N-m)
Max Torque (@1560 RPM) 
    (PowrReverser/eHydro). . . . . . . . . . . . . . . . . .66.7 ft.-lb. (90.4 N-m) 73.9 ft.-lb. (100.2 N-m) 85.4 ft.-lb. (115.8 N-m) 101 ft.-lb. (137 N-m) 
Displacement, cu. in. (liters) . . . . . . . . . . . . . . . .91.5 (1.5) 100 (1.6) 91.5 (1.5) 91.5 (1.5)
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . . . .Water Pump Water Pump Water Pump Water Pump
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dry-Type w/safety element and  Dry-Type w/safety element and  Dry-Type w/safety element and  Dry-Type w/safety element and 
 electronic air restrictor indicator electronic air restrictor indicator electronic air restrictor indicator electronic air restrictor indicator 

Fuel System
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Direct injection, priming pump Direct injection, priming pump Direct injection, priming pump Direct injection, priming pump
Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . . . .13.5 U.S. gal. (51.1 L) 13.5 U.S. gal. (51.1 L) 13.5 U.S. gal. (51.1 L) 13.5 U.S. gal. (51.1 L)
Fuel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .No. 1, No. 2 Diesel No. 1, No. 2 Diesel No. 1, No. 2 Diesel No. 1, No. 2 Diesel
 B5 Biodiesel B5 Biodiesel B5 Biodiesel B5 Biodiesel

Drivetrain
Standard Transmission  . . . . . . . . . . . . . . . . . . . .Twin Touchª eHydro  12F/12R PowrReverser 12F/12R PowrReverser Twin Touchª eHydro
Optional Transmission  . . . . . . . . . . . . . . . . . . . . .N/A Twin Touchª eHydro Twin Touchª eHydro N/A
Clutch Type
    PowrReverser . . . . . . . . . . . . . . . . . . . . . . . . . .Four wet multi-disk Four wet multi-disk Four wet multi-disk Four wet multi-disk
    eHydro  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .N/A N/A N/A N/A
Final Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Spur gear Spur gear Spur gear Spur gear
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Wet disc Wet disc Wet disc Wet disc
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Power steering Power steering Power steering Power steering
Differential Lock  . . . . . . . . . . . . . . . . . . . . . . . . . .Standard Standard Standard Standard
Four-Wheel Drive  . . . . . . . . . . . . . . . . . . . . . . . . .Standard Standard Standard Standard

Hydraulic System
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Open center Open center Open center Open center
Working Pressure. . . . . . . . . . . . . . . . . . . . . . . . .2,500 psi (17238 kPa) 2,500 psi (17238 kPa) 2,500 psi (17238 kPa) 2,500 psi (17238 kPa)
Pump (Type) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dual gear Dual gear Dual gear Dual gear
Pump Capacity
    Implement Pump. . . . . . . . . . . . . . . . . . . . . . . .8.6 gpm (32.5 L/min) 8.6 gpm (32.5 L/min) 8.6 gpm (32.5 L/min) 8.6 gpm (32.5 L/min)
    Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5.3 gpm (20 L/min) 5.3 gpm (20 L/min) 5.3 gpm (20 L/min) 5.3 gpm (20 L/min)
    Total Flow   . . . . . . . . . . . . . . . . . . . . . . . . . . . . .13.9 gpm (52.5 L/min) 13.9 gpm (52.5 L/min) 13.9 gpm (52.5 L/min) 13.9 gpm (52.5 L/min)
Lift Capacity 
    (24 in. Behind Link Arms)Ñlb. (kg)  . . . . . . . .2,200 lb. (999 kg) 2,200 lb. (999kg) 2,200 lb. (999kg) 2,200 lb. (999kg)
Lift Capacity @ Lift Link EndsÑlb. (kg) . . . . . . .2,530 lb. (1149 kg) 2,530 lb. (1149 kg) 2,530 lb. (1149 kg) 2,530 lb. (1149 kg)

PTO
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Independent Independent Independent Independent
Location  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Rear standard, mid optional Rear standard, mid optional Rear standard, mid optional Rear standard, mid optional
Speed (PTO rpm at 2400 Engine rpm)
    Rear (rpm)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .540 540 540 540
    Mid (rpm) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,100 2,100 2,100 2,100
Clutch  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Wet disk Wet disk Wet disk Wet disk
Brake (for Mid and Rear PTO)  . . . . . . . . . . . . . .Wet disk Wet disk Wet disk Wet disk
Category 1 3-Point Hitch  . . . . . . . . . . . . . . . . . . .Standard Standard Standard Standard

Safety
Slope Operation Complies with ANSI B71.4  . . .Yes Yes Yes Yes
ROPS Complies with ASAE and OSHA 
   Standards for Roll-Over Protection  . . . . . . . .Yes Yes Yes Yes
Operator Presence Systems. . . . . . . . . . . . . . . .Yes Yes Yes Yes

Weight
Including hydraulic ß uid, fuel . . . . . . . . . . . . . . .2,900 lb. (1316 kg) 2,900 lb. (1316 kg) 2,900 lb. (1316 kg) 2,900 lb. (1316 kg)
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F E A T U R E S

4120, 4320, 4520AND4720 TRACTORS

NEW JOHN DEERE POWERTECH ENGINES 
¥ All tractors feature 4-cylinder turbocharged 

diesel engines that meet the Tier II EPA emission 
standards.

¥ High-output engines provide up to 30% 
torque rise. 

¥ Direct injection provides better cold-weather 
starting.

¥ Integrated fuel system provides more uniform 
fuel delivery for improved performance. 

¥ Engine oil cooler provides more efÞ cient heat 
rejection, improved performance, and added 
durability. 

¥ New high-capacity 75 amp alternator provides 
additional electrical capacity for accessories. 

¥ Under-hood mufß er and horizontal exhaust reduce 
sound levels and provide for excellent visibility. 

¥ Six-rib poly-vee engine drive belt with automatic 
tensioner requires no adjusting. 

NEW PERFORMANCE TRACKING SYSTEM 
¥ New Performance Tracking System accurately 

monitors key tractor systems and functions. 

¥ Diagnostic control center provides system 
status to operator and allows easy access to 
John Deere technicians for diagnostics. 

¥ Digital speedometer (eHydroª model only). 

¥ Digital hourmeter. 

¥ Low fuel level warning. 

HYDRAULICS
¥ Standard dual mid-selective control valve ready 

for implements requiring mid SCVs. 

¥ Front loader joystick ready for loader application. 

OPERATOR STATION 
¥ New-style tilt steering allows easy adjustment and 

return to fully raised position with the pull of a lever. 

¥ New automotive-style park brake has large hand 
brake lever; allows easier engagement and dis-
engagement.

STYLING
¥ One-piece hood design tilts up easily for 

improved serviceability and can be easily 
removed; no side panels to remove. 

¥ Sloped hood design provides improved visibility, 
particularly helpful during loader operation. 

¥ Wide-angle halogen lights provide more light 
with ten percent higher wattage and better dis-
persion for improved nighttime visibility. 

¥ Large grille screen area aids in providing 
improved airß ow and cooling capacity. 

NEW IMPLEMENTS 
¥ Easy-on and easy-off implements for the fastest 

equipment installation and removal times in the 
industry. 

¥ Loader, mower, and rear 3-point hitch implement 
or loader and backhoe can be mounted at the 
same time to increase tractor productivity. 

¥ Commonality of all implements between 
PowrReverserª and eHydro tractors, such as: 

  - New 72-in. 7-Ironª Mid-Mower 
  - 400X Loader 
  - 448 Backhoe 

iMatch Quick Hitch
400X Loader
400CX Loader
448 Backhoe
4-, 5-, 6-ft., MX5, MX6 Rotary Cutters
MX8 (semi-mount) Rotary Cutter 
   (4320, 4520, 4720 only)
72-in. 7-Ironª Mid-Mount Mower
272 Rear-Mount Rotary Mower
665, 673, 681 Rotary Tillers
360 Flail Mower
370 Flail Mower
25A Flail Mower

Frontier Attachments Available

A D D  V E R S A T I L I T Y  W I T H :

4320 Tractor shown

C&CE PURCHASING GUIDE 200716



 4120 4320 4520 4720

Engine
Series  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .John Deere PowerTechª  John Deere PowerTechª  John Deere PowerTechª John Deere PowerTechª
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4-cylinder turbocharged diesel 4-cylinder turbocharged diesel 4-cylinder turbocharged diesel 4-cylinder turbocharged diesel
Gross Horsepower* . . . . . . . . . . . . . . . . . . . .43.0  48.0  53.0  58.0
PTO Horsepower 
    PowrReverserª Transmission. . . . . . . . .35.5  40.5  45.5  N/A
    eHydroª Transmission . . . . . . . . . . . . . . .35  40  45  50
Rated engine speed (rpm). . . . . . . . . . . . . . .2400  2400  2400  2400 
Engine Torque At Rated Speed. . . . . . . . . . .91 ft.-lb. (123.4 N-m)/  102 ft.-lb. (138.3 N-m) 113 ft.-lb. (153.2 N-m) 123 ft.-lb. (166.8 N-m)
    (PowrReverser/eHydro) 87.3 ft.-lb. (12 kg-m)
Max Torque (@1400 RPM). . . . . . . . . . . . . . .109 ft.-lb. (147.8 N-m)/ 127 ft.-lb. (172.9 N-m)  141 ft.-lb. (191.2 N-m)  154 ft.-lb. (210.2 N-m)
    (PowrReverser/eHydro) 104 ft.-lb. (14.5 kg-m) 
Displacement, cu. in. (liters) . . . . . . . . . . . . .149 (2.44) 149 (2.44) 149 (2.44) 149 (2.44)
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . .Water Pump  Water Pump  Water Pump  Water Pump
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dry-Type w/safety element  Dry-Type w/safety element  Dry-Type w/safety element  Dry-Type w/safety element
  and electronic air restrictor indicator  and electronic air restrictor indicator  and electronic air restrictor indicator  and electronic air restrictor indicator 
Glow Plugs
    (for low-temperature starting)   . . . . . . . .Yes  Yes  Yes  Yes

Fuel System
Type   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Direct injection, priming pump  Direct injection, priming pump  Direct injection, priming pump  Direct injection, priming pump
Fuel Tank Capacity . . . . . . . . . . . . . . . . . . . . .14.5 (U.S. gal. (54.9 L)  14.5 (U.S. gal. (54.9 L)  14.5 (U.S. gal. (54.9 L)  14.5 (U.S. gal. (54.9 L)
Fuel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .No. 1, No. 2 Diesel  No. 1, No. 2 Diesel No. 1, No. 2 Diesel  No. 1, No. 2 Diesel

B5 Biodiesel B5 Biodiesel B5 Biodiesel B5 Biodiesel

Drivetrain
Standard Transmission  . . . . . . . . . . . . . . . . .12F/12R PowrReverser  12F/12R PowrReverser  12F/12R PowrReverser  Twin-Touchª eHydro
Optional Transmission  . . . . . . . . . . . . . . . . . .Twin-Touchª eHydro  Twin-Touchª eHydro  Twin-Touchª eHydro  N/A
Clutch Type
    PowrReverser . . . . . . . . . . . . . . . . . . . . . . .Three wet multi-disk  Three wet multi-disk  Three wet multi-disk  Three wet multi-disk
    eHydro  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .N/A  N/A  N/A  N/A
Final Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . .Planetary  Planetary  Planetary  Planetary
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Wet disk  Wet disk  Wet disk  Wet disk
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Power steering  Power steering  Power steering  Power steering
Differential Lock . . . . . . . . . . . . . . . . . . . . . . .Standard  Standard  Standard  Standard
Four-Wheel Drive . . . . . . . . . . . . . . . . . . . . . .Standard  Standard  Standard  Standard

Hydraulic System
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Open center  Open center  Open center  Open center
Working Pressure. . . . . . . . . . . . . . . . . . . . . .2,500 psi (17238 kPa)  2,500 psi (17238 kPa)  2,500 psi (17238 kPa)  2,500 psi (17238 kPa)
Pump (Type) . . . . . . . . . . . . . . . . . . . . . . . . . . .Dual gear  Dual gear  Dual gear  Dual gear
Pump Capacity
    Implement Pump   . . . . . . . . . . . . . . . . . . . .12 gpm (45.3 L/min)  12 gpm (45.3 L/min)  12 gpm (45.3 L/min)  12 gpm (45.3 L/min)
    Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . .5.1 gpm (19.3 L/min)  5.1 gpm (19.3 L/min)  5.1 gpm (19.3 L/min)  5.1 gpm (19.3 L/min)
Total Flow . . . . . . . . . . . . . . . . . . . . . . . . . . . . .17.1 gpm (64.6 L/min)  17.1 gpm (64.6 L/min)  17.1 gpm (64.6 L/min)  17.1 gpm (64.6 L/min)
Lift Capacity 
    (24 in. Behind Link Arms)Ñlb. (kg)  . . . . . .2,500 lb. (1134 kg)  2,500 lb. (1134 kg)  2,500 lb. (1134 kg)  2,500 lb. (1134 kg)
Lift Capacity @ Lift Link EndsÑlb. (kg)  . . . . .3,130 lb. (1420 kg) 3,130 lb. (1420 kg) 3,130 lb. (1420 kg) 3,130 lb. (1420 kg)

PTO
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Independent  Independent  Independent  Independent
Location . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Rear standard, mid optional  Rear standard, mid optional  Rear standard, mid optional  Rear standard, mid optional
Speed (PTO rpm at 2400 Engine rpm)
    Rear (rpm)  . . . . . . . . . . . . . . . . . . . . . . . . . .540  540 540  540
    Mid (rpm) . . . . . . . . . . . . . . . . . . . . . . . . . . .2100  2100  2100  2100
Clutch  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Multidisk, wet  Multidisk, wet  Multidisk, wet  Multidisk, wet
Brake (for Mid and Rear PTO) . . . . . . . . . . .Multidisk, wet  Multidisk, wet  Multidisk, wet  Multidisk, wet
Category 1 3-Point Hitch . . . . . . . . . . . . . . . .Standard  Standard  Standard  Standard

Safety
Slope Operation Complies with
    ANSI B71.4   . . . . . . . . . . . . . . . . . . . . . . . . .Yes  Yes  Yes  Yes
ROPS Complies with ASAE and OSHA 
    Standards for Roll-Over Protection. . . . .Yes  Yes  Yes  Yes
Operator Presence Systems   . . . . . . . . . . . .Yes  Yes  Yes  Yes

Weight
Including hydrualic ß uid, fuel . . . . . . . . . . . .3700 lb. (1679 kg)  3700 lb. (1679 kg)  3700 lb. (1679 kg)  3700 lb. (1679 kg)
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F E A T U R E S

3000AND4000 TWENTY SERIES
CAB TRACTORS

ComfortGardª  cabs offer plenty of leg, elbow and 
headroom, convenient controls and a 360-degree 
view.

In addition, they offer best-in-class advantages like 
high-performance climate control, greatly reduced 
noise and vibration levels, and sealing and pres-
surization that virtually eliminate dust and pollen. 
No wonder, when it comes to cab tractors, once 
Nothing Runs Like A Deere.ª

¥ Extraordinary climate control: Unique, roof-mounted 
system offers an 30,000 BTUs of heating and 15,000 
BTUs of cooling capacity (enough for a 600-
square-foot room).

¥ Superior air circulation: Air reaches every part of 
the cab, thanks to an array of six adjustable vents.

¥ Comprehensive pressurization and sealing: 
Sealed cab structure keeps out dust, clippings 
and microscopic allergens.

¥ Integrated warning lights and tail lights provide 
a sleek modern look while being protected from 
trees and branches.

¥ Excellent visibility: With a combination of high 
seat placement, curved doors and few obstruc-
tions, you have a commanding view to the front, 
either side, and to the rear.

¥ Reduced noise and vibration: Unique offset 
mounting greatly reduces the vibration and noise 
levels associated with box-type structures.

¥ Automotive-style comfort: All controls are within 
easy reach and most are on the dash or a right-
hand panel.

¥ Easier loader work: A raised header bar allows a 
clear view of the loader all the way to the top of 
the lift cycle, so itÕs easier to reduce spillage, and 
properly position the bucket.

Standard Cab Features:
Air Conditioning and Heat
Forward Work Lights
Front Windshield Wiper
Deluxe Cloth Seat
Sun Visor
Right-hand Control Center
Exclusive Raised Header Bar
Available R1, R3, R3 Fine Turf, R4 Tires

Other Options:
Deluxe Air Ride Seat
Dual External Rearview Mirrors
AM/FM Radio w/CD
Cab Speaker Kit
Beacon Light
Back-up Alarm
Front Fender Kit
Rear Fender Extension Kit
Rear Work Light Kit

S T A N D A R D  F E A T U R E S 
A N D  O P T I O N S

3520 Tractor shown

C&CE PURCHASING GUIDE 200718



 3320 Cab 3520 Cab 3720 Cab

Engine
Series  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yanmar Yanmar Yanmar
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-Cylinder Diesel 3-Cylinder Turbocharged Diesel 3-Cylinder Turbocharged Diesel
Gross Horsepower*  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32.5 37.0 44.0
PTO Horsepower 
    PowrReverserª Transmission*. . . . . . . . . . . . . . . . . . . 25.5 30.5 N/A
    eHydroª Transmission*  . . . . . . . . . . . . . . . . . . . . . . . . . 25.0 30.0 35.0
Rated engine speed (rpm). . . . . . . . . . . . . . . . . . . . . . . . . . 2,600 2,600 2,600
Engine Torque At Rated Speed
    (PowrReverser/eHydro). . . . . . . . . . . . . . . . . . . . . . . . . . 61.6 ft.-lb. (83.5 N-m) 71.1 ft.-lb. (96.4 N-m) 84.3 ft.-lb. (114.3 N-m)
Max Torque (@1560 RPM) 
    (PowrReverser/eHydro). . . . . . . . . . . . . . . . . . . . . . . . . . 73.9 ft.-lb. (100.2 N-m) 85.4 ft.-lb. (115.8 N-m) 101 ft.-lb. (137 N-m) 
Displacement, cu. in. (liters) . . . . . . . . . . . . . . . . . . . . . . . . 100 (1.6) 91.5 (1.5) 91.5 (1.5)
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Water Pump Water Pump Water Pump
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dry-Type w/safety element and  Dry-Type w/safety element and  Dry-Type w/safety element and 
 electronic air restrictor indicator electronic air restrictor indicator electronic air restrictor indicator 

Fuel System
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Direct injection, priming pump Direct injection, priming pump Direct injection, priming pump
Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11.8 U.S. gal. (44.7 L) 11.8 U.S. gal. (44.7 L) 11.8 U.S. gal. (44.7 L)
Fuel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No. 1, No. 2 Diesel No. 1, No. 2 Diesel No. 1, No. 2 Diesel
 B5 Biodiesel B5 Biodiesel B5 Biodiesel
Drivetrain
Standard Transmission  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Twin Touchª  eHydro Twin Touchª  eHydro N/A
Final Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Spur gear Spur gear Spur gear
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Wet disc Wet disc Wet disc
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Power steering Power steering Power steering
Differential Lock  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard Standard
Four-Wheel Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard Standard

Hydraulic System
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Open center Open center Open center
Working Pressure. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2,500 psi (17238 kPa) 2,500 psi (17238 kPa) 2,500 psi (17238 kPa)
Pump (Type) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dual gear Dual gear Dual gear
Pump Capacity
    Implement Pump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8.6 gpm (32.5 L/min) 8.6 gpm (32.5 L/min) 8.6 gpm (32.5 L/min)
    Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.3 gpm (20 L/min) 5.3 gpm (20 L/min) 5.3 gpm (20 L/min)
    Total Flow   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13.9 gpm (52.5 L/min) 13.9 gpm (52.5 L/min) 13.9 gpm (52.5 L/min)
Lift Capacity 
    (24 in. Behind Link Arms)Ñlb. (kg)  . . . . . . . . . . . . . . . . 2,200 lb. (999kg) 2,200 lb. (999kg) 2,200 lb. (999kg)
Lift Capacity @ Lift Link EndsÑlb. (kg) . . . . . . . . . . . . . . . 2,530 lb. (1149 kg) 2,530 lb. (1149 kg) 2,530 lb. (1149 kg)

PTO
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Independent Independent Independent
Location  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Rear standard, mid optional Rear standard, mid optional Rear standard, mid optional
Speed (PTO rpm at 2400 Engine rpm)
    Rear (rpm)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 540 540 540
    Mid (rpm) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2,100 2,100 2,100
Clutch  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Wet disk Wet disk Wet disk
Brake (for Mid and Rear PTO)  . . . . . . . . . . . . . . . . . . . . . . Wet disk Wet disk Wet disk
Category 1 3-Point Hitch  . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard Standard

Safety
Slope Operation Complies with ANSI B71.4  . . . . . . . . . . . Yes Yes Yes
ROPS Complies with ASAE and OSHA 
   Standards for Roll-Over Protection  . . . . . . . . . . . . . . . . Yes Yes Yes
Operator Presence Systems. . . . . . . . . . . . . . . . . . . . . . . . Yes Yes Yes

Weight
Including hydraulic ß uid, fuel . . . . . . . . . . . . . . . . . . . . . . . 3,570 lb. (1620 kg) 3,570 lb. (1620 kg) 3,570 lb. (1620 kg)

S P E C I F I C A T I O N S
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 4320 Cab 4520 Cab 4720 Cab

Engine
Series  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .John Deere PowerTechª  John Deere PowerTechª John Deere PowerTechª
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4-cylinder turbocharged diesel 4-cylinder turbocharged diesel 4-cylinder turbocharged diesel
Gross Horsepower* . . . . . . . . . . . . . . . . . . . . . . . . . . . .48.0  53.0  58.0
PTO Horsepower 
    PowrReverserª Transmission. . . . . . . . . . . . . . . . .40.5  45.5  N/A
    eHydroª Transmission . . . . . . . . . . . . . . . . . . . . . . .40  45  50
Rated engine speed (rpm). . . . . . . . . . . . . . . . . . . . . . .2400  2400  2400 
Engine Torque At Rated Speed. . . . . . . . . . . . . . . . . . .102 ft.-lb. (138.3 N-m) 113 ft.-lb. (153.2 N-m) 123 ft.-lb. (166.8 N-m)
Max Torque (@1400 RPM). . . . . . . . . . . . . . . . . . . . . . .127 ft.-lb. (172.9 N-m)  141 ft.-lb. (191.2 N-m)  154 ft.-lb. (210.2 N-m)
Displacement, cu. in. (liters) . . . . . . . . . . . . . . . . . . . . .149 (2.44) 149 (2.44) 149 (2.44)
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Water Pump  Water Pump  Water Pump
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dry-Type w/safety element  Dry-Type w/safety element  Dry-Type w/safety element
 and electronic air restrictor indicator  and electronic air restrictor indicator  and electronic air restrictor indicator 
Glow Plugs
    (for low-temperature starting)   . . . . . . . . . . . . . . . .Yes  Yes  Yes

Fuel System
Type   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Direct injection, priming pump  Direct injection, priming pump  Direct injection, priming pump
Fuel Tank Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . . . .13.8 U.S. gal. (52.2 L)  13.8 U.S. gal. (52.2 L)  13.8 U.S. gal. (52.2 L) 
Fuel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .No. 1, No. 2 Diesel No. 1, No. 2 Diesel  No. 1, No. 2 Diesel

Drivetrain
Standard Transmission  . . . . . . . . . . . . . . . . . . . . . . . . .Twin-Touchª eHydro  Twin-Touchª eHydro  N/A
Final Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Planetary  Planetary  Planetary
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Wet disc Wet disc  Wet disc
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Power steering  Power steering  Power steering
Differential Lock . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard  Standard  Standard
Four-Wheel Drive . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard  Standard  Standard

Hydraulic System
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Open center  Open center  Open center
Working Pressure. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,500 psi (17238 kPa)  2,500 psi (17238 kPa)  2,500 psi (17238 kPa)
Pump (Type) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dual gear  Dual gear  Dual gear
Pump Capacity
    Implement Pump   . . . . . . . . . . . . . . . . . . . . . . . . . . . .12 gpm (45.3 L/min)  12 gpm (45.3 L/min)  12 gpm (45.3 L/min)
    Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5.1 gpm (19.3 L/min)  5.1 gpm (19.3 L/min)  5.1 gpm (19.3 L/min)
Total Flow . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .17.1 gpm (64.6 L/min)  17.1 gpm (64.6 L/min)  17.1 gpm (64.6 L/min)
Lift Capacity 
    (24 in. Behind Link Arms)Ñlb. (kg)  . . . . . . . . . . . . . .2,500 lb. (1134 kg)  2,500 lb. (1134 kg)  2,500 lb. (1134 kg)
Lift Capacity @ Lift Link EndsÑlb. (kg)  . . . . . . . . . . . . .3,130 lb. (1420 kg) 3,130 lb. (1420 kg) 3,130 lb. (1420 kg)

PTO
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Independent  Independent  Independent
Location . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Rear standard, mid optional  Rear standard, mid optional  Rear standard, mid optional
Speed (PTO rpm at 2400 Engine rpm)
    Rear (rpm)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .540 540  540
    Mid (rpm) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2100  2100  2100
Clutch  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Multidisk, wet  Multidisk, wet  Multidisk, wet
Brake (for Mid and Rear PTO) . . . . . . . . . . . . . . . . . . .Multidisk, wet  Multidisk, wet  Multidisk, wet
Category 1 3-Point Hitch . . . . . . . . . . . . . . . . . . . . . . . .Standard  Standard  Standard

Safety
Slope Operation Complies with
    ANSI B71.4   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Yes  Yes  Yes
ROPS Complies with ASAE and OSHA 
    Standards for Roll-Over Protection. . . . . . . . . . . . .Yes  Yes  Yes
Operator Presence Systems   . . . . . . . . . . . . . . . . . . . .Yes  Yes  Yes

Weight
Including hydrualic ß uid, fuel . . . . . . . . . . . . . . . . . . . .4,345 lb. (1971 kg)  4,345 lb. (1971 kg)  4,345 lb. (1971 kg) 
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F E A T U R E S

5003 SERIESUTILITYTRACTORS

The 5003 Series offers lifestyle and commercial
users John Deere quality at a great price. These
cost-efÞ cient machines are good for everything
from loader work to mowing to light Þ eldwork.

THREE MODELS ARE AVAILABLE:

¥ High-torque, three-cylinder John Deere diesel 
engines are tuned to deliver their full-advertised 
PTO horsepower. (540 rpm PTO speed is reached 
at 2,400 rpm, rated engine speed.)

¥ And a rugged nine forward/three reverse speed 
collar shift gear transmission maximizes power 
transfer.

¥ A heavy-duty engine cylinder block, oil-cooled 
brakes and stress-reducing rear planetary drives 
ensure a long service life for the machine.

¥ Standard Differential Lock pedal allows power 
to be applied when extra traction is needed, and 
automatically disengages when not necessary.

¥ Operator stations offer plenty of legroom. 
Controls are color-coded and conveniently posi-
tioned. A sensible, easy-to-read dash is backlit 
for reduced visibility situations. And lower-effort 
suspended pedals and power steering makes 
long days easier.

¥ Safety features include: 

 -  An interlock system that only allows starting 
the engine when the transmission is in park 
or neutral. 

 -  Audible and visual PTO warning if the operator 
leaves the seat with the PTO engaged.

 -  ROPS, amber turn signal/ß ashing warning lights 
and SMV sign for road transport.

512 Loaders
New Frontier RC Rotary Cutters
MX Rotary Cutters
48 Backhoe

Frontier Attachments Available

A D D  V E R S A T I L I T Y  W I T H :

5103 Utility Tractor shown

 Engine HP PTO HP

5103 50  42  

5203 56  47  

5303 64  55

5403 74 64
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   5103  5203   

Power:
PTO 42 hp (31.31 kW)*  47 hp (35.05 kW)* 
Engine 50 hp (37.29 kW)  56 hp (41.76 kW)  
Rated Engine Speed  2,400 rpm  2,400 rpm  

Engine:
Make John Deere POWERTECHª  John Deere POWERTECH   
Type Vertical, valve-in-head,4-stroke diesel  Vertical, valve-in-head, 4-stroke diesel   
Operating Range 1,600 to 2,400 rpm  1,600 to 2,400 rpm   
Number of Cylinders 3  3   
Displacement 179 cu. in. (2.9 L)  179 cu. in. (2.9 L)   
Aspiration Natural  Natural   
Bore 4.19 in. (106 mm)  4.19 in. (106 mm)   
Stroke 4.33 in. (110 mm)  4.33 in. (110 mm)  
Lubrication Force-feed, pressurized with full ß ow Þ lter  Force-feed, pressurized with full ß ow Þ lter  
Cooling System  Pressurized with centrifugal pump  Pressurized with centrifugal pump  
Number of Main Bearings  4  4  

Transmission:
9F/3R Collar Shift  Standard  Standard  

Capacities:
Fuel Tank  19.0 U.S. gal. (72.0 L)  19.0 U.S. gal. (72.0 L)  
Cooling System  10 U.S. qt. (9.5 L)  10 U.S. qt. (9.5 L)  
Crankcase (With Filter)  9 U.S. qt. (8.5 L)  9 U.S. qt. (8.5 L)  
Transmission, Differential, 
   and Hydraulic System:
 2WD 10 U.S. gal. (37.9 L)  10 U.S. gal. (37.9 L)  

Power Takeoff:
Independent 540 Rear PTO (Standard) 540 rpm at 2,400 engine rpm  540 rpm at 2,400 engine rpm  
Clutch (PTO Disk Dia.) 11.0 in. (280 mm)  11.0 in. (280 mm)  

Brakes:
Type Hydraulically actuated, wet disc running in oil  Hydraulically actuated, wet disc running in oil  
Operation Foot operated, individually or simultaneously  Foot operated, individually or simultaneously  
Adjustment Self-adjusting  Self-adjusting  

Hydraulic System: Open center  Open center  
Type Tandem-gear  Tandem-gear  

Pump:
Steering .73 cu. in. (11.9 cm3)  .73 cu. in. (11.9 cm3)
Implement 1.22 cu. in. (19.9 cm3)  1.22 cu. in. (19.9 cm3)
Max. Pressure - Implement 2,828 psi (195 bar)  2,828 psi (195 bar)  
Max. Pressure - Steering 1,958 psi (135 bar)  1,958 psi (135 bar)  
Flow Rate @ Rated Eng. rpm: 
 Steering Pump 6.8 gal./min. (25.7 L/m)  6.8 gal./min. (25.7 L/m)  
 Implement Pump (Flow @ Couplers) 11.4 gal./min. (43.1 L/m)  11.4 gal./min. (43.1 L/m)   
 Maximum Total Flow  18.2 gal./min. (68.8 L/m)  18.2 gal./min. (68.8 L/m)  

Three-Point Hitch:
Universal Three-Point Hitch Category 2, 1 convertible  2, 1 convertible  
Draft Control Top link sensing  Top link sensing   
Interchangeable Hitch Balls  Standard  Standard   

Hitch Lift Capacity:
At 24-in. (610 mm) Behind Hitch Balls 3,050 lb. (1383 kg)  3,050 lb. (1383 kg)   

Fuel System:
Distributor-Type Injection Pump Standard  Standard   
Fuel Filter Single-element Þ lter  Single-element Þ lter   

Electrical System:
Alternator  40 amp  40 amp  
Cold Cranking Amps  622  622  
Neutral Start Switch  Standard  Standard  
Key Engine Shutoff  Standard  Standard  
Bypass Start Protection  Standard  Standard  
PTO Warning Buzzer  Standard  Standard  

Drawbar Vertical Load Ratings:
Short Position  2,470 lb. (1120 kg)  2,470 lb. (1120 kg)  
Fully Extended Position  1,675 lb. (760 kg)  1,675 lb. (760 kg)  

*Manufacturer’s estimate
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  5303  5403 

Power:
PTO 55 hp (41.01 kW)* 64 hp (47.70 kW)*
Engine 64 hp (47.70 kW)   74 hp (55.2 kW) 
Rated Engine Speed  2,400 rpm  2,400 rpm 

Engine:
Make John Deere POWERTECH  John Deere POWERTECH 
Type Vertical, valve-in-head, 4-stroke diesel  Vertical, valve-in-head, 4-stroke diesel 
Operating Range 1,600 to 2,400 rpm  1,600 to 2,400 rpm 
Number of Cylinders 3  3 
Displacement 179 cu. in. (2.9 L)  179 cu. in. (2.9 L) 
Aspiration Turbocharged  Turbocharged 
Bore 4.19 in. (106 mm)  4.19 in. (106 mm) 
Stroke 4.33 in. (110 mm)  4.33 in. (110 mm) 
Lubrication Force-feed, pressurized with full ß ow Þ lter  Force-feed, pressurized with full ß ow Þ lter 
Cooling System  Pressurized with centrifugal pump  Pressurized with centrifugal pump 
Number of Main Bearings  4  4 

Transmission:
9F/3R Collar Shift  Standard  Standard 

Capacities:
Fuel Tank  19.0 U.S. gal. (72.0 L)  19.0 U.S. gal. (72.0 L) 
Cooling System  11.4 U.S. qt. (10.8 L)   11.4 U.S. qt. (10.8 L) 
Crankcase (With Filter)  9 U.S. qt. (8.5 L)  9 U.S. qt. (8.5 L) 
Transmission, Differential, 
   and Hydraulic System:
 2WD 10 U.S. gal. (37.9 L)  10 U.S. gal. (37.9 L) 

Power Takeoff:
Independent 540 Rear PTO (Standard) 540 rpm at 2,400 engine rpm  540 rpm at 2,400 engine rpm 
Clutch (PTO Disk Dia.) 11.0 in. (280 mm)  11.0 in. (280 mm) 

Brakes:
Type Hydraulically actuated, wet disc running in oil  Hydraulically actuated, wet disc running in oil 
Operation Foot operated, individually or simultaneously  Foot operated, individually or simultaneously 
Adjustment Self-adjusting  Self-adjusting 

Hydraulic System: Open center  Open center  
Type Tandem-gear  Tandem-gear   

Pump:
Steering .73 cu. in. (11.9 cm3)  .73 cu. in. (11.9 cm3)
Implement 1.22 cu. in. (19.9 cm3)  1.22 cu. in. (19.9 cm3)
Max. Pressure - Implement 2,828 psi (195 bar)  2,828 psi (195 bar)  
Max. Pressure - Steering 1,958 psi (135 bar)  1,958 psi (135 bar)  
Flow Rate @ Rated Eng. rpm: 
 Steering Pump 6.8 gal./min. (25.7 L/m)  6.8 gal./min. (25.7 L/m)   
 Implement Pump (Flow @ Couplers) 11.4 gal./min. (43.1 L/m)  11.4 gal./min. (43.1 L/m)  
 Maximum Total Flow  18.2 gal./min. (68.8 L/m)  18.2 gal./min. (68.8 L/m)  

Three-Point Hitch:
Universal Three-Point Hitch Category 2, 1 convertible  2, 1 convertible  
Draft Control Top link sensing  Top link sensing  
Interchangeable Hitch Balls  Standard  Standard  

Hitch Lift Capacity:
At 24-in. (610 mm) Behind Hitch Balls 3,050 lb. (1383 kg)  3,050 lb. (1383 kg)  

Fuel System:
Distributor-Type Injection Pump Standard  Standard  
Fuel Filter Single-element Þ lter  Single-element Þ lter   

Electrical System:
Alternator  40 amp  40 amp  
Cold Cranking Amps  622  622  
Neutral Start Switch  Standard  Standard   
Key Engine Shutoff  Standard  Standard  
Bypass Start Protection  Standard  Standard  
PTO Warning Buzzer  Standard  Standard  

Drawbar Vertical Load Ratings:
Short Position  2,470 lb. (1120 kg)  2,470 lb. (1120 kg)  
Fully Extended Position  1,675 lb. (760 kg)  1,675 lb. (760 kg)   

*Manufacturer’s estimate
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F E A T U R E S

5105AND5205 TRACTORS

¥ Direct-injection John Deere POWERTECH¨  diesel 
engines start easily, and consistently deliver fully 
rated PTO power. Balanced crankshafts reduce 
vibration levels, and premium wet-cylinder liner 
design increases service life.

¥ SyncReverser transmissions  provide easy in-line 
gear shifts. You donÕt have to bring the tractor to 
a complete stop when changing from A-range to 
reverse and back again. Can shift from forward to 
reverse without requiring a complete stop. This 
improves productivity and signiÞ cantly reduces 
operator fatigue when doing loader or blade 
work.

¥ Fully independent PTO provides smooth engage-
ment and disengagement, allowing controlled 
operation of implements.

¥ Tandem gear-pump design produces much higher 
hydraulic ß ow and pressure than competitive 
models. This allows the operator to run hydraulic 
implements more efÞ ciently and provides faster 
cycle times. 

¥ 4WD and standard differential lock are eas-
ily engaged, offering increased traction in soft 
ground conditions.

¥ Largest-in-class 22.4-gallon fuel tank has the 
capacity for a full days work. Convenient right- 
and left-side Þ lls make refueling easy.

¥ Quick-release side panels provide fast access 
to daily service points. 

¥ Safety features include: neutral-only starting, 
PTO-engagement alarm, and roll-over protection 
system (ROPS) and seat belts. 

522 Loaders
New Frontier RC Rotary Cutters
MX Rotary Cutters
48 Backhoe

Frontier Attachments Available
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  5105 5205

Power:
Engine . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50 hp (37.28 kW)* 56 hp (41.76 kW)*
PTO  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44 hp (32.81 kW)* 50 hp (37.29 kW)*
Rated Engine Speed   . . . . . . . . . . . . . . . . . . . 2,300 rpm  2,300 rpm 

Engine:
Make . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . John Deere  John Deere 
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Vertical, valve-in-head, 4 stroke diesel  Vertical, valve-in-head, 4 stroke diesel 
Operating Range . . . . . . . . . . . . . . . . . . . . . . . 1,600 to 2,300 rpm  1,600 to 2,300 rpm 
Number of Cylinders. . . . . . . . . . . . . . . . . . . . 3  3 
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . 179 cu. in. (2.9 L)  179 cu. in. (2.9 L) 
Aspiration. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Natural  Natural 
Bore. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.19 in. (106 mm)  4.19 in. (106 mm) 
Stroke  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.33 in. (110 mm)  4.33 in. (110 mm) 
Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . Force-feed, pressurized with full ß ow Þ lter  Force-feed, pressurized with full ß ow Þ lter 
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . Pressurized with centrifugal pump  Pressurized with centrifugal pump 
Number of Main Bearings. . . . . . . . . . . . . . . 4  4 

Transmission:
8F/4R SyncReverserª with In-Line 
   Collarshift Speed Selection . . . . . . . . . . . . Standard  Standard 

Capacities:
Fuel Tank. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22.4 U.S. gal. (84.8 L)  22.4 U.S. gal. (84.8 L) 
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . 10 U.S. qt. (9.25 L)  10 U.S. qt. (9.25 L) 
Crankcase (With Filter)  . . . . . . . . . . . . . . . . . 8 U.S. qt. (7.5 L)  8 U.S. qt. (7.5 L) 
Transmission, Differential and 
   Hydraulic System:
 With 2WD . . . . . . . . . . . . . . . . . . . . . . . . . . 8.5 U.S. gal. (32.0 L)  8.5 U.S. gal. (32.0 L) 
 With 4WD . . . . . . . . . . . . . . . . . . . . . . . . . . 8.5 U.S. gal. (32.0 L)  8.5 U.S. gal. (32.0 L) 
4WD Axle:
 Wheel Hubs  . . . . . . . . . . . . . . . . . . . . . . . . 0.53 U.S. qt. (0.5 L)  0.53 U.S. qt. (0.5 L) 
 Axle Housing  . . . . . . . . . . . . . . . . . . . . . . . 4.8 U.S. qt. (4.5 L)  4.8 U.S. qt. (4.5 L) 

Power Takeoff:
Independent 540 Rear PTO (Standard) . . . . 540 rpm at 2,300 engine rpm  540 rpm at 2,300 engine rpm 
Clutch (PTO Disk Diameter) . . . . . . . . . . . . . 11.0-in. (280 mm)  11.0-in. (280 mm) 

Brakes:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Mechanically actuated, wet disc running in oil  Mechanically actuated, wet disc running in oil 
Operation  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Foot-operated, individually or simultaneously  Foot-operated, individually or simultaneously 
Adjustment . . . . . . . . . . . . . . . . . . . . . . . . . . . . Manual  Manual 

Hydraulic System:  . . . . . . . . . . . . . . . . . . . . . Open center  Open center 
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Tandem-gear  Tandem-gear 

Pump:
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .73 cu. in. (11.9 cm3)  .73 cu. in. (11.9 cm3)
Implement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.22 cu. in. (20 cm3)  1.22 cu. in. (20 cm3)
Max. Pressure - Implement  . . . . . . . . . . . . . 2,755 psi (190 bar)  2,755 psi (190 bar) 
Max. Pressure - Steering  . . . . . . . . . . . . . . . 1,957 psi (135 bar)  1,957 psi (135 bar) 
Flow Rate @ Rated Eng. rpm: 
 Steering Pump   . . . . . . . . . . . . . . . . . . . . . 6.5 gal./min. (24.6 L/m)  6.5 gal./min. (24.6 L/m) 
 Implement Pump (Flow @ Couplers)   . . 10.9 gal./min. (41.3 L/m)  10.9 gal./min. (41.3 L/m) 
 Maximum Total Flow   . . . . . . . . . . . . . . . . 17.4 gal./min. (65.9 L/m)  17.4 gal./min. (65.9 L/m) 

Three-Point Hitch:
Universal Three-Point Hitch Category  . . . . 2, 1 convertible  2, 1 convertible
Draft Control  . . . . . . . . . . . . . . . . . . . . . . . . . . Top link sensing - standard  Top link sensing - standard 
Telescopic Draft Links  . . . . . . . . . . . . . . . . . . Optional  Optional 

Hitch Lift Capacity:
At 24-in. (610 mm) Behind Hitch Balls. . . . . 2,990 lb. (1356 kg)  2,990 lb. (1356 kg) 

Fuel System:
Distributor-Type Injection Pump. . . . . . . . . . Standard  Standard 
Fuel Filter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Single-element Þ lter  Single-element Þ lter 

Electrical System:
Alternator (Open Station)  . . . . . . . . . . . . . . . 40 amp  40 amp 
Cold Cranking Amps   . . . . . . . . . . . . . . . . . . . 950  950 
Neutral Start Switch . . . . . . . . . . . . . . . . . . . Standard  Standard 
Key Engine Shutoff   . . . . . . . . . . . . . . . . . . . . Standard  Standard 
Bypass Start Protection . . . . . . . . . . . . . . . . Standard  Standard 
PTO Warning Buzzer . . . . . . . . . . . . . . . . . . . Standard  Standard 

Drawbar Vertical Load Ratings:
Regular Position . . . . . . . . . . . . . . . . . . . . . . . 1,225 lb. (556 kg)  1,225 lb. (556 kg) 

*Manufacturer’s estimate
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F E A T U R E S

5025 SERIESTRACTORS

¥ The 5025 Series Tractors combine the best of 
John DeereÕs extensive product history and 
expertise with its industry-leading innovations. 
The result is a high-quality, cost-efÞ cient tractor 
in the 56 to 91 engine horsepower range that is 
proudly assembled in the U.S.A. at John Deere's 
factory in Augusta, Georgia. 

¥ This series is equipped with John Deere 
PowerTechª engines, providing customers 
with the most dependable performance every 
day. The proven strength of the PowerTech 
engine teams up with the choice of six 
transmission options and up to six remote 
hydraulic valves. This optionality enables 
the 5025 Series to successfully perform a 
variety of tasks. 

¥ That performance is easy to maintain with only 
two daily service tasks, a one-piece hood, and 
extended service intervals. 

¥ Customers can select from the standard Straddle 
Mount, Isolated Open Operator Station (IOOS), 
or Cab operator stations to achieve the optimal 
operating experience. No matter the selection, 
each station creates a smooth, comfortable 
environment with adjustable seat and steering 
wheel options. All customers, from novice to 
advanced, will feel in command with easy-to-
operate, intuitive controls. 

¥ Being a member of the industry leader in safety, 
the 5025 Series was designed to meet the strict-
est of safety standards. Customers will Þ nd 
security in items such as a retractable seat belt, 
certiÞ ed rollover protection device, and digital 
indicators, just to highlight a few. 

¥ In addition to a tractor, customers will Þ nd a 
friendly atmosphere with trained, knowledgeable 
sales staff, certiÞ ed technicians, and a stocked 
parts counter with next-day parts availability at 
any of the easy-to-Þ nd John Deere locations in 
North America. 

522 AND 542 Loaders
MX, HX and CX Rotary Cutters
Square Balers
Round Balers
Rotary Mowers
Hay Rakes
Mower Conditioners
Field Cultivators
Planters
49 Backhoe

Frontier Attachments Available
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Power:
Engine . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 56 hp (41.6 kW)* 67 hp (55 kW)* 81 hp (60.5 kW)* 91 hp (68 kW)*
PTO  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 45 hp (34 kW)* 55 hp (41 kW)* 65 hp (48 kW)* 75 (56 kW)*
Rated Engine Speed. . . . . . . . . . . . . . . . . . . 2,400 rpm  2,400 rpm  2,400 rpm  2,400 rpm 

Engine:
Make . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . John Deere POWERTECHª  John Deere POWERTECHª  John Deere POWERTECHª  John Deere POWERTECHª 
Type   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Vertical, valve-in-head,  Vertical, valve-in-head,  Vertical, valve-in-head,  Vertical, valve-in-head, 
 4-stroke diesel 4-stroke diesel 4-stroke diesel 4-stroke diesel
Operating Range   . . . . . . . . . . . . . . . . . . . . . 1,600 to 2,400 rpm  1,600 to 2,400 rpm  1,600 to 2,400 rpm  1,600 to 2,400 rpm 
Number of Cylinders . . . . . . . . . . . . . . . . . . 5  5  4  4 
Aspiration   . . . . . . . . . . . . . . . . . . . . . . . . . . . Turbocharged  Turbocharged  Turbocharged  Turbocharged 
Lubrication   . . . . . . . . . . . . . . . . . . . . . . . . . . Force-feed, pressurized with  Force-feed, pressurized with Force-feed, pressurized with Force-feed, pressurized with
 full ß ow Þ lter  full ß ow Þ lter  full ß ow Þ lter  full ß ow Þ lter 
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . 179 cu. in. (2.9 L)  179 cu. in. (2.9 L)  276 cu. in. (4.5 L)  276 cu. in. (4.5 L) 
Bore. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.39 in. (86 mm)  3.39 in. (86 mm)  4.19 in. (106 mm)  4.19 in. (106 mm) 
Stroke  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.13 in. (105 mm)  4.13 in. (105 mm)  5.00 in. (127 mm)  5.00 in. (127 mm) 
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . Pressurized with centrifugal pump  Pressurized with centrifugal pump  Pressurized with centrifugal pump  Pressurized with centrifugal pump

Transmission:
9F/3R SyncShuttle. . . . . . . . . . . . . . . . . . . . . Standard  Standard  Standard  Standard 
9F/3R SyncShuttle w/Shiftable 
    540/540E PTO. . . . . . . . . . . . . . . . . . . . . . . Optional  Optional  Optional  Optional 
12F/12R PowrReverser. . . . . . . . . . . . . . . . . Optional  Optional  Optional  Optional 
12F/12R PowrReverser w/Shiftable 
    540/540E PTO. . . . . . . . . . . . . . . . . . . . . . . Optional  Optional  Optional  Optional 
24F/24R PowrReverser w/Shiftable 
    540/540E PTO. . . . . . . . . . . . . . . . . . . . . . . Optional  Optional  Optional  Optional 

Capacities:
Fuel Tank (Straddle Mount). . . . . . . . . . . . . 25.5 U.S. gal. (96.5 L)  25.5 U.S. gal. (96.5 L)  25.5 U.S. gal. (96.5 L)  25.5 U.S. gal. (96.5 L) 
Fuel Tank (Cab/IOOS) . . . . . . . . . . . . . . . . . . 33.5 U.S. gal. (126.8 L)  33.5 U.S. gal. (126.8 L)  33.5 U.S. gal. (126.8 L)  33.5 U.S. gal. (126.8 L) 
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . 10 U.S. qt. (9.5 L)  10 U.S. qt. (9.5 L)  12 U.S. qt. (11.4 L)  12 U.S. qt. (11.4 L) 
Crankcase (With Filter) . . . . . . . . . . . . . . . . 11 U.S. qt. (10 L)  11 U.S. qt. (10 L)  9 U.S. qt. (8.5 L)  9 U.S. qt. (8.5 L) 
Transmission and Hydraulic System: 
    9/3 SyncShuttle   . . . . . . . . . . . . . . . . . . . . 10.3 U.S. gal. (39 L)  10.3 U.S. gal. (39 L)  10.3 U.S. gal. (39 L)  10.3 U.S. gal. (39 L) 
    12/12 PowrReverser   . . . . . . . . . . . . . . . . 11.5 U.S. gal. (43.5 L)  11.5 U.S. gal. (43.5 L)  11.5 U.S. gal. (43.5 L)  11.5 U.S. gal. (43.5 L) 
    24/24 PowrReverser   . . . . . . . . . . . . . . . . 12.0 U.S. gal. (45.4 L)  12.0 U.S. gal. (45.4 L)  12.0 U.S. gal. (45.4 L)  12.0 U.S. gal. (45.4 L) 
4WD Axle:
    Wheel Hubs   . . . . . . . . . . . . . . . . . . . . . . . 0.74 U.S. qt. (0.7 L)  0.74 U.S. qt. (0.7 L)  0.74 U.S. qt. (0.7 L)  0.74 U.S. qt. (0.7 L) 
    Differential Housing   . . . . . . . . . . . . . . . . 4.8 U.S. qt. (4.5 L)  4.8 U.S. qt. (4.5 L)  4.8 U.S. qt. (4.5 L)  4.8 U.S. qt. (4.5 L) 

Power Take-Off:
Independent 540 Rear PTO
    (Standard)  . . . . . . . . . . . . . . . . . . . . . . . . . 540 rpm at 2,400 engine rpm  540 rpm at 2,400 engine rpm  540 rpm at 2,400 engine rpm  540 rpm at 2,400 engine rpm 
Independent 540E (Economy) 
    Rear PTO (Optional) . . . . . . . . . . . . . . . . . 540 rpm at 1,700 engine rpm  540 rpm at 1,700 engine rpm  540 rpm at 1,700 engine rpm  540 rpm at 1,700 engine rpm 
Clutch (PTO Disk Dia.) . . . . . . . . . . . . . . . . . 11.0 in. (280 mm)  11.0 in. (280 mm)  11.0 in. (280 mm)  11.0 in. (280 mm) 

Brakes:
Type   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulically actuated,  Hydraulically actuated,   Hydraulically actuated,  Hydraulically actuated, 
 wet disc running in oil  wet disc running in oil wet disc running in oil wet disc running in oil
Operation . . . . . . . . . . . . . . . . . . . . . . . . . . . . Foot operated, individually   Foot operated, individually Foot operated, individually Foot operated, individually
 or simultaneously or simultaneously or simultaneously or simultaneously
Adjustment   . . . . . . . . . . . . . . . . . . . . . . . . . . Self-adjusting  Self-adjusting  Self-adjusting  Self-adjusting
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Hydraulic System:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Open center Tandem-gear pump  Open center Tandem-gear pump  Open center Tandem-gear pump  Open center Tandem-gear pump 
Steering Pump Displacement . . . . . . . . . . . 0.61 in.3 (10.0 cm3)  0.61 in.3 (10.0 cm3)  0.73 in.3 (11.9 cm3)  0.73 in.3 (11.9 cm3)
Implement Pump Displacement   . . . . . . . . 1.40 in.3 (22.9 cm3)  1.40 in.3 (22.9 cm3)  2.03 in.3 (33.3 cm3)  2.03 in.3 (33.3 cm3)
Max. Pressure - Steering . . . . . . . . . . . . . . 1,958 psi (135 bar)  1,957 psi (135 bar)  1,957 psi (135 bar)  1,957 psi (135 bar) 
Max. Pressure - Implement  . . . . . . . . . . . . 2,828 psi (195 bar)  2,828 psi (195 bar)  2,828 psi (195 bar)  2,828 psi (195 bar) 
Flow Rate @ Rated Eng. rpm: 
    Steering Pump. . . . . . . . . . . . . . . . . . . . . . 5.9 gpm (22.3 L/min.)  5.9 gpm (22.3 L/min.)  6.6 gpm (24.9 L/min.)  6.6 gpm (24.9 L/min.) 
    Implement Pump (Flow @ Couplers). . . 13.5 gpm (51.2 L/min.)  13.5 gpm (51.2 L/min.)  18.4 gpm (69.6 L/min.)  18.4 gpm (69.6 L/min.) 
    Maximum Total Flow  . . . . . . . . . . . . . . . . 19.4 gpm (73.4 L/min.)  19.4 gpm (73.4 L/min.)  25 gpm (94.6 L/min.)  25 gpm (94.6 L/min.) 

Three-Point Hitch:
Universal Three-Point Hitch Category  . . . 2,1 convertible  2,1 convertible  2,1 convertible  2,1 convertible 
Draft Control  . . . . . . . . . . . . . . . . . . . . . . . . . Top link sensing  Top link sensing  Top link sensing  Top link sensing 
Telescopic Draft Links  . . . . . . . . . . . . . . . . . Optional  Optional  Optional  Optional 
Rotating/Interchangeable Hitch Balls. . . . Standard  Standard  Standard  Standard 
Lift Capacity at 24-in. 
    (610 mm) Behind Hitch Balls  . . . . . . . . . 3,374 lb. (1530 kg)  3,374 lb. (1530 kg)  3,374 lb. (1530 kg)  3,374 lb. (1530 kg) 

Fuel System:
Distributor-type Injection Pump . . . . . . . . . N/A N/A Standard  Standard 
Unit Injection Pump  . . . . . . . . . . . . . . . . . . . Standard  Standard  N/A N/A
Fuel Filter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Single-element Þ lter  Single-element Þ lter  Single-element Þ lter  Single-element Þ lter 

Electrical System:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12 volt, negative ground  12 volt, negative ground  12 volt, negative ground  12 volt, negative ground 
Alternator (Straddle Mount and IOOS) . . . 70 amp  70 amp  70 amp  70 amp 
Alternator (Cab). . . . . . . . . . . . . . . . . . . . . . . 90 amp  90 amp  90 amp  90 amp 
Cold Cranking Amps. . . . . . . . . . . . . . . . . . . 950  950  950  950 
Neutral Start Switch. . . . . . . . . . . . . . . . . . . Standard  Standard  Standard  Standard 
Key Engine Shutoff . . . . . . . . . . . . . . . . . . . . Standard  Standard  Standard  Standard 
Bypass Start Protection. . . . . . . . . . . . . . . . Standard  Standard  Standard  Standard 
PTO Warning Buzzer  . . . . . . . . . . . . . . . . . . Standard  Standard  Standard  Standard 

Drawbar Vertical Load Ratings:
Short Position  . . . . . . . . . . . . . . . . . . . . . . . . 2,470 lb. (1120 kg)  2,470 lb. (1120 kg)  2,470 lb. (1120 kg)  2,470 lb. (1120 kg) 
Fully Extended Position  . . . . . . . . . . . . . . . . 1,675 lb. (760 kg)  1,675 lb. (760 kg)  1,675 lb. (760 kg)  1,675 lb. (760 kg) 
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F E A T U R E S

110 TRACTORLOADERBACKHOE

¥ In one compact, easily transported package, 
the 110 Tractor Loader Backhoe offers the 
hydraulic option of a skid steer, the digging ability 
of a compact excavator and the utility of 
a John Deere tractor. 

¥ Its versatility with tools is just as impressive, 
with standard skid steer mounting plates in 
front, optional loader and backhoe auxiliary 
hydraulics and Category 1, 3-point hitch 
with 540 rpm PTO.

¥ Power Curveª  Construction-Duty backhoe, 
modeled directly from Deere 310 Backhoe 
Loader, employs custom-designed valves for 
precise operation and feathering. 

¥ Construction-Duty loader maximizes lifting 
capacity with an efÞ cient use of high strength, 
low alloy steel.

¥ The 110 converts over 70 percent of net engine 
power into hydraulic horsepower (theoretical),
so both backhoe and loader performance are 
exceptional.

¥ LoadMatchª  power management system 
(similar to that used on Deere Hydrostatic 
Drive Crawlers) makes stalling almost 
impossible. The transmission automatically 
adjusts to engine output.

¥ Steep hood and lowered backhoe controls allow 
excellent forward and rearward visibility. 

¥ Unique Òcreep-to-repositionÓ feature permits 
the machine to be moved backwards or forwards 
along a trench without the operator having to 
leave the backhoe position.

¥ Unlike most standard compact tractors, the 110 
is designed for full-time loader and backhoe 
work with rugged components like a massive full-
length protective subframe and thick cast-iron 
front axle. 

¥ Easily transported: Only a heavy-duty pickup 
and trailer rated 10,000 lb. GVWR are required. 
(Refer to state and local regulations for 
speciÞ c requirements.)

Spark Arrester Mufß er
Retractable  3-In. Seat Belt
Slow Moving Vehicle Kit
Rear Worklight Kit
High-Output 55-Amp Alternator
Rubber Stabilizer Pads
Backhoe Stabilizer Cylinder Guards
Hydraulic Auger
Rear Drawbar Hitch
Push Button Warning Horn
Lockable Fuel Tank Cap
Hydraulic Breaker
Strobe Warning Light
Rear Demolition Protection Screen
Boom Protection Plate and Hammer Pocket
Backhoe Bucket Hydraulic Clamp
Soft Side Weather Enclosure
Hydraulic ÒTop and TiltÓ 3-point Rear Hitch
Engine Coolant Heater
Adjustable Mirror Kit
Category 1, 3-pt Hitch
Standard or Heavy Duty Front Buckets
4-in-1 Front Bucket
Utility Front Bucket
Backhoe Pin-On Buckets
Quick Attach Backhoe Buckets
Belly Pan Protection Kit
Bale Spear
Foundry Front Bucket
Construction Front Bucket
AG Utility Front Grapple
Scrap Front Grapple
Tine Front Grapple
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Engine
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Diesel, direct injection
Gross HP (kW). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .43.0 (32.1)**
Net HP (kW). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .41.0 (30.6)
PTO HP (kW)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .33.0 ( 24.6)
Hydraulic HP (kW)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .30.9 (23)*

No. of Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4
Total Displacement, cu. in. (L). . . . . . . . . . . . . . . . . . . . . . . . . . . .121.7 (2.0)
Fuel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .No.1 Diesel, No.2 Diesel, B5 Biodiesel

Transmission
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hydrostatic w/load-sensing system
Range Speeds . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3
Max Travelling Speed, mph (kph)  . . . . . . . . . . . . . . . . . . . . . . . .16.1 (26.1)

Power Train
Front Axle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Mechanical, bevel gear
Front Differential . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Cast, four pinion gears
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Power, hydrostatic, 58¡ turn
Final Drives  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Planetary, inboard
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Wet disc, mechanical
Rear Power Take Off  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .540, fully independent
Front Tires (R4 or R3 Tread Pattern)  . . . . . . . . . . . . . . . . . . . . . .10x16.5 8PR
Rear Tires (R4 or R3 Tread Pattern) . . . . . . . . . . . . . . . . . . . . . . .17.5Lx24 8PR

Hydraulic System
Pumps . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3, Open center systems
Total Flow, gpm (Lpm). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .23.6 (89.2)
System Operating Pressure, psi (kPa)  . . . . . . . . . . . . . . . . . . . .3,000 (20 684)
Oil Cooler  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Steel, thick core, 190 sq. in.

Capacities
Fuel Tank, gal (L) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .15.3 (58)
Cooling System, gal (L)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2.4 (9)
Transmission and Hydraulics, U.S. gal (L)  . . . . . . . . . . . . . . . . .15.0 (57)

Loader (ASAE S301.3)
Lift Height to Pivot Pin, ft (mm). . . . . . . . . . . . . . . . . . . . . . . . . . .9.6 (2917)
Reach at Maximum Lift Height, ft (mm)  . . . . . . . . . . . . . . . . . . .2.1 (635)
Maximum Dump and Rollback Angle  . . . . . . . . . . . . . . . . . . . . .45¡
Lift Capacity to Max Height, 
Pivot Pin, lb. (kg) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,727 (1237)
Lift Capacity to Max Height, lb. (kg)  . . . . . . . . . . . . . . . . . . . . . .2,042 (926)
Breakout Force at Pivot Pins, lb./ft. (N)  . . . . . . . . . . . . . . . . . . .3,965 (17 635)
Loader Raise Time, sec  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.44
Loader Lowering Time, sec. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2.31

Backhoe
Maximum Digging Depth, ft. (mm) . . . . . . . . . . . . . . . . . . . . . . . .10.1 (3073)
Digging Depth, 2 ft. Flat Bottom, ft (mm). . . . . . . . . . . . . . . . . . .9.9 (3021)
Truck Loading Height, ft. (mm)  . . . . . . . . . . . . . . . . . . . . . . . . . . .8.4 (2567)
Reach from Swing Pivot, ft. (mm). . . . . . . . . . . . . . . . . . . . . . . . .13.2 (4016)
Stabilizer Spread, Operating, ft (mm)  . . . . . . . . . . . . . . . . . . . . .8.2 (2489)
Stabilizer Arm Leveling Angle  . . . . . . . . . . . . . . . . . . . . . . . . . . .13¡
Boom Swing Arc . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .180¡
Bucket Rotation. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .190¡
Angle of Departure . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .21¡
Digging Force, Bucket Cylinder, lb. (N) . . . . . . . . . . . . . . . . . . . .5,723 (25,457)
Digging Force, Crowd Cylinder, lb. (N)  . . . . . . . . . . . . . . . . . . . .3,764 (16,743)

CertiÞ cations
ROPS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .SAE J1040 to 9,000 lb.
FOPS  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .ISO 3449 level 1

Transport Data
Weight With Loader And Backhoe, lb. (kg)  . . . . . . . . . . . . . . . .7,600 (3667)
Overall Height, Backhoe Folded, ft. (mm). . . . . . . . . . . . . . . . . .8.8 (2725)
Overall Length, Backhoe Folded, ft. (mm). . . . . . . . . . . . . . . . . .21.7 (6599)

*Theoretical, excludes steering pump horsepower and wet PTO clutch.            **Manufacturer’s estimate
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C&CE PURCHASING GUIDE 200730



F E A T U R E S

NO. 7 BACKHOE FOR790 TRACTORS
AND THE8B BACKHOEFOR990 TRACTORS

¥ No. 7 and 8B Backhoes feature rigid 4-point 
mounting system with more stability, better shock 
absorption than hitch-mounted systemsÑallows 
backhoe to be mounted closer to the tractor. With 
mounting hardware and hydraulics in place, back-
hoe can be quickly attached using just two pins.

¥ No. 7 and 8B have two-bar linkage on buckets 
with 180-degree rotation for digging square-
cornered trenches.

¥ No. 7 and 8B have a Quik-Tatch system on the 
790 and 990 tractors.

¥ Adjustable seat pivots up and locks when 
not in use.

¥ Low-proÞ le console for unobstructed view of 
work area.

¥ Easy operation Ñ two levers control boom lift, 
swing, dipperstick, and bucket.

¥ Grab rail and anti-slip footrests for easier mounting.

¥ Four buckets to choose from on the No. 7 
BackhoeÑ9-inch standard bucket; with 13-, 16-, 
and 20-inch optional.

¥ Four buckets to choose from on the 8B BackhoeÑ 
12-inch standard bucket; with 18-, 24- and 
36-inch optional.

¥ 790 tractor requires Roll-Gard¨  ROPS extensions.

Control Console
Six-Spool Control Valve
Standard 9-in. Bucket (No. 7)
Standard 12-in. Bucket (8B)
Transport Locks
Hydraulic Mountings 
 With Quick-Couplers

REQUIRED TRACTOR OPTIONS FOR
NO. 7 AND 8B BACKHOES USE ON 
790 AND 990

ROPS Extension Kit or Tall ROPS for 790
300 Loader for 790
300CX Loader for 990
Power Beyond Kit (790, 990)

A D D  V E R S A T I L I T Y  W I T H :
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  No. 7 8B 

Machines:

(A) Transport Height (Max.). . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5 ft. 9 in. (1.75 m) 6 ft. 9 in. (2.1 m) 

(B) Bucket Rotation  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 180 deg. 180 deg.

(C) Loading Height (Bucket at 60 Deg.). . . . . . . . . . . . . . . . . . . 5 ft. 10 in. (1.78 m) 6 ft. 10 in. (2.1 m)

(D) Digging Depth  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 71Ú2 ft. (2.29 m) 81Ú2 ft. (2.6 m)

(E) Reach from Center of Swing Pivot. . . . . . . . . . . . . . . . . . . . 91Ú2 ft. (2.9 m) 11 ft. 1 in. (3.4 m)

Swing Arc. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 180 deg. 180 deg.

Loading Reach (Bucket at 60 Deg.) . . . . . . . . . . . . . . . . . . . . . . 3 ft. 7 in. (1.09 m) 3 ft. 7 in. (1.09 m)

Ground Clearance. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.5 in. (241 mm) 9.5 in. (241 mm)

SAE Dipperstick Digging Force . . . . . . . . . . . . . . . . . . . . . . . . . 1,095 lb. (4870 N) 2,213 lb. (9843 N)

SAE Bucket Digging Force . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,945 lb. (8651 N) 2,213 lb. (9843 N)

Boom Lift Capacity @ 36 Inches  . . . . . . . . . . . . . . . . . . . . . . . . 290 lb. (132 Kg) 689 lb. (313 Kg)

Stabilizer Spread (Approx.) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7 ft. 1 in. (2.16 m) 8 ft. 3 in. (2.5 m)

Backhoe Control Valve Main-Relief Setting. . . . . . . . . . . . . . . 1,700 psi (11 720 kPa) 2,200 psi (15 169 kPa)

Operating Weight (w/Standard Bucket and Subframe). . . . . 787 Ib. (357 kg) 1,260 Ib. (572 kg)

Bucket Options  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9, 13, 16, and 20 in. (23, 33, 41, and 48 cm) 12, 18, 24 and 36 in. (31, 46, 61 and 92 cm)

Standard Bucket Width . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9 in. (23 cm) 12 in. (31 cm)

NOTE: No. 7 Backhoe must be used in combination with the 300 Loader, Tall ROPS or ROPS extension kit on the 790 Tractor. 8B Backhoe must be used in combination with the 300CX Loader on the 990 Tractor.

S P E C I F I C A T I O N S

E

D

C

B

S
W

IN
G

 P
IV

O
T

A

C&CE PURCHASING GUIDE 200732



F E A T U R E S

260 BACKHOE

¥ Compatible with 2305 and 2210 Tractors.

¥ Uses a swivel mechanism with tractor so that the 
tractor seat becomes the backhoe seat rather 
than having a secondary seat for backhoe.

¥ 2-bar linkage on bucket with 180 degree rotation 
allows digging square-cornered trenches.

¥ One direct double-acting swing cylinder gives 
150 degree swing arc and strong power for back
Þ lling trenches.

¥ Low platform for easy on and off.

¥ Fully mid-mower deck compatible so mower can 
be left on during backhoe operation.

¥ Durable sub-frame which gives strength and 
rigidity to tractor frame.

¥ 20-degree ramp angle for easy transportation and 
great maneuverability over uneven terrain.

¥ Simple, tool-free attachment/detachment in
minutes once initially installed.

ADDITIONAL STANDARD EQUIPMENT
¥ Six-spool control valve.

¥ 8-in, 12-in, or 16-in bucket choices with
replaceable, bolt-on cutting teeth.

¥ Transport locks (swing and boom).
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8-in, 12-in, 16-in buckets
Rubber street pads for stabilizers
Stabilizer cylinder protection kit

REQUIRED FOR USE WITH 2305 & 2210 
TRACTORS

200X or 200CX Loader
Power beyond kit (included with
    backhoe)
Sub-frame (included for backhoe)
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   260 Backhoe

Max. Digging Depth  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 in.

Digging Depth 2 ft.  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 74.5 in.

Swing Arc. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 150 degrees

Loading Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60 in.

Reach from Swing Pivot  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 104 in.

Transport Height . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 66 in.

Bucket Rotation. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 180 degrees

Loading Reach. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 33 in.

Stabilizer Spread - Up  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 47 in.

Stabilizer Spread - Down  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 74 in.

Bucket Force . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2036 lb.

Dipper Force  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1187 lb.

Shipping Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 750 lb.

Buckets. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 in., 12 in, 16 in.

Mid-Mower Compatible. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yes

Swing Cylinder  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Single
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F E A T U R E S

46 BACKHOE FOR 2320/2520
COMPACTUTILITYTRACTORS

• Even though it’s small enough to � t 2320 and 
2520 Compact Tractors, the 46 Backhoe includes 
many performance features and conveniences 
normally found only in much larger backhoes.

• Its subframe mounting system reduces vertical 
and side-to-side motion associated with other 
3-point hitch backhoe mounts, and minimizes 
stress placed on the tractor frame.

• A metered valve spool allows precise backhoe 
“feathering” (the small movements that enable 
maximum ef� ciency digging and dumping 
material).

• Two direct-coupled, direct-acting cylinders give 
the backhoe the necessary force to slide dirt and 
back� ll holes.

• The control valve is mounted low so the opera-
tor doesn’t straddle it (as on some competitive 
machines). This intelligent positioning also 
improves visibility to the digging area.

• An enclosed boom and dipper maximizes 
service life.

• Controls are low effort to reduce 
operator fatigue. 

• Pin-based attachment systems makes it fast 
and easy to attach and detach the backhoe 
(after initial installation).

• The 46 Backhoe is compatible with 2320 and 2520 
tractors. 200X Loader or 200CX Loader is required  
to counterbalance backhoe weight.

• It can be ordered with 9-, 13-, 16-, 20- and 
24-in. buckets.

Streamlined Console
Six-Spool Control Valve
9-inch Bucket Standard
Transport Locks
Hydraulic Mountings with 
 Quick Couplers

REQUIRED TRACTOR OPTIONS FOR
BACKHOE USE ON THE 2320/2520

Power Beyond Kit 
200X and 200CX Loader

A D D  V E R S A T I L I T Y  W I T H :
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  46

Digging Depth 2 ft. (610 mm) Flat Bottom . . . . . . . . . . . . . . . . . .6 ft. 6 in. (2 m)

Swing Arc. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .180 degrees

Loading Height (Bucket at 60 Degrees)  . . . . . . . . . . . . . . . . . . .5 ft. 0 in. (1.5 m)

Reach from Center Line of Swing Pivot  . . . . . . . . . . . . . . . . . . .8 ft. 5 in. (2.6 m)

Transport Height (Maximum)  . . . . . . . . . . . . . . . . . . . . . . . . . . . .5 ft. 0 in. (1.5 m)

Bucket Rotation. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .180 degrees

Loading Reach (Bucket at 60 Degrees)  . . . . . . . . . . . . . . . . . . .3 ft. 2 in. (1.0 m)

Transport Overhang  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3 ft. 5 in. (1.0 m)

Undercut. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2 ft. 4 in. (710 mm)

Hydraulic Stabilizer Spread, Down (Approx.)  . . . . . . . . . . . . . .6 ft. 6 in. (2.0 m)

Hydraulic Stabilizer Spread, Up (Approx.)  . . . . . . . . . . . . . . . . .3 ft. 11 in. (1.2 m)

Boom Lift Ability (Dipper Arm and Boom Extended

 Lifting with Boom Cylinder Only, Weight Attached at 

 Bucket Pivot (Measured at 36 in.)  . . . . . . . . . . . . . . . . . . . . .348 lb. (158 kg)

SAE Dipperstick Digging Force  . . . . . . . . . . . . . . . . . . . . . . . . . .1,250 lb. (5560 N) 

SAE Bucket Digging Force  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,840 lb. (10 897 N) 

Backhoe Control Valve Main Relief Setting. . . . . . . . . . . . . . . .2,250 psi (15 514 kPa)
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F E A T U R E S

447AND448 BACKHOES FOR3000 TWENTYAND
4000 TWENTY SERIESOPENSTATIONTRACTORS

¥ Two modelsÑ447 backhoe for 3120Ð3720 
Tractors; 448 backhoe for 3120Ð3720 and
4120Ð4720 Tractors. Note: Not compatible 
with cab models.

¥ Models 447 and 448 feature an exclusive Rock-
Shaft Assist mounting system that speeds up 
and simpliÞ es the hook-up and removal of the 
backhoe to the tractor. Backhoe mounting plates 
installed on the tractor allow the tractorÕs rock-
shaft arms to secure the backhoe to the tractor 
without the operator leaving the tractor seat.

¥ Two-bar linkage on bucket with 180-degree rotation 
allows digging square-cornered trenches.

¥ Two direct-coupled, double-acting cylinders 
allow for increased swing force and excellent 
backÞ lling capabilities.

¥ Both models are loader and mower compatible.

¥ Adjustable seat pivots up and locks when 
not in use.

¥ Large ß at operator platform provides excellent 
room for all operators. Step through operator 
area for ease of access. Low-proÞ le console for 
unobstructed view of work area.

¥ Improved linkage provides lower effort levels 
of controls and reduces operator fatigue. Easy 
operationÑtwo levers control boom lift, swing, 
dipperstick and bucket.

¥ Grab rail and anti-slip footrests for easier mounting.

¥ Model 447 has a 9-inch standard bucket with 13-, 
16-, 20-, 24-, and 36-inch optional buckets. Model 
448 has a 12-inch standard bucket with 18-, 24-, 
and 36-inch optional buckets.

ADDITIONAL STANDARD EQUIPMENT
¥ Six-spool control valve.

¥ 9- (Model 447 only), 13-, 16-, 20-, 24-, and 
36-inch bucket 

¥ 12- (Model 448 only), 18-, 16-, 24-, and 
36-inch bucket 

¥ Transport locks.

¥ Hydraulic mountings with quick couplers.

¥ Folding ROPS is required on tractor.

9-, 13-, 16-, 20-, 24-, and 36-Inch         
    Buckets (Model 447 Only)

12-, 18-, 24-, and 36-Inch 
    Buckets (Model 448 Only)

REQUIRED TRACTOR OPTIONS FOR
447 AND 448 BACKHOES USE ON 
3000 TWENTY & 4000 TWENTY

Power Beyond Kit
300X or 300CX Loader (3120-3720)
400X or 400 CX Loader (4120-4720)

A D D  V E R S A T I L I T Y  W I T H :
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  447 448

Machine:

(A) Transport Height (Max.). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .6 ft. 9 in. (2.1 m) 7 ft. 6 in. (2.3 m)

(B) Bucket Rotation  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .180 deg. 180 deg. 

(C) Loading Height (Bucket at 60 Deg.). . . . . . . . . . . . . . . . . . . . .6 ft. 6.5 in. (2.0 m) 7 ft. 4 in. (2.3 m) 

(D) Digging Depth  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .7 ft. 8 in. (2.3 m) 8 ft. 9 in. (2.2 m) 

(E) Reach from Center of Swing Pivot. . . . . . . . . . . . . . . . . . . . . .10 ft. 4 in. (3.1 m) 11 ft. 10 in. (3.6 m) 

Swing Arc. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .180 deg. 180 deg. 

Loading Reach (Bucket at 60 Deg.) . . . . . . . . . . . . . . . . . . . . . . . .3 ft. 7 in. (1.1 m) 3 ft. 10 in. (1.2 m) 

Ground Clearance. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .9.5 in.(241 mm) 9.5 in. (241 mm) 

SAE Dipperstick Digging Force  . . . . . . . . . . . . . . . . . . . . . . . . . . .2,005 lb. (8919 N) 2,435 lb. (10 831 N) 

SAE Bucket Digging Force  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,840 lb. (12 633 N) 3,730 lb. (16 592 N)

Boom Lift Capacity @ 36 Inches . . . . . . . . . . . . . . . . . . . . . . . . . .595 lb. (245 Kg) 820 lb. (373 Kg) 

Backhoe Control Valve Main-Relief Setting. . . . . . . . . . . . . . . . . . . 2,250 psi (15 513 kPa) 2,550 psi (17 582 kPa) 

Stabilizer Spread, Down (Approx.)  . . . . . . . . . . . . . . . . . . . . . . . .7 ft. 5 in. (2.2 m) 8 ft. 3 in. (2.6 m)

Stabilizer Spread, Up (Approx.)  . . . . . . . . . . . . . . . . . . . . . . . . . . .5 ft. 1 in. (1.6 m) 4 ft. 6 in. (1.4 m) 

Operating Weight (w/Standard Bucket and Subframe). . . . . . .1,077 Ib. (490 kg) 1,557 lb. (708 kg) 

Bucket Options  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .9,13,16, 20, 24, 36 in. 12, 18, 24, and 36 in. 

  (229, 330, 406, 508, 610, and 914 mm) (305, 457, 610, and 914 mm) 

Standard Bucket Width . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .9 in. (229 mm) 12 in. (305 mm)
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F E A T U R E S

49 BACKHOES FOR5025 TRACTORS

¥ Large, ß at operator platform, and multi-adjustable 
seat provide exceptional comfort.

¥ Hydraulic valve position beneath operatorÕs 
platform reduces noise levels, increases 
legroom and Ñ most importantly Ñ greatly 
improves visibility.

¥ Metered hydraulic valve spools permit 
precise control and improved feathering.

¥ High-performance hydraulics allow fast cycle 
times and excellent digging performance.

¥ Backhoes feature a Quik-Tatch subframe mounting 
system, instead of a 3-point hitch mount, for a more 
solid connection, and less stress on tractor frame.

¥ Enclosed boom, upgraded hydraulic cylinder 
technology, and straight thread with O-Ring ports 
offer superb reliability.

¥ 49 Backhoe Þ ts all 5025 Series Tractors (except 
narrow versions).

C&CE PURCHASING GUIDE 200739



   49 Backhoe

Machines:

(A) Digging Depth, 2 ft. Flat Bottom. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9 ft. 7 in. (2.9 m)

Swing Arc. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 180 degrees

Loading Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7 ft. 8 in. (2.3 m)

(B) Reach from Center of Swing Pivot  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12 ft. 5 in. (3.8 m)

(C) Transport Height (Maximum)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7 ft. 10 in. (2.4 m)

Bucket Rotation. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 180 degrees

Loading Reach. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 ft. 11 in. (1.5 m)

(D) Transport Overhang . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 ft. 9 in. (1.4 m)

SAE Dipperstick Digging Force  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3,175 lb. (14122 N)

SAE Bucket Digging Force  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4,575 lb. (20350 N)

Bucket Widths (in.) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14 in., 18 in., 24 in., 36 in., 40 in.

(355.6 mm, 457.3 mm, 609.2 mm, 914.4 mm, 1,016 mm)

Compatibility  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5225, 5325, 5425, 5525

(SpeciÞ cations and design subject to change without notice.)
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F E A T U R E S

200 SERIESLOADERS

¥ Typical tasks include loading, transporting, 
digging, grading, and dragging.

¥ Two new 200 Series Loaders provide a produc-
tive loader attachment for estate owners, hobby 
farmers, and rental yards. 

¥ 200CX Loaders are designed for easy removal and 
mounting to and from the tractor without tools. The 
parking stand is an integral part of the loader and 
lowers into position automatically when the loader 
is parked.

¥ 200X Loaders are designed for customers who donÕt 
need to remove the loader. This is a non-parking 
loader that requires tools to be removed.

¥ This loader boom is designed for durability and 
strength and is shaped for improved forward 
visibility. The upper portion is contoured and 
the lower portion is tucked close into the tractor 
to provide greater lifting capacity and better 
stability through the full working range.

200CX ONLY
¥ QUIK-PARKª  PARKING Ñ Loader is designed 

for easy removal/mounting without tools. Parking 
stand is an integral part of the loader. Lowers into 
position automatically, when the loader is parked.

¥ QUIK-CHANGE Ñ Bucket changeover is trouble-
free, without tools. Changeover to a different 
bucket size or pallet fork is easy: simply remove 
two quick-lock pins. 

¥ HOODGUARD Ñ Included in base equipment. 
Bolt-on design stays with tractor when loader 
removed. Protects the front of the tractor during 
operations such as loading into trucks or bins.

¥ EFFICIENT LOADER CONTROL Ñ The loader 
control is built into the tractor operator platform 
for easy operation. Loader boom and bucket func-
tions operate through the tractor hydraulic system. 
Tractor must be equipped with two SCV outlets.

 Allows simultaneous boom/bucket functions 
available using loader control. Loader control can 
be locked out to prevent accidental movement of 
the loader when not in use.

¥ HIGH-VOLUME BUCKET Ñ Available for han-
dling light-density materials. Three bucket sizes 
are available for improved loader productivity. 
Top surface is ß at and parallel to cutting edge. 
Feature quik-change removal/mounting without 
tools.

¥ BALLASTING Ñ Proper ballasting gives your 
tractor/loader more efÞ cient traction and stability. 
Rear tractor ballast is required for tractor stability 
during loader operation. 

 Ballast improves traction on tractor/loader.
200 Series Loaders are compatible with mid-
mount mower. Allows using mower without 
removing loader (or loader without removing 
mower) for greater versatility.
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  2305  2520 4110 2320

Front Tires  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18X8.5-10 R4 23x8.50 6PR R4 5.00-12 4PR R1 18X8.5-10 R4

Rear Tires  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26X12.00-12 R4 14-17.5 6PR R4 8.00-16, 4 PR R1  26X12.00-12 R4

Wheelbase (WB)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 57 in. (1450 mm)  65.2 in. (1655 mm) 58 in. (1473 mm)  57 in. (1450 mm)

Bucket:

Width  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 49 in. (1250 mm)  53 in. (1350 mm) 53 in. (1350 mm) 49 in. (1250 mm)  

Length (N)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 24.1 in. (618 mm)  24.9 in. (633 mm) 24.9 in. (633 mm) 24.1 in. (618 mm)

Mass  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 154 lb. (70 kg)  183 lb. (83 kg) 169.4 lb. (77 kg) 154 lb. (70 kg)

Hydraulic System:

Rated Flow  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.85 gpm (10.8 L/min.)  4.96 gpm (18.8 L/min.) 5.1 gpm (19.3 L/min.)  4.55 gpm (20.7 L/min.)  

Maximum Pressure  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2,045 psi (13.7 MPA)  2,418 psi (16.67 MPA) 2,418 psi (16.67 MPA) 2,045 psi (13.7 MPA)

Cycle Times (In Seconds):

Loader Raising Time  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.56 3.19 3.19 2.9 

Loader Lowering Time  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.39 1.95 1.95 1.77 

Bucket Dumping Time w/Regen  . . . . . . . . . . . . . . . . . . . . 5.56/2.17 3.19/1.25 3.21/1.25 2.91/1.14

Bucket Rollback Time . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.39 1.95  1.95 1.77

Maximum Lift Height:

To Pivot Pin (A)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 73.4 in. (1865 mm)  78.5 in. (1993 mm) 78.7 in. (2000 mm) 73.4 in. (1865 mm)

Clearance:

With Level Bucket (B)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 66.8 in. (1699 mm)  72.2 in. (1832 mm) 72.2 in. (1835 mm) 66.8 in. (1697 mm)

With Bucket Dumped (C)  . . . . . . . . . . . . . . . . . . . . . . . . . . 55.55 in. (1411 mm)  58.5 in. (1487 mm) 58.6 in. (1490 mm) 53 in. (1347 mm)

Overall Length (WB + F):  . . . . . . . . . . . . . . . . . . . . . . . . . . 109.5 in. (2782 mm)  115.4 in. (2932 mm) 109.5 in. (2782 mm) 113.4 in. (2880 mm)

Dipping Depth (H):  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9 in. (231 mm)  3.9 in. (100 mm) 3.8 in. (97 mm) 9 in. (231 mm)

Reach:

At Max. Lift Height (D)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 29.4 in. (747 mm)  29.5 in. (750 mm) 29.3 in. (744 mm) 32.5 in. (826 mm)

With Bucket on Ground (F)  . . . . . . . . . . . . . . . . . . . . . . . . 52.5 in. (1332 mm)  50.3 in. (1277 mm) 501 in. (12751 mm) 56.3 in. (1430 mm)

Angles:

Max. Dump Angle (E)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 38 degrees 38 degrees 38 degrees 39 degrees 

Max. Dump Angle at Ground  . . . . . . . . . . . . . . . . . . . . . . 111 degrees 117 degrees 118 degrees 111 degrees

Max. Rollback Angle (G)  . . . . . . . . . . . . . . . . . . . . . . . . . . 32 degrees 25 degrees 25 degrees 31 degrees

Rollback Angle at Full Height (SAE)  . . . . . . . . . . . . . . . . 104 degrees 105 degrees 105 degrees 101 degrees 

Overall Height:

In Carrying Position (J) . . . . . . . . . . . . . . . . . . . . . . . . . . . . 42.1 in. (1070 mm)   46.3 in. (1175 mm) 44.2 in. (1118 mm) 42.1 in. (1070 mm)

Lift Capacity:

To Max. Height at Pivot Pin (U)  . . . . . . . . . . . . . . . . . . . . 712 lb. (323 kg)  902 lb. (410 kg) 798.6 lb. (363 kg) 561 lb. (255 kg)

To Max. Height (V)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 498 lb. (226 kg) 629 lb. (286 kg) 556.6 lb. (253 kg) 394 lb. (179 kg)

To 1.5 m (59 in.) at Pivot Pin (W)  . . . . . . . . . . . . . . . . . . . . 844 lb. (383 kg) 1,124 lb. (511 kg) 1,029.6 lb. (468 kg) 706 lb. (321 kg)

To 1.5 m (59 in.) (X)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 617 lb. (280 kg)  827 lb. (376 kg) 756.8 lb. (344 kg) 515 lb. (234 kg)

Breakout Force:

At Pivot Pin (Y)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,643 lb./ft. (7310 N) 2,239 lb./ft. (9960 N) 2,138 lb./ft. (9510 N) 1,513 lb./ft. (6730 N)

500 mm Forward of Pivot Point (Z)  . . . . . . . . . . . . . . . . . . 1,147 lb./ft. (5100 N) 1,515 lb./ft. (6740 N) 1,445 lb./ft. (6430 N) 1,052 lb./ft. (4680 N)

Bucket Rollback Force:

At Max. Height (VV)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,322 lb./ft. (5880 N) 1,596 lb./ft. (7100 N) 1,540 lb./ft. (6850 N) 1,254 lb./ft. (5580 N)

At 1.5 m (59 in.) Lift Height (XX)  . . . . . . . . . . . . . . . . . . . . 1,576 lb./ft. (7010 N) 1,994 lb./ft. (8870 N) 1,942 lb./ft. (8640 N) 1,508 lb./ft. (6710 N)

At Ground Level Line (ZZ)  . . . . . . . . . . . . . . . . . . . . . . . . . 1,538 lb./ft. (6840 N) 1,702 lb./ft. (7570 N) 1,639 lb./ft. (7290 N) 1,450 lb./ft. (6450 N)
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¥ Three new 300 Series Loaders provide a produc-
tive loader attachment for homeowners, hobby 
farmers, commercial mowers, rental yards and 
small farm operations.

¥ Loaders are designed for easy removal and 
mounting to and from the tractor without tools. 
The parking stand is an integral part of the loader 
and lowers into position automatically when the 
loader is parked.

¥ Quik-change attachment carriers allow attach-
ments to be changed trouble-free and without 
tools. Simply remove two quick-lock pins to change 
to a different attachment such as a pallet fork.

¥ An optional skid steer attachment carrier is avail-
able (300CX only) to enable the use of skid steer 
attachments.

¥ The loader boom is designed for durability an 
strength and is shaped for improved forward 
visibility. The upper portion is contoured and the 
lower portion is tapered, maintaining a compact 
tractor-loader package proÞ le.

¥ The mast is a metal casting versus a welded 
structure enabling the metal to be placed where 
it is required for strength and durability resulting 
in the unique shape.

¥ All cylinder pins feature end of pin greasing 
capability for easy access to grease points and 
are retained in place by a nut which locks the 
offset head of the pin in position.

¥ Cylinder features a nitride (black) cylinder rob 
that results in improved corrosion resistance ver-
sus a standard chromed cylinder rod.

¥ Loader boom and bucket functions operate 
through the tractor hydraulic system. The control 
is integrated into the tractor operator platform for 
easy operation. Allows simultaneous boom/bucket 
function using the loader control.

¥ 300CX gives you greater lifting capacity, hydraulic 
line guards, greater maximum heights and faster 
cycle times. Skid Steer Loader Carriers optional.

COMPATIBILITY CHART

  Loader Tractor

  300 790, 3203

  300X 3120-3720

  300CX 990, 3120-3720

F E A T U R E S

300, 300XAND300CX LOADERS

Pallet Fork
Bale Spear
Tooth Bar
Deluxe Hood Guard
Grapple Bucket
4-1 Bucket
Boom-Mounted Blades

For 300CX Only
Skid Steer Loader Carriers
Third Function Hydraulics
Bale Spear
Foundry Front Bucket
Construction Front Bucket
AG Utility Front Grapple
Scrap Front Grapple
Tine Front Grapple

A D D  V E R S A T I L I T Y  W I T H :

300X Loader shown
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 300 300X 300CX

Tractor Model  . . . . . . . . . . . . . . . . . . . . . . . . . . . 790, 3203  3120-3720 tractors  990, 3120-3720 tractors 

Reach:
At Max. Lift Height (D)  . . . . . . . . . . . . . . . . . . . . 33 in. (845 mm) 30.4 in. (773 mm) 22 in. (562 mm)
With Bucket on Ground (F)  . . . . . . . . . . . . . . . . 53.7 in. (1365 mm) 54.4 in. (1381 mm) 58.6 in. (1489 mm)

Angles:
Max. Dump Angle (E) . . . . . . . . . . . . . . . . . . . . . 40.5 degrees  40 degrees  41.1 degrees 
Max. Dump Angle at Ground  . . . . . . . . . . . . . . 117 degrees  121 degrees  128 degrees 
Max. Rollback Angle (G)  . . . . . . . . . . . . . . . . . . 21 degrees  21 degrees  31 degrees 
Rollback Angle at Full Height (SAE). . . . . . . . . 101 degrees  103 degrees  119 degrees 

Lift Capacity:
To Max. Height at Pivot Pin (U). . . . . . . . . . . . . 740 lb. (336 kg) 1,360 lb. (617 kg) 1,598 lb. (725 kg)
To Max. Height (V)  . . . . . . . . . . . . . . . . . . . . . . . 547 lb. (248 kg) 999 lb. (453 kg) 1,122 lb. (509 kg)
To 1.5 m (59 in.) at Pivot Pin (W). . . . . . . . . . . . 961 lb. (436 kg) 1,700 lb. (771 kg)  2125 lb. (964 kg)
To 1.5 m (59 in.) (X)  . . . . . . . . . . . . . . . . . . . . . . . 740 lb. (336 kg) 1,312 lb. (595 kg) 1,649 lb. (748 kg)

Cycle Times (In Seconds):
Loader Raising Time. . . . . . . . . . . . . . . . . . . . . . 3.2  2.76  3.56 
Loader Lowering Time  . . . . . . . . . . . . . . . . . . . . 1.63  1.69  2.1 
Bucket Dumping Time w/Regen. . . . . . . . . . . . 2.71/1.32  2.91/1.19  2.96/1.21 
Bucket Rollback Time. . . . . . . . . . . . . . . . . . . . . 1.38  1.72  1.75 

Maximum Lift Height:
To Pivot Pin (A)  . . . . . . . . . . . . . . . . . . . . . . . . . . 112.8 in. (2864 mm) 90 in. (2284 mm) 102-in. (2593 mm) 

Breakout Force:
At Pivot Pin (Y). . . . . . . . . . . . . . . . . . . . . . . . . . . 1,728 lb./ft. (7690 N)   2,855 lb./ft. (12 700 N) 3,327 lb./ft. (14 800 N)
500 mm Forward of Pivot Point (Z). . . . . . . . . . 1,229 lb./ft. (5470 N) 2,032 lb./ft. (9040 N)  2,416 lb./ft. (10 750 N)

Clearance:
With Level Bucket (B)  . . . . . . . . . . . . . . . . . . . . 82 in. (2090 mm) 83.5 in. (2123 mm) 94 in. (2388 mm)
With Bucket Dumped (C). . . . . . . . . . . . . . . . . . 68 in. (1727 mm) 68.6 in. (1743 mm) 79.6 in. (2024 mm) 

Bucket Rollback Force:
At Max. Height (VV)  . . . . . . . . . . . . . . . . . . . . . . 1,160 lb./ft. (5160 N) 2,657 lb./ft. (11 820 N)  1787 lb./ft. (7950 N)
At 1.5 m (59-in.) Lift Height (XX)  . . . . . . . . . . . . 1,450 lb./ft. (6450 N) 3,347 lb./ft. (14 890 N) 2974 lb./ft. (13 230 N)
At Ground Level Line (ZZ)  . . . . . . . . . . . . . . . . . 1,115 lb./ft. (4960 N) 2,619 lb./ft. (11 650 N) 3087 lb./ft. (13 730 N)

Digging Depth (H):  . . . . . . . . . . . . . . . . . . . . . . . 3.5 in. (89 mm) 2.9 in. (76 mm) 5.6 in. (143 mm)

S P E C I F I C A T I O N S

300 Loader

300X Loader

300CX Loader
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F E A T U R E S

400XAND400CX LOADERS

¥ Loader provides a productive loader attachment 
for homeowners, hobby farmers, commercial 
operators, rental yards and small farm operations.

¥ Loader is designed for easy removal and mount-
ing to and from the tractor without tools. The 
parking stand is an integral part of the loader 
and lowers into position automatically when the 
loader is parked.

¥ Quik-change attachment carriers allow attach-
ments to be changed trouble-free and without 
tools. Simply remove tow quick-lock pins to change 
to a different attachment such as a pallet fork.

¥ An optional skid steer attachment carrier is avail-
able to enable the use of skid steer attachments.

¥ The loader boom is designed for durability and 
strength and is shaped for improved forward 
visibility. The upper portion is contoured and the 
lower portion tapered, maintaining a compact 
tractor-loader package proÞ le.

¥ The mast is a metal casting versus a welded 
structure enabling the metal to be placed where 
it is required for strength and durability resulting 
in the unique shape.

¥ All cylinder pins feature end of pin greasing 
capability for easy access to grease points and 
are retained in place by a nut which locks the 
offset head of the pin in position.

¥ Cylinder features a nitride (black) cylinder rod 
that results in improved corrosion resistance ver-
sus a standard chromed cylinder rod.

¥ Loader boom and bucket functions operate 
through the tractor hydraulic system. The control 
is integrated into the tractor operator platform 
for easy operation.  Allows simultaneous boom/
bucket functions using the loader control.

400CX
¥ 400CX offers increased lifting capacity for com-

mercial customers that need to maximize their 
productivity.

¥ The 400CX offers a self-leveling feature that 
allows operators to increase their efÞ ciency as 
the loader bucket automatically stays level. This 
is a great feature for operators using the pallet 
fork attachment.

Pallet Fork
Bale Spear
Tooth Bar
Deluxe Hood Guard
Grapple Bucket
4-1 Bucket
Boom-Mounted Blades
Skid Steer Loader Carriers
Mechanical Self-leveling Loader, for     
    400CX only
Third Function Hydraulics
Bale Spear
Foundry Front Bucket
Construction Front Bucket
AG Utility Front Grapple
Scrap Front Grapple
Tine Front Grapple

A D D  V E R S A T I L I T Y  W I T H :

COMPATIBILITY CHART

  Loader Tractor

  400X 4120, 4320, 4520, 4720

  400CX 4120, 4320, 4520, 4720

shown with optional toothbar.
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 400X  400CX 

Tractor Model  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4120, 4320, 4520, 4720 4120, 4320, 4520, 4720 

Reach:
At Max. Lift Height (D)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .24.4 in. (620 mm)  24.8 in. (629 mm)
With Bucket on Ground (F)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .64.3 in. (1634 mm) 64.7 in. (1643 mm)

Angles:
Max. Dump Angle (E) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .46 degrees  45 degrees  
Max. Dump Angle at Ground  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .130 degrees 86.5 degrees  
Max. Rollback Angle (G)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .32 degrees  43 degrees  
Rollback Angle at Full Height (SAE). . . . . . . . . . . . . . . . . . . . . . . . .117 degrees  43 degrees  

Lift Capacity:
To Max. Height at Pivot Pin (U). . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,346 lb. (1064 kg) 2,383 lb. (1081 kg)
To Max. Height (V)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,720 lb. (780 kg) 2,571 lb. (1166 kg) 
To 1.5 m (59-in.) at Pivot Pin (W)  . . . . . . . . . . . . . . . . . . . . . . . . . . .2,701 lb. (1225 kg)  2,696 lb. (1223 kg)
To 1.5 m (59-in.) (X) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,154 lb. (977 kg) 2,639 lb. (1197 kg)
With Forklift to Max. Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,261 lb. (573 kg)   

Cycle Times (In Seconds):
Loader Raising Time. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.68  3.68  
Loader Lowering Time  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2.48  2.48  
Bucket Dumping Time w/Regen. . . . . . . . . . . . . . . . . . . . . . . . . . . .2.44/1.00  2.76/0.9 
Bucket Rollback Time. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.44 1.87 

Maximum Lift Height:
To Pivot Pin (A)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .112.8 in. (2867 mm) 112.8 in. (2867 mm)  

Breakout Force:
At Pivot Pin (Y). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3,453 lb./ft. (15 360 N) 3,435 lb./ft. (15 280 N) 
500 mm Forward of Pivot Point (Z). . . . . . . . . . . . . . . . . . . . . . . . . .2,606 lb./ft. (11 590 N) 3,055 lb./ft. (13 590 N) 

Clearance:
With Level Bucket (B)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .104.8 in. (2662 mm)  104.8 in. (2662 mm)
With Bucket Dumped (C). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .89.5 in. (2273 mm) 89.7 in. (2278 mm) 

Bucket Rollback Force:
At Max. Height (VV)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,967 lb./ft. (8750 N) 3,316 lb./ft. (14 750 N) 
At 1.5 m (59-in.) Lift Height (XX)  . . . . . . . . . . . . . . . . . . . . . . . . . . . .3,253 lb./ft. (14 470 N) 4,885 lb./ft. (21 730 N) 
At Ground Level Line (ZZ)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3,289 lb./ft. (14 630 N) 4,638 lb./ft. (20 630 N) 

Dipping Depth (H):  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .6.6 in. (167 mm) 6.6 in. (167 mm)
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512, 522, 542AND542SL LOADERS FOR
5000 SERIESTRACTORS

¥  These four new loaders are optimized for use 
on John Deere 5000 Series Tractors.  ThereÕs no 
compromise in Þ t, visibility or performance.

¥  The 512 Loader is a solid-mount or non-parking 
loader for the 5003 Series Tractors.  The 522 and 
542 Loaders can be easily parked (detached) in 
a matter of minutes.  The 522 Loader is compat-
ible with the 5005 and 5025 Series Tractors.  The 
542 Loaders are compatible with the 5025 Series 
Tractors.

¥  The 542 Loaders are available as a mechanical 
self-leveling version for automatic leveling of the 
bucket or other attachment or a standard non-
self leveling.

¥  High-mast mounting frames distributes loader 
forces (522, 542) over the tractor frame and is 
positioned to provide stability, front axle loading 
and provide unmatched visibility to the loader 
attachment.

¥  Hydromaxª cylinders are used for both 
boom and bucket operation (522, 542) for 
industrial-quality reliability and performance.
Electro-carbonized cylinder rods are utilized for 
increased rust resistance on the 512 Loader.

¥  A tractor-integrated joystick controls both 
boom and bucket hydraulic functions (522, 
542 Loaders), so you can work like a pro.
An independent valve with joystick control 
is utilized on the 512 Loader.

¥  Quik-Tatchª  attachment system allows 
connection and disconnecting of attachments 
in minutes.

¥  Standard parking stands support the loader (522, 
542) when parked for fast simple loader removal 
from the tractor without tools.

¥  All pivot locations are greaseable with hardened 
pins and bushings for long life.

Hood Guards
Materials Buckets
Heavy-Duty Buckets
High-Volume Buckets 
Pallet Fork Attachment
Bale Spear
Manure Tines
Grapple Buckets
Ballast Box

A D D  V E R S A T I L I T Y  W I T H :

COMPATIBILITY CHART

  Loader Tractor

  512 5103, 5203, 5303 2WD, 5105, 5205 2W, 

  522 5105, 5205 2WD, 5225, 5325 2WD   
  5105, 5205 MFWD, 5425, 5525 2WD,  
  5325N, 5425N, 5525N 2WD & MFWD

 542  5225, 5325 2WD 5425, 5525 2WD       
             5225, 5325, 5425, 5525 MFWD

 542SL 5225, 5325 2WD, 5425, 5525 2WD                    
     5225, 5325, 5425, 5525 MFWD
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 512 522 542 542SL 

Tractor Model  . . . . . . . . . . . . . . . . . . . . . . . . . . . 5103/5203/5303/5220  5205 5325 5525 

Reach:
At Max. Lift Height (D)  . . . . . . . . . . . . . . . . . . . . 24 in. (615 mm) 12.3 in. (312 mm) 42 in. (1066 mm) 36.6 in. (931 mm)
With Bucket on Ground (F)  . . . . . . . . . . . . . . . . 68 in. (1730 mm) 66 in. (1676 mm) 84 in. (2132 mm) 83.9 in. (2132 mm)
Angles:
Max. Dump Angle (E) . . . . . . . . . . . . . . . . . . . . . 43 deg. 32 deg. 69 deg. 73 deg. 
Max. Rollback Angle (G)  . . . . . . . . . . . . . . . . . . 30 deg. 24 deg. 33 deg. 39 deg.

Lift Capacity:
To Max. Height at Pivot Pin (U). . . . . . . . . . . . . 2,200 lb. (1000 kg) 2,731 lb. (1239 kg) 3,093 lb. (1403 kg) 3,214 lb. (1458 kg)
To Max. Height (V)  . . . . . . . . . . . . . . . . . . . . . . . 1,500 lb. (682 kg) 1,741 lb. (790 kg) 2,134 lb. (968 kg) 2,381 lb. (1080 kg)
To 1.5 m (59 in.) at Pivot Pin (W). . . . . . . . . . . . 3,043 lb. (1380 kg) 3,717 lb. (1686 kg) 4,130 lb. (1861 kg) 3,969 lb. (1800 kg)
To 1.5 m (59 in.) (X)  . . . . . . . . . . . . . . . . . . . . . . . 2,161 lb. (980 kg) 2661 lb. (1207 kg) 2,976 lb. (1350 kg) 3,836 lb. (1740 kg)

Maximum Lift Height:
To Pivot Pin (A)  . . . . . . . . . . . . . . . . . . . . . . . . . . 112 in. (2850 mm) 122 in. (3110 mm) 128 in. (3242 mm) 130 in. (3310 mm) 

Breakout Force:
At Pivot Pin (Y). . . . . . . . . . . . . . . . . . . . . . . . . . . 4,451 lbf (19 800 N) 5,598 lbf (24 900 N) 3,484 lbf (15 500 N) 4,137 lbf (18 400 N)
800 mm Forward of Pivot Point (Z). . . . . . . . . . 2,944 lbf (13 100 N) 3,732 lbf (16 600 N) 3,889 lbf (17 300 N) 4,698 lbf (20 900 N)

Clearance:
With Level Bucket (B)  . . . . . . . . . . . . . . . . . . . . 102.5 in. (2605 mm)  114.5 in. (2910 mm) 118 in. (2997 mm) 121 in. (3075 mm)
With Bucket Dumped (C). . . . . . . . . . . . . . . . . . 84 in. (2140 mm) 100 in. (2541 mm) 91 in. (2312 mm) 93.6 in. (2378 mm)

Bucket Rollback Force:
At Max. Height (VV)  . . . . . . . . . . . . . . . . . . . . . . 2,158 lbf (9600 N) 3,529 lbf (15 700 N) 3,394 lbf (15 100 N) 3,169 lbf (14 100 N)
At 1.5 m (59-in.) Lift Height (XX)  . . . . . . . . . . . . 3,118 lbf (13 780 N) -- 5,733 lbf (25 500 N) 5,058 lbf (22 500 N)
At Ground Level Line (ZZ)  . . . . . . . . . . . . . . . . . 3,109 lbf (13 830 N) 3,799 lbf (16 900 N) 5,733 lbf (25 500 N) 5,305 lbf (23 600 N)

Digging Depth (H):  . . . . . . . . . . . . . . . . . . . . . . . 7 in. (180 mm) 3.6 in. (93 mm) 5.0 in. (128 mm) 5.0 in. (128 mm)
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25AAND300 SERIESFLAILMOWERS

25A FLAIL MOWER:
¥ Quiet running Ñ perfect for use around hospitals, 

businesses, schools, and nursing homes.

¥ Big 61Ú2-foot cutting width.

¥ Adjustable cutting height Ñ 1Ú2 to 5 inches, 
depending on tractor and tire size.

¥ Three-bank, counterbalanced rotor revolves at 
1,850 rpm, with cutting-tip speed of more than 
100 mph.

¥ Replaceable, heat-treated steel knives Ñ 
strategically arranged for uniform distribution of 
clippings across full cutting width.

¥ Pivoting blades minimize damage when an 
obstruction is hit.

¥ Compatible with 3520, 3720, 4120, 4320, 4520, 4720, 
5105, 5205, 5220, 5320 and 5420 tractors.

360, 370, AND 390 FLAIL MOWERS:
¥ For long-lasting performance in the toughest 

mowing environments, look to the 300 Series 
Flail Mowers. John Deere ß ail mowers provide 
smooth, clean cutting of grass and weeds 
Ñ even tough brush.

¥ Cutting widths range from 4-feet 10-inches to 
7-feet 6-inches. And the largest model also 
comes in an offset design for cutting up close 
to tree trunks in orchards.

¥ Heat-treated, side-slicer knives rip into grass, 
weeds, and light brush at 95 mph. Heavy-duty 
gearcases have a continuous 45 horsepower 
rating to withstand lots of punishment. 

¥ On the outside, tough 3/16-inch-thick hoods resist 
wear and dents caused by fast ß owing debris.

¥ The 390 26-inch offset model lets you get under 
limbs and branches to cut grass and weeds, right 
up to the tree trunk.

¥ Reliable, heavy-duty HC-section belts drive the 
rotor on the 360 and 370. A heavier, two-section, 
5VX, notched belt drives the 390Õs rotor.

¥ Skid plates absorb most of the shock from 
contact with the ground, protecting the side of 
the mower. The 390 also features adjustable skid 
shoes for extra support.

¥ Compatible with 5105, 5205, 5220, 5320 and 
5420 tractors.

¥ 3520, 3720, 4120-4720 can use 360.

¥ 4120-4720 can use 370.

¥ iMatch compatible.
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25A Flail Mowers

Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 6 ft. 6 in. (1.98 m)

Cutting Height  . . . . . . . . . . . . . . . . . . . . . . . . . 1Ú2 to 5 in. (13 to 127 mm)

Method of Gauging. . . . . . . . . . . . . . . . . . . . . Full-width adjustable roller

Bearings . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Self-aligning, antifriction

Knives . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 36, replaceable; can be resharpened

Rotor  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Three-bank, counterbalanced; 171Ú4-in. (438 mm) diameter, operates at 1,850 rpm

Overall Height  . . . . . . . . . . . . . . . . . . . . . . . . . 3 ft. 3 in. (991 mm)

Overall Width. . . . . . . . . . . . . . . . . . . . . . . . . . 7 ft. 31Ú2 in. (2.22 m)

Overall Length . . . . . . . . . . . . . . . . . . . . . . . . . 3 ft. (914 mm)

Attachment. . . . . . . . . . . . . . . . . . . . . . . . . . . . Rubber rear-deß ector shield

300 Series 360 370 390

Cutting Width  . . . . . . . . . . . . . . . . . . . . . . . . . 4 ft. 10 in. (1.5 m) 5 ft. 11 in. (1.8 m) 7ft. 6 in. (2.3 m)

Cutting Height. . . . . . . . . . . . . . . . . . . . . . . . . 0.5 to 5 in. (13 to 127 mm) 0.5 to 5 in. (13 to 127 mm) 0.5 to 5 in. (13 to 127 mm)

Hood Thickness  . . . . . . . . . . . . . . . . . . . . . . . 0.188 in. (4.8 mm) 0.188 in. (4.8 mm) 0.188 in. (4.8 mm)

Blades:

Number. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 54 66 84

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Heat-treated, reversible, side-slicer Heat-treated, reversible, side-slicer Heat-treated, reversible, side-slicer

   knives mounted in pairs knives mounted in pairs knives mounted in pairs

Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 95 mph (153 km/h) 95 mph (153 km/h) 95 mph (153 km/h)

Rotor:

Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,850 rpm 1,850 rpm 1,850 rpm

Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.5 in. (114 mm) 4.5 in. (114 mm) 4.5 in. (114 mm)

Drives:

PTO  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 540 rpm 540 rpm 540 rpm

Gearcase (Continuous Rating) . . . . . . . . . . . 65 hp (34 kW) 65 hp (34 kW) 65 hp (34 kW)

Belts  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Heavy-duty HC section Heavy-duty HC section 2-section 5VX-2 notched

Gauge Roller  . . . . . . . . . . . . . . . . . . . . . . . . . . 5.5-in. (140 mm) dia. 5.5-in. (140 mm) dia. 5.5-in. (140 mm) dia.

Tractor hp Required:

Minimum. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30 hp (22 kW) 30 hp (22 kW) 40 hp (30 kW)

Maximum  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75 hp (56 kW) 75 hp (56 kW) 75 hp (56 kW)

3-Point Hitch  . . . . . . . . . . . . . . . . . . . . . . . . . . Category 1 or 2 Category 1 or 2 Category 1 or 2

Dimensions:

Overall Width. . . . . . . . . . . . . . . . . . . . . . . . . . 5 ft. 9 in. (1.76 m) 6 ft. 9 in. (2.07 m) 8 ft. 3 in. (2.53 m)

Overall Height  . . . . . . . . . . . . . . . . . . . . . . . . . 3 ft. 3 in. (0.99 m) 3 ft. 3 in. (0.99 m) 3 ft. 3 in. (0.99 m)

Overall Length . . . . . . . . . . . . . . . . . . . . . . . . . 3 ft. 4 in. (1.00 m) 3 ft. 4 in. (1.00 m) 3 ft. 4 in. (1.00 m)

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 794 lb. (360 kg) 904 lb. (410 kg) 1,093 lb. (496 kg)
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2305 MOWERDECKS

54-IN. AND 62-IN. MOWER DECK 
SIZES AVAILABLE
¥ Size to match customerÕs mowing needs and 
 tractor horsepower.

MID-PTO DRIVEN SHAFT DRIVE
¥ No drive belts.

QUIK-TATCH MOUNTING
¥ Easy installation and removal.

SHEAVE FANS (Patent #4,905,461)
¥ Keep debris away from spindle.

HINGED DISCHARGE CHUTE
¥ Allows for narrow transport.

HIGH-IMPACT, GREASEABLE SPINDLES 
(Patent #4,478,029)
¥ Provide long life and easy maintenance.

QUICK-RELEASE DECK SHIELDS
¥ Quick removal for cleaning and maintenance.

REINFORCED FRONT LIP
¥ Provides added strength.

SELF-CENTERING CASTER WHEELS
¥ Prevents damage to turf.

ANTI-SCALP ROLLERS
¥ Front and rear; prevent gouging and scalping 
 of uneven turf.

INDEPENDENT LIFT SYSTEM AVAILABLE 
(FOR 2305 ONLY)
¥ Allows for 3-point hitch and mower deck to 
 be raised and lowered independently of 
 one another.

3 BAG MCS AVAILABLE
¥ 14 bu capacity

 ¥ High performance power ß ow driven off the   
   mower deck
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 54C Convertible (54-in.) 62C Convertible (62-in.) 

Cutting Width   . . . . . . . . . . . . . . . . . . . . . . . . . . . 54 in. (137 cm)  62 in. (157 cm)

Overall Width, Deß ector Up . . . . . . . . . . . . . . . 57.5 in. (146 cm)  69 in. (175 cm)

Overall Width, Deß ector Down . . . . . . . . . . . . 64.5 in. (164 cm)  72.5 in. (184 cm)

Cutting Height . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 to 5 1/4 in. (25 to 133 mm) 1 to 5 1/4 in. (25 to 133 mm)

Number of Spindles/Blades . . . . . . . . . . . . . . . 3  3

Spindle Drive   . . . . . . . . . . . . . . . . . . . . . . . . . . . V-belt  V-belt

Blade Orientation . . . . . . . . . . . . . . . . . . . . . . . . Staggered  Staggered

Standard Blades   . . . . . . . . . . . . . . . . . . . . . . . . Medium lift  Medium lift

Deck Thickness   . . . . . . . . . . . . . . . . . . . . . . . . . 3.4 mm, 10 ga.  3.4 mm, 10 ga.

Mower Wheels . . . . . . . . . . . . . . . . . . . . . . . . . . 4  4

Wheel Adjustment . . . . . . . . . . . . . . . . . . . . . . . No tools  No tools

Front Rollers   . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yes  Yes

Wheels Rotate for Installation and Removal   Yes  Yes

Mulching . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Optional  Optional

Shipping Weight . . . . . . . . . . . . . . . . . . . . . . . . . 210 lb. (95 kg)  350 lb. (159 kg)
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2000 TWENTY SERIESMOWERDECKS

54-IN. AND 62-IN. MOWER DECK 
SIZES AVAILABLE
¥ Size to match customerÕs mowing needs and 
 tractor horsepower.

ONRAMP TECHNOLOGY
¥ Allows for easy installation and removal of
 mower deck.

STOW ÔNÕ GO BRACKETS
¥ Allows for easy storage, transportation, and
 servicing of mower deck.

MID-PTO DRIVE SHAFT DRIVE
¥ Shaft drive gives better transfer of power.
¥ Easier to take on and off than a belt 
 drive system.

OPTIONAL INDEPENDENT LIFT KIT 
¥ Increases versatility.
¥ Allows rear implement to operate independently  
of mid-mount mower deck.

HINGED POLYETHYLENE DISCHARGE CHUTE
¥ Allows for narrow transportation.
¥ Will not dent or bend if bumped like a metal 
 discharge chute.

HIGH-IMPACT, GREASEABLE SPINDLES 
(PATENT # 4,478,029)
¥ Provide long life and easy maintenance.

HEAVY-DUTY MOWER GAUGE WHEELS
¥ Quick-release design for easy changing 
 of height.
¥ Memory setting to help get wheels back into
 place quickly.
¥ Prevents damage to turf.

ANTI-SCALP ROLLERS
¥ Front roller helps prevent gouging and scalping
 of uneven turf.

10-GAUGE STAMPED-STEEL DECK SHELL
¥ Durable, long life.
¥ No welds in the deck shell to come apart.

ALL-NEW MATERIAL COLLECTION SYSTEM
¥ 3-bag MCS with 14-bushel capacity that uses
 the X Series High-Performance Power Flowª  
 blower.
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 54D & 62D OnRamp Mower Decks and 72-in. Mower Deck

54D AND 62D ONRAMP [FOR 2320 (54D) AND 2520 (62D)]:
54D 62D 72-Inch (2520 only)

Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 54 in. (1370 mm) 62 in. (1570 mm) 72.8 in. (1849 mm)
Overall Width, Deß ector Up  . . . . . . . . . . . . . 57.5 in. (1460 mm) 69 in. (1750 mm) 85 in. (2159 mm)
Overall Width, Deß ector Down  . . . . . . . . . . 64.5 in. (1640 mm) 72.5 in. (1840 mm)
Cutting Height  . . . . . . . . . . . . . . . . . . . . . . . . . 1Ð5 1Ú4 in. (25Ð133 mm) 1Ð5 1Ú4 in. (25Ð133 mm) 1.0Ð9.6-in.
  (On 2-Wheel-Steer Tractors)
Number of Spindles/Blades  . . . . . . . . . . . . . 3 3
Spindle Drive . . . . . . . . . . . . . . . . . . . . . . . . . . V-belt V-belt
Blade Orientation  . . . . . . . . . . . . . . . . . . . . . . Staggered, overlapping Staggered, overlapping Staggered, overlapping
Standard Blades . . . . . . . . . . . . . . . . . . . . . . . Medium lift Medium lift Medium lift
Deck Thickness. . . . . . . . . . . . . . . . . . . . . . . . 3.4 mm (10 ga.) 3.4 mm (10 ga.) 1.156 in. (9 ga.)
Mower Wheels  . . . . . . . . . . . . . . . . . . . . . . . . 4 4
Wheel Adjustment  . . . . . . . . . . . . . . . . . . . . . Quick-release Quick-release
Front Rollers. . . . . . . . . . . . . . . . . . . . . . . . . . . Yes Yes
Memory Setting for Mower Wheels  . . . . . . Yes Yes
Mulching. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Optional Optional
Power Flow Blower  . . . . . . . . . . . . . . . . . . . . Optional Optional
14-Bushel Rear Hopper  . . . . . . . . . . . . . . . . . Optional Optional
Weight (est.). . . . . . . . . . . . . . . . . . . . . . . . . . . 369 lb. 422 lb. (62D1), 497 lb. (62D2)

72-INCH (FOR 2520):
Width of Cut . . . . . . . . . . . . . . . . . . . . . . . . . . . 72.8 in. (1849 mm)
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 in. (2159 mm)
Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 41.7 in. (1060 mm)
Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17.1 in. (435 mm)
Minimum Cutting Height  . . . . . . . . . . . . . . . . 1 in. (25 mm)
Blades. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3
Gauge Wheels. . . . . . . . . . . . . . . . . . . . . . . . . PolyoleÞ n
Spindles  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.00 in. (25.4 mm)
Net Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . 448 Ib. (203 kg)

S P E C I F I C A T I O N S
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F E A T U R E S

3000AND4000 TWENTY SERIES
MOWERDECKS

60-INCH 7-IRONª MID-MOUNT MOWER:

¥ 5-foot cutting width.

¥ Mowers with common features Þ t either gear or 
hydrostatic tractors.

¥ Adjustable cutting height through the tractorÕs 
3-point-hitch control lever or optional hydraulic 
control lever when tractor is equipped with 
optional mid-lift cylinder. 

¥ 7-gauge stamped-steel deck with reinforced front 
lip for durability.

¥ Deep deck design for superior vacuuming and 
a clean cut.

¥ Quick-release belt shields can be easily removed 
for cleaning and servicing.

¥ Blade spindles can be greased from top of deck 
without removing shields.

¥ John Deere-designed gearbox with spiral bevel 
gears for long life.

¥ Adjustable rear gauge wheels, front caster 
wheels, and rollers guard against scalping.

¥ Hinged discharge chute for easier transport 
and storage.

¥ Three heat-treated alloy-steel blades.

¥ Operates off mid-PTO.

¥ Fits 3120-3720, 4210, 4310, 4410 tractors.

¥ 3-bag MCS (60-in. deck only)

¥ Hydraulic dump MCS (60-in. deck only)

72-INCH 7-IRONª MID-MOUNT MOWER:

¥ Broad, 6-foot cutting width.

¥ Adjustable cutting height, 1 to 6 inches, 
depending on tractor and tire size.

¥ One-piece stamped-steel deck made of 
7-gauge steel.

¥ Wide discharge opening and deep deck provide 
good airß ow and uniform discharge of clippings.

¥ Quick-release belt shields can be easily removed 
for cleaning and servicing.

¥ Blade spindles can be greased from top of deck 
without removing shields.

¥ Front caster wheels minimize scalping, make 
mower installation easier.

¥ Adjustable gauge wheels.

¥ Hinged discharge chute for easier transport 
and storage.

¥ Fits 3120-3720 and 4120-4720 tractors. Note: the 
3120-3720 tractors take a different 72-inch 7-Ironª 
mower than the 4210, 4310, 4410, 4120, 4320, 4520, 
4720 tractors due to the tractor mounting points 
and wheel base.
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 60- and 72-inch John Deere Mid-Mount Mowers

60-INCH 7-IRON (FOR 3120/3320/3520/3720):
Cutting Height 4200/4210  . . . . . . . . . . . . . . . . Adjustable 1.1 to 7.8 in. (27.9 to 198.1 mm), depending on tractor and tire combination
Cutting Height 4310/4410  . . . . . . . . . . . . . . . . Adjustable 1 to 8.75 in. (25 to 222.3 mm), depending on tractor and tire combination
Overall Width. . . . . . . . . . . . . . . . . . . . . . . . . . 72.5 in. (1.84 m)
Blades. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3, heat-treated alloy steel, 2.5x20.5x.312-in. (63.5 x 521 x 7.9 mm) thick
Deck  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One-piece stamped steel, .177-in. thick (7 ga.)
Gauge Wheels. . . . . . . . . . . . . . . . . . . . . . . . . Adjustable, greaseable bearings
Gearbox  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Spiral gear, John Deere design
Spindles  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Greaseable from top
Mower Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . Mid-PTO to driveshaft on mower
Mower Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Steel rod from rear rockshaft; optional mid-rockshaft cylinder for independent operation of mower
Net Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . 325 Ib. (147 kg)

72-INCH 7-IRONª (FOR 3120/3320/3520/3720/4120/4320/4520/4720):
Width of Cut . . . . . . . . . . . . . . . . . . . . . . . . . . . 72.8 in. (1849 mm)
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 in. (2159 mm)
Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 41.7 in. (1060 mm)
Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17.1 in. (435 mm)
Minimum Cutting Height  . . . . . . . . . . . . . . . . 1 in. (25 mm)
Blades. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3
Gauge Wheels. . . . . . . . . . . . . . . . . . . . . . . . . PolyoleÞ n
Spindles  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.00 in. (25.4 mm)
Net Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . 331 Ib. (150 kg)

S P E C I F I C A T I O N S
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F E A T U R E S

261AND272 3-POINTHITCHMOWERS
FORCOMPACTUTILITYTRACTORS(REAR-MOUNTED SIDE DISCHARGE GROOMING MOWER)

¥ 5-, or 6-foot cutting width.

¥ Adjustable cutting height, 11Ú2 to 6 inches, 
depending on model.

¥ One-piece stamped-steel deck for strength.

¥ Deep discharge tunnel and deck provide good 
airß ow, uniform discharge of clippings.

¥ Four anti-scalp rollers for a smooth, even cut on 
rolling terrain.

¥ Right-angle gearbox eliminates belt twisting, 
prolongs belt life.

¥ Adjustable rear gauge wheels.

¥ Three heat-treated alloy-steel blades.

¥ Greaseable spindles.

¥ 261 compatible with 790, 990, 2305, 2320, 2520, 
3120-3720.

¥ 272 compatible with 790, 990, 2320, 2520, 3120-
3720, 4120.

¥ iMatch compatible.
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  261 Rear-Mounted 272 Rear-Mounted 

Machine:

Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 60 in. (1.5 m) 72 in. (1.8 m)

Cutting Height (Adjustable) . . . . . . . . . . . . . . 2 to 6 in. (51 to 152 mm) 2 to 5 in. (51 to 127 mm)

Overall Width. . . . . . . . . . . . . . . . . . . . . . . . . . 72.5 in. (1.85 m) 85 in. (2.16 m)

Overall Length . . . . . . . . . . . . . . . . . . . . . . . . . 50 in. (1.27 m)  53.1 in. (1.35 m)

Overall Height  . . . . . . . . . . . . . . . . . . . . . . . . . 37 in. (940 mm) 39.4 in. (1.0 m)

BladesÑ3 Heat-Treated Alloy Steel . . . . . . 2.5x20.5x.312 in. (63.5 x 521 x 7.9 mm) 2.5x24.9x.312 in. (63.5 x 634 x 7.9 mm)

Deck  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One-piece stamped steel,  One-piece stamped steel,

  0.134 in. (3.4 mm) 5Ú32 in. (4 mm)

Spindles  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Greaseable from top Greaseable from top

Gauge Wheels. . . . . . . . . . . . . . . . . . . . . . . . . Rear, semi-pneumatic, adjustable Rear, semi-pneumatic, adjustable

Mower Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . 540-rpm rear PTO through right-angle gearbox to B-section or C-section drive belt 

Mower Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Through tractorÕs rockshaft control Through tractorÕs rockshaft control

Net Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . 370 Ib. (168 kg) 510 Ib. (232 kg)

Attachment. . . . . . . . . . . . . . . . . . . . . . . . . . . . Front-gauge-wheel kit Front-gauge-wheel kit

S P E C I F I C A T I O N S
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F E A T U R E S

MX SERIESROTARYCUTTERS

MX Series rotary cutters are mid-duty machines 
designed mostly for grass and weed maintenance. 

¥ MX5Ð5-foot cutting width.

¥ MX6Ð6-foot cutting width. 

¥ MX7Ð7-foot cutting width.

¥ MX8Ð8-foot cutting width.

¥ MX10Ð10-foot cutting width.

¥ All models may be used to control brush up to 
2-inches in diameter and are ideal for pastures 
and many Þ ner-cut applications (with regular 
mowing). Pasture clipping promotes grass 
growth by causing plants to put energy into 
additional growth rather than seed.

¥ MX8 and MX10 rotary cutters are available in 
four conÞ gurations:

  ¥  Lift-type Ð Easy to maneuver into fence 
corners, around trees and other obstacles.

  ¥ Pull-type Ð Allows fast turns.

  ¥ Semi-mount Ð Easy attaching and detaching.

  ¥  Semi-mount hydraulic offset Ð Designed for 
orchard and grove work. 13-in. offset (right 
or left) allows cutter to reach under low-
hanging branches to cut tall grass and 
spring prunings. 

¥ Suction blades and fast blade-tip speed ensures 
clean cutting and Þ ne shredding of material.

¥ Industry-exclusive double-deck design improves 
strength and cutting performance while reducing 
top deck rust. Domed shape and smooth proÞ le 
make deck easier to clean. 

¥ Gearcases are John Deere designed and built for 
reliability and dependability.

¥ Stump jumpers are standard equipment. They 
increase drivetrain reliability by providing 
protection against obstacles such as stumps 
and rocks.

¥ MX5 requires a minimum of 25 PTO horsepower 
and is targeted for use on tractors in the size 
range of the 3320 or larger. MX6 requires a 
minimum of 30 PTO horsepower and is targeted 
for use on tractors in the size range of the 4120 or 
larger. MX7 requires a minimum of 50 PTO horse-
power and is targeted for use on tractors 
in the size range of the 4-cylinder 5000 Series or 
larger. Type and volume of material being cut will 
affect horsepower requirements. MX8 and MX10 
lift-type versions require a larger tractor than other 
versions. For MX8 Lift-Type Rotary Cutters, the 
minimum-size tractor recommended is a 4-cylinder 
5000 TEN Series or equivalent. For MX10 Lift-
Type Rotary Cutters, the minimum-size tractor 
recommended is a 6000 TEN Series or equivalent. 

See dealer for details. Pull-type and semi-mount 
versions require a tractor with a minimum of 40 
PTO horsepower. Please note that the type and 
volume of material being cut will affect horse-
power requirements.

¥ Protective front and rear chain shields are 
standard equipment. Front rubber shields 
are available.

¥ iMatch compatible.

W A R N I N G !
SAFETY CHAIN SHIELDING IS 
AVAILABLE FOR ALL CUTTERS.

Because of the possibility of injury or 
damage from thrown objects, improperly 
used rotary cutters are potentially 
dangerous. Optional Front and Safety 
Shielding is strongly recommended 
for deß ecting objects when cutters 
are used in a populated area or when 
additional safety precautions are 
needed. (Refer to OperatorÕs Manual 
for ownerÕs responsibility and detailed 
safety procedures.)

COMPATIBILITY CHART

  Rotary Cutter Tractor

  MX5 990, 3320 and larger

  MX6 4120 and larger

  MX7 5203 and larger

  MX8* 4320 and larger

  MX10 5103 and larger

*Semi-mount on 4320, 4520, 4720 only.
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  MX5 MX6 MX7

Dimensions:
Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 60 in. (1520 mm) 72 in. (1830 mm) 84 in. (2130 mm) 
Cutting Height  . . . . . . . . . . . . . . . . . . . . . . . . . 1 to 9.5 in. (25 to 241 mm) 1 to 9.5 in. (25 to 241 mm) 1 to 9.5 in. (25 to 241 mm)
Overall Width. . . . . . . . . . . . . . . . . . . . . . . . . . 64 in. (1624 mm) 75 in. (1910 mm) 88 in. (2242 mm)

Overall Length:
Lift-Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8.5 in. (216 mm) 8.5 in. (216 mm) 8.5 in. (216 mm)
Deck Shape  . . . . . . . . . . . . . . . . . . . . . . . . . . . Domed Domed Domed
Deck Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Double Double Double

Deck Thickness: 
Upper Deck  . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/8 in. (3 mm) (11 gauge) 1/8 in. (3 mm) (11 gauge)  1/8 in. (3 mm) (11 gauge)
Lower Deck  . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/8 in. (3 mm) (11 gauge) 1/8 in. (3 mm) (11 gauge) 1/8 in. (3 mm) (11 gauge)
Total. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/4 in. (6 mm) 1/4 in. (6 mm) 1/4 in. (6 mm)
Skirt Thickness . . . . . . . . . . . . . . . . . . . . . . . . 1/4 in. (6 mm) 1/4 in. (6 mm) 1/4 in. (6 mm)
Driveline Size. . . . . . . . . . . . . . . . . . . . . . . . . . Cat. 3 Cat. 3 Cat. 4

Driveline Protection:
Tractor to Center Gearcase  . . . . . . . . . . . . . Self-adjusting clutch Self-adjusting clutch Self-adjusting clutch

Gearcase Power Rating:
Center (Continuous)  . . . . . . . . . . . . . . . . . . . . 90 hp (68 kW) 90 hp (68 kW) 90 hp (68 kW)
Blade Holder, Diameter (Blade Holes)  . . . . Round pan, 18.1 in. (460 mm) Round pan, 20.9 in. (530 mm) Round pan, 31.7 in. (806 mm)
Blades. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Suction (1/2x3 in.) Suction (1/2x3 in.) Suction (1/2x3 in.)

Blade Tip Speed:
540 RPM PTO. . . . . . . . . . . . . . . . . . . . . . . . . . 14,347 ft/min (72.9 m/s) 17,040 ft/min (86.6 m/s) 17,477 ft/min (88.8 m/s)
Brush Cutting Capacity  . . . . . . . . . . . . . . . . . 2 in. (50 mm) 2 in. (50 mm) 2 in. (50 mm)

Hitch Category: 
Lift-Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 to 2 convertible coupler, iMatchª compatible 1 to 2 convertible coupler, iMatchª compatible 2, 3N with or without quick coupler

Minimum Tractor PTO Power:
Lift-Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25 hp (19 kW) 30 hp (23 kW) 50 hp (37 kW)
    
Weight (Cutter Less Discharge Shields 
    and Attachments):
Lift-Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 728 lb. (330 kg) 944 lb. (428 kg) 1,130 lb. (512 kg)

Attachments and weight:
Front Rubber Discharge Shield  . . . . . . . . . . 10 lb. (5 kg) 12 lb. (6 kg) 14 lb. (7 kg)
Front Chain Discharge Shield. . . . . . . . . . . . 40 lb. (18 kg) 47 lb. (22 kg) 58 lb. (25 kg)
Rear Chain Discharge Shield  . . . . . . . . . . . . 55 lb. (25 kg) 62 lb. (28 kg) 65 lb. (30 kg)
Additional Wheel Support . . . . . . . . . . . . . . . N/A N/A 79 lb. (36 kg)

Tires: Lift-Type 
Puncture-proof Laminated (Width x OD). . . 3.5x15.25 in. (89x387 mm) 3.5x15.25 in. (89x387 mm)  5x15.25 in. (127x387 mm)
    
Wheel bearing  . . . . . . . . . . . . . . . . . . . . . . . . Bushings Bushings Roller bearings

S P E C I F I C A T I O N S
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  MX8 MX10

Dimensions:
Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 96 in. (2450 mm) 126 in. (3200 mm)
Cutting Height  . . . . . . . . . . . . . . . . . . . . . . . . . 1 to 12 in. (25 to 305 mm) 1 to 12 in. (25 to 305 mm)
Overall Width. . . . . . . . . . . . . . . . . . . . . . . . . . 102 in. (2580 mm) 129 in. (3280 mm)

Overall Length: 
Lift-Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 111 in. (2810 mm) 111 in. (2810 mm)
Deck Shape  . . . . . . . . . . . . . . . . . . . . . . . . . . . Domed Domed
Deck Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Double Double

Deck Thickness: 
Upper Deck  . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/8 in. (3 mm) (11 gauge) 1/8 in. (3 mm) (11 gauge)
Lower Deck  . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/8 in. (3 mm) (11 gauge) 1/8 in. (3 mm) (11 gauge)
Total. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/4 in. (6 mm) 1/4 in. (6 mm)
Skirt Thickness  . . . . . . . . . . . . . . . . . . . . . . . . 3/16 in. (4.5 mm) 3/16 in. (4.5 mm)
Driveline Size. . . . . . . . . . . . . . . . . . . . . . . . . . Cat. 4 Cat 4

Driveline Protection:
Tractor to Center Gearcase  . . . . . . . . . . . . . Non-seize self-adjusting  Non-seize self-adjusting

Gearcase Power Rating:
Center (Continuous)  . . . . . . . . . . . . . . . . . . . . 80 hp (60 kW) 80 hp (60 kW)
Blade Holder, Diameter (Blade Holes)  . . . . Round pan, 18.1 in. (460 mm) Round pan, 24.7 in. (628 mm)
Blades. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Suction (1/2 x3 in.) Suction (1/2 x3 in.)

Blade Tip Speed:
540 RPM PTO. . . . . . . . . . . . . . . . . . . . . . . . . . 15,739 ft/min (80 m/s) 16,644 ft/min (85 m/s)
Brush Cutting Capacity  . . . . . . . . . . . . . . . . . 2 in. (50 mm) 2 in. (50 mm)

Hitch Category:
Lift-Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2, 3N with or without quick coupler 2, 3N with or without quick coupler

Minimum Tractor PTO Power:
Lift-Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 cyl. 5000 Series or equivalent 6000 Series or equivalent
Pull-Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40 hp (30 kW) 40 hp (30 kW)
Semi-Mount . . . . . . . . . . . . . . . . . . . . . . . . . . . 40 hp (30 kW) 40 hp (30 kW)

Weight (Cutter Less Discharge Shields 
    and Attachments):
Lift-Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,540 lb. (700 kg) 1,676 lb. (760 kg)
Pull-Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,597 lb. (724 kg) 1,729 lb. (784 kg)
Semi-Mount   . . . . . . . . . . . . . . . . . . . . . . . . . . 1,422 lb. (647 kg) 1,576 lb. (717 kg)
Semi-Mount Hydraulic Offset   . . . . . . . . . . . 1,465 lb. (666 kg) 1,670 lb. (759 kg)

Row Width Adjustable:
Lift-Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No No
Pull-Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yes Yes
Semi-Mount   . . . . . . . . . . . . . . . . . . . . . . . . . . Yes Yes
Semi-Mount Offset   . . . . . . . . . . . . . . . . . . . . Yes Yes
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F E A T U R E S

HX10 ROTARYCUTTERS

HX10 Rotary Cutters are heavy-duty machines 
designed mostly for grass, 2-in. bush cutting, and 
crop shredding.

¥ 126-in. cutting width.

¥ Replaces 1018 Rotary Cutter.

AVAILABLE IN FOUR VERSIONS TO MATCH 
CUTTING NEEDS.

LIFT-TYPE (INTEGRAL): 
¥ HX10 is ideal for pastures and many Þ ner cut 

applications (with regular mowing). 

¥ Pasture clipping promotes grass growth by 
causing plants to put energy into additional 
growth rather than seed. 

¥ Can be maneuvered into fence corners, 
around trees and other obstacles easier than 
pull-type models. 

PULL-TYPE:
¥ Pull-type versions can generally be used on 

smaller tractors than lift-types. 

¥ HX10 is well-suited for pasture and many Þ ner-
cut applications (with regular mowing). 

¥ Pasture clipping promotes grass growth by 
causing plants to put energy into additional 
growth rather than seed. 

¥ Straight pole hitch allows easy turns for quick 
maneuvering.

SEMI-MOUNT:
¥ Semi-mount hitch attaches to tractor lower draft 

links; rear of cutter is set up just like a pull-type. 

¥ BeneÞ ts include easy attaching/detaching and 
excellent maneuverability. 

¥ Additionally, this mower is also well suited to 
pastures and many Þ ner-cut applications (with 
regular mowing). 

¥ Pasture clipping promotes grass growth by 
causing plants to put energy into additional 
growth rather than seed. 

SEMI-MOUNT HYDRAULIC-OFFSET: 
¥ Designed for orchard and grove work. 

¥ 13-in. offset (right or left) allows cutter to reach 
under low-hanging branches to cut tall grass and 
spring prunings.

W A R N I N G !
SAFETY CHAIN SHIELDING IS 
AVAILABLE FOR ALL CUTTERS.

Because of the possibility of injury or 
damage from thrown objects, improperly 
used rotary cutters are potentially 
dangerous. Optional Front and Safety 
Shielding is strongly recommended 
for deß ecting objects when cutters 
are used in a populated area or when 
additional safety precautions are 
needed. (Refer to OperatorÕs Manual 
for ownerÕs responsibility and detailed 
safety procedures.)

COMPATIBILITY CHART

  Rotary Cutter Tractor

  HX10 5303 and larger
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  HX10

Cutting Width   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .126 in. (3200 mm)   
Cutting Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1 to 12 in. (25 to 305 mm)  
Overall Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .132 in. (3350 mm)   

Overall Length:
Lift-Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .108 in. (2750 mm)   
Pull-Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .159 in. (4040 mm)   
Semi-Mount   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .110 in. (2800 mm)   
Semi-Mount Offset   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .115 in. (2910 mm)   
Body Depth . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .10.5 in. (267 mm)   
Deck Shape  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Domed     
Deck Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Double     

Deck Thickness:
Upper Deck  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0.138 in. (3.5 mm) (10 gauge) 
Lower Deck  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0.138 in. (3.5 mm) (10 gauge) 
Total. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0.28 in. (7 mm)    
Skirt Thickness  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1/4  in. (6 mm)    
Driveline Size. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Cat. 5 (pull-type standard)
  Cat. 4 (all other) 
Driveline Protection:
Tractor to Center Gearcase . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Non-seize self-adjusting clutch 
Center to Outer Gearcase   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Shock-absorbing shafts without shear bolts

Gearcase Power Rating:
540 rpm Center (Continuous) . . . . . . . . . . . . . . . . . . . . . . . . . . . .110 hp (80 kW)   
540 rpm Center (Peak)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .140 hp (100 kW)  
1000 rpm Center (Continuous)  . . . . . . . . . . . . . . . . . . . . . . . . . . .120 hp (85 kW)   
1000 rpm Center (Peak) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .200 hp (150 kW)  
Outer (Continuous)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .85 hp (60 kW)   
Outer (Peak). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .135 hp (100 kW)  
Blade Holder, Diameter (Blade Holes) . . . . . . . . . . . . . . . . . . . .Round-pan, 24.7 in. (628 mm)
Blades. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Flat and suction (1/2 x4 in.), upper suction (1/2 x3 in.)
Blade Overlap  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2.8 in. (72 mm)   

Blade Tip Speed:
540 rpm PTO   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .16,582 ft./min. (84 m/s) 
1000 rpm PTO   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .16,849 ft./min. (86 m/s) 
Material Flow System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Max-ß ow    
Brush-Cutting Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2 in. (50 mm)   

Hitch Category: 
Lift-Type or Semi-Mount  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2, 3, 3N with or without Quik-Coupler

Semi-Mount Hydraulic Offset:
To Right- or Left-Hand Side   . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0 to 13 in. (0 to 330 mm) 

Minimum Tractor PTO power:
Pull-Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .50 hp (37 kW)   
Semi-Mount . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .50 hp (37 kW)   

Weight (Cutter Less Discharge Shields and Attachments):
Lift-Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,777 lb. (806 kg)  
Pull-Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,049 lb. (930 kg)  
Semi-Mount   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,836 lb. (832 kg)  
Semi-Mount Hydraulic Offset   . . . . . . . . . . . . . . . . . . . . . . . . . . .1,929 lb. (875 kg)  

Attachments and Weight: 
Front Rubber Discharge Shield  . . . . . . . . . . . . . . . . . . . . . . . . . .110 lb. (50 kg)   
Front Chain Discharge Shield. . . . . . . . . . . . . . . . . . . . . . . . . . . .137 lb. (62 kg)   
Front Cotton Row Shield  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .N/A     
Rear Solid Discharge Shield   . . . . . . . . . . . . . . . . . . . . . . . . . . . .95 lb. (43 kg)   
Rear Chain Discharge Shield  . . . . . . . . . . . . . . . . . . . . . . . . . . . .135 lb. (61 kg)   
Safety Tow Chain (Pull-Type)  . . . . . . . . . . . . . . . . . . . . . . . . . . . .5 lb. (2.3 kg)   
3rd or 4th Wheel Support (Less Tire): 
 Lift-Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .62 lb. (28 kg) each  
 Pull-Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .42 lb. (19 kg) each  
 Semi-mount . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .48 lb. (22 kg) each  
Puncture-Proof Laminated Tire: Pull-Type . . . . . . . . . . . . . . . . .65 lb. (30 kg)   
Severe-Duty Ag Tire and Wheel . . . . . . . . . . . . . . . . . . . . . . . . .50 lb. (23 kg)   
Lighting Kit . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .35 lb. (16 kg)   
Slow-Moving Vehicle Emblem . . . . . . . . . . . . . . . . . . . . . . . . . . .4 lb. (2 kg)  

Tires:
Lift-Type and Semi-Mount: Puncture-Proof Laminated . . . . . .15 in. (387 mm) O.D.  
Pull-Type: Puncture-Proof Laminated   . . . . . . . . . . . . . . . . . . . .21 in. (533 mm) O.D.  
16 PR Severe-Duty Ag . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .21x7x12 in.   

Row-width adjustable:
Lift-Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Yes     
Pull-Type   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Yes     
Semi-Mount   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Yes     
Semi-Mount Offset   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Yes     
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F E A T U R E S

HX15, CX15, HX20, CX20 HEAVY-DUTY
FLEX-WINGROTARYCUTTERS

The HX15, CX15, HX20 and CX20 are 15-ft. and 
20-ft., 3-section ß ex-wing rotary cutters suited for 
applications ranging from pasture maintenance 
and/or crop shredding to intensive, high-hour, 
commercial roadside mowing. 

THE HEAVY-DUTY HX15 AND HX20 ARE
MEANT FOR:
¥ Farmers and ranchers with large-acreage 

pasture maintenance. 

¥ Private, commercial or governmental grass 
maintenance averaging approximately 300 hours 
of annual usage for 10 years (i.e., 3,000-hour 
machine life expectancy). 

¥ The HX20 is also available as 13.5-ft. ß ex-wing 
rotary cutter with a 6-in. blade overlap by order-
ing as a 2-section ß ex wing with weight box on 
the left side.

THE COMMERCIAL-DUTY CX15 AND CX20 ARE 
MEANT FOR:
¥ Farmers and ranchers with very large-acreage 

pasture maintenance and/or typically very hard 
and very rough ground. 

¥ Private, commercial or governmental grass 
maintenance averaging approximately 500 hours 
of annual usage for 10 years (i.e., 5,000 hour 
machine life expectancy). 

¥ The CX15 is also available as 10-ft., 2-section 
ß ex-wing rotary cutter with a 6-in. blade overlap 
and the CX20 as 13.5-ft., 2-section ß ex wing by 
ordering with a weigth box in place of the left wing.

¥ Tractor with a minimum of 55 horsepower (41 
kW) is required to operate HX15 and CX15 Rotary 
Cutters. Drawbar must have minimum of 1,960 
lb. static load rating for HX15 and 2,115 lb. (960 
kg) static load rating for CX15.Tractor with a 
minimum of 75 horsepower (56 kW) is required to 
operate HX20 and CX20 Rotary Cutters. Drawbar 
must have minimum of 2,640 lb. (12 KN) static 
load rating.

W A R N I N G !
SAFETY CHAIN SHIELDING IS 
AVAILABLE FOR ALL CUTTERS.

Because of the possibility of injury or 
damage from thrown objects, improperly 
used rotary cutters are potentially 
dangerous. Optional Front and Safety 
Shielding is strongly recommended 
for deß ecting objects when cutters 
are used in a populated area or when 
additional safety precautions are 
needed. (Refer to OperatorÕs Manual 
for ownerÕs responsibility and detailed 
safety procedures.)

COMPATIBILITY CHART

  Rotary Cutter Tractor

  HX15 & CX15 5320 and larger

  HX20 & CX20 6403 and larger

C&CE PURCHASING GUIDE 200764



  HX15 CX15  

Capacity:
Cutting Width   . . . . . . . . . . . . . . . . . . . . . . . . . 15 ft. (4572 mm) 15 ft. (4572 mm)
Cutting Height and Transporting Clearance . . 1 to 16 in. (25 to 406 mm)  1 to 16 in. (25 to 406 mm) 
  for clearance while going over terraces for clearance while going over terraces
Cutting Capacity (Diameter)  . . . . . . . . . . . . . 3 in. (76 mm) 4 in. (102-plus mm)
Cutting Chamber Depth  . . . . . . . . . . . . . . . . . 10.5 in. (267 mm) 10.5 in. (267 mm)

Tractor Compatibility:
Tractor PTO Horsepower Range  . . . . . . . . . 55 plus 55 plus
Tractor PTO  . . . . . . . . . . . . . . . . . . . . . . . . . . . 540 or 1000 540 or 1000
Static Vertical Drawbar Load Rating. . . . . . 1,960 lb. (890 kg) 2,115 lb. (960 kg)

Hitch:
Hitch Type and Category . . . . . . . . . . . . . . . . Pull-type with standard self-level hitch clevis  Pull-type with ball-type self-level hitch clevis for easy
   hookup and long, trouble-free operating life of clevis and tractor drawbar
Hitch Width  . . . . . . . . . . . . . . . . . . . . . . . . . . . 22.5 in. (570 mm) for tight turn capability  22.5 in. (570 mm) for tight turn capability
Jackstand. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Stays vertical while raising and lowering Stays vertical while raising and lowering

Dimensions:
Transport Width. . . . . . . . . . . . . . . . . . . . . . . . 110 in. (2800 mm) at wing wheels 110 in. (2800 mm) at wing wheels
Transport Height . . . . . . . . . . . . . . . . . . . . . . . 80 in. (2030 mm) 80 in. (2030 mm)
Overall Width   . . . . . . . . . . . . . . . . . . . . . . . . . 183 in. (4726 mm) 183 in. (4726 mm)
Overall Length . . . . . . . . . . . . . . . . . . . . . . . . . 194 in. (4932 mm) 194 in. (4932 mm)
Deck Shape  . . . . . . . . . . . . . . . . . . . . . . . . . . . Easy-to-clean, dome-shaped top deck ÒDouble DeckerÓ design for superior strength and attractive appearance, deck dents donÕt show

Deck Thickness:
Upper. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.118 in. (11 gauge) (3.0 mm) 0.138 in. (10 gauge) (3.5 mm)
Lower  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.138 in. (10 gauge) (3.5 mm) 0.177 in. (7 gauge) (4.5 mm)
Skirt Thickness  . . . . . . . . . . . . . . . . . . . . . . . . 0.25 in. (6 mm) 0.25 in. (6 mm)
Hinges. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Intermittent, greaseable, steel forgings Continuous, greaseable, steel forgings for a lifetime of trouble-free use
Hinge Pin  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 in. diameter full length 1 in. diameter full length
Approximate Weight. . . . . . . . . . . . . . . . . . . . 5,250 lb. (2386 kg) 5,650 lb. (2568 kg)

Drivelines:
Driveline Size: 
 Main. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Constant-velocity Category 5 tubular telescoping proÞ les Constant-velocity Category 5 splined telescoping proÞ les* 
 Connecting . . . . . . . . . . . . . . . . . . . . . . . . . Category 5 tubular telescoping proÞ les  Category 5 splined telescoping proÞ les*
Driveline Protection: 
 Main. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No-seize self-adjusting slip clutches No-seize self-adjusting slip clutches
 Connecting   . . . . . . . . . . . . . . . . . . . . . . . . No-seize self-adjusting slip clutches No-seize self-adjusting slip clutches

Gearcases:
Number. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 4
Gearcase Horsepower Rating: 
 Transfer. . . . . . . . . . . . . . . . . . . . . . . . . . . . 210 hp (peak) 160 hp (continuous) 240 hp (peak) 160 hp (continuous)
 Center  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 150 hp (peak) 120 hp (continuous) 160 hp (peak) 120 hp (continuous)
 Outer  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 150 hp (peak) 120 hp (continuous) 160 hp (peak) 120 hp (continuous)

Blades:
Thickness x Width x Length  . . . . . . . . . . . . . 1/2x4x19.75-in. (13x102x502 mm) resist bending better
Blade Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . Suction or dual Suction or dual
Blade Overlap  . . . . . . . . . . . . . . . . . . . . . . . . . 6 in. (152 mm) 6 in. (152 mm)
Blade Rotation. . . . . . . . . . . . . . . . . . . . . . . . . From left to right, CW, CCW, CCW to cut wheel track material
540 rpm Blade Tip Speed. . . . . . . . . . . . . . . . 15,586 ft./min. (79.2 m/s) 15,586 ft./min. (79.2 m/s)
1000 rpm Blade Tip Speed. . . . . . . . . . . . . . . 15,837 ft./min. (80.5 m/s) 15,837 ft./min. (80.5 m/s)
Material Flow System  . . . . . . . . . . . . . . . . . . Smooth, obstruction-free ÔÕMax FlowÕÕ cutting chamber for a clean cut and no windrows
Blade Holder, Diameter  . . . . . . . . . . . . . . . . . 37.0-in. (945 mm) center/26.4-in. (670 mm) wing; 37.0-in. (945 mm) center/26.4-in. (670 mm) wing; bar or stump jumper
  bar or stump jumper for protection of blades and  and standard deck rings for maximum protection of blades and
  carrier against obstruction damage blade carrier against obstruction damage

Hydraulics:
Wing Lift . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard, includes spring-assist unfolding Standard, includes spring-assist unfolding
Wing Flex  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 degrees up, 22 degrees down 90 degrees up, 22 degrees down

Wheels:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4-bolt 21x5.25x9 laminated or 24x8x14,  5-bolt 21x5.25x9 laminated or 26x9x14.5, 
  20PR severe-duty Ag Tire 24PR severe-duty Ag Tire
Suspension. . . . . . . . . . . . . . . . . . . . . . . . . . . . Spring suspension on all 4 wheel standards ÔÕGround ControlÕÕ suspension with air springs and shock absorbers on all 
   4 wheel standards for better durability of axles and axle-to-frame interface
Row Width Adjustable . . . . . . . . . . . . . . . . . . Yes for most row spacings Yes for most row spacings
Wing Leveling Adjustment  . . . . . . . . . . . . . . Easy-adjust turnbuckle with bearing Easy-adjust turnbuckle with bearing

Shielding:
Front  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Chain, double-row chain, or rubber protected behind front frame
Rear. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Chain, double-row chain, or rubber
Gearcase Warranty  . . . . . . . . . . . . . . . . . . . . 3 years 3 years

* Splined pro� les telescope easier under load and provide longer life. 
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  HX20 CX20  

Capacity:
Cutting Width   . . . . . . . . . . . . . . . . . . . . . . . . . 20 ft. (6096 mm) 20 ft. (6096 mm)
Cutting Height and Transporting Clearance  . 1 to 16 in. (25 to 406 mm) for clearance while going over terraces 1 to 16 in. (25 to 406 mm) for clearance while going over terraces
Cutting Capacity (Diameter)  . . . . . . . . . . . . . 3 in. (76 mm) 4 in. (102-plus mm)
Cutting Chamber Depth  . . . . . . . . . . . . . . . . . 10.5 in. (267 mm) 10.5 in. (267 mm)

Tractor Compatibility:
Tractor PTO Horsepower Range  . . . . . . . . . 75 plus 75 plus
Tractor PTO  . . . . . . . . . . . . . . . . . . . . . . . . . . . 540 or 1000 540 or 1000
Static Vertical Drawbar Load Rating. . . . . . 2,560 lb. (1165 kN) 2,640 lb. (1200 kN)

Hitch:
Hitch Type and Category . . . . . . . . . . . . . . . . Pull-type with standard self-level hitch clevis Pull-type with ball-type self-level hitch clevis for easy hookup and long,
   trouble-free operating life of clevis and tractor drawbar
Hitch Width  . . . . . . . . . . . . . . . . . . . . . . . . . . . 22.5-in. (570 mm) for tight turn capability 22.5-in. (570 mm) for tight turn capability
Jackstand. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Stays vertical while raising and lowering Stays vertical while raising and lowering

Dimensions:
Transport Width: . . . . . . . . . . . . . . . . . . . . . . . 134 in. (3400 mm) at wing wheels 134 in. (3400 mm) at wing wheels
Transport Height   . . . . . . . . . . . . . . . . . . . . . . 106 in. (2690 mm) 106 in. (2690 mm)
Overall Width   . . . . . . . . . . . . . . . . . . . . . . . . . 246 in. (6250 mm) 246 in. (6250 mm)
Overall Length   . . . . . . . . . . . . . . . . . . . . . . . . 227 in. (5760 mm) 227 in. (5760 mm)
Deck Shape . . . . . . . . . . . . . . . . . . . . . . . . . . . Easy-to-clean, dome-shaped top deck ÔÕDouble DeckerÕÕ design for superior strength and attractive appearance, deck dents donÕt show

Deck Thickness: 
Upper. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.118 in. (11 gauge) (3.0 mm) 0.138 in. (10 gauge) (3.5 mm)
Lower  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.138 in. (10 gauge) (3.5 mm) 0.138 in. (10 gauge) (3.5 mm)
Skirt Thickness  . . . . . . . . . . . . . . . . . . . . . . . . 0.25 in. (6 mm) 0.25 in. (6 mm)
Hinges. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Intermittent, greaseable, steel forgings Continuous, greaseable, steel forgings for a lifetime of trouble-free use
Hinge Pin  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 in. diameter full length 1 in. diameter full length
Approximate Weight. . . . . . . . . . . . . . . . . . . . 6,710 lb. (3050 kg) 7,350 lb. (3350 kg)

Drivelines:
Driveline Size: 
 Main. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Constant-velocity Category 5 tubular telescoping proÞ les Constant-velocity Category 5 splined telescoping proÞ les*

 Connecting . . . . . . . . . . . . . . . . . . . . . . . . . Category 5 tubular telescoping proÞ les Category 5 splined telescoping proÞ les*

Driveline Protection: 
 Main. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No-seize self-adjusting slip clutches No-seize self-adjusting slip clutches
 Connecting   . . . . . . . . . . . . . . . . . . . . . . . . No-seize self-adjusting slip clutches No-seize self-adjusting slip clutches

Gearcases:
Number. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 4
Gearcase Horsepower Rating: 
 Transfer. . . . . . . . . . . . . . . . . . . . . . . . . . . . 210 hp (peak) 160 hp (continuous) 250 hp (peak) 160 hp (continuous)
 Center  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 150 hp (peak) 120 hp (continuous) 160 hp (peak)120 hp (continuous)
 Outer  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 150 hp (peak) 120 hp (continuous) 160 hp (peak) 120 hp (continuous)

Blades:
Thickness x Width x Length  . . . . . . . . . . . . . 1/2x4x26.5-in. (13x102x670 mm) resist bending better 1/2x4x26.5-in. (13x102x670 mm) resist bending better
Blade Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . Suction or dual Suction or dual
Blade Overlap  . . . . . . . . . . . . . . . . . . . . . . . . . 6 in. (152 mm) 6 in. (152 mm)
Blade Rotation. . . . . . . . . . . . . . . . . . . . . . . . . From left to right, CW, CCW, CCW to cut wheel track material   From left to right, CW, CCW, CCW to cut wheel track material 
540 rpm blade Tip Speed . . . . . . . . . . . . . . . . 16,087 ft./min. (81.7 m/s) 16,087 ft./min. (81.7 m/s)
1000 rpm Blade Tip Speed. . . . . . . . . . . . . . . 16,346 ft./min. (83 m/s) 16,346 ft./min. (83 m/s)
Material Flow System  . . . . . . . . . . . . . . . . . . Smooth, obstruction-free ÔÕMax FlowÕÕ cutting chamber for a clean cut and no windrows
Blade Holder, Diameter  . . . . . . . . . . . . . . . . . 31.7-in. (805 mm) bar or stump jumper for protection of blades 31.7-in. (805) bar or stump jumper for maximum protection of blades
  and carrier against obstruction damage and standard deck rings and blade carrier against obstruction damage
Hydraulics:
Wing Lift . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard, includes spring-assist unfolding Standard, includes spring-assist unfolding
Wing Flex  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 degrees up, 22 degrees down 90 degrees up, 22 degrees down

Wheels:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4-bolt 21x5.25x9 laminated or 24x8x14-20PR Severe-duty Ag Tire 5-bolt 21x5.25x9 laminated or 26x9x14.5-24 PR Severe-duty Ag Tire
Suspension. . . . . . . . . . . . . . . . . . . . . . . . . . . . Spring suspension on all 4 wheel standards ÔÕGround ControlÕÕ suspension with air springs and shock absorbers on all
   4 wheel standards for better durability of axles and axle-to-frame interface
Row Width Adjustable . . . . . . . . . . . . . . . . . . Yes for most row spacings Yes for most row spacings
Wing Leveling Adjustment  . . . . . . . . . . . . . . Easy-adjust turnbuckle with bearing Easy-adjust turnbuckle with bearing

Shielding:
Front  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Chain, double-row chain, or rubber protected behind front frame Chain, double-row chain, or rubber protected behind front frame  

Rear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Chain, double-row chain, or rubber Chain, double-row chain, or rubber
Gearcase Warranty  . . . . . . . . . . . . . . . . . . . . 3 years 3 years

* Splined pro� les telescope easier under load and provide longer life. 
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47- AND 59-INCH SNOW BLOWERS:

Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 47 in. (1.2 m) or 59 in. (1.5 m)

Overall Cutting Height  . . . . . . . . . . . . . . . . . . 23 in. (584 mm)

Auger Diameter. . . . . . . . . . . . . . . . . . . . . . . . 16 in. (406 mm)

Rotor Fan Diameter. . . . . . . . . . . . . . . . . . . . . 16 in. (406 mm)

Chute Rotation. . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Mid PTO 

Weight (Approx.) . . . . . . . . . . . . . . . . . . . . . . . 400 Ib. (181 kg) for 47-in. model 

  450 Ib. (204 kg) for 59-in. model

S P E C I F I C A T I O N S

F E A T U R E S

SNOWBLOWERS FORCOMPACTUTILITYTRACTORS

¥ Shear-bolt-protected auger for durability.

¥ Telescoping, U-joint driveshaft for easier hookup 
and removal.

¥ Hydraulic spout rotation of 200 degrees.

¥ Two-stage design, with 16-inch-diameter auger 
and impeller.

¥ Worm-gear drive with durable 
cast-iron housing.

¥ Three-position skid shoes.

¥ Adjustable snow-deß ector spout.

¥ Two drift knives.

¥ 59-inch model can be mounted on a 790 and 
3120-3720 Tractors and operates off the mid-PTO.

¥ 47-inch model operates off mid-PTO of the 2305, 
2320, and 2520.
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F E A T U R E S

FRONTBLADES ANDROTARYBROOMS FOR
790, 2000AND3000 TWENTY SERIESTRACTORS

54-IN. FRONT BLADE:
¥ Fits 2305, 2320, 2520 Tractors.

¥ Blade can be raised, lowered and angled from 
side to side hydraulically from the tractor seat. 

¥ Quick and easy attachment and removal with no 
tools and no loose parts. Features easy ÔÕdrive-
inÕÕ mounting so that equipment can be quickly 
attached.

¥ Supports the blade at selected level. Prevents 
gouging and is especially useful plowing snow on 
gravel surfaces. 

¥ Coil springs hold blade in a vertical position for 
operation, but allow bottom edge to push back if 
solid obstruction is hit. Provides increased opera-
tor safety and machine protection.

366 FRONT BLADES:
¥ Compatible with 3120-3720 Tractors

¥ 66-inch wide cutting edge.

¥ Mounts to A-frame front 3-point hitch.

¥ Same hitch that is used on 60-inch broom and 59 
snowblower.

¥ 30¡ hydraulic angling.

¥ Adjustable skid shoes for more uniform blading.

¥ Spring-trip mechanism guards against damage 
from obstructions.

¥ Heavy 1Ú4-inch steel construction.

380A FRONT BLADES:
¥ The 380A is basically the same blade except the 

380A has a Quik-Tatch feature and Þ ts the 790 
Tractor. 

¥ Choice of three interchangeable moldboards Ñ 
54-, 60-, and 66-inch widths.

¥ Heavy 1Ú4-inch steel construction.

¥ Hydraulically controlled functions Ñ blade can 
be raised, lowered, and angled 30 degrees to 
either side through the tractorÕs dual selective-
control valve.

¥ Adjustable skid shoes for more uniform blading.

¥ Spring-trip mechanism guards against damage 
from obstructions.

52-INCH ROTARY BROOM:
¥ Fits 2305, 2320, 2520 Tractors.

¥ Hydraulic angling allows operator to position 
blade for best performance.

¥ Standard hood debris shield controls discharge 
of material being swept. 

¥ Caster wheels provide additional support of 
brush head. 

¥ Quick and easy attachment and removal with no 
tools and no loose parts. Features easy ÔÕdrive-inÕÕ 
mounting so that equipment can be quickly attached. 

¥ Live PTO operated broom continues to operate at 
full speed, even when changing tractor ground. 

¥ Broomhead ß oat allows unit to follow terrain 
(fore-to-aft and side-to-side). 

¥ Installation of heavy-duty shaft drive can be done 
with one hand, thanks to unique ÔÕLock-backÕÕ 
collar design.

60-INCH ROTARY BROOM:
¥ Fits 2305, 2320, 2520, 3000 TWENTY Tractors.
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  Front Blades  

380A BLADE (790):

Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 54 to 66 in. (1.37 to 1.68 m) Hydraulic Cylinders:
Cutting Width (Blade Angled at 30 Deg.)  . . 463Ú4 to 573Ú4 in. (1.19 to 1.45 m) Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Double-acting
Cutting Depth. . . . . . . . . . . . . . . . . . . . . . . . . . 4 to 51Ú2 in. (101 to 140 mm) 
Blade Angling  . . . . . . . . . . . . . . . . . . . . . . . . . 30 deg. left and right through tractorÕs dual Bore and Stroke:
   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . selective-control valve Lift Cylinder . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2x81Ú2 in. (51x216 mm)
Overall Height  . . . . . . . . . . . . . . . . . . . . . . . . . 253Ú4 in. (657 mm) Angling Cylinder . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2x61Ú2 in. (51x165 mm)
Lift Height . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 91/2 to 13 in. (240 to 330 mm) Shipping Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .474 Ib. (215 kg)
Moldboard  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1Ú4-in. (6 mm) thick steel Attachment. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .7 in. (178 mm) blade top extension

54-IN. FRONT BLADE (2305, 2320, 2520):

Cutting Width:  Blade Skid Shoes . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8 position 
Blade Straight  . . . . . . . . . . . . . . . . . . . . . . . . . 54-in. (1.4 m) Blade Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11-gauge steel 
Blade Angled 15 Degrees  . . . . . . . . . . . . . . . 52-3/16-in. (1.3 m) Blade Trip . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Spring trip  
Blade Angled 27 Degrees  . . . . . . . . . . . . . . . 48-in. (1.2 m) Blade Float . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hydraulic
Angling Positions (Right and Left)  . . . . . . . . 0 to 27 degrees Approx. Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .50 lb. (23 kg)

Range of Lift:
Above Ground Line. . . . . . . . . . . . . . . . . . . . . 11-in. (280 mm)
Below Ground Line   . . . . . . . . . . . . . . . . . . . . 3-1/2-in. (90 mm) 

366 FRONT BLADE (3120, 3320, 3520, 3720):

Blade Width . . . . . . . . . . . . . . . . . . . . . . . . . . . 66 in. (1676 mm) Angle Cylinder:
At max. 30-Deg. Angle . . . . . . . . . . . . . . . . . . 463Ú4 to 571Ú4 in. (1185 to 1451 mm) Bore . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2 in. (51 mm)
Moldboard Thickness  . . . . . . . . . . . . . . . . . . 1Ú4 in. (6 mm) Stroke  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .61/2 in. (165 mm)
Cutting Edge. . . . . . . . . . . . . . . . . . . . . . . . . . . 1/2 in. (13 mm) Rod Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .11/2 in. (38 mm)

Lift Cylinder:  Weight:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .485 Ib. (219 kg)
Bore. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 in. (51 mm)
Stroke  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 83/4 in. (223 mm)
Rod Diameter. . . . . . . . . . . . . . . . . . . . . . . . . . 11/8 in. (29 mm)

  Rotary Brooms

52-IN. ROTARY BROOM (2305, 2320, 2520):

Clearing Width:  Drive System:
Broom Straight  . . . . . . . . . . . . . . . . . . . . . . . . 52 in. (1321 mm) Input   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Telescoping driveshaft 
Broom Angled 27 Degrees  . . . . . . . . . . . . . . 48 in. (1219 mm) Center Drive Gearbox   . . . . . . . . . . . . . . . . . . . . . . . . . .#50 chain from offset 3:1 gearbox
   Brush Shaft  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Oil-Þ lled metal ß ange bearing and
Brush SpeciÞ cations:   thrust bearing

Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 21 in. (533 mm) Caster Wheels:
Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Polypropylene Size . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .61/4x 31/4 in. with grease zerks 
Number of Wafers  . . . . . . . . . . . . . . . . . . . . . 24 convoluted Adjustment   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .hand knob
Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 220 rpm  Storage Stand . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard equipment
Top Speed. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,209-ft./min. (369 m/min.)  

Hydraulic Angling Positions   
 (Rights and Left):. . . . . . . . . . . . . . . . . . . . 0 to 27 degrees

Unitized Structure Material: 
Housing. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14- and 16-gauge steel 
Frame  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/4-in. plate and 11/2-in. tube steel 
Lateral Float . . . . . . . . . . . . . . . . . . . . . . . . . . . Hitch clearance

60-IN. ROTARY BROOM (2305, 2320, 2520, 3000 TWENTY):

Brush Width. . . . . . . . . . . . . . . . . . . . . . . . . . . 57 in. (1450 mm) Sweeping Path at 30 Degrees. . . . . . . . . . . . . . . . . . . .50 in. (1270 mm)

Brush Diameter . . . . . . . . . . . . . . . . . . . . . . . . 26 in. (660 mm) Brush Drive. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Front PTO

Number of Brush Wafers  . . . . . . . . . . . . . . . 30 Broom Gearbox Reduction  . . . . . . . . . . . . . . . . . . . . . .3-to-1, spiral bevel gear, synthetic 

Brush Head Angle. . . . . . . . . . . . . . . . . . . . . . Any position up to 30 degrees left or right  extreme pressure lubricant, shear-pin

Angling Method. . . . . . . . . . . . . . . . . . . . . . . . Hydraulic  protected, central location 

   Final Drive. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Chain and sprocket, core sprocket 

Manual Broom Head:   taper lock hub

Hood  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Steel 3-piece bolt together Shipping Weight (With Direct Mount) . . . . . . . . . . . . .320 lb. (145 kg)
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F E A T U R E S

647, 655, 665, 673,AND681 HEAVY-DUTYTILLERS
FORUTILITYTRACTORS

¥ Choose from four commercial-duty Tillers, Ñ the 
647 with 47-inch tilling width, the 655 with 55-inch 
tilling width, the 665 with 65-inch tilling width, the 
673 with 73-inch tilling width, and the 681 with 
81-inch tilling width.

¥ Balanced heavy-duty driveshaft is slip-clutch 
equipped for durability and long life.

¥ Gearcase and jackshaft are built as a unit for 
smoother operation. Drive system runs in oil 
for long life. Splined, heat-treated shafts and 
heavy-duty roller bearings with double-lip seals 
are standard.

¥ Hybrid-shaped tines create a Þ ne, Þ nished 
texture and can be set for depths as shallow 
as .5 to 1 inch.

¥ Hinged rear-control board, skid shoes,
and parking stand.

¥ 647 is compatible with 2305, 2320 and 2520. Works 
with iMatchª  Quick Hitch.

¥ 655 is compatible with 790, 990, 2320, 2520 and 3120-
3720. Works with iMatchª  Quick Hitch.

¥ 665 is compatible with 790, 990, 3120-3720, 4210, 
4310, 4410 and 4120-4720 tractors. Works with 
iMatchª  Quick Hitch.

¥ 673 is compatible with 990, 3720 and 4120-4720 
tractors. Works with iMatchª  Quick Hitch.

¥ 681 is compatible with 4120-4720 and 5000 series 
tractors. Is iMatchª  compatible.
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  647 655 665

Working Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 48 in. (1219 mm) 55 in. (1.27 m) 65 in. (1.65 m)

Working Depth. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7 in. (178 mm) Up to 7 in. (178 mm) Up to 7 in. (178 mm)

Cutting-Circle Diameter . . . . . . . . . . . . . . . . . . . . . . . . . 14 in. (356 mm) 15 in. (381  mm) 16 in. (457 mm)

Tine Shaft Bearing  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Heavy-duty roller-type Heavy-duty roller-type Heavy-duty roller-type

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .with double-lip seals with double-lip seals with double-lip seals

Tines  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hybrid-shaped, high-carbon, Hybrid-shaped, high-carbon, Hybrid-shaped, high-carbon,

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .heat-treated steel heat-treated steel heat-treated steel 

Tines Per Spider  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6 7 8

No. of Spiders . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6 6 6

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Enclosed gearcase, jackshaft Enclosed gearcase, jackshaft Enclosed gearcase, jackshaft

Final Drive Chain . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No. 60 endless roller chain No. 80 endless roller chain No. 100 endless roller chain

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .with 11Ú4-in. (32 mm) pitch with 11Ú4-in. (32 mm) pitch with 11Ú4-in. (32 mm) pitch

Tractor PTO Drive . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 540 rpm 540 rpm 540 rpm

Tine Shaft Speed. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 253 rpm 196 rpm 210 rpm

Tine Tip Speed . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 929 ft./min. (283 m/min) 848 fpm (258 m/min.) 989 fpm (301 m/min.)

Mounting  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Category 1 3-point hitch Category 1 3-point hitch Category 1 3-point hitch

Net Weight (Less Slip Clutch and Joint). . . . . . . . . . . 321 lb. (146 kg) 436 lb. (198 kg) 623 lb. (283 kg)

  673 681

Working Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 73 in. (1778 mm) 81 in. (2032 mm)

Working Depth. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Up to 7 in. (178 mm) Up to 8 in. (203 mm)

Cutting-Circle Diameter . . . . . . . . . . . . . . . . . . . . . . . . . 16 in. (457 mm) N/A

Tine Shaft Bearing  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Heavy-duty roller-type Heavy-duty roller-type

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .with double-lip seals with double-lip seals

Tines  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hybrid-shaped, high-carbon, Hybrid-shaped, high-carbon,

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .heat-treated steel heat-treated steel 

Tines Per Spider  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6 6

No. of Spiders . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4, 9 8

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Enclosed gearcase, jackshaft Enclosed gearcase, jackshaft

Final Drive Chain . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No. 100 endless roller chain No. 100 endless roller chain

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .with 11Ú4-in. (32 mm) pitch with 11Ú4- in. (32 mm) pitch

Tractor PTO Drive . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 540 rpm 540 rpm

Tine Shaft Speed. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 210 rpm 210 rpm

Tine Tip Speed . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 989 fpm (301 m/min.) 989 fpm (301 m/min.)

Mounting  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Category 1 3-point hitch Category 1 3-point hitch

Net Weight (Less Slip Clutch and Joint). . . . . . . . . . . 667 lb. (303 kg) 952 lb. (433 kg)
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F E A T U R E S

FRONTIERATTACHMENTS FOR
COMPACTUTILITYTRACTORS

LANDSCAPE RAKES
¥ Standard and medium duty.
¥ 60-in. to 96-in. wide.

REAR BLADES 
¥ Standard and medium duty.
¥ 60-in. to 96-in. wide.

BOX BLADES
¥ Standard, medium, construction grade.
¥ 48-in. to 84-in. wide.

SOIL PULVERIZERS
¥ Standard and heavy duty.
¥ 48-in. to 84-in. wide.

CORE AERATORS
¥ Economy and standard duty.
¥ 60-in. to 72-in. wide.

ROTARY TILLERS
¥ Economy, standard, medium, heavy duty.
¥ 42-in. to 83-in. wide.

OVERSEEDERS
¥ 48-in. to 72-in. wide.

SICKLE BAR MOWERS
¥ 69-in. to 81-in. wide.

DISK HARROW
¥ 48-in. to 96-in. wide.

LIGHT DUTY ROTARY CUTTER
¥ 48-in. to 72-in. wide.

GROOMING MOWERS
¥ Side Discharge 60-in. to 72-in. wide.
¥ Rear Discharge 48-in. to 110-in. wide.
¥ Flex Wing 12-ft. to 20-ft. wide.

POSTHOLE DIGGERS

BROADCAST SPREADERS

PENDULAR SPREADERS

MANURE SPREADERS
¥ 25 bushel to 175 bushel.

WHEEL RAKES

POWER RAKES

GRAPPLE BUCKETS

4-IN-ONE BUCKETS

LOADER MOUNTED BLADE

PALLET FORKS

BALE SPEARS

3-PT. BALE LOADER

TEDDER

DISC MOWERS
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F E A T U R E S

FRONTIERATTACHMENTS FOR
5000 SERIESTRACTORS

GROOMING MOWERS
¥ Side Discharge 60-in. to 110-in. wide.
¥ Flex Wing 12 ft. to 20 ft. wide.

SICKLE BAR MOWERS
¥ 69-in. to 81-in. wide.

REAR BLADES
¥ Standard, medium, medium plus, heavy duty.
¥ 60-in. to 120-in. wide.

BOX BLADES
¥ Standard, medium, construction grade.
¥ 48-in. to 96-in. wide.
¥   Hydraul ic ScariÞ er.

PULVERIZERS
¥ Heavy duty.
¥ 72-in. to 84-in. wide.

POWER RAKES
¥ 60-in. to 84-in. wide.

ROTARY CUTTERS
¥ 48-in. to 72-in. wide.

LANDSCAPE RAKES
¥ 60-in. to 96-in. wide.

CORE AERATORS
¥ Economy and standard duty.
¥ 60-in. to 72-in. wide.

ROTARY TILLERS
¥ Economy, standard, medium, heavy duty.
¥ 65-in. to 103-in. wide.

DISK HARROW
¥ 66-in. to 96-in. wide.

OVERSEEDERS
¥ 58-in. to 72-in. wide.

POSTHOLE DIGGERS

PENDULAR SPREADERS

MANURE SPREADERS
¥ 80 bushel to 175 bushel.

WHEEL RAKES

TEDDER

ROTARY RAKE

DISC MOWER

OFFSET DISK

CENTER PIVOT SICKLE MOWER CONDITIONERS

BALE HUGGERS

BALE SPEARS

BALE UNROLLERS

BALE FORKS

PALLET FORKS

4-IN-ONE BUCKET

GRAPPLE BUCKET
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KEY FEATURES

GATOR™ UTILITYVEHICLES.
PICK A DIRECTION. GO.

COMPACT 
SERIES
4x2 model, gas engine, 
up to 800-lb. payload 
capacity*

Turf to tight spaces—
easily � ts in a pickup

TRADITIONAL
SERIES
4x2, 6x4 models, gas 
and diesel engines, up 
to 1,600-lb. payload*

All-around perfor-
mance—pastures to 
turf

HIGH-
PERFORMANCE 
SERIES
4x4 models, gas or die-
sel engines, up to 1,400-
lb. payload.*

All-terrain—trails to 
pastures

* Includes 200-lb. operator, 
200-lb. passenger and 
maximum box capacity.

Back in 1993, we made history with the Gator™ Utility Vehicle.

We’ve continued to follow the lead of that original vehicle

over the years, delivering exceptional performance, and go

anywhere capability. Whichever series you choose, there’s

nothing else like one.

Ultimately, a vehicle’s ability to do work rests upon 
how strong it is. Which is why we became the � rst 
in the industry to pioneer using 21st century hydro-
forming technology to make our High-Performance
Series frames. 

You’ll � nd bucket seats on every model, instead of 
the “slip-and-slide” bench popular elsewhere in 
the industry.

A cinch to load. Cargo boxes are among the 
lowest in the industry. So it’s much easier to move 
heavy objects into and out of them.

The Gator Traditional Series’ remarkable mix of 
high payload capacity (up to 1,600 lb.*) with low 
ground pressure make it the ideal vehicle for turf.

A LINEUP LIKE 
NO OTHER.
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F E A T U R E S

GATOR™ HIGH-PERFORMANCESERIES
UTILITYVEHICLES

• Standard Occupant Protective Structure (OPS)
delivers improved styling and protection for the
operator with rugged and sporty “off-road” looks.
Structure is SAE and OSHA ROPS Certi� ed.

• On-demand “True” 4WD system with an auto-
locking front differential and dash-mounted 
electronic switch to provide exceptional traction
in challenging conditions.

• Front and rear hydraulic service brakes with 
mechanical driveline disk park brake provides
an automotive-style brake system with a
dual-circuit for the greatest reliability and a
smoother-feeling engagement.

• Independent rear suspension on the XUV models 
provides superior ride over any terrain.

• 11 in. of ground clearance on the XUV models will 
clear the toughest terrain without getting hung up. 

• Large tier 2 diesel engine in XUV 850D with
854 cc will provide incredible performance and 
improved sound quality while meeting all new 
CARB requirements.

• XUV models have 617 cc Kawasaki gas with EFI 
and 854 cc Yanmar diesel engines that have 20% 
more horsepower than most of the vehicles in 
their class.

•  30 mph top speed (XUV) with available speed 
limiter (XUV 620i) can lock top speed to 20 mph. 
25 mph top speed for HPX.

• 1,000-lb. cargo box capacity and 1,400-lb.
payload/1,300-lb. towing capacity.

•  Exclusive electronic governor and throttle
body (620i) provides more power under load.

• Two-speed transmission to allow for superior
low-speed pulling & towing ability.

• Hydroformed frame for unmatched strength
and durability.

• Best-in-class stability for assurance at higher
speed or on inclines.

• Engineered plastic (JDLOY) is paintable
and provides improved scratch and marring
resistance/recoverability.

• Standard bumper to provide protection for
the vehicle.

• Attractive styling with integrated features, such
as cupholders, 12V outlet, glove box, storage
compartment and fuel gauge.

• Property care package. Available factory installed 
package includes cargo box power lift, bedliner, 
brush guards and � oormat.

THREE MODELS AVAILABLE

• XUV 850D
854 cc diesel engine
1,400 lb. payload/1,300 lb. towing
4-wheel disc brakes
Independent rear suspension
11-in. ground clearance
30 mph top speed
2-in. rear receiver hitch (standard)

• XUV 620i
617 cc EFI gas engine
1,400 lb. payload/1,300 lb. towing
4-wheel disc brakes
Independent rear suspension
11-in. ground clearance
30 mph top speed
2-in. rear receiver hitch (standard)

• HPX
617 cc gas engine
1,400 lb. payload/1,300 lb. towing
4-wheel disc brakes
4-wheel suspension
25 mph

21 & 10 AT Utility Cart
3,000-lb. Winch
"Truck-style" toolbox
Cargo Box Mat
Bedliner
72-in. Front Blade
72-in. V-Blade
Rotary Broom
Tire Chains
25-gal. Bed Sprayer
Aluminum 2-Dog Carry Box
Heavy-Duty Front Strut Kit
Cargo Box Power Lift
OPS Poly Roof
OPS Poly Full or Half Windshield
OPS Poly Light Kit
OPS Rear Screen
High-Altitude Jets
Speed Limiter for XUV 620i

A D D  V E R S A T I L I T Y  W I T H :
72-in. Front Broom
Implement Lift Frame
Front Hydraulic Implement Lift
40-gal. Row Sprayer
Vehicle Cover
Seat Covers
Brake/Tail Light
Deluxe Light Package (includes turn signals,
 4-way � ashers, brake, tail lights)
Back-Up Alarm
Fender Guards
Brush Guards
Horn
Floormat
Windscreen
High-Capacity Alternator
Full Clutch Enclosure (gas model)
Rear Receiver Hitch
Front Receiver Hitch
Cargo Box Power Lift Kit
Ball Hitch

Deluxe Cab Accessories (Deluxe Cab Frame Required)
Deluxe Glass Windshield
Hard Door Kit
Soft Door Kit
Front/Rear Work Lights
Beacon Light
Heater
Interior Light
Cargo Box Release
Windshield Washer
Electrical Kit

C&CE PURCHASING GUIDE 200775



  Gator HPX 4x4

Engine and Electrical:

Type 2-cylinder, 4-cycle OHV gas  

Displacement 617 cc   

Maximum Torque 32 ft.-lb. (4.4 kg-m @ 2500 rpm) 

Ignition Type Solid state 12V   

Lubrication Full pressure

Cooling System Liquid

Air Cleaner Dry replaceable single-element w/remote intake

Battery 340 CCA

Alternator 21 amp @ 3200 rpm –regulated,

  3 phase

Headlights Two 37.5 watt halogen

Fuel Capacity 5.3 U.S. Gal. (20.0 L)

Transmission:

Type Continuously variable transmission (CVT) 

4WD Operator selectable On-Demand “True” 4WD  

Traction Assist Standard rear differential lock   

Ground Speed

 High Range 0-25 mph (0-40 km/h)  

 Low Range 0-12 mph (0-19 km/h)  

Transaxle Two-speed, oil bath  

Gear Selection  Forward (high-low), neutral, reverse

Brakes Front/rear hydraulic disk  

Park Brake Rear hydro-mechanical disk

Suspension and Steering:

Suspension, Front MacPherson strut, single A-arm  

Suspension, Rear Coil over shock  

Ground Clearance:

Under Transaxle 6 in. (153 mm)

Under Foot Platform 13 in. (330 mm)

Steering Rack and pinion

Occupant Protection System SAE and OSHA ROPS certi� ed steel tubular structure with 3-pt. belts and multiple handholds

Dimensions:

Length (with bumper) 113.0 in. (2870 mm) 

Width 59.3 in. (1506 mm) 

Front-Tread Centers 49.5 in. (1257.3 mm)

Rear-Tread Centers  48 in. (1219.3 mm)

Height (overall with OPS) 73.5 in. (1867 mm)

Wheelbase 75.2 in. (1910 mm)  

Weight (including fuel/� uids) 1296 lb. (589 kg)   

Turn Clearance Circle 22 ft. (6.7 m)

Seating Capacity, Type 2, Professional high-back

Towing/Payload Capacity* 1,300 lb. (590 kg)/ 1,400 lb. (635 kg)

Cargo Box Heavy duty steel

Load Height 31 in.

Dimensions 43.9Lx49Wx9D (1116Lx1244Wx229D)

Volume 11.2 cu. ft.

Max Box Weight 1,000 lb. (454 kg)

Front Tires All types = 24x9.50-10 / 4-ply

Rear Tires All Purpose HPAP = 24x10.5-10 (4-ply)

  Aggressive Tread HPAT = 24x12-10 (4-ply) 

  Turf/hard-surface = 24x12-10 (4-ply)

Standard Tread Type All Purpose HPAP

*Includes 200-lb. (91 kg) operator and 200-lb. (91 kg) passenger and maximum box capacity.

S P E C I F I C A T I O N S
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S P E C I F I C A T I O N S

  Gator 620i XUV 4x4  Gator 850D XUV 4x4

Engine and Electrical:

Engine 617 cc, 2-cylinder, 4-cycle OHV gas, EFI   854 cc, 3-cylinder, 4-cycle OHV diesel

Maximum Torque 33 ft.-lb. torque (44.6 Nm) @2100 rpm  36.9 ft.-lb. torque (50 Nm) @2400 rpm

Ignition Solid state 12V   Compression ignition

Lubrication Full pressure  Full pressure

Cooling System Liquid   Liquid

Air Cleaner Intake   Intake

Battery 340 CCA   480 CCA

Alternator 25.5 amp @ 3200 rpm, regulated, 3 phase  40 amp @ 3200 rpm regulated 

Headlights Two 37.5 watt halogen  Two 37.5 watt halogen

Fuel Capacity 5.3 U.S. Gal. (20.1 L)  5.3 U.S. gal. (20.1 L)

Transmission:

Type Continuously Variable Transmission (CVT)  Continuously Variable Transmission (CVT)

4WD On-demand true four-wheel drive system   On-demand true four-wheel drive system

Traction Assist Standard   Standard

Drive Belt Spun top cog, 31 mm wide   Spun top cog, 31 mm wide

Ground Speed, Forward 0-30 mph (0-48 km/h) hi  0-30 mph (0-48 km/h) hi

  0-17 mph (0-27 km/h) low   0-15 mph (0-24 km/h) low

Ground Speed, Reverse 0-20 mph (0-32 km/h)  0-17 mph (0-27 km/h)

Transaxle Two-speed, oil bath   Two speed; oil bath

Gear Selection  Forward (hi-lo), neutral, reverse  Forward (hi-lo), neutral, reverse

Brakes Front and rear hydraulic disk  Front and rear hydraulic disk

Parking Brake Rear mechanical disk, hand operated  Rear mechanical disk, hand operated

Bearings Sealed, double-row ball  Sealed, double-row ball

Axle 27 mm dia. forged CV-shaft w/double offset joint  27 mm dia. forged CV-shaft w/double offset joint

Suspension and Steering:

Suspension, Front Independent with McPherson Strut  Independent with McPherson Strut

Front Suspension Travel (total) 5.2 in. (131 mm)   5.2 in. (131 mm)

Suspension, Rear Independent with coil over shock  Independent with coil over shock

Rear Suspension Travel (total) 7 in. (170 mm)   7 in. (170 mm)

Steering Rack and pinion  Rack and pinion

Occupant Protection System (OPS) SAE  and OSHA ROPS certi� ed steel tubular structure  SAE ROPS certi� ed steel tubular structure

  with 3-pt. belts and multiple handholds  with 3-pt. belts and mutiple handholds

Dimensions:

Length/Width/Height (w/bumper and OPS) 113 in. L x 59.3-in. W x 74.4-in. H  113 in. L x 59.3 in. W x 74.4 in. H

  (2870 mm L x 1506 mm W x 1889 mm H)  (2870 mm L x 1506 mm W x 1889 mm H)

Front-Tread Centers 44.8 in. (1137 mm)  44.8 in. (1137 mm)

Rear-Tread Centers  47.9 in. (1216 mm)  47.9 in. (1216 mm)

Wheelbase 79 in. (2007 mm)  79 in. (2007 mm)

Weight (including fuel/� uids) 1383 lb. (627 kg)  1532 lb. (695 kg)

Seating Capacity, Type 2/Professional high back, bucket (tilt forward)  2/Professional high back, bucket (tilt forward)

Towing Capacity* 1300 lb. (590 kg)  1300 lb. (590 kg)

Payload Capacity* 1400 lb. (635 kg)  1400 lb. (635 kg)

Ground Clearance 11 in. (267 mm) 11 in. (267 mm)

Cargo Box Heavy duty steel  Heavy-duty steel

Volume 11.2 cu. ft. (0.32 m3)  11.2 cu. ft. (0.32 m3)

Max. Weight   1000 lb. (454 kg)  1000 lb. (454 kg)

Length/Width/Depth 43.9 in. L x 49 in. W x 9 in. D  43.9 in. L x 49 in. W x 9 in. D

  1116 mm L x 1244 mm W x 229 mm D  1116 mm L x 1244 mm W x 229 mm D

Tailgate Removable; hinged at bottom  Removable; hinged at bottom

Front Tires AT489 = 25x10-12  AT489 = 25x10-12

  All Trail II = 25x9-12  All Trail II = 25x9-12

Rear Tires AT489 = 25x11-12  AT489 = 25x11-12

  All Trail II = 25x11-12  All Trail II = 25x11-12

Available Tread Types Standard (All Trail II), Aggressive (AT489)  Standard (All Trail II), Aggressive (AT489)

Available Colors JD Green & Yellow, Trail Olive & Black  JD Green & Yellow

*Includes 200-lb. (91 kg) operator and 200-lb. (91 kg) passenger and maximum box capacity.

S P E C I F I C A T I O N S
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F E A T U R E S

GATOR™ TRADITIONALSERIES
UTILITYVEHICLES

• John Deere continues the decade-long Gator 
Utility Vehicle tradition of excellence with the 
Gator Traditional Series. With sleek body
styling, superb power, and convenience items 
like cupholders and a 12V DC outlet, the T-Series 
truly rede� nes a legacy.

• All models have a top speed of 20 mph (32 km/h).

• Standard hand-operated traction assist locks 
drive wheels together to power through areas 
requiring additional traction.

• The available cab is certi� ed to SAE (Society of 
Automotive Engineers) and equivalent European 
standards for rollover protection.

• The 16-gauge steel cargo box is low to the 
ground for easy loading and unloading.

• High � otation tires on the TS and TH 6x4 minimize 
ground compaction to protect turf and prevent 
ruts in soft ground.

• Larger Tier 2 diesel engine with 854 cc will
provide incredible power and performance while 
meeting all new CARB requirements. 

• Standard independent front suspension provides 
improved ride over any terrain.

• A low center of gravity provides best-in-class 
stability for assurance at higher speed or on 
inclines.

• Standard features include cupholders, 12V DC 
outlet, glove box and fuel gauge.

FOUR MODELS AVAILABLE

• Gator TS
286 cc gas engine
Mid-back bucket seats
900-lb. payload*/towing capacity
Rear wet-disc brakes
10.1 cu. ft. (.29 m3) cargo box

• Gator TX
401 cc gas engine
High-back bucket seats
1,000-lb. payload*/towing capacity
Four-wheel hydraulic disc brakes
Full vehicle suspension
11.2 cu. ft. (.32 m3) cargo box

• Gator TH 6x4
675 cc gas engine
High-back bucket seats
1,400-lb. payload*/towing capacity
Rear wet-disc brakes
11.2 cu. ft. (.32 m3) cargo box

• Gator TH 6x4 Diesel
854 cc diesel engine Tier 2 compliant
Dual radiator system
High-back bucket seats
1,600-lb. payload*/towing capacity
Rear wet-disc brakes
11.2 cu. ft. (.32 m3) cargo box
Standard front bumper

Back-up Alarm
Ball Hitch
Beacon Light
Bedliner
Brake/Tail Light Kit
Cargo Box Mat
Deluxe Light Kit (includes turn signals,
 4-way � ashers, brake and tail lights,
 and side mirrors)
Mirrors
Fender Guards
Floormat
72-in. Front Blade
72-in. V-Blade
Front Brush Guard
Front Bumper (includes front receiver hitch)
Gauge Package
Grab Light
Hard Door Cab
Soft Side Cab
Heavy-duty Front Suspension
High-capacity Alternator
Hitch Drawbar Kit
Horn
Cargo Box Power Lift Kit
Rear Hitch
Rear Receiver Hitch
"Truck-style" toolbox
Utility Cart
Visor
3,000 lb. Winch
Windscreen
Windshield Wiper
Front/Rear Work Lights

A D D  V E R S A T I L I T Y  W I T H :

Gator TH 6x4 shown 
with optional Hard Door Cab

Gator TX
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 Gator TS Gator TX 

Engine and Electrical:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 286 cc, 1-cylinder, 4-cycle OHV gas 401 cc, 1-cylinder, 4-cycle OHV gas 
Maximum Torque  . . . . . . . . . . . . . . . . . . . . . . . . 13.7 lbf-ft (1.9 kgf-m) @2,500 rpm 19.5 lbf-ft (2.7 kgf-m) @2,400 rpm
Ignition Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Magneto, solid state 12V Magneto, solid state 12V
Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full pressure Full pressure
Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Replaceable (optional) Screw-on
RPM, idle/ fast (no load)  . . . . . . . . . . . . . . . . . . 1125 +/- 75 / 3850 +/- 75 1125 +/- 75 / 3750 +/- 75
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . . . Air Air
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dry replaceable single-element  Dry replaceable single-element
Muf� er  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Spark-arresting Spark-arresting 
Battery . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 38 amp/hr.; 340 CCA 38 amp/hr.; 340 CCA
Alternator . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13-amp @ 3,600 rpm, regulated 16.6 amp @ 3,700 rpm, regulated
Headlights . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two 37.5 watt halogen Two 37.5 watt halogen

Fuel Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.2 U.S. gal. (19.7 L) 5.2 U.S. gal. (19.7 L) 
Transmission:
Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Continuously Variable Transmission (CVT) Continuously Variable Transmission (CVT)
Traction Assist. . . . . . . . . . . . . . . . . . . . . . . . . . . Standard, hand-operated Standard, hand-operated
Drive Chain   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A N/A
Ground Speed, Forward. . . . . . . . . . . . . . . . . . . 0-20 mph (0-32 km/h) 0-20 mph (0-32 km/h) 
Transaxle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Fully enclosed, oil bath Fully enclosed, oil bath
Gear Selection. . . . . . . . . . . . . . . . . . . . . . . . . . . Forward, neutral, reverse Forward, neutral, reverse
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Wet disc in transaxle Front and rear hydraulic disk
Parking Brake  . . . . . . . . . . . . . . . . . . . . . . . . . . . Wet disk, hand operated Rear mechanical disk, hand operated

Suspension and Steering:
Suspension, Front . . . . . . . . . . . . . . . . . . . . . . . . Independent, spring over shock, single A-arm Independent, spring over shock, single A-arm 
Suspension, Rear  . . . . . . . . . . . . . . . . . . . . . . . . N/A Parabolic spring with shock absorbers
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Rack-and-pinion Rack-and-pinion

Ground Pressure (max)
With 200 lb. Operator only. . . . . . . . . . . . . . . . . 5.6 psi 6.2 psi
Fully Loaded Vehicle. . . . . . . . . . . . . . . . . . . . . . 7.5 psi 11.6 psi

Dimensions:
Length/Width/Height (with bumper)). . . . . . . . 104 in. x 60.0 in. x 43.6 in. 108.1 in. x 60.0 in. x 43.6 in.
 (2642 mm x 1525 mm x 1108 mm) (2746 mm x 1525 mm x 1108 mm)
Front-Tread Centers   . . . . . . . . . . . . . . . . . . . . . 50 in. (1270 mm) 50 in. (1270 mm) 
Rear-Tread Centers  . . . . . . . . . . . . . . . . . . . . . . 48 in. (1219 mm) 48 in. (1219 mm) 
Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 69.7 in. (1770 mm) 72.5 in. (1841 mm) 
Weight (Including Fuel/Fluids)  . . . . . . . . . . . . . 915 lb. (415 kg) 1,032 lb. (468 kg) 
Turn Clearance Circle  . . . . . . . . . . . . . . . . . . . . 22.5 ft. (6.9 m) 22.5 ft. (6.9 m) 
Seating Capacity/Type . . . . . . . . . . . . . . . . . . . . 2, Standard medium-back 2, Professional high-back
Towing/Payload Capacity*  . . . . . . . . . . . . . . . . 900 lb. (408 kg) 1,000 lb. (454 kg) 

Ground Clearance 
Under Transaxle  . . . . . . . . . . . . . . . . . . . . . . . . . 6.0 in. (152.4 mm) 5.7 in. (145 mm)
Under Foot Platform . . . . . . . . . . . . . . . . . . . . . . 9.8 in. (250 mm) 10.6 in. (270 mm)

Cargo Box: . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Steel Steel
Volume  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10.1 cu. ft. (.29 m3) 11.2 cu. ft. (.32 m3)
Max. Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 500 lb. (227 kg) 600 lb. (272 kg)
Length/Width/Depth . . . . . . . . . . . . . . . . . . . . . . 39.5 in. L x 49 in. W x 9 in. D 43.9 in. L x 49 in. W x 9 in. D
 1003 mm L x 1245 mm W x 229 mm D 1115 mm L x 1245 mm W x 229 mm D
Load Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25 in. (635 mm) 29 in. (737 mm)
Tailgate . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Removable; hinged at bottom Removable; hinged at bottom

Tires:
Available Tread Types  . . . . . . . . . . . . . . . . . . . . Knobby, turf, HDAP, run-� at HDAP, HPAT, turf/hard-surface, run-� at

*Includes 200-lb. (91 kg) operator and 200-lb. (91 kg) passenger and maximum box capacity.

S P E C I F I C A T I O N S
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 Gator TH 6x4 Gator TH Diesel 6x4 

Engine and Electrical:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 675 cc, 2-cylinders, 4-cycle OHV gas 854 cc 3-cylinders, 4-cycle OHV diesel 
Maximum Torque  . . . . . . . . . . . . . . . . . . . . . . . . 37.0 lb.-ft. @ 2400 rpm 34.6 lb.-ft. @ 2400 rpm
Ignition Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Magneto, solid state 12V IDI diesel
Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full pressure Full pressure
Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Screw-on � lter Replaceable (standard)
RPM, idle/ fast (no load)  . . . . . . . . . . . . . . . . . . 1125 +/- 75 / 3700 +/- 75 1050 +/- 25 / 3650 +/- 25
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . . . Air Liquid
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dry replaceable single-element  Dry replaceable, dual-element
Muf� er  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Spark-arresting Spark arresting (optional) 
Battery . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 38 amp/hr.; 340 CCA 38 amp/hr.; 340 CCA
Alternator . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16.6 amp @ 3600, regulated 40 amp regulated
Headlights . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two 37.5 watt halogen Two 37.5 watt halogen

Fuel Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.2 U.S. gal. (19.7 L) 5.2 U.S. gal. (19.7 L) 
Transmission:
Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Continuously Variable Transmission (CVT) Continuously Variable Transmission (CVT)
Traction Assist. . . . . . . . . . . . . . . . . . . . . . . . . . . Standard, hand-operated Standard, hand-operated
Drive Chain   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . #60 industrial #60 industrial
Ground Speed, Forward. . . . . . . . . . . . . . . . . . . 0-20 mph (0-32 km/h) 0-20 mph (0-32 km/h) 
Transaxle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Fully enclosed, oil bath Fully enclosed, oil bath
Gear Selection. . . . . . . . . . . . . . . . . . . . . . . . . . . Forward, neutral, reverse Forward, neutral, reverse
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Wet disk in transaxle Wet disk in transaxle
Parking Brake  . . . . . . . . . . . . . . . . . . . . . . . . . . . Wet disk, hand operated Wet disk, hand operated

Suspension and Steering:
Suspension, Front . . . . . . . . . . . . . . . . . . . . . . . . Independent, spring over shock, single A-arm Independent, spring over shock, single A-arm 
Suspension, Rear  . . . . . . . . . . . . . . . . . . . . . . . . N/A N/A
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Rack-and-pinion Rack-and-pinion

Ground Pressure (max)
With 200 lb. Operator only. . . . . . . . . . . . . . . . . 6.9 psi 6.9 psi
Fully Loaded Vehicle. . . . . . . . . . . . . . . . . . . . . . 7.1 psi 7.3 psi

Dimensions:
Length/Width/Height (with bumper)). . . . . . . . 108.4 in. x 60.0 in. x 43.6 in. 108.4 in. x 60.0 in. x 43.6 in.
 (2753 mm x 1525 mm x 1108 mm) (2753 mm x 1525 mm x 1108 mm)
Front-Tread Centers   . . . . . . . . . . . . . . . . . . . . . 50 in. (1270 mm) 50 in. (1270 mm) 
Rear-Tread Centers  . . . . . . . . . . . . . . . . . . . . . . 48 in. (1219 mm) 48 in. (1219 mm) 
Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 79.0 in. (2006 mm) 79.0 in. (2006 mm) 
Weight (Including Fuel/Fluids)  . . . . . . . . . . . . . 1087 lb. (493 kg) 1310 lb. (594 kg) 
Turn Clearance Circle  . . . . . . . . . . . . . . . . . . . . 24.5 ft. (7.5 m) 24.6 ft. (7.5 m) 
Seating Capacity/Type . . . . . . . . . . . . . . . . . . . . 2, Professional high-back 2, Professional high-back
Towing/Payload Capacity*  . . . . . . . . . . . . . . . . 1400 lb. (635 kg) 1400 lb. (635 kg) towing capacity /
  1600 lb. (725 kg) payload capacity 

Ground Clearance 
Under Transaxle  . . . . . . . . . . . . . . . . . . . . . . . . . 6.7 in. (170 mm) 6.5 in. (165 mm)
Under Foot Platform . . . . . . . . . . . . . . . . . . . . . . 9.8 in. (250 mm) 8.5 in. (215 mm)

Cargo Box:. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Steel Steel
Volume  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11.2 cu. ft. (0.32 m3) 11.2 cu. ft. (0.32 m3) 
Max. Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1000 lb. (454 kg) 1200 lb. (544 kg)
Length/Width/Depth . . . . . . . . . . . . . . . . . . . . . . 43.9 in. L x 49 in. W x 9 in. D 43.9 in. L x 49 in. W x 9 in. D
 1115 mm L x 1245 mm W x 229 mm D 1115 mm L x 1245 mm W x 229 mm D
Load Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26 in. (660 mm) 26 in. (660 mm)
Tailgate . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Removable; hinged at bottom Removable; hinged at bottom

Tires:
Available Tread Types  . . . . . . . . . . . . . . . . . . . . Knobby, turf, HDAP, run-� at Knobby, turf, HDAP, run-� at

*Includes 200-lb. (91 kg) operator and 200-lb. (91 kg) passenger and maximum box capacity.



F E A T U R E S

GATOR™ COMPACTSERIES
UTILITYVEHICLES

• Semi-independent, triple-rate, spring-over-shock, 
pre-load adjustable rear suspension allows for 
optimal ride quality regardless of load.

• Independent, dual-rate, spring-over-shock, 
pre-load adjustable front suspension allows
for optimal ride quality regardless of load.

• Reduced sound level and improved sound quality
provide for enhanced operator, passenger and
bystander experience.

• Modi� ed seat angle provides improved operator
and passenger comfort.

• Precision engineered drive system optimizes
engine power to achieve superior acceleration
and power for hauling, towing and hill climbing.

• Durable composite cargo box allows you to carry
all types of materials or tools for any task.

• Internal wet disc brakes for consistent performance
and minimal maintenance.

• Tubular steel frame provides exceptional durability.

• Front and rear attachment points allow for easy
installation of a wide variety of attachments or
accessories.

• Adjustable driver’s seat ensures comfort for all
operators.

• Attractive styling with integrated features, such
as cupholders, glove box, fuel sight gauge and
optional tail lights.

• Pre-wired for easy installation of electrical
attachments.

• Knobby tires provide increased traction for all 
types of terrain.

• Gator CX
286 cc engine
High-back bucket seats
800-lb. payload capacity*
Standard differential lock
Rear wet disc brakes
Standard 12V DC outlet
Full vehicle suspension
    independent front, semi-independent rear

Cargo Box Power Lift Kit
Cargo Box Manual Lift Assist
Front Bumper
Floormat
Cargo Box Mat
Deluxe Light Kit (includes turn signals,
 4-way � ashers, brake and tail lights)
Brake/Tail Light Kit
Horn
Back-Up Alarm
12V Outlet
High-Capacity Alternator
Rear Hitch
Rear Receiver Hitch
Drawbar
Ball Hitch – 17/8 in.
54-in. Front Blade
Tire Chains
Heavy-Duty Suspension Kit
Hand Light
Loading Ramps
Utility Cart
Vehicle Cover
Seat Covers
25-Gallon Portable Bed Sprayer
Front Receiver Hitch
Windscreen
Sun Canopy
Hinged Windshield
40-Gallon Tow Behind Sprayer

A D D  V E R S A T I L I T Y  W I T H :
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*Includes 200-lb. (91 kg) operator and 200-lb. (91 kg) passenger and maximum box capacity.



  Gator CX

Engine and Electrical:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 286 cc, 1-cylinder, 4-cycle OHV gas
Maximum Torque  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14.5 lb.-ft. @ 2,500 rpm
Ignition Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Magneto solid state
Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full pressure
Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Optional
RPM, Idle (No Load) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,125
RPM, Fast (No Load)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3,850
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Air
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Single-element paper, replaceable
Muf� er  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Optional spark arrestor
Battery  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . U1, 160 CCA
Alternator . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13 amp, regulated
Headlights  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two at 25 watts, 12-volt DC
DC Outlet  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard

Fuel System:
Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.0 gal. (11.4 L)
Consumption (Half Load at Avg. Speed) . . . . . . . . . . . . . . . . . . 0.4 gal./hr. (1.5 L/hr.)  
Fuel Pump Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Vacuum pulse

Transmission:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Continuously variable transmission (CVT) with traction assist
Traction Assist. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard, hand-operated
Ground Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-15 mph (0-24 kph)
Transaxle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Fully enclosed; oil bath  
Gear Selection. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Forward, neutral, reverse  
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Wet disc in transaxle  
Park Brake . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Wet disc, hand/foot-operated  

Suspension and Steering:
Suspension, Front . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Independent, dual rate, spring-over-shock,
  single A-arm w/adj. preload  
Suspension Travel (Total) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.25 in. (82 mm)  
Suspension, Rear  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Three-point, semi-independent, triple rate,
  spring-over-shock w/adj. preload  
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Rack and pinion  

Dimensions:
Length (With Bumper)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 98.2 in. (2495 mm)  
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 49.0 in. (1245 mm)  
Height (Overall) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44 in. (1118 mm)  
Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 65.5 in. (1663 mm)  
Weight (Including Fuel/Fluids)  . . . . . . . . . . . . . . . . . . . . . . . . . . 687 lb. (312 kg)
Ground Clearance
 Under Transaxle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.8 in. (121 mm)
 Under Foot Platform . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7.0 in. (178 mm)  
Turn Clearance Circle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 19 ft. 9 in. (6.0 m)  
Towing Capacity (On Level Terrain). . . . . . . . . . . . . . . . . . . . . . 600 lb. (272 kg)  
Payload Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 800 lb. (363 kg)  

Seats:
Seat Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Professional high-back bucket seat, tilt forward

Cargo Box:
Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28.9 in. x 38.2 in. x 7.8 in. (735 mm x 970 mm x 198 mm)
Volume  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5 cu. ft. (.14 cu. m)  
Weight Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 400 lb. (182 kg)  
Features  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Molded-in divider slots, tie-down attaching

points, lift handle

Tires:
Available Tread Types  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Turf or Knobby
Other Standard Features. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dual cupholders, glove box, hourmeter, fuel sight gauge,
  12 volt DC outlet

S P E C I F I C A T I O N S
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KEY FEATURES

COMMERCIALMOWINGEQUIPMENT.
RACETHESUN.

COMMERCIAL
WALK-BEHINDS
Gear and hydro walk-behinds, 
three models with 7-Iron II decks.

QUIK-TRAKS™

Stand-on Quik-Trak mowers that 
offer far greater productivity than 
comparable walk-behinds.

MINI Z-TRAKS™

Exceptional productivity in an 
exceptionally convenient size.

MID & MAX 
Z-TRAKS
Our best-seller. Include unique 
dial height-of-cut adjustment.

DIESEL Z-TRAK
Meant for high-capacity 
mowing and years of service. 

Z-TRAKS WITH 
MULCH-ON-
DEMAND™ DECKS
Gives the operator ß exibility and 
maximum mower performance.

FRONT MOWERS
Industry-leading front mowers 
combine high-capacity mowing, 
superior durability and all-year 
versatility.

WIDE-AREA
MOWER
Turbo wide-area mower boasts 
68-acre-a-day capacity.

John Deere commercial mowers leave a ß awless cut, and 

an entire industry behind. With their ease-of-use, reliability 

and smart productive innovations, nothing can accomplish 

more from sunrise to sunset.

Green Fleet. The beneÞ ts really add up. At least in 
the Green Fleet multi-unit discount program. See 
your John Deere dealer, or visit www.mowpro.com 
for more details.

Since 1998 the 7-Ironª  mower deck has demon-
strated commercial quality, performance and 
durability. Now we're pleased to announce the 
availability of the 48-in., 54-in., 60-in. and 72-in. 
next generation 7-Iron II side-discharge mower 
decks that deliver an even higher quality cut 
in even more diverse conditions. New features 
include:

¥  Higher blade tip speedÑincreased to 18,000 ft/minÑ
for more blade strikes per inch mowed.

¥  Redesigned front bafß eÑto better manage airß ow 
and control clippings.

¥   Double captured anti-scalp wheels for increased 
durability.

¥  Spindle pocket reinforcement for even greater 
structural durability. 

¥  A raised discharge chute for more even clipping 
distribution.

A LINEUP LIKE 
NO OTHER.

C&CE PURCHASING GUIDE 200783



F E A T U R E S

G15AND7G18 GEAR-DRIVE
COMMERCIALWALK-BEHINDMOWERS

¥ Overhead-valve engine design provides easier 
starting, greater fuel efÞ ciency, lower noise 
levels, and cooler operating temperatures.

¥ Equipped with a heavy-duty, 5-speed gear trans-
mission with reverse. 

¥ Thumb latches on John Deere Commercial Walk-
behind mowers make shifting from forward to 
reverse easier. Automatic-release thumb latches 
provide greater operator comfort and convenience.

¥ Large 5-gallon fuel capacity means fewer reÞ lls.

¥ All models feature simpliÞ ed controls, including 
electric PTO, separate choke, color-coded levers, 
and spring-loaded thumb latches.

¥ Reverse assist increases operator productivity 
in those areas where quick reverse is needed. 
Increases efÞ ciency when backing-up, loading 
trailers or on hilly terrain.

¥ Optional 3.5-bushel side-mounted grass catcher 
is available. It features a Quick-Tatchª design 
for easy installation and removal.

¥ Bilingual decals and operational safety video 
(English and Spanish).

¥ Two-year limited warranty. See dealers for details.

G15 (15-HP 36-INCH DECK)
¥ Solid rubber 9x3.5-inch caster wheels prevent ß at 

tires and provide smooth cutting performance.

¥ The 36-inch mower offers features like 2-spindle, 
timed blades for superior cut quality; large 
discharge opening for better grass clipping dis-
tribution; fabricated deck design; .75 to 4.5-inch 
cutting height range; and a Þ xed deck design.

¥ Great size model for smaller mowing areas.

7G18 (18-HP 48-INCH DECK)
¥ 7-Ironª  II deck provides a powerful vacuming 

action to lift the grass and handle more material.

¥ Ribbed cast aluminum spindle housings.

  -  Added strength and added cooling surface 
area (can be greased from top of mover 
deck).

¥ Large 16x6.5x8-inch drive wheels provide 
excellent traction.

¥ Banded double HA belt provides better grip and 
less wear for maximum belt life.

¥ Floating deck system follows ground contours.

3.5-Bushel Cloth Grass Bagger
Front Weight Kit
Hour Meter Kit
Debris Bag
Mulching Kit

A D D  V E R S A T I L I T Y  W I T H :
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  G15  7G18 

Engine:
Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . Kohler Kohler
Model No.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . CV15T CV493T
Horsepower (kW)  . . . . . . . . . . . . . . . . . . . . . . 15 (11.2 kW) 18 (13.4 kW)
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . 26 cu. in. (426 cc) 29.9 cu. in. (490 cc)
Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One One 
Crankcase Capacity . . . . . . . . . . . . . . . . . . . . 4 U.S. pt. (1.9 L) 4 U.S. pt. (1.9 L)
Operating Speed . . . . . . . . . . . . . . . . . . . . . . . 3,350 rpm 3,600 rpm
Idle Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,700 rpm 1,700 rpm 
Starter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Recoil Recoil
Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard 
Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full pressure Full pressure 
Governor. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Mechanical Mechanical 
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . Air Air 
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dual stage Dual stage 
Mufß er  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pillow style Pillow style

Fuel System: 
Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Regular unleaded gas Regular unleaded gas
Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . 5.0 U.S. gal. (19 L) 5.0 U.S. gal. (19 L)
Fuel Pump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pulse type Pulse type
Fuel Delivery System  . . . . . . . . . . . . . . . . . . . Carburetor Carburetor
Fuel Tank Switch/Shut Off Valve  . . . . . . . . . Yes Yes
Filler Neck Opening  . . . . . . . . . . . . . . . . . . . . 2.63 in. (6.68 cm) 2.63 in. (6.68 cm)
Fuel Pickup. . . . . . . . . . . . . . . . . . . . . . . . . . . . Top Draw Top Draw

Electrical System:
Ignition  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Solid state electronic Solid state electronic 
Hourmeter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Optional Optional 
Operator Presence Starting System . . . . . . Yes Yes

Drive Train: 
Transmission  . . . . . . . . . . . . . . . . . . . . . . . . . . Dana 5-speed with reverse Dana 5-speed with reverse 
Shift Mechanism. . . . . . . . . . . . . . . . . . . . . . . Enclosed gear Enclosed gear
Axle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Solid, 1-in. dia. Solid, 1.25-in. dia.

Travel Speeds:
Forward Speeds  . . . . . . . . . . . . . . . . . . . . . . . Five Five 
Reverse Speeds  . . . . . . . . . . . . . . . . . . . . . . . 2.7 w/assist (4.3 km/h) 3.0 w/assist (4.8 km/h)
Speed Range . . . . . . . . . . . . . . . . . . . . . . . . . . 1.6 to 6.3 mph (2.6 to 10.1 km/h) 1.9 to 7.0 mph (3.1 to 11.3 km/h)

Tires: 
Drive Wheels . . . . . . . . . . . . . . . . . . . . . . . . . . 13x6.5-6 in. 16x6.5-8 in.
Caster Wheels. . . . . . . . . . . . . . . . . . . . . . . . . 9.5x3 in. 9.5x3 in.

Brakes:
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Band Band 

Dimensions:
Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 41 in. (104 cm) 40.7 in. (103.3 cm)
Length with Deck  . . . . . . . . . . . . . . . . . . . . . . 80 in. (203 cm) 80 in. (203.2 cm)
Machine Weight  . . . . . . . . . . . . . . . . . . . . . . . 282 lb. (128 kg) 540 lb. (245 kg)

Mower Decks: 
Available Width. . . . . . . . . . . . . . . . . . . . . . . . 36 in. 48-in. 7-Iron II
Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10 ga. fabricated 7 ga. stamped
Blades. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two, 18.6 in. (47 cm) Three, 17.0 in. (43.1 cm)
Blade Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . V-belt, timed belt V-belt, self adj.
Blade Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . 15,000 ft./min. 18,000 ft./min. minimum 
Cutting Height  . . . . . . . . . . . . . . . . . . . . . . . . . 1.0 to 4.5 in. (2.5 to 11.4cm) 1.0 to 4.5 in. (2.5 to 11.4 cm)
Width (Chute Up). . . . . . . . . . . . . . . . . . . . . . . 36.5 in. (92.7 cm) 53.5 in. (135.9 cm)
Width (With Discharge Chute Down)  . . . . . 50 in. (127 cm) 62.0 in. (157.5 cm)
Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 188 lb. (85 kg) N/A 

Misc. Information:   
Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two years Two years 

S P E C I F I C A T I O N S
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F E A T U R E S

7H17AND7H19 HYDROSTATIC
COMMERCIALWALK-BEHINDMOWERS

¥ 7H17 (17HP 48-INCH DECK) 

¥ 7H19 (19HP 54-INCH DECK)

¥ Overhead-valve engine design provides easier 
starting, greater fuel efÞ ciency, lower noise lev-
els, and cooler operating temperatures.

¥ New 7-Ironª  II deck provides a powerful vacuuming 
action to lift the grass and handle more
material.

¥ Ribbed cast aluminum spindle housings.

  -  Added strength and added cooling surface 
area (can be greased from top of mover deck).

¥ Exclusive single bodied dual unitized 
Kanzaki pump.

  -  Simple system (two closed loops for 
separate operation).

  -  Same proven technology being used on 
John Deere Z-Traks.

¥ Large 6-gallon fuel capacity means fewer reÞ lls.

¥ 2-gallon hydraulic reservoir allows for a longer 
Òdwell time.Ó System runs cooler. 

¥ Larger hydraulic tank integrated into frame 
designed to keep center of gravity low, optimizing 
hillside performance.

¥ Automatic-release thumb latches provide greater 
operator comfort and convenience.

¥ Floating deck system follows ground contours.

¥ SimpliÞ ed controls provide beneÞ ts of excellent 
operator control and responsive maneuverability.

  -  On-The-Go speed change. Simply push the 
hydrostatic lever forward to increase the oper-
ating speed or pull rearward to decrease speed.

  -  Easy tracking adjustment for maintaining 
straight mowing lines.

  - True park brake.

  - Operator presence system.

  - Electric PTO.

¥ Color-coded and clearly marked switches 
and levers.

¥ 3-position handle adjustment allows operator to 
select comfortable operating position.

¥ Large 18x8.5x8 inch 4-ply drive tires for maximum 
curb climbing and hillside performance.

¥ Bilingual decals and operational safety video 
(English and Spanish).

3.5-bushel Cloth Grass Bagger
Heavy-Duty Canister Air Filtration Kit
Electric Start Kit
Front Weight Kit
Rear Weight Kit
Hour Meter Kit
Debris Bag
Mulching Kit
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  7H17 7H19

Engine:
Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . Kawasaki Kawasaki 
Model No.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . FH541V FH580V
Horsepower (kW)  . . . . . . . . . . . . . . . . . . . . . . 17 (12.7) 19 (14.2)
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . 35.7 cu. in. (584 cc) 35.7 cu. in. (584 cc)
Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two Two
Crankcase Capacity . . . . . . . . . . . . . . . . . . . . 1.9 U.S. qt. (1.8 L) 1.9 U.S. qt. (1.8 L)
Operating Speed . . . . . . . . . . . . . . . . . . . . . . . 3,600 rpm 3,600 rpm 
Idle Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,550 rpm 1,550 rpm 
Starter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Recoil Recoil
Valving  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Overhead valve Overhead valve
Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard 
Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full pressure Full pressure
Governor. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Flyweight all speed governor Flyweight all speed governor
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . Air Air
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dual stage Dual stage 
Mufß er  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Canister style Canister style

Fuel System: 
Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Regular unleaded gas Regular unleaded gas
Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . 6.0 U.S. gal. (22.7 L) 6.0 U.S. gal. (22.7 L)
Fuel Pump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pulse type Pulse type
Fuel Delivery System  . . . . . . . . . . . . . . . . . . . Carburetor Carburetor
Fuel Tank Switch/Shut Off Valve  . . . . . . . . . Yes Yes
Filler Neck Opening  . . . . . . . . . . . . . . . . . . . . 2.63 in. (6.68 cm) 2.63 in. (6.68 cm)
Fuel Pickup. . . . . . . . . . . . . . . . . . . . . . . . . . . . Top draw Top draw

Electrical System: 
Ignition  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Transistorized-ß y wheel magneto Transistorized-ß y wheel magneto
Hour Meter. . . . . . . . . . . . . . . . . . . . . . . . . . . . Optional Optional
Operator Presence Starting System . . . . . . Yes Yes

Drive Train: 
Transmission  . . . . . . . . . . . . . . . . . . . . . . . . . . Kanzaki dual pump-DUP10C Kanzaki dual pump-DUP10C
Wheel Motors  . . . . . . . . . . . . . . . . . . . . . . . . . Parker Parker

Travel Speed:
Forward Speeds  . . . . . . . . . . . . . . . . . . . . . . . 0-7 mph (0-11.2 km/h) 0-7 mph (0-11.2 km/h)
Reverse Speeds  . . . . . . . . . . . . . . . . . . . . . . . 0-3 mph (0-4.8km/h) 0-3 mph (0-4.8km/h)

Tires: 
Drive Wheels . . . . . . . . . . . . . . . . . . . . . . . . . . 18x8.5-8 18x8.5-8
Caster Wheels. . . . . . . . . . . . . . . . . . . . . . . . . 9x3.5 9x3.5

Brakes:
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Mechanical lever to engage tires Mechanical lever to engage tires

Dimensions:   
Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 38 in. (96 cm) 38 in. (96 cm)
Length with Deck  . . . . . . . . . . . . . . . . . . . . . . 79 in. (200 cm) 79 in. (200 cm)
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 62 in. (157 cm) 68 in. (172 cm)
Machine Weight  . . . . . . . . . . . . . . . . . . . . . . . 585 lb. (265 kg) 605 lb. (274 kg)

Mower Decks:
Available Width. . . . . . . . . . . . . . . . . . . . . . . . 48-in. 7-Iron II 54-in. 7-Iron II
Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7 gauge (.177 in.) stamped 7 gauge (.177 in.) stamped
Blades. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Three, 17.0 in. (43.1 cm) Three, 19.0 in. (48.3 cm)
Blade Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . V-belt, self adj. V-belt, self adj.
Blade Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . 18,000 ft./min. minimum  18,000 ft./min. minimum 
Cutting Height  . . . . . . . . . . . . . . . . . . . . . . . . . 1-4.5 in. (2.5-12.7 cm) 1-4.5 in. (2.5-12.7 cm)
Width (Chute Up). . . . . . . . . . . . . . . . . . . . . . . 53.5 in. (135 cm) 57.5 in. (146 cm)

Misc. Information: 
Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two years Two years
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647A, 657AAND667A QUIK-TRAKS™

¥ The Quik-Trakª Series Þ lls the gap between the 
traditional mid-mount zero-turn-radius mowers 
and commercial walk-behind mowers in both 
function and cost. 

¥ The Quik-Trak Series commercial mowers occupy 
about the same footprint as a commercial walk-
behind mower. Since their compact size requires 
less trailer space, a commercial cutter can bring 
more equipment and provide more services 
on each landscape. Their maneuverability and 
small size also cuts down on the string trimming 
required at each site improving overall
productivity.

¥ Exclusive single bodied dual unitized 
Kanzaki pump.

  -  Simple system (two closed loopsÑfor 
separate operation).

  -  Same proven technology being used on 
John Deere Z-Traks.

¥ 2-gallon hydraulic reservoir allows for a longer 
Òdwell time.Ó System runs cooler.

¥ Open engine area allows for easy maintenance 
and serviceability.

THREE MODELS
¥ 647AÑ19-horsepower gas engine, air-cooled, ver-

tical Kawasaki engine, 48-in. commercial mower 
7-Ironª  II deck. 

¥ 657AÑ23-horsepower gas engine, air-cooled, ver-
tical Kawasaki engine, 54-in. commercial mower 
7-Iron II deck. 

¥ 667AÑ23-horsepower gas engine, air-cooled, 
vertical Kawasaki engine, 60-in. commercial 
mower 7-Iron II deck. 

DURABLE KAWASAKI® OHV ENGINES
¥ Choose either the 19- or 23-horsepower 

Kawasaki twin-cylinder engine.

7-IRON II DEEP DECK MOWERS
¥ The deck is stamped from 7-gauge (.177-in.) 

steel with rounded corners to help distribute 
impact stress.

¥ Deep-deck design of 5.5-in. delivers excellent 
airß ow so material can be processed quickly 
and efÞ ciently.

TWO-YEAR LIMITED WARRANTY*
¥ Local John Deere Dealer takes care of all warranty 

service. (ThereÕs no need to go to component 
suppliers for service.)

ZERO-TURNING RADIUS
¥ Maximum maneuverability with a zero-degree 

turning radius and 8-mph mowing speed.

DUAL-LEVER LOOP DRIVE CONTROL
¥ Intuitive operation for both new and experienced 

operators.

¥ Ergonomically designed for rider comfort during 
extended operations. 

DECK HEIGHT ADJUSTMENT
¥ No-tool deck height-of-cut adjustment 

from platform.

¥ Cut-height is 1.5-in. to 5-in., in 1/4-in. increments.

¥ Operator can change height of cut without 
leaving the operator platform.

LARGE FUEL CAPACITY
¥ Single-Þ ll fuel tank with 6 U.S. gallons.

¥ Top-draw dual tank for added safety.

COMFORTABLE, TWO-INCH PAD
¥ Two-inch-thick pad absorbs shock, providing the 

operator with a more comfortable ride for all-day 
mowing. The pad is also insulated for protection 
against engine heat.

SERVICEABILITY
¥ Top-mounted grease zerks on spindles for daily 

maintenance.

¥ Open engine compartment allows full access to 
engine components.

*See dealer for details.

Front Light Kit
Spark Arrester Screen for Mufß er
3.5-bushel Cloth Grass Bagger
Mulching Kit
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Engine:

Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . Kawasaki Kawasaki Kawasaki 

Model No.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . FH601V FH680V FH680V 

Horsepower (Gross) (kW)  . . . . . . . . . . . . . . . 19 hp (14.2 kW) 23 hp (17 kW) 23 hp (17 kW) 

Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . 41.2 cu. in. (675 cc) 41.2 cu. in. (675 cc) 41.2 cu. in  (675 cc)

Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two Two Two 

Crankcase Capacity . . . . . . . . . . . . . . . . . . . . 2 U.S. qt. w/Þ lter (1.8 L) 2 U.S. qt. w/Þ lter (1.8 L) 2 U.S. qt. w/Þ lter (1.8 L)

Crankcase Orientation . . . . . . . . . . . . . . . . . . Vertical Vertical Vertical

Bore and Stroke  . . . . . . . . . . . . . . . . . . . . . . . 2.96 x 2.99 in. (75.2 x 76 mm) 2.96 x 2.99 in. (75.2 x 76 mm) 2.96 x 2.99 in. (75.2 x 76 mm)

Rated Engine Speed (No Load)  . . . . . . . . . . 3,600 3,400 3,400

Valving  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Overhead valve Overhead valve Overhead valve

Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full ß ow, replaceable Full ß ow, replaceable Full ß ow, replaceable 

Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full pressure Full pressure Full pressure 

Governor. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Mechanical Mechanical Mechanical

Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Air Air  Air 

Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . Heavy-duty canister type Heavy-duty canister type Heavy-duty canister type

Mufß er  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Canister type Canister type Canister type

Fuel System:

Fuel consumption (Average Mowing Conditions)      

Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Regular unleaded gas Regular unleaded gas Regular unleaded gas

Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . 6 U.S. gallons (22.7 L)  6 U.S. gal. (22.7 L) 6 U.S. gal. (22.7 L)

Fuel Pump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pulse type Pulse type Pulse type

Fuel Delivery System  . . . . . . . . . . . . . . . . . . . Carburetor Carburetor Carburetor

Fuel Tank Switch/Shut Off Valve  . . . . . . . . . Yes Yes Yes 

Filler Neck Opening  . . . . . . . . . . . . . . . . . . . . 2.63 in. (6.6 cm) 2.63 in. (6.6 cm) 2.63 in. (6.6 cm)

Fuel Pickup. . . . . . . . . . . . . . . . . . . . . . . . . . . . Top draw Top draw Top draw

Electrical System: 

Charge System  . . . . . . . . . . . . . . . . . . . . . . . . 13 amp 13 amp 13 amp 

Battery Voltage  . . . . . . . . . . . . . . . . . . . . . . . . 12 volt 12 volt 12 volt

Cold Cranking Amp. . . . . . . . . . . . . . . . . . . . . 340 340 340

Hour Meter. . . . . . . . . . . . . . . . . . . . . . . . . . . . Yes Yes Yes 

Operator Presence Starting System . . . . . . Yes   Yes  Yes 

Drive Train:  

Hydraulic Pumps. . . . . . . . . . . . . . . . . . . . . . . Kanzaki DUP 10A Kanzaki DUP 10A Kanzaki DUP 10A

Wheel Motors  . . . . . . . . . . . . . . . . . . . . . . . . . Parker, 195 cc/rev Parker, 195 cc/rev Parker, 195 cc/rev 

Hydraulic System Capacity . . . . . . . . . . . . . . 2.5 U.S. gal. (9.4 L) 2.5 U.S. gal. (9.4 L) 2.5 U.S. gal.  (9.4 L)

Hydraulic Tank Capacity  . . . . . . . . . . . . . . . . 2 U.S. gal. (7.5 L) 2 U.S. gal. (7.5 L) 2 U.S. gal.  (7.5 L)

Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full ß ow, replaceable Full ß ow, replaceable Full ß ow, replaceable

Travel Speed:

Forward. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-8 mph (0-12.9 km/h)  0-8 mph (0-12.9 km/h)  0-8 mph (0-12.9 km/h) 

Reverse. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-4 mph (0-6.43 km/h) 0-4 mph  (0-6.43 km/h) 0-4 mph (0-6.43 km/h) 

Operator Presence Starting System . . . . . . Standard Standard Standard

Speed and Direction Control  . . . . . . . . . . . . Twin hand-controlled levers Twin hand-controlled levers Twin hand-controlled levers 

Tires: 

Drive Tires  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20x10-10 turf 20x10-10 turf 20x10-10 turf 

Drive Tires Pressure. . . . . . . . . . . . . . . . . . . . 10-14 psi 10-14 psi 10-14 psi

Front Caster Wheels. . . . . . . . . . . . . . . . . . . . 13x5-6 13x5-6 13x5-6

Load Rating  . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 PR 4 PR  4 PR 
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Brakes:

Dynamic Braking. . . . . . . . . . . . . . . . . . . . . . . Dual hand-control levers Dual hand-control levers Dual hand-control levers 

Park Brake . . . . . . . . . . . . . . . . . . . . . . . . . . . . Tire stop Tire stop Tire stop 

Park Brake Actuation. . . . . . . . . . . . . . . . . . . Hand lever Hand lever Hand lever 

PTO:

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Warner Magstop Warner Magstop Warner Magstop 

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V-belt V-belt V-belt 

System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V-belt V-belt V-belt 

Dimensions:

Overall Length . . . . . . . . . . . . . . . . . . . . . . . . . 68 in. (173 cm) 68 in. (173 cm) 69.5 in. (177 cm)

Overall Width (Discharge Chute Down). . . . 62 in. (157 cm) 68 in. (173 cm) 74 in. (188 cm)

Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 48 in. (122 cm) 48 in. (122 cm) 48 in. (122 cm)

Machine Weight (Net Weight. . . . . . . . . . . . 1,014 lb. (460 kg) 1,040 lb. (472 kg) 1,067 lb. (484 kg)

 Including Fuel)

Mower Decks: 

Mower type  . . . . . . . . . . . . . . . . . . . . . . . . . . . 7-Iron II 7-Iron II 7-Iron II

Available Widths. . . . . . . . . . . . . . . . . . . . . . . 48 in. 54 in. 60 in. 

Deck Construction  . . . . . . . . . . . . . . . . . . . . . One-piece stamped One-piece stamped One-piece stamped

Deck Thickness. . . . . . . . . . . . . . . . . . . . . . . . 7 gauge (.177 in.) stamped 7 gauge (.177 in.) stamped 7 gauge (.177 in.) stamped

Discharge. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Side, 18-in. (54 cm) chute opening Side, 18-in. (54 cm) chute opening Side, 18-in. (54 cm) chute opening 

Height-of-Cut Range. . . . . . . . . . . . . . . . . . . . 1.5-5.0 in. (3.8-12.7 cm) 1.5-5.0 in. (3.8-12.7 cm) 1.5-5.0 in. (3.8-12.7 cm)

Increments. . . . . . . . . . . . . . . . . . . . . . . . . . . .  0.25 in. (.64 cm) 0.25 in. (.64 cm) 0.25 in. (.64 cm)

Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 48 in.  (121 cm) 54 in. (137 cm) 60 in. (152 cm)

Blades:

Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17 in. (43 cm) 19 in. (48 cm) 21 in. (53 cm)

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.5 in. (6.3 cm) 2.5 in. (6.3 cm) 2.5 in. (6.3 cm)

Thickness . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.25 in. (.63 cm) 0.25 in. (.63 cm) 0.25 in. (.63 cm)

Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18,000 ft./min. minimum  18,000 ft./min. minimum  18,000 ft./min. minimum 

Number of Blades. . . . . . . . . . . . . . . . . . . . . . Three, 1.5 in. (3.8 cm) blade overlap Three, 1.5 in. (3.8 cm) blade overlap Three, 1.5 in. (3.8 cm) blade overlap 

Wheels:

Caster Wheel Type . . . . . . . . . . . . . . . . . . . . . Rubber, pneumatic Rubber, pneumatic Rubber, pneumatic 

Caster Wheel Size  . . . . . . . . . . . . . . . . . . . . . 13x5.00x6 13x5.00x6 13x5.00x6

Front Anti-Scalp Rollers. . . . . . . . . . . . . . . . . RH, center, LH RH, center, LH RH, center, LH

Rear Anti-Scalp Rollers . . . . . . . . . . . . . . . . . LH LH LH

Misc. Information: 

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two years  Two years Two years 
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F687 Z-TRAK™ ZERO-TURNING-RADIUS
MOWERS

¥ The F687 Z-Trak (zero turn radius) mower is a 
highly maneuverable machine that offers the 
customer the ultimate in mowing productivity. 
Mower decks are located out front, enabling the 
operator to mow close to shrubs, trees, fences, 
etc., as well as providing excellent visibility for 
open mowing conditions. The 7-Ironª full-ß oat-
ing deck platform provides the best groomed 
appearance. Available MCS design makes leaf 
collection a breeze. 

¥ 23-horsepower (gross) gas engine, 48-, 54-, 60-in. 
7-Iron commercial mower deck.

7-IRON DEEP-DECK MOWERS
¥ Provides a powerful vacuuming action to lift the 

grass and create better airß ow. 

¥ 48-in. mower deck standard. 

¥ 54-in. mower deck and 60-in. mower deck available. 

DURABLE KAWASAKI® OHV ENGINES
¥ 23-horsepower Kohler twin-cylinder engine.

TWO-YEAR LIMITED WARRANTY*
¥ Local John Deere Dealer takes care of all 

warranty service. (ThereÕs no need to go to 
component suppliers for service.)

TWO-LEVER HYDROSTATIC CONTROLS
¥ Dual levers for quicker response. 

¥ Ergonomically designed for rider comfort during 
extended operations. 

¥ Zero-turning radius for added maneuverability 
with tight turning radius. 

DECK HEIGHT ADJUSTMENT
¥ Floor-height foot pedal allows adjustment from 

operator seat.

LARGE FUEL CAPACITY
¥ 6.8 U.S. gallon capacity fuel tank for longer 

operating time. 

HIGH-BACK SEAT
¥ Coil spring suspension smoothes out ride for 

enhanced operator comfort. 

¥ Up to 5-in. fore-and-aft adjustment to match 
customerÕs preference. 

SERVICEABILITY
¥ Deck rotates to 90 degrees for safe maintenance 

and cleaning. 

¥ Seat cowling lifts to 90 degrees to provide 
unrestricted access to service points.

*See dealer for details.

Front Light Kit
Fuel Gauge
Hourmeter
Material Collection System
TricyclerTM Mulching Kit
Discharge Performance Blades
Cut Performance Blades
Leaf Mulcher Kit
Dual Rear Tire Kit
Knobby Tires
Adjustable Control Levers
Heavy-Duty Air Filter Kit
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Engine:

Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . Kohler 

Model No.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . CH23S

Horsepower (Gross) (kW)  . . . . . . . . . . . . . . . 23 (17 kW)

Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . 41.1 cu. in. (673 cc)

Cylinders   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two 

Crankcase Capacity . . . . . . . . . . . . . . . . . . . . 2.5 U.S. qt.  (2.3 L)

Bore and Stroke  . . . . . . . . . . . . . . . . . . . . . . . 3.03 in. x 2.64 in (7.69 cm x 6.70 cm)

Rated Engine Speed (No Load)  . . . . . . . . . . 3,300 +/ 50 rpm

Operating Range . . . . . . . . . . . . . . . . . . . . . . . 1,200-3,300 rpm

Valving  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Overhead valve

Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full ß ow, replaceable 

Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full pressure 

Governor. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Mechanical

Cooling . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Air 

Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . Heavy-duty, dry replaceable

Mufß er  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Canister type

Fuel System:

Fuel Consumption (Average  . . . . . . . . . . . . . 1.1 U.S. gal./hr under load

 Mowing Conditions)

Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Regular unleaded gasoline 

Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . 6.8 U.S. gal. (25.7 L)

Fuel Pump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Mechanical

Fuel Delivery System  . . . . . . . . . . . . . . . . . . . Carburetor

Fuel Tank Switch/Shut Off Valve  . . . . . . . . . Standard 

Filler neck opening . . . . . . . . . . . . . . . . . . . . . 2.63 in. (6.68 cm)

Fuel pickup. . . . . . . . . . . . . . . . . . . . . . . . . . . . Top draw

Electrical System:

Charge System  . . . . . . . . . . . . . . . . . . . . . . . . 25 amp 

Battery Voltage  . . . . . . . . . . . . . . . . . . . . . . . . 12 volt 

Cold Cranking Amp. . . . . . . . . . . . . . . . . . . . . 340

Hour Meter. . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 

Operator Presence Starting System . . . . . . Standard 

Drive Train:

Hydraulic Pumps. . . . . . . . . . . . . . . . . . . . . . . Belt driven hydro-gear 

Wheel Motors  . . . . . . . . . . . . . . . . . . . . . . . . . Parker

Hydraulic System Capacity . . . . . . . . . . . . . . 2.4 U.S. gal. (9.0  L)

Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Spin-on type

Travel Speed: 

Forward. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0 to 8.2 mph (0-13.1 Km/h)

Reverse. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0 to 6.0 mph (0-9.6 km/h)

Operator Presence Starting System . . . . . . Standard 

Speed and Direction Control  . . . . . . . . . . . . Twin levers 

Tires:

Drive Tires  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20x10.00-10 turf 

Rear Tires . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13x6.50-6 rib 

Load Rating  . . . . . . . . . . . . . . . . . . . . . . . . . . .  4 PR 

S P E C I F I C A T I O N S

Brakes:

Dynamic Braking. . . . . . . . . . . . . . . . . . . . . . . Twin hand-controlled levers 

Park Brake . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dry disc 

Park Brake Actuation. . . . . . . . . . . . . . . . . . . Hand lever 

PTO:

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Electric clutch 

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Splined shaft 

Dimensions:

Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 102.4 in. (9260 cm)

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 61.6 in. (48-in. deck)

Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44 in. (111 cm)

Machine Weight  . . . . . . . . . . . . . . . . . . . . . . . 1,060 lb. (480 kg)

Mower Decks:

Available Widths. . . . . . . . . . . . . . . . . . . . . . . 48, 54, 60 in. 

Discharge. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Side 

Height-of-Cut Range. . . . . . . . . . . . . . . . . . . . 1-5 in. (2.5-12.7 cm)

Increments. . . . . . . . . . . . . . . . . . . . . . . . . . . .  0.50 in. (1.2 cm)

Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 48, 54, 60 in. 

Rotates 90 Degrees for Servicing  . . . . . . . . Standard

Blades:

Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17 (43 cm), 19 (48 cm), 

  21 in. (53 cm) 

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.5 in. (6.3 cm)

Thickness . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.25 in. (.63 cm)

Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16,640, 16,450, 16,270 ft./min.

Number of Blades. . . . . . . . . . . . . . . . . . . . . . Three 

Bearings . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Gearbox, spiral gears

Wheels:

Caster Wheel Type . . . . . . . . . . . . . . . . . . . . . Pneumatic 

Caster Wheel Size  . . . . . . . . . . . . . . . . . . . . . 9x3.50-4 in. 

Front Anti-Scalp Rollers. . . . . . . . . . . . . . . . . Two 

Rear Anti-Scalp Rollers . . . . . . . . . . . . . . . . . Two 

Misc. Information:

Warranty   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two years
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F E A T U R E S

717AAND727A ZERO-TURNING-
RADIUSMOWERS

¥ The 717A and 727A offer a 48-inch or 54-inch 
small-framed sit-down mower alternative to the 
standard zero-turn-radius mower. Their shorter 
overall length requires less trailer space and 
increases maneuverability on tight properties. 

MODELS
¥ 717AÑ19-horsepower, OHV, air-cooled, Kawasaki 

gas engine; 48-in. commercial mower 7-Iron deck. 

¥ 727AÑ23-horsepower, OHV, air-cooled, Kawasaki 
gas engine; 54-in. commercial mower 7-Iron deck. 

7-IRON II DEEP DECK MOWERS
¥ The deck is stamped from 7-gauge (.177-in.) steel 

to minimize the number of welds and provide a 
smooth underside, with fewer sharp corners, for 
reduced material buildup.

¥ No welds on the deck shell to wear or breakÑit 
is stamped from a single sheet of steel.

¥ The rounded corners of the stamped deck help 
distribute impact stress to reduce the potential 
of damage when running into trees, rocks, curbs, 
and other Þ xed obstacles.

¥ A deep-deck design of 5.5-in. delivers excellent 
airß ow so material can be processed quickly 
and efÞ ciently. 

¥ The wide-discharge opening provides even 
clipping dispersal for an excellent Þ nished 
appearance in all conditions.

¥ A front edge that is raised above the blade plain 
to allow even cutting of tall grass.

DURABLE KAWASAKI® OHV ENGINES
¥ Choose either a 19- or 23-horsepower Kawasaki 

twin-cylinder engine.

¥ Standard heavy-duty canister air Þ ltration system 
improves engine life.

KANZAKI PUMP
¥ Exclusive single-body dual-unitized Kanzaki pump.

  -  Simple system (two closed loopsÑfor 
separate operation).

ZERO-TURNING-RADIUS
¥ Added maneuverability with tight turning radius.

¥ Greater productivity and added control at 9-mph 
mowing speed. 

TWO-LEVER HYDROSTATIC CONTROLS
¥ Dual-lever, hydraulically dampened operator con-

trols provide a smooth ride. 

¥ Ergonomically designed for rider comfort during 
extended operations. 

DECK HEIGHT ADJUSTMENT
¥ Foot lift assist.

¥ ÕÕNo-toolÕÕ deck height-of-cut adjustment, 1.5-in. 
to 4.5-in., in 1/4-in. increments. 

LARGE FUEL CAPACITY
¥ Single-Þ ll fuel tank with 8.5 U.S. gallons allows 

for all-day mowing. 

¥ Top-draw dual tank for added safety. 

DELUXE COMFORT SEAT
¥ One-piece, high-back, deep-cushioned with 

standard armrests. 

¥ Up to 5-in. fore-and-aft adjustment to match 
operator size.

SAFETY
¥ Foldable ROPS certiÞ ed to OSHA 1928.51.

SERVICEABILITY
¥ Flip-up seat allows for easy access to the 

hydraulic system. 

¥ Open engine compartment allows full access to 
engine components. 

¥ Flip-out access panel to grease deck spindles.

TWO-YEAR LIMITED WARRANTY*
¥ Local John Deere Dealer takes care of all 

warranty service. (ThereÕs no need to go to 
component suppliers for service.)

*See dealer for details.

SAE J2194 CertiÞ ed ROPS
Mulching Kit
Two-Bag MCS (8-Bushel Capacity)
Roller Striping Kit
Front Light Kit

A D D  V E R S A T I L I T Y  W I T H :
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  717A 727A

Engine:

Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . Kawasaki Kawasaki

Model No.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . FH601V FH680V

Horsepower (Gross) (kW)  . . . . . . . . . . . . . . . 19 (14 ) 23 (17)

Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . 41.2 cu in. (675 cc) 41.2 cu in.  (675 cc)

Cylinders   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two Two 

Crankcase Capacity . . . . . . . . . . . . . . . . . . . . 2.0 U.S. quart. (dry) w/Þ lter (1.9 L) 2.0 U.S. quart. (dry) w/Þ lter (1.9 L)

Crankcase Orientation . . . . . . . . . . . . . . . . . . Vertical Vertical

Bore and Stroke  . . . . . . . . . . . . . . . . . . . . . . . 2.96x2.99 in. (7.51x7.59 cm) 2.96x2.99 in. (7.51x7.59 cm)

Rated Engine Speed (No Load)  . . . . . . . . . . 3,600 rpm 3,400 rpm

Valving  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Overhead valve Overhead valve

Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full ß ow, replaceable Full ß ow, replaceable

Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full pressure Full pressure

Governor. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Mechanical Mechanical

Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Air Air

Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . Canister type w/safety element Canister type w/safety element

Mufß er  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Canister type Canister type

Fuel System:

Fuel consumption (Average . . . . . . . . . . . . . .80 U.S. gal./hr under load .80 U.S. gal./hr under load

 Mowing Conditions)

Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Regular unleaded gas Regular unleaded gas

Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . 8.5 U.S. gallon (32 L) 8.5 U.S. gallon (32 L)

Fuel Pump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pulse type Pulse type

Fuel Delivery System  . . . . . . . . . . . . . . . . . . . Carburetor Carburetor

Fuel Tank Switch/Shut Off Valve  . . . . . . . . . Yes Yes

Filler Neck Opening  . . . . . . . . . . . . . . . . . . . . 2.63 in. (6.6 cm) 2.63 in. (6.6 cm)

Fuel Pickup. . . . . . . . . . . . . . . . . . . . . . . . . . . . Top draw Top draw

Electrical System:

Charge System  . . . . . . . . . . . . . . . . . . . . . . . . 13 amp 13 amp

Battery Voltage  . . . . . . . . . . . . . . . . . . . . . . . . 12 volt 12 volt

Cold Cranking Amp. . . . . . . . . . . . . . . . . . . . . 340 340

Hour Meter. . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard

Operator Presence Starting System . . . . . . Yes Yes

Drive Train:

Hydraulic Pumps. . . . . . . . . . . . . . . . . . . . . . . Kanzaki DUP 10A Kanzaki DUP 10A

Wheel Motors  . . . . . . . . . . . . . . . . . . . . . . . . . Parker TF15 Parker TF15

Hydraulic System Capacity . . . . . . . . . . . . . . 2.5 U.S. gal. (9.4 L) 2.5 U.S. gal. (9.4 L)

Hydraulic Tank Capacity  . . . . . . . . . . . . . . . . 2 U.S. gal. (7.5 L) 2 U.S. gal. (7.5 L)

Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Spin-on type Spin-on type

Travel Speed:

Forward. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-9 mph (0-14.4 km/h) 0-9 mph (0-14.4 km/h)

Reverse. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-4 mph (0-6.4 km/h) 0-4 mph (0-6.4 km/h)

Operator Presence Starting System . . . . . . Standard Standard

Speed and Direction Control  . . . . . . . . . . . . Twin levers Twin levers 

Axle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.25 in. (3.1 cm) 1.25 in. (3.1 cm)

Tires:

Drive Tires  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 23x9.5-12 Turf 23x9.5-12 Turf

Drive Tire Pressure. . . . . . . . . . . . . . . . . . . . . 10-14 psi 10-14 psi

Front Caster Wheels. . . . . . . . . . . . . . . . . . . . 13x5x6 13x5x6

Load Rating  . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 PR 4 PR 

S P E C I F I C A T I O N S
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  717A 727A

Brakes:

Dynamic Braking. . . . . . . . . . . . . . . . . . . . . . . Twin levers Twin levers 

Park Brake . . . . . . . . . . . . . . . . . . . . . . . . . . . . Drum type Drum type

Park Brake Actuation. . . . . . . . . . . . . . . . . . . Hand lever Hand lever

PTO:

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Warner Magstop Warner Magstop

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V-belt V-belt

System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Inline belt drive Inline belt drive

Tie Downs:

Location  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One at the front of unit and two One at the front of unit and two

at the rear of the unit at the rear of the unit

Dimensions:

Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75 in. (190 cm) 75 in. (190 cm)

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 62 in. (157 cm) 68 in. (172 cm)

Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 42 in. (106 cm) 42 in. (106 cm)

ROPS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard

ROPS Compliance. . . . . . . . . . . . . . . . . . . . . . OSHA 1928.52 OSHA 1928.52

Overall Height with ROPS  . . . . . . . . . . . . . . . 71.75 in. (182 cm) 71.75 in. (182 cm)

Machine Weight  . . . . . . . . . . . . . . . . . . . . . . . 1,132 lb. (513 kg) 1,155 lb. (524 kg)

Mower Decks:

Available Widths. . . . . . . . . . . . . . . . . . . . . . . 48-in. 7-Iron II 54-in. 7-Iron II

Deck Construction  . . . . . . . . . . . . . . . . . . . . . One-piece stamped One-piece stamped

Deck Thickness. . . . . . . . . . . . . . . . . . . . . . . . 7 gauge (.177 in.) stamped 7 gauge (.177 in.) stamped

Discharge. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Side Side

Height-of-Cut Range. . . . . . . . . . . . . . . . . . . . 1.5-4.5 in. (3.8-11.4 cm) 1.5-4.5 in. (3.8-11.4 cm)

Increments. . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.25 in. (.63 cm) 0.25 in. (.63 cm)

Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 48 in. 54 in. 

Blades:

Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17 in. (43 cm) 19 in. (48 cm)

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.5 in. ( 43 cm) 2.5 in. ( 43 cm)

Thickness . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.25 in. (.63 cm) 0.25 in. (.63 cm)

Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18,000 ft./min. minimum  18,000 ft./min. minimum 

Number of Blades. . . . . . . . . . . . . . . . . . . . . . Three Three 

Wheels:

Caster Wheel Type . . . . . . . . . . . . . . . . . . . . . Pneumatic Pneumatic 

Caster Wheel Size  . . . . . . . . . . . . . . . . . . . . . 13x5-6 13x5-6 in.

Front Anti-Scalp Rollers. . . . . . . . . . . . . . . . . RH, center, LH RH, center, LH

Rear Anti-Scalp Rollers . . . . . . . . . . . . . . . . . LH & RH LH & RH

Misc. Information:

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two years Two years

S P E C I F I C A T I O N S
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Construction. . . . . . . . . . . . . . . . . . . . . . . . . . . One-piece stamped steel

Thickness . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7-gauge (.177 inch) 

Discharge. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Side

Cutting Widths. . . . . . . . . . . . . . . . . . . . . . . . . 48. in. (122 cm); 54 in. (137 cm); 60 in. (152 cm); 72 in. (183 cm)

Number of Blades. . . . . . . . . . . . . . . . . . . . . . 3

Spindle Housings  . . . . . . . . . . . . . . . . . . . . . . Heavy-duty, ribbed, cast aluminum, 8 inch

* Exact cutting height varies by machine.

S P E C I F I C A T I O N S

F E A T U R E S

7-IRONII COMMERCIALMOWERDECK

John Deere is pleased to announce the availability 
of the 48-in., 54-in., 60-in. and 72-in. next generation 
7-Ironª  II  side-discharge mower decks that deliver 
an even higher quality cut in even more diverse 
conditions.

¥ Higher blade tip speedÑincreased to 
18,000 ft./min.Ñfor more blade strikes per 
inch mowed. (New)

¥ Redesigned front bafß eÑto better manage 
airß ow and control clippings. (New)

¥ Double captured anti-scalp wheels for increased 
durability. (New)

¥ Spindle pocket reinforcement for even greater 
structural durability. (New)

¥ A raised discharge chute for more even clipping 
distribution. (New)

¥ The deck is stamped from 7-gauge (.177-in.) steel 
to minimize the number of welds and provide a 
smooth underside, with fewer sharp corners, for 
reduced material buildup.

¥ No welds on the deck shell to wear or breakÑ
it is stamped from a single sheet of steel.

¥ The rounded corners of the stamped deck help 
distribute impact stress to reduce the potential 
of damage when running into trees, rocks, curbs, 
and other Þ xed obstacles.

¥ A deep-deck design of 5.5-in. delivers excellent 
airß ow so material can be processed quickly 
and efÞ ciently. 

¥ The wide-discharge opening provides even 
clipping dispersal for an excellent Þ nished 
appearance in all conditions.

¥ 1-in. cold-forged spindles are heat-treated for 
strength without bulk and are supported by ball 
bearings, providing reliability and performance. 
Spindle housings are ribbed cast aluminum.

¥ A front edge that is raised above the blade plain 
to allow even cutting of tall grass.
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F E A T U R E S

MID-FRAME737, 757ANDMAX-FRAME
777,797 ZERO-TURNING-RADIUSMOWERS

¥ The 737, 757 Mid-Frame and 777, 797 Max-Frame 
Z-Trakª mowers are highly maneuverable 
machines that offer the customer the ultimate 
experience in mowing productivity. Mower decks 
are located underneath the operator, allowing 
operators to mow in tight spaces. Also, the com-
pact size of these machines provides more trailer 
space for transporting additional units.

MID-FRAME MODELS
¥ 737Ñ23-horsepower OHV, air-cooled Kawasaki¨

gas engine; 54- and 60-in. 7-Iron commercial 
mower decks. 

¥ 757Ñ25-horsepower OHV, air-cooled Kawasaki 
gas engine; 54- and 60-in. 7-Iron commercial 
mower decks. 

SAFETY
¥ Foldable ROPS certiÞ ed to OSHA 1928.51.

HEAVY-DUTY CLUTCH
¥ Heavy-duty adjustable Ogura clutch for improved 

durability and longer clutch life.

KANZAKI PUMP
¥ Exclusive single-body dual-unitized Kanzaki pump 

(two closed loopsÑfor separate operation).

MAX-FRAME MODELS
¥ 777Ñ27-horsepower OHV, liquid-cooled 

Kawasaki gas engine; 60- and 72-in. 7-Iron com-
mercial mower decks. 

¥ 797Ñ29-horsepower OHV, liquid-cooled 
Kawasaki gas engine with digital fuel injection; 
60- and 72-in. 7-Iron commercial mower decks.

7-IRON II DEEP-DECK MOWERS
¥ The deck is stamped from 7-gauge (.177-in.) 

steel with rounded corners to help distribute 
impact stress. 

¥ Deep-deck design of 5.5-in. delivers excellent 
airß ow so material can be processed quickly 
and efÞ ciently.

DURABLE KAWASAKI OHV ENGINES
¥ Choose either a Mid-Frame 23- or 25-hp air-cooled 

Kawasaki engine or a Max-Frame 27- or 29-hp 
liquid-cooled Kawasaki engine.

¥ Standard heavy-duty canister air Þ ltration system 
improves engine life.

ZERO-TURNING-RADIUS
¥ Added maneuverability with tight turning radius. 

¥ Greater productivity and added control at 10- or 
11-mph mowing speeds.

DECK HEIGHT ADJUSTMENT
¥ Innovative, best-in-class height-of-cut dial 

adjustment.

¥ Eight height-of-cut positions from 1.5-in. to 5-in., 
in 1/4-in. increments. 

DELUXE COMFORT SEAT
¥ One-piece, high-back, deep-cushioned with 

standard armrests. 

¥ Fore-and-aft adjustment to match operator size 
(up to 5 in.). 

TWO-LEVER HYDROSTATIC DRIVE CONTROLS
¥ Dual-lever, hydraulically dampened operator controls 

provide a smooth ride. 

¥ Ergonomically designed for rider comfort during 
extended operations. 

LARGE FUEL CAPACITY
¥ Single tank with 9 U.S. gallon total capacity (737 

and 757) or 12 U.S. gallon total capacity (777 or 
797) allows for all-day mowing. 

¥ Top-draw tank for added safety. 

SERVICEABILITY
¥ Flip-up seat allows easy access to the hydraulic 

system.

¥ Open engine compartment allows full access to 
engine components. 

¥ Flip-out foot panel allows easy access to deck 
spindles.

TWO-YEAR LIMITED WARRANTY*
¥ Local John Deere Dealer takes care of all war-

ranty service. (ThereÕs no need to go to compo-
nent suppliers for service.)

*See dealer for details

Deluxe Suspension Seat Kit
SAE J2194 CertiÞ ed ROPS
Mulching Kit
Three-Bag MCS (14-Bushel Capacity)
Roller Striping Kit
Front Light Kit
14 Bushel Dump from Seat MCS

A D D  V E R S A T I L I T Y  W I T H :
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Engine:

Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . . . Kawasaki Kawasaki Kawasaki Kawasaki

Model No.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . FH680D FH721D FD750D FD791D

Horsepower (Gross) (kW)  . . . . . . . . . . . . . . . . . 23 (17) 25 (18) 27 (20) 29 (21)

Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . 41.2 cu. in. (675 cc) 41.2 cu. in. (675 cc) 45.5 cu. in. (745 cc) 45.5 cu. in. (745 cc)

Cylinders   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two Two  Two  Two 

Crankcase Capacity . . . . . . . . . . . . . . . . . . . . . . 2.0 U.S. quart. (1.8 L) (dry) w/Þ lter 2.0 U.S. quart. (1.8 L) (dry) w/Þ lter 2 quarts (dry) 2 quarts (dry)

Crankshaft Orientation. . . . . . . . . . . . . . . . . . . . Horizontal Horizontal Horizontal Horizontal

Bore and Stroke  . . . . . . . . . . . . . . . . . . . . . . . . . 2.96x2.99 in. (7.51x7.59 cm) 2.96x2.99 in. (7.51x7.59 cm) 2.96x2.99 in. (7.51x7.59 cm) 2.96x2.99 in. (7.51x7.59 cm)

Rated Engine Speed (No Load)  . . . . . . . . . . . . 3,600 rpm 3,600 rpm 3,600 rpm 3,600 rpm

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Overhead valve Overhead valve Overhead valve Overhead valve

Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full ß ow, replaceable Full ß ow, replaceable Spin-on type, full  Spin-on type, full

    ß ow, replaceable ß ow, replaceable

Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full pressure  Full pressure  Full pressure Full pressure

Governor. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Mechanical Mechanical Mechanical Mechanical

Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Air Air Liquid Liquid

Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Canister type Canister type Canister type Canister type

Mufß er  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Nelson, canister type Nelson, canister type Nelson, canister type Nelson, canister type

Fuel System: 

Fuel Consumption (Average  . . . . . . . . . . . . . . . .80 U.S. gal./hr under load .80 U.S. gal./hr under load 1.1 U.S gal/hr under load 1.1 U.S gal/hr under load

 Mowing Conditions)

Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Regular unleaded gas  Regular unleaded gas Regular unleaded gas Regular unleaded gas

Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . . . 9.5 U.S. gal. (35.9 L) 9.5 U.S. gal. (35.9 L) 12 U.S. gal. (45 L) 12 U.S. gal. (45 L)

Fuel Pump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pulse type Pulse type Electric Electric

Fuel Delivery System  . . . . . . . . . . . . . . . . . . . . . Carburetor Carburetor Carburetor Digital Fuel Injection (DFI)

Filler Neck Opening  . . . . . . . . . . . . . . . . . . . . . . 2.63 in. (6.6 cm) 2.63 in. (6.6 cm) 2.63 in. (6.6 cm) 2.63 in. (6.6 cm)

Fuel Pickup. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Top draw Top draw Top draw Top draw

Electrical System:

Charge System  . . . . . . . . . . . . . . . . . . . . . . . . . . 20 amp 20 amp 20 amp 20 amp

Battery Voltage  . . . . . . . . . . . . . . . . . . . . . . . . . . 12 volt 12 volt  12 volt 12 volt 

Cold Cranking Amp. . . . . . . . . . . . . . . . . . . . . . . 340 340 340 340

Hour Meter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard, digital Standard, digital Standard, digital Standard, digital

Operator Presence Starting System . . . . . . . . Standard Standard Standard Standard

Drive Train: 

Hydraulic Pumps. . . . . . . . . . . . . . . . . . . . . . . . . Kanzaki DUP 10A Kanzaki DUP 10A Kanzaki DUP 13 Kanzaki DUP 13

Wheel Motors  . . . . . . . . . . . . . . . . . . . . . . . . . . . Parker  Parker   Parker   Parker  

Hydraulic System Capacity . . . . . . . . . . . . . . . . 2.5 U.S. gal. (9.4 L) 2 .5 U.S. gal. (9.4  L 2.5 U.S. gal (6.3L) 2.5 U.S. gal (6.3L)

Hydraulic Tank Capacity  . . . . . . . . . . . . . . . . . . 2 U.S. gal.  (7.5 L) 2 U.S. gal. (7.5 L) 2 U.S. gal (5.0 L) 2 U.S. gal (5.0 L)

Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Spin-on type Spin-on type Spin-on type Spin-on type

Travel Speed:

Forward. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  0-9.5 mph (0-15 km/h) 0-9.5 mph (0-15 km/h) 0-11 mph (0-17.7 km/h) 0-11 mph (0-17.7 km/h)

Reverse. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  0-4.5 mph (0-7.2 km/h) 0-4.5 mph (0-7.2 km/h) 0-4.5 mph (0-7.2 km/h) 0-4.5 mph (0-7.2 km/h)

Speed and Direction Control  . . . . . . . . . . . . . . Twin levers Twin levers Twin levers Twin levers 

Tires: 

Drive Tires  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 24x12-12 24x12-12 24x12-12 24x12-12

Drive Tire Pressure. . . . . . . . . . . . . . . . . . . . . . . 10-14 psi 10-14 psi 10-14 psi 10-14 psi

Front Caster Wheels. . . . . . . . . . . . . . . . . . . . . . 13x5-6 13x5-6 13x5-6 13x5-6

Load Rating  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 PR  4 PR 4 PR 4 PR
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Brakes:

Dynamic Braking. . . . . . . . . . . . . . . . . . . . . . . . . Twin levers  Twin levers Hydraulic Hydraulic

Park Brake . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Band type Band type Band type Band type 

Park Brake Actuation. . . . . . . . . . . . . . . . . . . . . Hand lever Hand lever Hand lever Hand lever 

PTO:

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Adjustable Ogura GT 3.5 Adjustable Ogura GT 3.5 Adjustable Ogura GT 3.5 Adjustable Ogura GT 3.5

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V-belt V-belt V-belt V-belt

System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Mule drive Mule drive Mule drive Mule drive

Tie Downs: 

Location  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One at the front of unit and  One at the front of unit and One at the front of unit and One at the front of unit and

  two at the rear of the unit two at the rear of the unit two at the rear of the unit two at the rear of the unit

Dimensions:

Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 79 in. (200 cm) 79 in. (200 cm) 89 in. (226 cm) 95 in. (241 cm)

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 68 in. (172 cm) (54-in. deck) 74 in.(187 cm) (60-in. deck) 74 in. (173 cm), 86 in. (188 cm) 74 in. (173 cm), 86 in. (188 cm)

Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44 in. (111 cm) 44 in. (111 cm) 44 in. (111 cm) 44 in. (111 cm)

ROPS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard Standard Standard

ROPS Compliance. . . . . . . . . . . . . . . . . . . . . . . . Meets OSHA 1928.51  Meets OSHA 1928.51  Meets OSHA 1928.51  Meets OSHA 1928.51 

Overall Height with ROPS  . . . . . . . . . . . . . . . . . 71 in. (180 cm) 71 in. (180 cm) 71 in. (180 cm) 71 in. (180 cm)

Machine Weight  . . . . . . . . . . . . . . . . . . . . . . . . . 1,280 lb. (582 kg) (54-in. deck) 1,300 lb. (591 kg) (60-in. deck) 1,300 lb. (591 kg) (60-in. deck) 1,350 lb. (614 kg) (72-in. deck)

Mower Decks:

Available Widths. . . . . . . . . . . . . . . . . . . . . . . . . 54-, 60-in. 7-Iron II 54-, 60-in. 7-Iron II 60-, 72-in. 7-Iron II 60-, 72-in. 7-Iron II

Deck Construction  . . . . . . . . . . . . . . . . . . . . . . . One-piece stamped steel One-piece stamped steel One-piece stamped steel One-piece stamped steel

Deck Thickness. . . . . . . . . . . . . . . . . . . . . . . . . . 7 gauge (.177 in.) stamped 7 gauge (.177 in.) stamped 7 gauge (.177 in.) stamped 7 gauge (.177 in.) stamped

Discharge. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Side  Side  Side Side

Height-of-Cut Range. . . . . . . . . . . . . . . . . . . . . . 1.5-5 in. (3.8-12.7 cm) 1.5-5 in. (3.8-12.7 cm) 1.5-5 in. (3.8-12.7 cm) 1.5-5 in. (3.8-12.7 cm)

Increments. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.25 in. (.63 cm) 0.25 in. (.63 cm) 0.25 in. (.63 cm) 0.25 in. (.63 cm)

Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . 54, 60 in. 54, 60 in. 60 in., 72in 60 in., 72in

Blades:

Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 19 in. (48 cm) (54-in. deck) 21 in. (53 cm) (60-in. deck) 21 in. (60-in. deck) 25 in. (72-in. deck)

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 in. (7.6 cm) 3 in. (7.6 cm) 3 in. (7.6 cm) 3 in. (7.6 cm)

Thickness . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.25 in. (.63 cm) 0.25 in. (.63 cm) 0.25 in. (.63 cm) 0.25 in. (.63 cm)

Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18,000 ft./min. minimum  18,000 ft./min. minimum  18,000 ft./min. minimum  18,000 ft./min. minimum 

Number of Blades. . . . . . . . . . . . . . . . . . . . . . . . Three  Three  Three  Three 

Rollers:

Front Anti-Scalp Rollers. . . . . . . . . . . . . . . . . . . RH, center, LH RH, center, LH RH, center, LH RH, center, LH

Rear Anti-Scalp Rollers . . . . . . . . . . . . . . . . . . . LH, RH LH, RH LH, RH LH, RH

Misc. Information: 

Warranty   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two years  Two years  Two years  Two years
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F E A T U R E S

997 DIESELZERO-TURNING-
RADIUSMOWER

¥ The 997 Diesel Z-Trak, a machine designed to 
meet production mowing needs. The 31-hp Yanmar 
diesel engine provides more displacement and 
peak torque than most competitors, which allows 
the operator to maximize acres mowed per hour.

7-IRON II DEEP DECK MOWERS
¥ The deck is stamped from 7-gauge (.177-in.) steel 

to minimize the number of welds and provide a 
smooth underside, with fewer sharp corners, for 
reduced material buildup.

¥ No welds on the deck shell to wear or breakÑ
it is stamped from a single sheet of steel.

¥ The rounded corners of the stamped deck help 
distribute impact stress to reduce the potential 
of damage when running into trees, rocks, curbs, 
and other Þ xed obstacles.

¥ A deep-deck design of 5.5-in. delivers excellent 
airß ow so material can be processed quickly 
and efÞ ciently. 

¥ The wide-discharge opening provides even 
clipping dispersal for an excellent Þ nished 
appearance in all conditions.

¥ 1-in. cold-forged spindles are heat-treated for 
strength without bulk and are supported by ball 
bearings, providing reliability and performance. 
Spindle housings are ribbed cast aluminum.

¥ A front edge that is raised above the blade plain 
to allow even cutting of tall grass.

REAR DISCHARGE
¥ 60-inch 7-gauge rear-discharge deck.

¥  Reduces thrown objects.

MOWER DECKS
¥ Shaft-driven mower deck for reliable power 

transfer.

¥ Full ß oating deck platform provides the best 
groomed appearance.

¥ Hydraulic clutch for smooth mower deck engage-
ment for longer life and durability.

¥ Over 6 inches of ground clearance for mowing on 
uneven ground with out hanging up.

DECK HEIGHT ADJUSTMENT
¥ Foot-actuated hydraulic deck height-of-cut 

adjustment dial system (1.5- to 5-inch height-
of-cut in 1/4-in. increments).

KANZAKI PUMP
¥ Exclusive single body dual unitized Kanzaki pump 

(two closed loopsÑfor separate operation).

LARGE FUEL CAPACITY
¥ 12-gallon fuel tank allows the operator to mow 

for a full day without refueling.

¥ Standard fuel gauge.

DIESEL ZERO-TURN MOWER
¥ 31-hp Yanmar Diesel engine with 81-cubic-inch 

displacement gives the needed torque to power 
through tough conditions.

ZERO-TURNING RADIUS
¥ Added maneuverablilty with tight turning radius.

¥ Greater productivity and added control at 
11.5-mph ground speed.

SAFETY
¥ Foldable ROPS, certiÞ ed OSHA 1928.51 for NA 

and certiÞ cation for the worldwide sales under 
OSHA.

¥ Fully enclosed engine compartment to reduce 
overall engine noise.

OIL COOLER
¥ Standard oil cooler for longer component life.

SERVICABILITY
¥ No-tool engine compartment access.

¥ Flip-up seat and rotating hood allows easy 
access to all service components.

¥ Flip-out foot panel allows easy access to deck area.

60- and 72-Inch 7-Iron Decks
60-Inch Rear-Discharge Deck
Suspension Seat Kit
Mulching Kit
Roller Striping Kit
Front Light Kit
Work Light Kit
Rear Bumper
13 Bushel Dump from Seat MCS
SAE J2194 CertiÞ ed ROPS
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  997 Diesel 

Engine:
Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . .Yanmar
Model No.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3TNV82A
Horsepower (Gross @ 3,000 rpm) (kW). . . . .31 (23)
Horsepower (Net @ 2,800 rpm) (kW). . . . . . .27 (20)
Injection  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Direct Injection
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . .81 cu. in. (1331 cc)
Cylinders   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Three
Crankcase Capacity (With Filter) . . . . . . . . . .2 U.S. qt. (1.8 L)
Crankcase Orientation . . . . . . . . . . . . . . . . . . .Horizontal
Bore and Stroke  . . . . . . . . . . . . . . . . . . . . . . . .82x84
Compression Ratio  . . . . . . . . . . . . . . . . . . . . . .19:2
Radiator Type. . . . . . . . . . . . . . . . . . . . . . . . . . .3 Pass-8.5 Þ ns per in.
High Idle Engine Speed (No Load). . . . . . . . .2,995 rpm
Rated Engine Speed (No Load)  . . . . . . . . . . .2,800 rpm
Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Full ß ow, replaceable, spin-on type
Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Full pressure 
Governor. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Mechanical
Cooling . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Liquid
Cooling Capacity . . . . . . . . . . . . . . . . . . . . . . . .7.5 qt. (7.1 L)
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dry-type, replaceable
Mufß er  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Canister type

Fuel System:
Fuel Consumption (Average  . . . . . . . . . . . . . .88 gal./hr
 Mowing Conditions)
Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Diesel
Fuel Tank Capacity (L)  . . . . . . . . . . . . . . . . . . .12 gal. (45 L)
Fuel Pump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Electric
Fuel Delivery System  . . . . . . . . . . . . . . . . . . . .Fuel pump
Filler Neck Opening  . . . . . . . . . . . . . . . . . . . . .3.5 in. (8.8 cm)
Fuel Pickup. . . . . . . . . . . . . . . . . . . . . . . . . . . . .Top draw
Fuel Tank Switch/Shut Off Valve  . . . . . . . . . .Yes

Electrical System:
Charge System  . . . . . . . . . . . . . . . . . . . . . . . . .40 amp
Battery Voltage  . . . . . . . . . . . . . . . . . . . . . . . . .12 volt
Cold Cranking Amp @ -18 degrees C  . . . . . .490
Hour Meter. . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard
Operator Presence Starting System . . . . . . .Yes

Drive Train:
Hydraulic Pumps. . . . . . . . . . . . . . . . . . . . . . . .Kanzaki DUP 17S
Wheel Motors  . . . . . . . . . . . . . . . . . . . . . . . . . .Parker   

Travel Speed:
Forward. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0-11.5 mph (0-16.9 km/h)  
Reverse. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0-5 mph (0-8km/h)
Speed and Direction Control  . . . . . . . . . . . . .Zero turn
Hydraulic System Capacity . . . . . . . . . . . . . . .6.3 U.S. gal. (24 L)
Hydraulic Tank Capacity  . . . . . . . . . . . . . . . . .3.2 U.S. gal. (12 L)
Hydraulic Oil Cooler  . . . . . . . . . . . . . . . . . . . . .Yes
Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Spin-on type

Tires:
Drive Tires  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .26x12-12
Drive Tire Pressure. . . . . . . . . . . . . . . . . . . . . .16-20 psi
Load Rating  . . . . . . . . . . . . . . . . . . . . . . . . . . . .4 PR
Front Caster Wheels. . . . . . . . . . . . . . . . . . . . .15x6-6

S P E C I F I C A T I O N S

Wheels:
Caster Wheel Type . . . . . . . . . . . . . . . . . . . . . .Pneumatic 
Caster Wheel Size  . . . . . . . . . . . . . . . . . . . . . .15x6-6
Front Anti-Scalp Rollers. . . . . . . . . . . . . . . . . .LH, RH, Center for 60-in. & 72-in. 
  side discharge & 60-in. rear discharge
Rear Anti-Scalp Rollers . . . . . . . . . . . . . . . . . .LH, RH for 60-in. & 72-in. side discharge &
  60-in. rear discharge

Brakes:
Dynamic Braking. . . . . . . . . . . . . . . . . . . . . . . .Dual hand-controlled lever
Park Brake . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Caliper disc brake
Park Brake Actuation. . . . . . . . . . . . . . . . . . . .Hand lever

PTO:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hydraulic clutch
PTO Clutch . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Internal wet disc clutch
PTO Drive Output  . . . . . . . . . . . . . . . . . . . . . . .2,000 rpm @ 2,800 engine rpm
Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Gearbox

Seat:
Seat . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Deluxe seat included in base equipment

Dimensions:
Overall Length . . . . . . . . . . . . . . . . . . . . . . . . . .60-in. deck 96 in.; 72-in. deck 99 in.
Overall Width. . . . . . . . . . . . . . . . . . . . . . . . . . .74 in. (187 cm) (60-in. deck), 
  86 in. (218 cm) (72-in. deck)
ROPS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard
ROPS Compliance. . . . . . . . . . . . . . . . . . . . . . .Meets OSHA 1928.51 for NA and certiÞ cation 
  for the worldwide sales under OSHA
Overall Height with ROPS up  . . . . . . . . . . . . .74.8  inches
Machine Weight  . . . . . . . . . . . . . . . . . . . . . . . .60 SD - 1,774 lb. (804 kg), 60 RD - 1,827 lb. (829 kg), 
  72 SD - 1,841 lb.  (835 kg)

Mower Decks:
Available Widths. . . . . . . . . . . . . . . . . . . . . . . .60, 72 in.
Discharge. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .60 and 72 side, 60-in. discharge
Height-of-Cut Range. . . . . . . . . . . . . . . . . . . . .1.5 - 5.0 in.
Height-of-Adjustment. . . . . . . . . . . . . . . . . . . .Foot-actuated hydraulic lift and dial gauge
Increments. . . . . . . . . . . . . . . . . . . . . . . . . . . . .0.25 in.
Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . .60 in., 72 in.

Blades:
Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .21 in. (60 in.), 25 in. (72 in.)
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3 in. (7.6 cm)
Thickness . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0.25 in.
Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .60SD 18,000 ft./min. minimum 
  72SD 18,000 ft./min. minimum
  60RD 17,480 ft./min.
Number. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Three 
Deck Construction  . . . . . . . . . . . . . . . . . . . . . .One piece stamped steel for SD decks. 
  RD deck is fabricated.
Deck Thickness. . . . . . . . . . . . . . . . . . . . . . . . .7 gal. (0.177 in.)
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Gauge  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7 gauge steel, 1-piece stamped

Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60 in.

Height of Cut (Adjustable in 1/4-in. Increments) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 in. to 5 in.

Height of Cut System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Foot lift

Caster Wheels. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.5 in. dia.

Belt Shield  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Plastic

Blade Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Multi-purpose

Blade Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18,000 ft./min.

Discharge. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Side or mulching

S P E C I F I C A T I O N S

F E A T U R E S

757AND777 Z-TRAKS WITH 7-IRON™ II MULCH-ON-DEMAND™

The 757 and 777 Mulch-on-Demand machines are 
the newest additions to the John Deere Z-Trakª

family. This deck is designed as a single-deck solution 
for the commercial customer who wants to be able 
to change from side discharge to mulch frequently. 
When the Mulch-on-Demand feature is activated, 
with a simple throw of a lever, a gate closes over 
the discharge chute, and bafß es underneath the 
deck close off the cutting chambers to quickly 
convert from side discharge to true mulching.

MULCH-ON-DEMAND MODELS:
¥ The 757 has a 25-hp OHV, air-cooled Kawasaki gas 

engine; 60-in. Mulch-on-Demand Mower deck.

¥ The 777 has a 27-hp OHV, liquid-cooled Kawasaki 
gas engine; 60-in. Mulch-on-Demand Mower
deck.

7-IRON™ II DECK SHELL:
¥ The deck is stamped from 7-gauge (.177-in.) steel 

with rounded corners to help distribute impact 
stress to reduce the potential of damage when 
running into trees, rocks, curbs and other Þ xed 
obstacles.

¥ Deep-deck design delivers excellent airß ow so 
material can be processed quickly and efÞ ciently.

¥ Mower deck has double-captured front anti-scalp 
wheels for increased durability.

¥ Spindle pocket reinforcement for improved 
structural integrity.

¥ 1-in. cold forged spindles are heat-treated for 
strength without bulk and are supported by ball 
bearings, providing reliability and performance. 
Spindle housings are ribbed cast aluminum.

¥ 7-gauge skid plates protect moveable bafß es 
from possible damage.

MULCH-ON-DEMAND DECK:
¥  Patented moveable bafß e system.

¥ Allows operator to vary grass dispersion by 
choosing to mulch all clippings, side discharge 
all clippings or a combination of both.

FEATURES:
¥ The 757 and 777 with 60-in. Mulch-on-Demand 

7-Iron Mower Decks are designed primarily for 
the professional landscape contractor (PLC) who 
is operating in highly landscaped areas with 
mulch beds, sidewalks, parking areas, etc.

¥ Change from mulching to side discharge from 
the operatorÕs seat.

¥ Ability to easily control discharge along ß ower 
beds and roadsides.

¥ Reduces the risk associated with thrown objects 
around parks and schools by making it easy to 
change into mulch mode.

¥ Control lever clearly indicates which operation 
mode the deck is in.

¥ Reduces landscapersÕ cleanup time.

¥ Mower deck is adaptable to varying conditions.

¥ When used with a Material Collection System 
(MCS), the operator can control the amount of 
material that is collected.
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F E A T U R E S

MATERIALCOLLECTION SYSTEM

8 BUSHEL 2-BAG
¥ The 8 Bushel 2-Bag Material Collection System 

(MCS) for the 717, 717A, 727, 727A Mini and 737, 
757 Mid Series Z-TrakTM Mowers, with 7-Iron and
7-Iron IITM decks, increases the user's productiv-
ity through the construction of a durable collec-
tion system. This system allows fast, easy grass 
and leaf clipping collection to give lawns a well-
groomed appearance.

14 BUSHEL 3-BAG
¥ The 14 Bushel 3-Bag Material Collection System 

(MCS) for the 737, 757, 777, 777 Mulch-On-
DemandTM, and 797 Z-Trak Mowers with, 7-Iron 
and 7-Iron II Decks, increases the user's pro-
ductivity through the construction of a durable 
collection system. This system allows fast, easy 
grass and leaf clipping collection to give lawns a 
well-groomed appearance.

14 BUSHEL DUMP SEAT
¥ The Dump-from-Seat Material Collection System 

(MCS) is compatible with the 737, 757, 777, 777 
Mulch-On-Demand, and 797 Z-Trak, with 7-Iron 
and 7-Iron II mower decks.

Professional landscape contractors can increase 
productivity by emptying the large 14 bushel
(500 L) capacity hopper without leaving the seat. 
This system allows fast, easy grass and leaf clip-
ping collection to give lawns a well-groomed
appearance.

997 13 BUSHEL DUMP FROM SEAT
¥ The Material Collection System (MCS) for the 997 

Z-Trak Mowers increases the user's productivity 
through the construction of a durable collection 
system. Professional landscape contractors can 
increase productivity by emptying the large 13 
bushel (458 L) capacity hopper without leaving 
the seat. This system allows fast, easy grass 
and leaf clipping collection to give lawns a well-
groomed appearance.
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                                  8 Bushel 2-Bag 

Hopper Capacity . . . . . . . . . . . . . . . . . . . . . . . . .8 bushel

Hopper Material . . . . . . . . . . . . . . . . . . . . . . . . . .ABS plastic 

Blower and Fan: 

Fan Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . 352 mm

No. of Blades. . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

Blower Housing. . . . . . . . . . . . . . . . . . . . . . . . . . 3/16 in. steel

Fan Material. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Ultra high weight molecular polyethlene

Chute Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . 210 mm

                                 14 Bushel 3-Bag

Hopper Capacity . . . . . . . . . . . . . . . . . . . . . . . . .14 bushel

Hopper Material . . . . . . . . . . . . . . . . . . . . . . . . . .High density polyethylene 

Blower and Fan: 

Fan Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . 352 mm

No. of Blades. . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

Blower Housing. . . . . . . . . . . . . . . . . . . . . . . . . . 3/16 in. steel

Fan Material. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Ultra high weight molecular polyethlene

Chute Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . 210 mm

                                 14 Bushel Dump Fro m Seat

Hopper Capacity . . . . . . . . . . . . . . . . . . . . . . . . .14 bushel

Hopper Material . . . . . . . . . . . . . . . . . . . . . . . . . .High density polyethylene 

Blower and Fan: 

Fan Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . 352 mm

No. of Blades. . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

Blower Housing. . . . . . . . . . . . . . . . . . . . . . . . . . 3/16 in. steel

Fan Material. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Ultra high weight molecular polyethlene

Chute Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . 210 mm

                                 997 13 Bushel Dump  From Seat

Hopper Capacity . . . . . . . . . . . . . . . . . . . . . . . . .13 bushel

Hopper Material . . . . . . . . . . . . . . . . . . . . . . . . . .High density polyethylene

Hopper Door Material . . . . . . . . . . . . . . . . . . . . .Tubular steel frame with polypropylene fabric

Blower and Fan: 

Fan Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . 352 mm

No. of Blades. . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

Blower Housing. . . . . . . . . . . . . . . . . . . . . . . . . . 3/16 in. Steel

Fan Material. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Ultra high weight molecular polyethlene

Chute Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . 6 in.



F E A T U R E S

1420, 1435, AND1445
SERIESII FRONTMOWERS

¥ Three models are available. The 1420 with 25.6-
hp liquid-cooled gasoline engine; the 1435 with 
26-hp liquid-cooled diesel engine; the 1445 with 
31-hp liquid-cooled diesel engine.

¥ These durable engines provide plenty of torque 
for those tough-mowing conditions. Other engine 
features include an air-restriction indicator,dual-
element air cleaner, corrosion-free copper/brass 
rear mounted radiator, full-pressure lubrication 
and CARB certiÞ cation.

¥ 16-gallon fuel tank provides all day mowing 
without refueling. Convenient fuel indicator lets 
the operator know the exact fuel level.

¥ 0 to 12 mph forward speeds.

¥ Two-pedal hydrostatic speed-and-direction control 
allows easy operation and leaves hands free for 
steering and operating other controls.

¥ All models are available in two- or 
four-wheel drive.

¥ Optional mechanical four-wheel drive lets the 
operator select on-demand or full-time four-
wheel drive. In the on-demand position, four-
wheel drive automatically engages when extra 
traction is needed and disengages when not 
needed, for better turning and maneuverability. 
The operator can also select full-time four-wheel 
drive ion both forward and reverse.

¥ Differential lock increases traction in slippery 
areas and hillsides.

¥ Optional dual drive wheels and tires are available 
to increase stability when mowing on steep 
hillsides.

¥ Dual hydraulic lift cylinders provide excellent ver-
tical and lateral mower deck ß oat for outstanding 
cut quality on any terrain, easy trailer loading and 
8-inch curb jumping.

¥ Rear-power steering provides fast turning and 
maneuverability in tight areas with less operator 
fatigueÑonly 2 turns lock-to-lock.

¥ Internal wet disc brakes provide long life and 
sure stops. Dual front brakes allow independent 
wheel braking for zero-degree turning.

¥ Spacious operator area, deluxe seat, tilt steering 
wheel, with standard headlights, ergonomically 
placed controls, heads-up indicator lights, cup 
holder and storage compartment enables operators 
to be comfortable and more productive.

¥ Standard, 2-post ROPs can be folded to mow in 
and around low hanging trees.

¥ Modulated, hydraulic PTO provides smooth 
mower deck engagement and long life.

¥ Standard, twin, 50-watt halogen headlights.

¥ 12-volt power outlet.

7-IRON II DEEP DECK MOWERS
¥ The deck is stamped from 7-gauge (.177-in.) steel 

to minimize the number of welds and provide a 
smooth underside, with fewer sharp corners, for 
reduced material buildup.

¥ No welds on the deck shell to wear or breakÑ
it is stamped from a single sheet of steel.

¥ The rounded corners of the stamped deck help 
distribute impact stress to reduce the potential 
of damage when running into trees, rocks, curbs, 
and other Þ xed obstacles.

¥ A deep-deck design of 5.5-in. delivers excellent 
airß ow so material can be processed quickly 
and efÞ ciently. 

¥ The wide-discharge opening provides even 
clipping dispersal for an excellent Þ nished 
appearance in all conditions.

¥ 1-in. cold-forged spindles are heat-treated for 
strength without bulk and are supported by ball 
bearings, providing reliability and performance. 
Spindle housings are ribbed cast aluminum.

¥ A front edge that is raised above the blade plain 
to allow even cutting of tall grass.

Hard Cab
Soft Cab
4-Post ROPS
47- and 60-in. Snow Blower 
 (23 x 8.5 tires recommended)
60-in. Rotary Broom
54 Blade
Light Kit
Dual Front Tires
60- and 72-in. 7-Ironª  II Mower Deck
62-in. FastBackª  Rear-Discharge 
 Mower Deck
72-in. 7-Iron¨  V-Flex Deck
Mulching Kit

A D D  V E R S A T I L I T Y  W I T H :
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  1420 Series II 1435 Series II 1445 Series II

Engine:   
Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . Yanmar  Yanmar  Yanmar 
Model No.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3TG72 3TNV76 3TNV82A
Horsepower
 Net (Net @ 3,000 rpm)  . . . . . . . . . . . . . . . 24  24 29
 Gross . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25.6  26  31 
Rated Engine RPM  . . . . . . . . . . . . . . . . . . . . . 3,400 3,000 3,000 
Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3  3  3 
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . 53.6 cu. in.  68 cu. in.  81.2 cu. in. 
Maximum Torque  . . . . . . . . . . . . . . . . . . . . . . 47.6 ft-lb  45.5 ft-lb  58.8 ft-lb 
Injection  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A Indirect Direct 
Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Gas  Diesel  Diesel 
Fuel Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . 16 U.S. gal. 16 U.S. gal. 16 U.S. gal.
Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Liquid  Liquid  Liquid 
Cooling Capacity . . . . . . . . . . . . . . . . . . . . . . . 7.5 U.S. qt.  7.5 U.S. qt.  7.5 U.S. qt. 
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dual element, dry Dual element, dry Dual element, dry
Air Restriction Indicator  . . . . . . . . . . . . . . . . Standard  Standard  Standard 
Charging System. . . . . . . . . . . . . . . . . . . . . . . Automotive type  Automotive type  Automotive type 
Alternator, AMP. . . . . . . . . . . . . . . . . . . . . . . . 55 55 55
Battery, Volts . . . . . . . . . . . . . . . . . . . . . . . . . . 12 12 12

Power Train:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic  Hydrostatic  Hydrostatic 
Speed and Direction Control  . . . . . . . . . . . . Two-pedal foot  2-pedal foot  Two-pedal foot 
Cruise Control  . . . . . . . . . . . . . . . . . . . . . . . . . Optional  Optional  Optional 
Hi/Lo Range  . . . . . . . . . . . . . . . . . . . . . . . . . . . No, single-speed transmission  No, single-speed transmission  No, single-speed transmission 
Hi Forward  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-12 mph  0-12 mph  0-12 mph 
Hi Reverse  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-5 mph  0-5 mph  0-5 mph 
4-Wheel Drive  . . . . . . . . . . . . . . . . . . . . . . . . . Optional  Optional  Optional 
 On Demand. . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard Standard
 Full Time  . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard  Standard 
Differential Lock  . . . . . . . . . . . . . . . . . . . . . . . Yes  Yes  Yes 
Final Drives  . . . . . . . . . . . . . . . . . . . . . . . . . . . Bull gear, pinion Bull gear & pinion Bull gear & pinion 
PTO  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Gear  N/A N/A
PTO Clutch . . . . . . . . . . . . . . . . . . . . . . . . . . . . Wet multi-disk, modulated  Wet multi-disk, modulated  Wet multi-disk, modulated 
PTO Drive Output  . . . . . . . . . . . . . . . . . . . . . . 2,100 rpm  2,100 rpm  2,100 rpm 

Hydraulics:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Open center  Open center  Open center 
Pump Capacity  . . . . . . . . . . . . . . . . . . . . . . . . Geroter type  5.1 U.S. gpm 5.1 U.S. gpm 
Lift Cylinders  . . . . . . . . . . . . . . . . . . . . . . . . . . Two Two Two

Steering:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic cylinder Hydraulic cylinder Hydraulic cylinder
Turns Lock-to-Lock. . . . . . . . . . . . . . . . . . . . . 2.5 max, 1.5 min  2.5 max, 1.5 min 2.5 max, 1.5 min 

Brakes:   
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Internal wet disc Internal wet disc  Internal wet disc 
Individual Turn Brakes . . . . . . . . . . . . . . . . . . Standard Standard  Standard 

Tire Size:
Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 23x10.5-12  23x10.5-12  23x10.5-12 
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18x8.5-8 (2WD) ; 18x8.5-10 (4WD) 18x8.5-8 (2WD); 18x8.5-10 (4WD)  18x8.5-8 (2WD); 18x8.5-10 (4WD) 
Weight Transfer. . . . . . . . . . . . . . . . . . . . . . . . Optional  Optional  Option 

Dimensions:   
Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . 49.2 in.  49.2 in.  49.2 in. 
Ground Clearance. . . . . . . . . . . . . . . . . . . . . . 6.5 in.  6.5 in.  6.5 in. 
Overall Width. . . . . . . . . . . . . . . . . . . . . . . . . . 51.7 in. (23x10.5 tires)  51.7 in. (23x10.5 tires)  51.7 in. (23x10.5 tires) 
ROPS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard Standard
Overall Height with ROPS  . . . . . . . . . . . . . . . 82.7 in.  82.7 in.  82.7 in. 
Machine Weight  . . . . . . . . . . . . . . . . . . . . . . . 1,860 lb. (w/o mower or fuel) 1,860 lb. (w/o mower or fuel)  1,860 lb. (w/o mower or fuel) 

Mower Decks (Side Discharge): 
Construction. . . . . . . . . . . . . . . . . . . . . . . . . . . One-piece stamped steel One-piece stamped steel One-piece stamped steel
Deck Thickness. . . . . . . . . . . . . . . . . . . . . . . . 7 gauge (.177 in.) stamped 7 gauge (.177 in.) stamped 7 gauge (.177 in.) stamped
Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 60, 72 in.  60, 72 in.  60, 72 in. 
Cutting Height  . . . . . . . . . . . . . . . . . . . . . . . . . 1-6 in.  1-6 in.  1-6 in. 
Blade Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . 18,000 ft./min. minimum 18,000 ft./min. minimum 18,000 ft./min. minimum
Caster Wheels   
 Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pneumatic  Pneumatic  Pneumatic 
 Front Anti-Scalp Rollers. . . . . . . . . . . . . . Yes, gauge wheels  Yes, gauge wheels  Yes, gauge wheels 
     Rear Anti-Scalp Rollers  . . . . . . . . . . . . . . Yes, gauge wheels  Yes, gauge wheels  Yes, gauge wheels 

Mower Deck (Rear Discharge): 
Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 62 in.  62 in., 72 in.  62 in., 72 in.
Cutting Height  . . . . . . . . . . . . . . . . . . . . . . . . . 1-5 in.  1-5 in.  1-5 in. 
Caster Wheels
 Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pneumatic  Pneumatic  Pneumatic 

Misc. Information:
Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two years  Two years  Two years 
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F E A T U R E S

1545AND1565 SERIESII
FRONTMOWERS

¥ Other engine features include an air-restriction 
indicator, dual-element air cleaner, corrosion-
free copper/brass rear mounted radiator, full-
pressure lubrication and CARB certiÞ cation.

¥ 16-gallon fuel tank provides all day mowing with-
out refueling. Convenient fuel indicator lets the 
operator know the exact fuel level.

¥ Two-pedal hydrostatic speed-and-direction 
control allows easy operation and leaves hands 
free for steering and operating other controls.

¥ 55-amp alternator.

¥ 31- and 36-horsepower Yanmar diesel engines 
deliver exceptional power and torque for those 
tough mowing conditions.

¥ Available in four-wheel drive only.

¥ Mechanical four-wheel drive lets the operator 
select on-demand or full-time four-wheel drive. In 
the on-demand position, four-wheel drive auto-
matically engages when extra traction is needed 
and disengages when not needed, for better 
turning and maneuverability. The operator can 
also select full-time four-wheel drive ion both 
forward and reverse.

¥ Differential lock increases traction in slippery 
areas and hillsides.

¥ Dual hydraulic lift cylinders provide excellent ver-
tical and lateral mower deck ß oat for outstanding 
cut quality on any terrain, easy trailer loading and 
8-inch curb jumping.

¥ 2-speed transaxle provides transport speeds up 
to 15 mph and mowing speeds of 8 mph.

¥ 3-function transmission provides full time 4WD, 
on-demand 4WD and full time 2WD.

¥ Rear-power steering provides fast turning and 
maneuverability in tight areas with less operator 
fatigueÑonly 2 turns lock-to-lock.

¥ Internal disc brakes provide long life and sure 
stops. Dual front brakes allow independent wheel 
braking for zero-degree turning.

¥ Spacious operator area, deluxe seat, tilt steering 
wheel, with standard headlights, ergonomically 
placed controls, heads-up indicator lights, cup 
holder and storage compartment enables operators 
to be comfortable and more productive.

¥ Standard, 2-post ROPs can be folded to mow in 
and around low hanging trees.

¥ Modulated, hydraulic PTO provides smooth 
mower deck engagement and long life.

¥ Standard, twin, 50-watt halogen headlights.

¥ 12-volt power outlet.

7-IRON II DEEP DECK MOWERS
¥ The deck is stamped from 7-gauge (.177-in.) steel 

to minimize the number of welds and provide a 
smooth underside, with fewer sharp corners, for 
reduced material buildup.

¥ No welds on the deck shell to wear or breakÑ
it is stamped from a single sheet of steel.

¥ The rounded corners of the stamped deck help 
distribute impact stress to reduce the potential 
of damage when running into trees, rocks, curbs, 
and other Þ xed obstacles.

¥ A deep-deck design of 5.5-in. delivers excellent 
airß ow so material can be processed quickly 
and efÞ ciently. 

¥ The wide-discharge opening provides even 
clipping dispersal for an excellent Þ nished 
appearance in all conditions.

¥ 1-in. cold-forged spindles are heat-treated for 
strength without bulk and are supported by ball 
bearings, providing reliability and performance. 
Spindle housings are ribbed cast aluminum.

¥ A front edge that is raised above the blade plain 
to allow even cutting of tall grass.

Hard Cab
Soft Cab
4-Post ROPS
47- and 60-in. Snow Blower 
 (23 x 8.5 tires recommended)
60-in. Rotary Broom
54- and 60-in. Blade
Light Kit
72-in. 7-Ironª  II Mower Deck
72-in. FastBackª  Rear-Discharge 
 Mower Deck
72-in. 7-Iron¨  V-Flex Deck
Mulching Kit

A D D  V E R S A T I L I T Y  W I T H :
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  1545 Series II 1565 Series II

Engine:
Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . Yanmar Yanmar 
Model No.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3TNV82A 3TNV88
Horsepower
 Net (Net @ 3,000 rpm)  . . . . . . . . . . . . . . . 29 36  
 Gross . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31 38 
Rated Engine RPM  . . . . . . . . . . . . . . . . . . . . . 3,000 3,000
Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 3 
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . 81.2 cu. in. (1.33 L) 100.2 cu. in. (1.64 L) 
Maximum Torque  . . . . . . . . . . . . . . . . . . . . . . 63.6 ft-lb 77.4 ft-lb 
Injection  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Direct  Direct 
Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Diesel  Diesel 
Fuel Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . 16 U.S. gal. 16 U.S. gal.
Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Liquid  Liquid 
Cooling Capacity . . . . . . . . . . . . . . . . . . . . . . . 2 U.S. gal. 2 U.S. gal.
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dual element, dry Dual element, dry
Air Restriction Indicator  . . . . . . . . . . . . . . . . Standard Standard 
Charging System. . . . . . . . . . . . . . . . . . . . . . . Automotive type Automotive type 
Alternator, AMP. . . . . . . . . . . . . . . . . . . . . . . . 55  55
Battery, Volts . . . . . . . . . . . . . . . . . . . . . . . . . . 12  12

Power Train:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic  Hydrostatic 
Speed and Direction Control  . . . . . . . . . . . . Two-pedal foot  Two-pedal foot 
Cruise Control  . . . . . . . . . . . . . . . . . . . . . . . . . Optional  Optional 
Hi/Lo Range  . . . . . . . . . . . . . . . . . . . . . . . . . . . Yes, dual-speed trans.  Yes, dual-speed trans. 
Hi Forward  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-15 mph 0-15 mph
Lo Forward . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-8 mph 0-8 mph
Hi Reverse  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-5 mph 0-5 mph
Lo Reverse . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-5 mph 0-5 mph
4-Wheel Drive  . . . . . . . . . . . . . . . . . . . . . . . . . Standard  Standard 
 On Demand. . . . . . . . . . . . . . . . . . . . . . . . . Yes  Yes 
 Full Time  . . . . . . . . . . . . . . . . . . . . . . . . . . . Yes  Yes 
 Shift On-the-Go  . . . . . . . . . . . . . . . . . . . . . Yes  Yes 
Differential Lock  . . . . . . . . . . . . . . . . . . . . . . . Yes  Yes 
Final Drives  . . . . . . . . . . . . . . . . . . . . . . . . . . . Bull gear & pinion  Bull gear & pinion 
PTO  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Front  Front 
PTO Clutch . . . . . . . . . . . . . . . . . . . . . . . . . . . . Wet multi-disk, modulated  Wet multi-disk, modulated 
PTO Drive Output  . . . . . . . . . . . . . . . . . . . . . . 2,000 rpm  2,000 rpm 

Hydraulics:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Open center  Open center 
Pump Capacity  . . . . . . . . . . . . . . . . . . . . . . . . 5.1 U.S. gpm  5.1 U.S. gpm 
Spool Valve  . . . . . . . . . . . . . . . . . . . . . . . . . . . Single  Single 
Lift Cylinders  . . . . . . . . . . . . . . . . . . . . . . . . . . Two Two

Steering:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic cylinder  Hydraulic cylinder 
Turns Lock-to-Lock. . . . . . . . . . . . . . . . . . . . . Two Two

Brakes:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Internal wet disc  Internal wet disc
Individual Turn Brakes . . . . . . . . . . . . . . . . . . Standard  Standard 
Master Brake. . . . . . . . . . . . . . . . . . . . . . . . . . Std., locking Std., locking 

Tire Size:
Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26x12-12  26x12-12 
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20x10-10  20x10-10-8 
Weight Transfer   . . . . . . . . . . . . . . . . . . . . . . . Optional  Optional 
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic  Hydraulic 

Dimensions:
Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . 49.2 in. 49.2 in.
Ground Clearance. . . . . . . . . . . . . . . . . . . . . . 7 in. (17.8 cm) 7 in. (17.8 cm) 
Overall Width. . . . . . . . . . . . . . . . . . . . . . . . . . 51.7 in. 51.7 in. 
ROPS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard 
Overall Height with ROPS up  . . . . . . . . . . . . 83.7 in. (xxx cm) 83.7 in. (xxx cm) 
Machine Weight  . . . . . . . . . . . . . . . . . . . . . . . 1,860 lb. (w/o mower or fuel) 1,860 lb. (w/o mower or fuel) 

Mower Decks (Side Discharge):
Construction. . . . . . . . . . . . . . . . . . . . . . . . . . . One-piece stamped steel One-piece stamped steel
Deck Thickness. . . . . . . . . . . . . . . . . . . . . . . . 7 gauge (.177 in.) stamped 7 gauge (.177 in.) stamped
Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 72 in.  72 in. 
Cutting Height  . . . . . . . . . . . . . . . . . . . . . . . . . 1-6 in.  1-6 in. 
Blade Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . 18,000 ft./min. minimum 18,000 ft./min. minimum 
Caster Wheels
 Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pneumatic  Pneumatic 
 Front Anti-Scalp Rollers. . . . . . . . . . . . . . Yes, gauge wheels Yes, gauge wheels 
     Rear Anti-Scalp Rollers  . . . . . . . . . . . . . . Yes, gauge wheels  Yes, gauge wheels 

Mower Deck (Rear Discharge):
Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . 72 in. 72 in.
Cutting Height  . . . . . . . . . . . . . . . . . . . . . . . . . 1-6 in. 1-6 in. 
Caster Wheels   
 Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pneumatic Pneumatic 

Misc. Information: 
Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two years Two years
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F E A T U R E S

FRONTBLADE, SNOWBLOWER, ANDROTARYBROOM
FORFRONTMOWERS

1) 60-IN. FRONT BLADE:
¥  Heavy-gauge steel construction; concave 

surface for good rolling action and efÞ cient use 
of tractor horsepower

¥  Blade has reinforcing angle behind front edge for 
strength and durability. 

¥  Large coil ÒbreakawayÓ springs allow bottom of 
blade to be pushed back if solid object is struck. 

¥ Easy-on and easy-off; no tools required.

¥ Blade angle is controlled from operatorÕs seat.

¥  Adjustable skid shoes prevent wear to
cutting edge.

¥  Fits all John Deere 1400 and 1500 Series 
Front Mowers.

2) 47-IN. HEAVY-DUTY SNOW BLOWER:
¥ Two-stage design with low-speed auger and 

high-speed discharge blower removes snow 
more efÞ ciently.

¥ Shear-bolt-protected auger and drive system.

¥ 16-inch diameter auger with sealed 
ball bearings.

¥ Worm-gear drive with durable cast-iron housing.

¥ Snowblower rides on a hydraulically controlled 
transport wheel for easy movement; retracts 
automatically when unit is lowered to the ground.

¥ Reversible, replaceable cutting edge.

¥ With hydraulic kit, chute can be angled 
hydraulically (up to 20 degrees).

¥ Telescoping U-jointed driveshaft for easier hook-up.

¥ Three-position skid shoes.

¥ Drift knife.

¥ Adjustable discharge chute.

¥ Fits all John Deere 1400 and 1500 Series 
Front Mowers.

¥ 23 x 8.5 tires are recommended for use with 
this implement.

3) 60-IN. HEAVY-DUTY ROTARY BROOM:
¥ Broad 60-inch working width, 24-inch diameter 

for good cleaning and long life.

¥ 32 alternating wafers of polypropylene and steel 
bristles provide ß icking action for more thorough 
cleaning.

¥ Mechanical drive; 5-way angling, straight ahead 
to 15 to 30 degrees left or right, hydraulic-angling 
kit available.

¥ Hinge and spring on gearbox hood-shield for 
protection and easy access to PTO shafts.

¥ Side-shield for the sprocket and chain drive 
holds front Quik-Tatch stand (an exclusive 
John Deere feature).

¥ Hood deß ector (a John Deere exclusive) helps 
keep debris ahead of broom and deß ect thrown 
objects to the ground.

¥ Fits all John Deere 1400 and 1500 Series 
Front Mowers.

4) 59-IN. SNOW BLOWER:
¥ Snow blower can be installed and removed 

in minutes. 

¥ Standard drift knife cuts through deep drifts and 
provides a clean-cut snowbank. 

¥ Hydraulic chute angling allows operator to 
change direction of snow blowing with ease. 

¥ Driven by a live PTO, snow blower continues to 
operate at full speed even when changing trac-
tion ground speed. 

¥ Two-stage design of auger and high-speed 
blower provide aggressive snow-biting action 
through heavy or packed snow. Greater capacity 
than single-stage snow blower. 

¥ Adjustable deß ector changes height and
 distance that snow can be blown.

¥ Fits all John Deere 1400 and 1500 Series 
Front Mowers.

3

2

4

1

C&CE PURCHASING GUIDE 2007109



  Front Blade, Snow Blower and Rotary Broom

47-IN. HEAVY-DUTY SNOW BLOWER:
Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 47 in. (1.19 m)
Overall Cutting Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 23 in. (584 mm)
Auger and Rotor Fan Diameter. . . . . . . . . . . . . . . . . . . . . . . . . . . . 16 in. (406 mm)
Chute Rotation. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 200 degrees, hydraulic
Lift System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Traction-unit hydraulics
Impeller Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 881 rpm
Drive System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Telescoping U-jointed driveshaft to heavy-duty, cast-iron gearcase
Cutting Blade . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Reversible, replaceable
Skid Shoes . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-position, adjustable
Net Weight (Approx.) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 460 Ib. (209 kg)

NOTE: Ballast may be required on some models. See John Deere Operator’s Manual for required ballasting.

60-IN. ROTARY BROOM:
Construction. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Steel with hood debris deß ector; hinge and spring on gearbox hoodshield for easy access to PTO shaft
Working Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5 ft. (1.5 m)
Brush. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-ft. (588 mm) diameter, 32 alternating wafers of polypropylene and steel
Drive System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Mechanical; front PTO, through 3:1 gearbox, to chain and sprocket Þ nal drive
Angling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5-way; straight, 15 or 30 degrees left or right, mechanically or hydraulically, with hydraulic kit
Sweeping Width at 30 Deg.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 51 in. (1.29 m)
Shipping Weight (Approx.)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 400 Ib. (182 kg)
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Replacement wafers, steel or polypropylene

NOTE: Ballast may be required on some models. See John Deere Operator’s Manual for required ballasting.

59-IN. SNOW BLOWER:
Cutting Width   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 59 in. (1200 mm) 
Height of Opening. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 23 in. (584 mm) 
Auger Diameter   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16 in. (406 mm) 
Impeller Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16 in. (406 mm) 
Auger Speed . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 167 rpm 
Impeller Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 839 rpm 
Height to Top of Chute Deß ector  . . . . . . . . . . . . . . . . . . . . . . . . . . 53.4 in. (1338 mm) 
Chute Control. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic 
Chute Rotation. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 180 degrees 
Lift System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Traction unit hydraulics
Implement Attaching Time  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 minutes or less 
Implement Removal Time . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 minutes or less 
Weight (Approximate)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 450 lb. (114.3 kg)

NOTE: Ballast may be required on some models. See John Deere Operator’s Manual for required ballasting.

60-IN. FRONT BLADE:
Overall Width   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60 in. (1.372 m) 
Overall Height . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18 in. (.45 m) 
Cutting Width: 
 Straight   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60 in. (1.49 m) 
 Blade Fully Angled . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 52 in. (1.32 m) 
Angling Positions: 
 Right or Left . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0 to 30 degrees 
Blade Lift Height   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14 in. (356 mm) 
Blade Material   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7 gauge 
Cutting Edge Thickness   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/4 in. (6 mm) 
Blade Trip   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Springs 
Blade Lifting and Angling . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic 
Blade Float . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic 
Weight (Approx.)   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 190 lb. (86 kg)

NOTE: Ballast may be required on some models. See John Deere Operator’s Manual for required ballasting.
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F E A T U R E S

1600 SERIESII TURBOWIDE-AREAMOWER

¥ Almost 11 feet of Þ nishing mower width lets you 
cover large, open areas faster.

¥ Three-deck setup (one front and two wing 
mowers) provides excellent visibility, extra 
trimming ability, and increased stability.

¥  1600 wing decks are able to mow at a 45-degree 
upward angle and a 20-degree downward angle.

¥ The 1600 Turbo is surprisingly ß exibleÑable to 
maneuver down paths as narrow as 84-inches 
wide. Also mow with just one wing and the 
center deck, or just the center deck alone. 

¥ The hydraulic drive delivers smooth power to 
mower decks. Allows the decks to ß oat and 
follow ground contour without belts or shafts 
restricting deck movement.

¥ 57-horsepower Yanmar turbo-charged diesel 
engine delivers exceptional power and torque in 
tough mowing conditions, while still ensuring fuel 
economy.

¥  High/Low range lets you mow and transport 
between mowing sites at speeds up to 
14.4 mph.

¥   Full time or on-demand 4-wheel drive provides 
excellent traction. Foot-activated differential 
locks can add traction for hillsides and slippery 
conditions.

¥   Two-pedal hydrostatic drive for effortless speed 
and direction changes. 

¥ Deluxe, shock-absorbing seat and tilt steering 
column add to comfort and operating ease.

¥ Add the ability to mow at dawn and dusk with 
available light kit.

¥ The 1600 Turbo keeps cutting. And cool. No mat-
ter how tough, dry and hot it gets. An innovative, 
exclusive air intake system draws air from the 
top of the machine instead of the rearÑkeeping 
the radiator clear and engine cool.

¥ The 1600 Wide-Area Mower boast a Þ nishing 
mower quality cut, 68-acre-a-day capacity and 
unmatched reliability.

¥ 22 U.S. gallon fuel tank provides all-day mowing.

¥ Hood and seat platform open for excellent access 
to the engine and drive train.

Work Light Kit
Road Light Kit
Mower Mulch Kit
Breakaway Beaconlight Kit

A D D  V E R S A T I L I T Y  W I T H :
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  1600 Series II Turbo Wide-Area Mower

Engine:

Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . Yanmar 

Model  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4TNV84T

Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . 122 cu. in. (1,995 cc)

Bore and Stroke  . . . . . . . . . . . . . . . . . . . . . . . 3.3x3.5 in. (84x90 mm)

Injection  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Direct 

Starting Aid  . . . . . . . . . . . . . . . . . . . . . . . . . . . Air heater 

Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 

Horsepower (Net) (kW)  . . . . . . . . . . . . . . . . . 55.3 (41.2) @ 3,000 rpm 

Horsepower (Gross) (kW)  . . . . . . . . . . . . . . . 57.3 (42.7) @ 3,200 rpm 

Rated Engine Speed. . . . . . . . . . . . . . . . . . . . 3,000 rpm

Operating Range . . . . . . . . . . . . . . . . . . . . . . . 1,400-3,200 rpm 

Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pressurized 

Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Spin-on 

Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Liquid cooled

Cooling Capacity . . . . . . . . . . . . . . . . . . . . . . . 2.5 U.S. gal. capacity (7.5 L)

Radiator Location  . . . . . . . . . . . . . . . . . . . . . . Rear-mounted

Radiator Fins Per Inch . . . . . . . . . . . . . . . . . . 10

Crankcase Capacity . . . . . . . . . . . . . . . . . . . . 6.1 U.S. qt. (5.8 L)

Compression Ratio  . . . . . . . . . . . . . . . . . . . . . 19:1 

Operating Torque (Net Continuous). . . . . . . 97 ft-lb 

Max Torque (Net Continuous). . . . . . . . . . . . 117.3 ft-lb 

Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dual element 

Air Restriction Indicator  . . . . . . . . . . . . . . . . Standard 

Engine Shutoff . . . . . . . . . . . . . . . . . . . . . . . . . Key

Fuel System:

Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Diesel 

Fuel Transfer Pump. . . . . . . . . . . . . . . . . . . . . Electric

Fuel Filter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Replaceable, spin-on

Fuel Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . 22 U.S. gal. (83.3 L)

Fuel Pump Type . . . . . . . . . . . . . . . . . . . . . . . . Mechanical 

Fuel Neck Opening . . . . . . . . . . . . . . . . . . . . . 3 in. (7.6 cm)

Fuel Tank Location  . . . . . . . . . . . . . . . . . . . . . Left side of machine

Self-bleeding . . . . . . . . . . . . . . . . . . . . . . . . . . No

Implement lift:

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic, open center

Lift Cylinders  . . . . . . . . . . . . . . . . . . . . . . . . . . 2-in. (5.0 cm) bore

Pump . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Gear

Implement Relief . . . . . . . . . . . . . . . . . . . . . . . 1,600 psi

Electrical:

Charging System. . . . . . . . . . . . . . . . . . . . . . . Automotive type

Alternator . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 55 amp 

Battery Voltage  . . . . . . . . . . . . . . . . . . . . . . . . 12

Battery Cold Crank Amps  . . . . . . . . . . . . . . . 650 

Starter Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.5 kW 

Hydraulic System:

Traction Drive Pump. . . . . . . . . . . . . . . . . . . . 3.00 cu. in. displacement, axial piston pump

Motor. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.00 cu. in. displacement, axial piston pump

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Closed loop, hydrostatic

Steering Tires  . . . . . . . . . . . . . . . . . . . . . . . . . 1,200 psi

Implement Relief . . . . . . . . . . . . . . . . . . . . . . . 1,600 psi

Hydraulic Reservoir  . . . . . . . . . . . . . . . . . . . . 14 U.S. gal. (53 L)

S P E C I F I C A T I O N S

Drivetrain:

Transmission Type  . . . . . . . . . . . . . . . . . . . . . Hydrostatic 

Transaxle Type. . . . . . . . . . . . . . . . . . . . . . . . . Dual-range 

Transaxle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Tuff torque (Kanzaki)

4-Wheel Drive  . . . . . . . . . . . . . . . . . . . . . . . . . On-demand or full-time 

4-Wheel Drive Type  . . . . . . . . . . . . . . . . . . . . Mechanical 

Differential Lock  . . . . . . . . . . . . . . . . . . . . . . . Foot activated 

Final Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Planetary

Brakes:

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Internal, wet disc 

Steering Brakes  . . . . . . . . . . . . . . . . . . . . . . . Standard

Parking Brakes  . . . . . . . . . . . . . . . . . . . . . . . . Ratchet engagement

Speed:

Low Forward  . . . . . . . . . . . . . . . . . . . . . . . . . . 0-8.6 mph (0-13.8 km/h)

High Forward . . . . . . . . . . . . . . . . . . . . . . . . . . 0-14.4 mph (0-23 km/h)

Low Reverse  . . . . . . . . . . . . . . . . . . . . . . . . . . 0-4.3 mph (0-6.9 km/h)

High Reverse . . . . . . . . . . . . . . . . . . . . . . . . . . 0-7.2 mph (0-11.5 km/h)

Sound level (Without Cab):

With deck . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 93 dB(A)

Without deck . . . . . . . . . . . . . . . . . . . . . . . . . . 89 dB(A)

Frame:

Frame Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . Welded, tubular steel

Thickness . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11 gal. (118 in.) (299 cm)

Steering:

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Power, hydrostatic

Tilt Steering Wheel . . . . . . . . . . . . . . . . . . . . . Standard

Turns Lock-to-Lock. . . . . . . . . . . . . . . . . . . . . 2.5 

Turning  radius. . . . . . . . . . . . . . . . . . . . . . . . . 39 in. (99 cm)

Operator Station:

Seat . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Adjustable, deluxe, high-backed, 

  standard armrests

Adjustment Positions . . . . . . . . . . . . . . . . . . . 3 

Tires:

Drive Tires  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26x12-12

Pressure . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30 psi

Steering Tires  . . . . . . . . . . . . . . . . . . . . . . . . . 18x9.5-8

Pressure . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28 psi

Tread . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Multi-trac

Ply Rating . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6PR

Dimensions:

Wheel Base . . . . . . . . . . . . . . . . . . . . . . . . . . . 60 in. (152 cm)

Tread Width . . . . . . . . . . . . . . . . . . . . . . . . . . . 52 in. (131 cm)

Length (With Deck). . . . . . . . . . . . . . . . . . . . . 132 in. (335 cm)

Height with ROPS  . . . . . . . . . . . . . . . . . . . . . . 77 in. (195 cm)

Transport Width. . . . . . . . . . . . . . . . . . . . . . . . 84 in. (213 cm)

Width with Decks Down  . . . . . . . . . . . . . . . . 134 in. (340 cm)

Ground Clearance. . . . . . . . . . . . . . . . . . . . . . 6.5 in. (16.5 cm)

Uncut Circle of Grass w/o Brakes . . . . . . . . 0 

Machine Weight  . . . . . . . . . . . . . . . . . . . . . . . 3,950 lb. (1,791.7 kg)

Machine Weight without the Deck  . . . . . . . 3,264 lb. (1,474.2 kg)

C&CE PURCHASING GUIDE 2007112



  1600 Series II Turbo Wide-Area Mower

ROPS:

ROPS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 2-post with seat belt 

Controls:

Throttle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hand 

Forward/Reverse. . . . . . . . . . . . . . . . . . . . . . . Two-pedal 

Mower Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Three, 2-function switches

Park Brake . . . . . . . . . . . . . . . . . . . . . . . . . . . . Foot pedal/disk 

Indicator Lights . . . . . . . . . . . . . . . . . . . . . . . . Engine air heater, oil pressure light, engine temperature light, PTO light, fuel gauge

Power Take-Off:

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic , independent

PTO Engagement/Disengagement. . . . . . . . Electric solenoid

Deck Drive Pump  . . . . . . . . . . . . . . . . . . . . . . 2.48 cu. in. displacement, axial piston pump

Deck Motor  . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.5 cu. in. displacement, gear motor

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic, closed loop, open center

Circuit  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Series

Mower Decks:

Deck Drive Type  . . . . . . . . . . . . . . . . . . . . . . . Hydraulic, closed loop

Spindles  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 in., heat treated

Spindle Bearings Greaseable. . . . . . . . . . . . Yes

Energy Absorbing Wing Decks  . . . . . . . . . . Yes 

Deck Circuit . . . . . . . . . . . . . . . . . . . . . . . . . . . Series 

Blade Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . C-section V-belt 

Cutting Widths. . . . . . . . . . . . . . . . . . . . . . . . . 128, 94, 62 in. (325 cm, 239 cm, 157 cm)

Front Mower Deck:

Center Deck Cutting Width . . . . . . . . . . . . . . 62 in. (1.57 cm)

Side Mower Decks:

Wing Deck Cutting Width  . . . . . . . . . . . . . . . 42 in. (107 cm)

Transport Lock. . . . . . . . . . . . . . . . . . . . . . . . . Standard 

Discharge. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Rear 

Deck Construction  . . . . . . . . . . . . . . . . . . . . . Fabricated 

Deck Thickness. . . . . . . . . . . . . . . . . . . . . . . . 7 gal. (.177 in.) 

Height-of-Cut Range. . . . . . . . . . . . . . . . . . . . 1-5.5 in. (2.5 cm, 13.9. cm)

Wing Deck Float           

 Up (PTO engaged). . . . . . . . . . . . . . . . . . . 45 degrees           

 Down (PTO engaged) . . . . . . . . . . . . . . . . 20 degrees 

Anti-scalp rollers:

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pneumatic

Wing Deck Caster Wheels  . . . . . . . . . . . . . . Four, 11x4-5 pneumatic 

Front Deck Caster Wheels  . . . . . . . . . . . . . . Two, 11x4-5 pneumatic 

Blades:

Total Mower Blades . . . . . . . . . . . . . . . . . . . . 7, three center, two each side

Blade Length  . . . . . . . . . . . . . . . . . . . . . . . . . . 22 in. (55.88 cm)

Blade Width . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.5 in. (6.35 cm)

Blade Thickness  . . . . . . . . . . . . . . . . . . . . . . . 312 in. (.79 cm)

Blade Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . 13,000 ft./min.

Interchangeable Mower Blades  . . . . . . . . . Yes

 Between All Decks

Misc. Information: 

Warranty   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two years 

CertiÞ cation   . . . . . . . . . . . . . . . . . . . . . . . . . . ANSI B71.4

S P E C I F I C A T I O N S
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  H20SLE  H20DLE 

Engine   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Low-emission M-Series Low-emission M-Series

Fuel Tank  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13.5 ß . oz. (.46 L) 13.5 ß . oz. (.46 L)

Handle. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Anti-vibe Anti-vibe, 5-position swivel

Blade Length. . . . . . . . . . . . . . . . . . . . . . . . . . 30 in. (762 mm) 24 in. (584 mm)

Blade Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . Single-sided, double-reciprocating Dual-sided, double-reciprocating, 34 cycles per second

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12 lb. (5.4 kg) 12.9 lb. (5.9 kg)

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One-year commercial/two-year consumer One-year commercial/two-year consumer

  Lifetime on ignition Lifetime on ignition

S P E C I F I C A T I O N S

F E A T U R E S

PRO-SERIES™ H20DLEANDH20SLE
HEDGETRIMMERS

¥ John Deere hedge trimmers are lightweight, 
well-balanced and popular with professionals 
and homeowners alike. Two models are 
available: The H20DLE with a 24-inch double-
sided blade, and the H20SLE with a 30-inch 
single-sided blade.

¥ Offset Þ ve-position swivel handle on H20DLE 
rotates 45 and 90 degrees, left and right, for ease 
of operation and better performance.

¥ Blades are double reciprocating; cutting easily 
through branches up to 1 inch in diameter.

¥ Low-emission commercial M-Series engines 
deliver power without the hassle of 
electrical cords or battery packs.

¥ Cylinder and piston are made of high-quality 
380 aluminum. Cylinder is chrome-plated 
for longer engine life and cylinder Þ ns are thin 
and dissipate heat better for cooler operation.

¥ Anti-vibration mounting and convenient throttle-
control provide comfortable operation.

¥ Electronic ignition for easier starting.

¥ Glass wool-lined mufß er and air-intake silencer 
for quieter operation.

¥ Double-sided, double-reciprocating blades 
(H20DLE) operate at 34 cycles per second 
for increased efÞ ciency and outstanding 
productivity.

Safety Goggles
Hearing Protection
Premium Synthetic 2-Cycle Oil 
 (1-gal. mix)
Premium Synthetic 2-Cycle Oil 
 (6-gal. mix)
Premium Synthetic 2-Cycle Oil 
 (2.5-gal. mix)

A C C E S S O R I E S :
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  BH25LE

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Fuji-Robin, 4-cycle

Fuel Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . 17.7 oz. (.50 L)

Ignition   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Electronic CD

Maximum Air Velocity. . . . . . . . . . . . . . . . . . 145 mph (233 km/h) 

Maximum Air Volume  . . . . . . . . . . . . . . . . . . 358 cfm 

Sound Level at 50 ft.. . . . . . . . . . . . . . . . . . . . 68 dB(A) 

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.8 lb. (4.4 kg)

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One-year commercial/two-year consumer

S P E C I F I C A T I O N S

F E A T U R E S

PRO-SERIES™ BH25LE HANDHELDBLOWERS

¥ The new BH25LE features a 4-cycle blower.

¥ Commercial-grade engine for longevity 
and reliability.

¥ Professional quality for commercial and 
homeowner use; makes clean up of yard 
and sidewalk debris a breeze.

¥ Lightweight, less vibration, easier to start than 
many competitive brands.

¥ Easy-to-start rotary valve carburetor design.

¥ 68 dB(A) noise rating provides quiet and pleasant 
operation.

¥ Overmolded handle for comfortable, low-vibration 
operation.

¥ Variable position throttle lock for ease of use.

¥ Optional vacuum kit.

Safety Goggles
Hearing Protection
Premium Synthetic 2-Cycle Oil 
 (1-gal. mix)
Premium Synthetic 2-Cycle Oil 
 (6-gal. mix)
Premium Synthetic 2-Cycle Oil 
 (2.5-gal. mix)
Flat Nozzle
Vacuum for BH25LE

A C C E S S O R I E S :
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F E A T U R E S

PRO-SERIES™ BACKPACKBLOWERS

¥ Commercial-duty blowers have the power to 
handle the toughest debris-removal jobs. 
High maximum air velocities move leaves and 
debris quickly.

¥ Heavy-duty Kawasaki low-emission (LE) engines. 

¥ Air jets cool operatorÕs back.

¥ Pistol-type throttles are tube-mounted for ease 
of operation.

¥ Comfortable, padded backpack harness absorbs 
vibration for comfort; fully adjustable straps Þ t 
every operator.

¥ Heavy-duty air Þ lters stand up to the 
dustiest conditions.

¥ Large fuel tanks for extended run times.

Safety Glasses 
Hearing Protection
Premium Synthetic 2-Cycle Engine Oil: 
2.6 oz. (1-U.S. gal. mix) 
16 oz. (6-U.S. gal. mix)

A C C E S S O R I E S :

BP40LE BP50LE BP65LE

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . . .Kawasaki, 40.2 cc Kawasaki, 48.6 cc Kawasaki, 64.7 cc 

Fuel Capacity. . . . . . . . . . . . . . . . . . . . . . .54 ß . oz. (1.6 L) 54 ß . oz. (1.6 L) 67.6 ß . oz. (2.0 L) 

Ignition . . . . . . . . . . . . . . . . . . . . . . . . . . . .Electronic CD Electronic CD Electronic 

Maximum Air Velocity. . . . . . . . . . . . . . .180 mph (290 km/h) 185 mph (298 km/h) 190 mph (306 km/h) 

Maximum Air Volume  . . . . . . . . . . . . . . .404 cfm with tubes, 470 cfm with tubes, 630 cfm with tubes 

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .590 cfm w/o tubes 672 cfm w/o tubes N/A

Sound Level at 50 ft.. . . . . . . . . . . . . . . . .70 dB(A) 69.5 dB(A) at 7,000 engine rpm 73 dB(A) 

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . .17.6 lb. (8 kg) 19.4 lb. (8.9 kg) 21.4 lb. (9.7 kg) 

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . .One-year commercial; two-year consumer One-year commercial; two-year consumer One-year commercial; two-year consumer

S P E C I F I C A T I O N S
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F E A T U R E S

PRO-SERIES™ LINETRIMMERS

Shoulder Straps
Safety Goggles
Premium Synthetic 2-Cycle Oil (1-gal. mix)
Premium Synthetic 2-Cycle Oil (6-gal. mix)
Standard Round .095 Line, 135 ft.
Standard Round .095 Line, 285 ft.
Standard Round .095 Line, 855 ft.
Quad Blade, 8 in. 
XRT Brush Blade, 8 in.
Tap-for-Advance 6-Inch Head (XT140 and  
 XT250B)
Mini-tiller, Pole Saw, Hedge Trimmer and  
 Edger Attachments 
Bicycle Handle Kit
Power Broom (XT120LE, XT140LE, XT170LE)

A D D  V E R S A T I L I T Y  W I T H :

¥ Choose from seven different Pro-Series models 
ranging from a lightweight homeowner model to 
top-of-the-line trimmers and brushcutters.

¥ All have soft, overmolded throttle control grips.

¥ All line trimmer/brushcutters have primer bulbs 
and clutches for easy starting. They also have 
long shafts and Commercial EZ Loadª  line trim-
mer heads for operating ease.

¥ Low-emission (LE) engines available on all models.

¥ All but T105CLE can run optional brush blade.

¥ Enjoy quiet operation, all models feature low-tone, 
glass-wool-lined aluminum mufß ers.

¥ All have lifetime warranty on straight shaft and 
ignition.

¥ All have EZ Load string heads with steel inserts on 
the bump knob. 

T10SCLE LINE TRIMMER

¥ The easy-to-handle, lightweight T105CLE features 
a M-Series low-emission engine and a curved
shaft for trimming grass and weeds on ß at ground 
or gentle slopes; perfect for homeowners looking 
for a heavy-duty trimmer.

¥ Semi-auto line advance lets you advance line while 
trimming, with a quick tap of the line head on ground.

T105SLE LINE TRIMMER

¥ M-Series low-emission engine makes this profes-
sional-quality trimmer/brushcutter a fast worker 
on tough jobs.

¥ Solid-steel shaft.

¥ Heavy-duty lined clutch provides outstanding 
reliability.

¥ Carburetor primer bulb provides easier starting.

XT120LE LINE TRIMMER

¥ Dependable M-Series low-emission engine 
provides plenty of power for big jobs.

¥ Solid-steel shaft.

¥ Large mufß er and air silencer reduce noise for 
quieter, more comfortable operation.

¥ Lined centrifugal clutch provides more reliable 
driveshaft engagement for longer life.

¥ Commercial-quality gearcase features easy 
maintenance and carbon-steel helical gears for 
outstanding durability. 

¥ Also features vibration-isolated clutch housing 
and anti-vibration front handle.

¥ Optional pole saw, hedge trimmer and mini-tiller 
attachments.

¥ Optional bicycle handle kit.

XT140LE LINE TRIMMERS/BRUSHCUTTER

¥ Powerful M-Series engine provides countless 
hours of trouble-free use.

¥ ItÕs fuel efÞ cient to provide longer running time, 
less refueling.

¥ Solid-steel shaft.

¥ Vibration-isolated clutch housing and anti-
vibration front handle make long workdays 
more comfortable.

¥ Pole saw, hedge trimmer and mini-tiller 
attachments available.

¥ Bicycle handle kit available.

XT170LE LINE TRIMMERS/BRUSHCUTTER

¥ Rugged M-Series low-emission engine has
rotary-valve carburetor for better acceleration 
and a primer bulb for easier starting.

¥ Solid-steel drive shaft.

¥ Vibration-isolated clutch housing and anti-vibration 
front handle provide smoother operation.

¥ Bicycle handle kit available.

XT250BLE LINE TRIMMER/BRUSHCUTTER

¥ Powerful M-Series low-emission engine is a top 
performer on demanding professional jobs.

¥ Dependable solid-state ignition and rotary-valve 
carburetor provide quick, reliable starts.

¥ 59-inch solid-steel shaft gives you maximum reach.

¥ Bicycle handlebar provides optimum comfort on long 
workdays. Brush blade and heavy-duty commercial 
line head come standard with every unit.
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  T105CLE T105SLE 

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . M-Series low emissions, 19.8 cc M-Series low emissions, 19.8 cc

Shaft Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Curved, ß ex shaft Straight, solid steel 

Shaft Length. . . . . . . . . . . . . . . . . . . . . . . . . . . 54 in. (137 cm) 59 in. (150 cm) 

Fuel Tank  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13.5 ß . oz. (.4 L) 13.5 ß . oz. (.4 L) 

Linehead Diameter. . . . . . . . . . . . . . . . . . . . . 4 in. (8.9 cm) 4 in. (8.9 cm) 

Cutting Swath  . . . . . . . . . . . . . . . . . . . . . . . . . 15 in. (38 cm) 16 in. (41 cm) 

Line Diameter  . . . . . . . . . . . . . . . . . . . . . . . . . 0.080 in. (2.0 mm) 0.080 in. (2.0 mm) 

Blade. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A Optional 

Handle. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . D-handle D-handle 

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.2 lb. (4.2 kg) 10.4 lb. (4.7 kg) 

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One-year commercial/two-year consumer; One-year commercial/two-year consumer

  Lifetime ignition Lifetime shaft and ignition

  XT120LE XT140LE 

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . M-Series low emissions, 22.6 cc M-Series low emissions, 25.6 cc

Shaft Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Straight, solid steel Straight, solid steel  

Shaft Length. . . . . . . . . . . . . . . . . . . . . . . . . . . 59 in. (150 cm) 59 in. (150 cm)  

Fuel Tank  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20.0 ß . oz. (.6 L) 20.2 ß . oz. (.6 L)  

Linehead Diameter. . . . . . . . . . . . . . . . . . . . . 5.0 in. (12.7 cm) 4.0 in. (10.0 cm) 

Cutting Swath  . . . . . . . . . . . . . . . . . . . . . . . . . 16 in. (41 cm) 17 in. (43 cm)  

Line Diameter  . . . . . . . . . . . . . . . . . . . . . . . . . .095 in. (2.4 mm) .095 in. (2.4 mm) 

Blade. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Optional Optional 

Handle. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . D-barrier (optional bicycle handle kit) D-barrier (optional bicycle handle kit) 

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11.5 lb. (5.2 kg) 12.0 lb. (5.4 kg) 

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One-year commercial/two-year consumer One-year commercial/two-year consumer

  Lifetime shaft and ignition Lifetime shaft and ignition

  XT170LE  XT250BLE

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . M-Series low-emission, 32.6 cc/(LE) M-Series low-emission, 42.7 cc 

Shaft Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Straight, solid steel Straight, solid steel

Shaft Length. . . . . . . . . . . . . . . . . . . . . . . . . . . 59 in. (150 cm) 59 in. (150 cm)

Fuel Tank  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30.4 ß . oz. (.9 L) 30.4 ß . oz. (.9 L)

Linehead Diameter. . . . . . . . . . . . . . . . . . . . . 4.0 in. (10.0 cm) 4.0 in. (10.0 cm)

Cutting Swath  . . . . . . . . . . . . . . . . . . . . . . . . . 17 in. (43 cm) 17 in. (43 cm)

Line Diameter  . . . . . . . . . . . . . . . . . . . . . . . . . .095 in. (2.4 mm) .095 in. (2.4 mm)

Blade. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Optional 8 in. (20.3 cm) Quad blade included

Handle. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . D-barrier (optional bicycle handle kit) Bicycle-type

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15.0 lb. (6.8 kg)/13.2 lb (6.0 kg) 18.4 lb. (8.4 kg)

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One-year commercial/two-year consumer One-year commercial/two-year consumer

  Lifetime shaft and ignition Lifetime shaft and ignition

S P E C I F I C A T I O N S
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  XT105SBLE XT140SBLE 

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . M-Series low emission, 19.8 cc M-Series low emission, 25.6 cc

Shaft Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Split-boom, ß ex Split-boom, ß ex

Shaft Length. . . . . . . . . . . . . . . . . . . . . . . . . . . 59 in. (150 cm) 59 in. (150 cm)

Fuel Tank  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13.5 ß . oz. (.4 L) 20.2 ß . oz. (.6 L)

Linehead Diameter. . . . . . . . . . . . . . . . . . . . . 3.5 in. (8.89 cm) 4.0 in. (10.0 cm)

Cutting Swath  . . . . . . . . . . . . . . . . . . . . . . . . . 16 in. (41 cm) 17 in. (43 cm)

Line Diameter  . . . . . . . . . . . . . . . . . . . . . . . . . .080 in. (2.0 mm) .095 in. (2.4 mm)

Blade. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Optional Optional

Handle. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . D-barrier D-barrier

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12.3 lb. (5.6 kg) 13.0 lb. (5.9 kg)

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One-year commercial/two-year consumer;  One-year commercial/two-year consumer; 

  lifetime solid shaft and ignition lifetime solid shaft and ignition

S P E C I F I C A T I O N S

F E A T U R E S

PRO-SERIES™ SPLIT-BOOMTRIMMERS

XT105SBLE SPLIT-BOOM TRIMMER

¥ M-Series low-emission engine with multiple 
attachment capability gives you unmatched 
versatility and value.

¥ The Split-boom unit has a quick coupler in the 
middle of the shaft so you can remove the 
standard trimmer shaft and install other yard-
care attachments.

¥ These attachments are sold separately: edger, 
mini-tiller, pole saw and hedge trimmer.

¥ Anti-vibe clutch housing, anti-vibe front handles, 
and overmolded throttles.

XT140SBLE SPLIT-BOOM TRIMMER

¥ M-Series low-emission engine delivers the ultimate 
in power, performance and reliability.

¥ A single powerhead with multiple attachment 
capability gives you unmatched versatility and 
value. Comes equipped as a straight shaft 
trimmer/brushcutter.

¥ Commercial EZ Load string heads provide fast, 
accurate line feed.

¥ Anti-vibration clutch housing, anti-vibration front 
handle and overmolded throttle.

¥ The split-boom unit has a quick-coupler in the 
middle of the tube so you can remove the 
trimmer attachment and install other yard-care 
attachments.

¥ These attachments are sold separately: edger, 
mini-tiller, pole saw, hedge trimmer and power 
broom.

ATTACHMENTS (SOLD SEPARATELY):
Edger
Pole Saw
Mini-tiller
Hedge Trimmer
Power Broom

A C C E S S O R I E S :
Shoulder Strap (vibration isolated)
Safety Goggles
Hearing Protection
Quad Blade, 8-in.
XRT Blade
Standard Round .095 in. Line, 135 ft.
Standard Round .095 in. Line, 285 ft.
Standard Round .095 in. Line, 855 ft.
Premium Synthetic 2-Cycle Oil, 2.6 oz. 
 (1 gal. mix)
Premium Synthetic 2-Cycle Oil, 16 oz. 
 (6 gal. mix)

A D D  V E R S A T I L I T Y  W I T H :
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  XT140SELE  XT140SSELE 

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . M-Series low emissions, 1.4 hp (JIS) (25.6 cc) M-Series low emissions, 1.4 hp (JIS) (25.6 cc)

Shaft Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Flex shaft Straight shaft

Shaft Length. . . . . . . . . . . . . . . . . . . . . . . . . . . 59 in. (150 cm) 59 in. (150 cm) 

Fuel Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . 20.2 ß  oz. (597 mL) 20.2 ß  oz. (597 mL)

Cutting Depth. . . . . . . . . . . . . . . . . . . . . . . . . . 2.25 in. (6 cm) 2.25 in. (6 cm)

Blade Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 in. (20 cm) 8 in. (20 cm)

Handle. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Loop (foam cushioned) Loop (foam cushioned)

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13 lb. (5.9 kg) 15.2 lb. (6.9 kg)

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One-year commercial/two-year consumer; One-year commercial/two-year consumer;

  lifetime ignition lifetime shaft and ignition

S P E C I F I C A T I O N S

F E A T U R E S

PRO-SERIES™ STICKEDGERS

¥ The Pro-Series Stick¨  Edgers are speedy and 
powerful lawn maintenance tools that give 
grassy areas next to walks, curbs and drives 
a just-manicured look.

¥ Powerful, 1.4-hp (JIS) M-Series low-emission 
engine delivers the ultimate in power, perfor-
mance and reliability. 

¥ Safety guard with deß ector ß ap protects the 
operator from ß ying debris.

¥ Adjustable depth control lets you cut as deep 
as 2.25 inches.

¥ Die-cast aluminum blade guard provides extra 
strength to the edger attachment.

¥ Angled shaft and guide wheel make edging along 
sidewalks and curbs quick and easy.

¥ Solid-state ignition for fast, easy starting.

¥  Straight shaft XT140SSELE has extra torque for
cutting through tough turf.

Edger Blades
Shoulder Strap
Safety Goggles
Hearing Protection

Premium Synthetic Oil, 2.6-oz. 1-Gal. Mix
Premium Synthetic Oil, 16-oz. 6-Gal. Mix

A C C E S S O R I E S :
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F E A T U R E S

PRO-SERIES™ EXTENDEDREACH

POLE SAW

¥ Equipped with an 83-inch boom to let you trim 
branches up to 12 feet off the ground.

¥  Powerful 25.6 cc M-Series low-emission 
engine lets you cut through limbs up to 
8 inches in diameter.

¥ No oil at idle feature keeps working environment 
cleaner.

¥ Boom detaches for easy storage and transport.

¥ Add versatility with hedge trimmer attachment.

HEDGE TRIMMER

¥ Articulating, double-sided, double-reciprocating 
head with 135-degree adjustment range for maxi-
mum productivity and comfort. 

¥ Add versatility with pole saw attachments.

S P E C I F I C A T I O N S
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PS2683LE Pole Saw  EH2659LE Hedge Trimmer 

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . M-Series low emissions, 25.6 cc Engine . . . . . . . . . . . . . . . . . . . . . . . 25.6 cc M-Series

Fuel Capacity. . . . . . . . . . . . . . . . . . . . . 20.2 ß . oz. (0.59 L) Blade Length . . . . . . . . . . . . . . . . . 22 in. (550 cm)

Bar Size  . . . . . . . . . . . . . . . . . . . . . . . . . 10 in. (25.4 cm) Blade Type . . . . . . . . . . . . . . . . . . . Double-sided, double-reciprocating

Boom Length  . . . . . . . . . . . . . . . . . . . . . 83 in. (211 cm) Weight . . . . . . . . . . . . . . . . . . . . . . . 13.7 lb (6.9 kg)

Chain. . . . . . . . . . . . . . . . . . . . . . . . . . . . 3/8 in. (9.5 mm), narrow kerf Fuel Tank Capacity . . . . . . . . . . . . 20.2 ß . oz. (0.6 L)

Chain Oiler. . . . . . . . . . . . . . . . . . . . . . . Automatic, gear and cam driven, no oil at idle Anti-Vibration Clutch . . . . . . . . . . Yes

Chain Oil Capacity  . . . . . . . . . . . . . . . . 5.4 oz. (.16 L) Boom Length . . . . . . . . . . . . . . . . . 59 in.

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . 12.4 lb. (5.6 kg) Warranty . . . . . . . . . . . . . . . . . . . . . One-year commercial/

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . One-year commercial/  two-year consumer

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . two-year consumer



F E A T U R E S

PRO-SERIES™ MEDIUM-DUTYCHAINSAWS

CS36LE/CS40LE*

¥ Big power in a lightweight package; designed for 
use on job site, farm or around the home.

¥ Progressive torque provides high-speed cutting 
and unexcelled productivity.

¥ Ergonomically designed for maneuverability, 
operating ease and comfort.

¥ Best-in-class power-to-weight ratios.

¥  Forged connecting rod provides more durability 
than the stamped rods used by some competi-
tors. And itÕs wafered to provide better bearing 
lubrication and heat dissipation.

 ¥ No-oil-at-idle feature reduces oil consumption, 
keeps environment cleaner.

¥ Inertia chain brake, guidebar safety tip and 
low-kickback chain for safer operation.

CS46/CS52

¥ Excellent power-to-weight ratio for easy handling 
and maneuverability.

¥ Side chain adjustment is quick and easy.

¥ Decompression valve and primer bulb provide 
easier starting.

¥ Two-ring piston and closed quad-port cylinder 
deliver higher compression, more power.

¥  Three-piece forged crankshaft and forged 
connecting rod for durability and strength.

¥ Connecting rod is wafered to provide better 
bearing lubrication and heat dissipation.

¥  Compensating carburetor triples the time 
between between cleanings. 

¥ Five-point spring-steel anti-vibe system for 
operator comfort.

¥ Inertia chain brake, guidebar safety tip and 
low-kickback chain for safer operation.

¥ Winter-summer switch provides ice-free 
operation in extreme cutting conditions.

¥ Gear-driven adjustable oil pump with no-oil-at-
idle feature reduces oil consumption, keeping the 
environment cleaner.

Bar Chain (12 to 36 inch)
Bar Scabbard (16 and 20 inch)
Carry Case
Chaps
Ear Muffs
File Handle
Flat File
File and Guide
Files (bulk) 
Grease Gun
Guidebars (12 to 18 inch)
Helmet
Safety Glasses (clear and tinted)
Sharpening Kit
Shields (clear and mesh)
Wedges (5, 8 and 10 inch)
Wide selection of arborist supplies

A D D  V E R S A T I L I T Y  W I T H :
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 . . . . . . . . . . . . . . . . CS36LE  CS40LE 

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35.2 cc 39 cc 

Bar Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14 to 16 in. (30 to 41 cm) 14 to 18 in. (36 to 46 cm)  

Chain. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3/8 in. (9.5 mm) 3/8 in. (9.5 mm) 

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . low-proÞ le, semi-chisel low-proÞ le, semi-chisel 

Chain Oiler. . . . . . . . . . . . . . . . . . . . . . . . . . . . Automatic, gear-driven, Automatic, gear-driven, 

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . no oil at idle no oil at idle 

Chain Oil Capacity  . . . . . . . . . . . . . . . . . . . . . 7.4 oz. (.21 L) 7.4 oz. (.21 L) 

Fuel Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . 13.5 oz. (0.4 L) 11.8 oz. (0.35 L) 

Powerhead Wt.. . . . . . . . . . . . . . . . . . . . . . . . 9.1 lb. (4.1 kg) 9.5 lb. (4.3 kg)

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two-year consumer/120-day commercial  

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Lifetime on ignition

 . . . . . . . . . . . . . . . . CS46  CS52

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 45 cc 51.7 cc 

Bar Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16 or 18 in. (41 to 46 cm) 16 or 18 in. (41 to 46 cm)  

Chain. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .325 in. (8.3 mm) chisel .325 in. (8.3 mm) chisel  

Chain Oiler. . . . . . . . . . . . . . . . . . . . . . . . . . . . Automatic, gear-driven, Automatic, gear-driven, 

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . no oil at idle no oil at idle 

Chain Oil Capacity  . . . . . . . . . . . . . . . . . . . . . 9.6 oz. (.28 L) 9.6 oz. (.28 L) 

Fuel Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . 17.1 oz. (.57 L) 17.1 oz. (.57 L) 

Powerhead Wt.. . . . . . . . . . . . . . . . . . . . . . . . 11.5 lb. (4.9 kg) 11.7 lb. (5.3 kg) 

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two-year consumer/120-day commercial Two-year consumer/120-day commercial

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Lifetime on ignition Lifetime on ignition
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F E A T U R E S

PRO-SERIES™ HEAVY-DUTYCHAINSAWS

CS56/CS62

¥ Professional-duty saws with power-to-weight 
ratios among the best in class.

¥ Ergonomically designed for maneuverability, 
operating ease and comfort.

¥ Three-piece forged crankshaft and forged 
connecting rod for durability and strength.

¥ Progressive torque provides high-speed cutting 
and unexcelled productivity.

¥  Magnesium crankcase/clutch cover and 
aluminum front handle for durability and long life.

 ¥ Connecting rod is wafered to provide better 
bearing lubrication and heat dissipation.

¥ Semi-self-cleaning air Þ lter.

¥ No-oil-at-idle feature reduces oil consumption, 
keeps environment cleaner.

¥ Reference notches on housing promote safety 
and precision in felling operations.

¥ Decompression valve and primer bulb for easier 
starting in all weather.

¥ Inertia chain brake, guidebar safety tip and 
low-kickback chain for safer operation.

CS81

¥  The ultimate saws for all professional applica-
tions. The perfect combination of cutting speed, 
rugged durability and operator comfort in a 
reliable, easy-to-start package.

¥ Progressive torque provides high-speed cutting 
and unexcelled productivity.

¥  Three-piece forged crankshaft and forged 
connecting rod for durability and strength. 

¥ Connecting rod is wafered to provide better 
bearing lubrication and heat dissipation.

¥ No-oil-at-idle reduces oil consumption, keeps 
environment cleaner.

¥ Magnesium crankcase/clutch cover, three-piece 
forged crankshaft, and aluminum front handle for 
durability and long life.

¥ Electronic speed limiter (13,000 rpm) on CS81 
prolongs engine life under punishing conditions.

¥ Reference notches on housing promote safety 
and precision in felling operations.

¥ Decompression valve provides easier starting.

¥ Inertia chain brake, guidebar safety tip and 
low-kickback chain for safer operation.

¥ Semi-self-cleaning air Þ lter.

Bar Chain (12 to 36 inch)
Bar Scabbard (16 and 20 inch)
Carry Case
Chaps
Ear Muffs
File Handle
Flat File
File and Guide
Files (bulk) 
Grease Gun
Guidebars (16 to 28 inch)
Helmet
Safety Glasses (clear and tinted)
Sharpening Kit
Shields (clear and mesh)
Wedges (5, 8 and 10 inch)
Wide selection of arborist supplies

A D D  V E R S A T I L I T Y  W I T H :
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......................................... CS56 CS62

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .56.5 cc 61.5 cc

Bar Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .16 to 20 in. (41 to 51 cm) 16 to 20 in. (41 to 51 cm)

Chain. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0.325 in. (8.3 mm) 0.325 in. (8.3 mm)

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .chisel chisel

Chain Oiler. . . . . . . . . . . . . . . . . . . . . . . . . . . . .Adjustable, gear-driven, Adjustable, gear-driven,

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .no oil at idle no oil at idle

Chain Oil Capacity  . . . . . . . . . . . . . . . . . . . . . .11.8 oz. (.35 L) 11.8 oz. (.35 L)

Fuel Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . .23.7 oz. (.70 L) 23.7 oz. (.70 L)

Powerhead Wt.. . . . . . . . . . . . . . . . . . . . . . . . .12.6 lb. (5.7 kg) 12.4 lb. (5.6 kg)

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Two-year consumer/120-day commercial Two-year consumer/120-day commercial

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Lifetime on ignition Lifetime on ignition

..............................................................................CS81

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .80.7 cc

Bar Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .20 to 28 in. (51 to 71 cm)

Chain. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ..3/8 in. (9.5 mm)

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .chisel

Chain Oiler. . . . . . . . . . . . . . . . . . . . . . . . . . . . .Adjustable, gear-driven,

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .no oil at idle 

Chain Oil Capacity  . . . . . . . . . . . . . . . . . . . . . .14.8 oz. (.44 L)

Fuel Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . .29.8 oz. (.88 L) 

Powerhead Wt.. . . . . . . . . . . . . . . . . . . . . . . . .14.8 lb. (6.7 kg)

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Two-year consumer/120-day commercial 

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Lifetime on ignition
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F E A T U R E S

HR SERIESGENERATORS

¥  High-performance Subaru industrial engine 
equipped with low-oil shutdown protection.

¥  Optimum cooling system and silent mufß er 
provide quiet operation.

¥  Removable side panels for easy maintenance.

¥  0.93-gallon fuel capacity.

¥  Inverter technology reduces size, weight, noise 
and fuel consumption (HR-G1700i).

¥  Inverter converts DC current into standard 
household AC current (HR-G1700i).

¥  CSA listed. 

¥  One-year warranty.
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S P E C I F I C A T I O N S

HR-G1100 HR-G1700i

Max. AC Output  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,100 watts 1,650 watts

Rated AC Output  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 900 watts 1,350 watts

Horsepower/Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . 2.0/86 cc 2.8/86 cc

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Subaru Subaru

Engine Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . OHC/OHV OHC/OHV

Alternator Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Brushless Inverter

Frequency (Hertz)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60 60

Voltage. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 120V 120V

Max. Amps (120V/240V) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.2 13.8

Cont. Amps (120V/240V)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7.5 11.2

Voltmeter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No No

Receptacles* . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . A A

Main Circuit Breaker†  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . J K

Low Oil Shutdown. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yes Yes

Rated Speed (rpm). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3,600 4,200

Starting System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Recoil Recoil

Decibel Rating. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 59 59

Idle Control . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No Yes

Fuel Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.93 gal./3.5 liter 0.93 gal./3.5 liter

Run Time (At Full Load) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.5 hours 3.5 hours

Fuel Gauge  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No No

Full Power Switch  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No No

Dry Weight (lb./kg)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 56.1/25.5 45.2/20.5

Spark Arrestor  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yes Yes

Wheel Kit. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No No

Lifting Hook. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No No

Hour Meter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No No

Battery Charging  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yes Yes

CSA Listed. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yes Yes

Fuel Shutoff Valve. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yes Yes

Warranty  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 year 1 year

Noise level tested at seven meters 
(75% load). Rating represents minimum 
noise level reading.

* Receptacles
A Ð 120V, 20A GFCI duplex
B Ð 120V/240V, 20A twist lock
CÐ 120V, 30A twist lock
DÐ 120V/240V, 30A twist lock

† Circuit Breakers
EÐ 20A push-button 
FÐ 20A toggle circuit breaker, single pole
GÐ 20A toggle circuit breaker, double pole
H Ð 30A toggle circuit breaker, single pole
I Ð 30A toggle circuit breaker, double pole
J Ð 120V, 20A duplex 
K Ð 120V, 20A duplex with electronic protection
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F E A T U R E S

AC SERIESGENERATORS

¥ High-performance Honda and Subaru industrial 
engines equipped with low-oil shutdown 
protection (electric start option available on 
6.0- to 8.0-kW models).

¥ Heavy-duty wrap-around frame with 1-in. 
tubing and low-proÞ le, compact design 
(excludes HR models).

¥ Large 5.7- and 7.3-gallon fuel tanks with 
easy-to-read fuel gauge on 4- to 8-kW models.

¥ Powder-coated outside, zinc-plated inside to 
prevent rusting.

¥ Easy-access and protected control panel 
with magnetic circuit breakers; GFCI-protected 
receptacles.

¥ CSA listed.

¥ Circuit breaker protected.

¥ Large, low-tone mufß ers with industrial air clean-
ers to reduce noise to lowest levels possible.

¥ 120/240V full-power/full-time dual voltage on 
6.0- to 8.0-kW models.

¥ Fuel shutoff valve standard on AC models.

Lifting Hook
Wheel Kit
Electric Start

A D D  V E R S A T I L I T Y  W I T H :
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AC-G2500S AC-G3000H AC-G4000H AC-G4000S AC-G5000S A C-G6000H AC-G6000S AC-G7500H AC-G8000S

Max. AC Output  . . . . . . . . . 2,500 watts 3,000 watts 4,000 watts 4,000 watts 5,000 watts 6,000 watts 6,000 watts 7,500 watts 8,000 watts

Rated AC Output  . . . . . . . . 2,200 watts 2,450 watts 3,500 watts 3,500 watts 4,400 watts 5,000 watts 5,000 watts 6,500 watts 6,900 watts

Horsepower/

Displacement. . . . . . . . . 4.5/126 cc 5.5/163 cc 8.0/242 cc 7.0/211 cc 9.0/265 cc 13.0/389 cc 13.5/404 cc 13.0/389 cc 13.5/404 cc

Engine. . . . . . . . . . . . . . . . . . Subaru Honda Honda Subaru Subaru Honda Subaru Honda Subaru

Engine Type. . . . . . . . . . . . . OHC/OHV OHV OHV OHC/OHV OHC/OHV OHV OHC OHV OHC

Alternator Type. . . . . . . . . . Brushless Brushless Brushless Brushless Brushless Brushless Brushless Brushless Brushless

Frequency (Hertz)  . . . . . . . 60 60 60 60 60 60 60 60 60

Voltage. . . . . . . . . . . . . . . . . 120V 120V 120V/240V 120V/240V 120V/240V 120V/240V 120V/240V 120V/240V 120V/240V

Max. Amps 

    (120V/240V)  . . . . . . . . . . . 20.8 25 33.3/16.7 33.3/16.7 41.7/20.8 50.0/25.0 50.0/25.0 62.5/31.25 66.7/33.3

Cont. Amps 

    (120V/240V)  . . . . . . . . . . . 18.3 20.4 29.2/14.6 29.2/14.6 36.7/18.3 41.7/20.8 41.7/20.8 54.2/27.1 57.5/28.75

Voltmeter. . . . . . . . . . . . . . . No No No No No Yes Yes Yes Yes

Receptacles* . . . . . . . . . . . A A A(2), B, C A(2), B, C A(2), B, C A(2), C, D A(2), C, D A(2), C, D A(2), C, D

Main Circuit Breaker†   . . E E F(2), G, H F(2), G, H F(2), G, H A(2), B, C A(2), B, C F(2), H, I F(2), H, I

Low Oil Shutdown. . . . . . . Yes Yes Yes Yes Yes Yes Yes Yes Yes

Rated Speed (rpm). . . . . . . 3,600 3,600 3,600 3,600 3,600 3,600 3,600 3,600 3,600

Starting System  . . . . . . . . . Recoil Recoil Recoil Recoil Recoil Recoil/ Recoil/ Recoil/ Recoil/

 . . . . . . . . . . . . . . . . . . . . . . . .      elec. option elec. option elec. option elec. option

Decibel Rating. . . . . . . . . . 72 74.8 75.7 74 73.8 77.1 77.4 80 78.2

Idle Control . . . . . . . . . . . . . No No No No No Yes Yes Yes Yes

Fuel Capacity  . . . . . . . . . . . 0.66 gal./2.49 liter 0.95 gal./3.59 liter 5.7 gal./21.50 liter 5.7 gal./21.50 liter 5.7 gal./21.50 liter 7.3 gal./27.63 liter 7.3 gal./27.63 liter 7.3 gal./27.63 liter 7.3 gal./27.63 liter 

Run Time (At Full Load)  . . 2.0 hours 2.7 hours 9.3 hours 9.3 hours 6.8 hours 8.0 hours 7.9 hours 6.9 hours 6.7 hours

Fuel Gauge  . . . . . . . . . . . . . No No Yes Yes Yes Yes Yes Yes Yes

Full Power Switch  . . . . . . No No Yes Yes Yes No No No No

Dry Weight (lb./kg)  . . . . . . 105/48 107/49 174/79 147/67 165/75 231/105 230/104 246/112 245/111

Spark Arrestor  . . . . . . . . . . Yes Yes Yes Yes Yes Yes Yes Yes Yes

Wheel Kit. . . . . . . . . . . . . . . No No Optional Optional Optional Optional Optional Optional Optional

Lifting Hook. . . . . . . . . . . . . No No Optional Optional Optional Optional Optional Optional Optional

Hour Meter  . . . . . . . . . . . . . No No No No No Yes Yes Yes Yes

Battery Charging  . . . . . . . . No No No No No No No No No

CSA Listed. . . . . . . . . . . . . . Yes Yes Yes Yes Yes Yes Yes Yes Yes

Fuel Shutoff Valve. . . . . . . Yes Yes Yes Yes Yes Yes Yes Yes Yes

Warranty  . . . . . . . . . . . . . . . 2 year 2 year 2 year 2 year 2 year 2 year 2 year 2 year 2 year

S P E C I F I C A T I O N S

Noise level tested at seven meters 
(75% load). Rating represents minimum 
noise level reading.

* Receptacles
A Ð 120V, 20A GFCI duplex
B Ð 120V/240V, 20A twist lock
CÐ 120V, 30A twist lock
DÐ 120V/240V, 30A twist lock

† Circuit Breakers
EÐ 20A push-button 
FÐ 20A toggle circuit breaker, single pole
GÐ 20A toggle circuit breaker, double pole
H Ð 30A toggle circuit breaker, single pole
I Ð 30A toggle circuit breaker, double pole
J Ð 120V, 20A duplex 
K Ð 120V, 20A duplex with electronic protection
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