
GOLF & TURF EQUIPMENT



Superintendents around the world are discovering 
the cut quality and peace of mind of the 2500E 
Hybrid Riding Greensmower.  This industry-
exclusive electric cutting system saves on fuel and 
reduces operating noise. Yet it can still handle yo ur 
toughest scalping and verti-cutting jobs. There•s a 

Less Leaks. Less Noise. Less Fuel.

controller for every reel…three in all…so it•s easy  to 
maintain consistent speeds, as well. And with extra s 
like a tilt-steering wheel and self-diagnosis, the only 
question you•ll have about the 2500E is: •what took 
me so long to try it?•. Call your local John Deere 
distributor or 1-800-537-8233 for a demo.

www.JohnDeere.com

Not just tested more. 
Trusted more.

•We•re in our second season 
with the 2500E•s and we can•t even “ nd 

a drip mark on the shop ” oor.Ž
Ian Martinusen € Superintendent

Breezy Bend CC € Winnipeg € Manitoba



GOLF& TURFEQUIPMENT.
ONESOURCE.

FAIRWAY
MOWERS
The John Deere Lightweight Fairway 
Mowers and 1905 Large-Area Reel 
Mower offer high productivity, 
outstanding quality of cut from our 
ESP cutting units, and an industry 
standard for operator comfort. 

ROUGH MOWERS
As the first independent deck rotary 
mower made for the rough, the 
John Deere 3245C offers a unique 
combination of power, efficiency 
and ease of use. The 2653B Trim & 
Surrounds Mower features wide, 
low-profile turf tires and hydrauli-
cally driven reels.

GREENS MOWERS
The 2500B Riding Greens Mower 
contains a patented offset cutting 
design, which eliminates 
“triplex” ring. The 2500E Hybrid 
Riding Mower uses an exclusive 
design that drives the cutting unit 
with electric reel motors. Our 18-, 
22-, and 26-inch C-Series Walk-Behind 
Greens Mowers feature reliable 
dual-chain drive system for years of 
continuous service.

UTILITY
VEHICLES
Our new Gator™ TX Turf has a 
stop-on-a-dime, all-wheel hydraulic 
disc brake design. The 2020A and 
2030A ProGator™ Utility Vehicles 
are designed with a removable 
cargo box to allow a large number 
of attachments. The Gator™ TE is a 
quiet, powerful and comfortable utility 
vehicle. 

DEBRIS
MAINTENANCE
& AERATION
EQUIPMENT
The John Deere TC125 Collection 
System can easily pickup and dump 
most debris with ease. The CP48 
Core Pulverizer sweeps up cores 
and pulverizes them back into loose 
soil. And our line of Aercore aerators 
have revolutionized the industry with 
their patented Flexi-link® design.

The John Deere One Source™ program represents a true 

full-service platform that can provide all the needs a 

superintendent requires—going well beyond the lineup of 

exceptional equipment the industry has come to expect 

from John Deere. While One Source includes all the equip-

ment, parts, service and maintenance support John Deere is 

known for, it also includes irrigation and drainage expertise, 

landscaping products and supplies, and financial programs. 

One Source represents strategic partnerships with dozens 

of the industry’s most respected suppliers in the irrigation, 

seed, fertilizer and drainage fields.

Official Golf Course Equipment Supplier. 
The U.S. Open. The British Open. The PGA TOUR. The most 
prestigious tournaments in golf. And the largest association of 
professional golfers in the world. John Deere knows them all. In 
1997, the PGA TOUR and John Deere joined forces and came up 
with a monumental agreement that changed both parties. John 
Deere would become the official golf course equipment sup-
plier of all PGA TOUR owned and operated Tournament Players 
Club (TPC) courses. John Deere also agreed to become the title 
sponsor of the PGA TOUR event—the John Deere Classic. This 
agreement was amended in 2003, extending Deere as equipment 
supplier through 2014, and as the title sponsor of the John Deere 
Classic through 2010.  In 2004, John Deere also became the offi-
cial One Source provider to the PGA TOUR.

All of this equipment is available exclusively through our 
dedicated Golf & Turf One Source distributor network. For the 
location of the distributor near you, simply call 1-800-537-8233.

A COMPLETE LINEUP, 
FROM TEE TO GREEN. 
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F E A T U R E S

3225CAND3235C LIGHTWEIGHT
FAIRWAYMOWERS

• The 3235C and 3235C machines come with 22-in. 
standard bedknife to reel cutting units. These 
standard cutting units have larger reel motors than 
those on previous models and can be used for 
scalping operations. These are the same cutting 
units and reel motors used on the 2500B Riding 
Greens Mower and have the same Quik-Tatch
feature.

• Yokes and ball joints come with the 3225C or 3235C 
that are outfitted with the standard cutting units. 
There are few wear points with the yoke/ball joint 
system and cutting units can be easily removed 
for servicing.

• Rotate for service cutting unit suspension (RFS) is 
included on the 3225C and the 3235C machines 
that are equipped with ESP cutting units. With the 
patented RFS feature, you can service the cutting 
units without removing them from the machine. The 
cutting unit can also be easily removed by remov-
ing the front retaining pin.

• The backlap valve used on the 3225C and 3235C 
units are the same ones used on the 2500B Riding 
Greens Mower and 2653A Trim & Surrounds Mower. 
These backlap valves are more efficient and have a 
positive stop design that eliminates reel creep when 
turning off the reel after mowing.

• A Fairway Tender Conditioner, which includes 
a rear roller power brush is available for use on 
standard cutting units as well as ESP cutting units. 
The conditioner/brush attachment improves the 
condition of the turf by reducing thatch and stand-
ing the grass up prior to cutting. This combination 
grooming attachment also improves grass-clipping 
dispersal and reduces clumping in fairways. 

• The Standard Fairway Tender Conditioner with rear 
roller power brush can be used on 3225C or 3235C 
units outfitted with standard cutting units. The ESP 
Fairway Tender Conditioner with rear roller power 
brush can only be used on the 3225C and the 3235C 
machines with ESP cutting units.

• The Rear Roller Power Brush attachment keeps the 
cutting unit rear roller free from material buildup 
when mowing on fairways. Material buildup on 
the rear roller can affect the height of cut. There 
is a Rear Roller Power Brush for use on standard 
cutting units as well as one for use on ESP cutting 
units. Fairway Tender Conditioners come standard 
with the rear roller power brush.

• On the 3225C and 3235C machines with ESP cutting 
units, the reel motors have an inline design. With 
the inline reel motor configuration, all hydraulic 
lines enter and exit at the top of the reel motor. This 
arrangement is a more efficient and cleaner design 
that improves the flow to the reel motor.

• The 3225C is equipped with a 38.5 gross HP (32 Net) 
John Deere liquid-cooled diesel engine; the 3235C 
is equipped with a 48.5 gross (41 Net) John Deere 
liquid-cooled turbocharged diesel engine.

• 2-post roll guard ROPS Standard on all "C" Models.

• Larger capacity oil cooler is standard equipment 
on all "C" models for heavy duty mowing conditions 
with high ambient temperatures or when operating 
under heavy load conditions such as scalping for 
overseeding or verticutting. Swings out for ease of 
cleaning.

• Standard 50-watt halogen headlights for increased 
visibility during early morning work hours.

• The 3225C with standard and ESP cutting units will 
be available with 4-wheel assist as field installed 
attachment kit; the 3235C with standard cutting 
units will be available with 4-wheel assist as a field 
installed attachment kit.

• The 3225C has a new hood constructed of a strong, 
flexible composite material with streamlined styling 
and decals. This new hood improves the appear-
ance, noise level, durability and aerodynamics of 
all machines. 

• 3225C has a maximum mow speed of 7 mph and a 
maximum transport speed of 11 mph; 3235C has a 
maximum mow speed of 7.0 mph and a maximum 
transport speed of 11 mph. 

• 18-gallon fuel capacity on board for all-day 
operation.

• The operator's platform has been designed to 
provide maximum comfort and convenience for 
the operator. All of the controls are located at the 
operator's fingertips on the right hand console. All 
controls are moved forward to put them into use.

• The cutting units are lifted and lowered by a single 
lever joystick. The joystick is designed to have a light 
touch to operate by pushing it forward to lower the 
cutting units or pulling it back to raise them.

• All "C" models are available with optional cruise 
control to maintain desired forward speed without 
foot pressure.

• The height of cut range for the reel cutting units is 
std. 7-blade 0.25 in. to 1.125 in., ESP 10-blade 0.25 
in. to 0.625 in., ESP 8-blade 0.375 in. to 3.0 in., ESP 
5-blade 0.75 in. to 3.0 in.

Grass Catchers 
5-, 8-, and 10-Blade ESP™ Cutting Units
7-Blade Standard Cutting Unit
Hydraulic Down-Pressure Kit 
Vertical Cutting Units (standard and ESP) 
Tournament Bedknife
Light Kit
Roller Scrapers 
Skidshoes (ESP units only)
4-Post ROPS Kit, Canopy 
4-Wheel-Assist Conversion Kit 
Front Rollers (Spiral, Machine Grooved,
 and Heavy-Duty Grooved)
Fairway Tender Conditioners
Rear Roller Power Brush

A D D  V E R S A T I L I T Y  W I T H :
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  3225C  3235C  

Engine:
 Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . John Deere Series 220 Turbo  John Deere Series 220 Turbo 

Horsepower:
 Maximum Rated Horsepower. . . . . . . . . . . . . . . . . . . . . . . . . . 38.5 hp (28.3 kW) 48.5 hp (36.2 kW) 
 Governed @ 2,800 rpm . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32 hp (24 kW) 41 hp (30.6 kW)
Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 3
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 91.3 cu. in. (1496 cc) 91.3 cu. in. (1496 cc)
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-stage dry element 2-stage dry element
Fuel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Diesel Diesel 
Cooling System. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Liquid centrifugal pump Liquid centrifugal pump

Vehicle:
Traction Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic pump to wheel motors Servo-controlled hydrostatic pump to wheel motors 
Reel-Drive Pump . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Tandem-gear pump Tandem-gear pump
Hydrostatic System Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12 U.S. gal. (45.4 L) 12 U.S. gal. (45.4 L) 
Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18 U.S. gal. (66.6 L) 18 U.S. gal. (66.6 L) 
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic power Hydrostatic power 
Front Drive Tires  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26x14-12 turf  26x14-12 turf
Steering Tires  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20x10-8 turf 20x10-8 turf 
Ground Pressure. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 psi 12 psi 
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Disc Disc
ROPS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard
Operating Weight Wet, Full Fuel, Less Operator
 7-Blade Standard Cutting Units Lowered. . . . . . . . . . . . . . . . 2,236 lb. (1014 kg) 2,357 lb. (1069 kg)
 8-Blade ESP Cutting Units Lowered  . . . . . . . . . . . . . . . . . . . . 2,400 lb. (1088 kg) 2,546 lb. (1155 kg)

Controls:
Throttle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hand throttle at operator’s right Hand throttle at operator’s right 
Forward/Reverse. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-pedal 2-pedal 
Mower Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One-touch single handle  “One-touch” single handle 
Parking Brake  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hand lock for foot pedal Hand lock for foot pedal 
Seat . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Deluxe suspension  Deluxe suspension 
PTO  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hand lever located on command arm Hand lever located on command arm
4WD. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (Optional) Electric switch located on operator control (Optional) Electric switch located on operator control 
  arm; engages automatically in mow arm; engages automatically in mow
Tilt Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard Standard

Dimensions (Approximate):
Height with ROPS  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 78.2 in. (198.6 cm) 78.2 in. (198.6 cm) 
Length with Catchers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 110 in. (279.4 cm) 110 in. (279.4 cm)
Transport Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 86.5 in. (219.7 cm) 86.5 in. (219.7 cm) 
Mowing Position Width . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100 in. (254 cm) 100 in. (254 cm) 
Ground Speed:
 Mowing. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-7 mph (0-11 km/h) 0-7.0 mph (0-11 km/h) 
 4WD Mow Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-6.5 mph (0-10.4 km/h) 0-7.0 mph (0-11 km/h) 
 Transport. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-11 mph (0-17.6 km/h) 0-11 mph (0-17.6 km/h) 
 Reverse. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-5 mph (0-6.4 km/h) 0-5 mph (0-6.4 km/h) 

Mower:
Number. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5 5
Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22 in. (55.9 cm) 22 in. (55.9 cm) 
Total Width of Cut . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100 in. (254 cm) 100 in. (254 cm)
Height of Cut:
 7-blade std  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.25-1.125 in. (6.4-28.5 mm) 0.25-1.125 in. (6.4-28.5 mm)
 10-blade ESP  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.25-0.625 in. (6.4-15.6 mm) 0.25-0.625 in. (6.4-15.6 mm)
 8-blade ESP  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.375-3 in. (9.5-76.2 mm) 0.375-3 in. (9.5-76.2 mm)
 5-blade ESP  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.75-3 in. (19.0-76.2 mm) 0.75-3 in. (19.0-76.2 mm)
Frequency-of-Clip (FOC):
 7-blade std.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.060 in./mph (1.5 mm/km/h) N/A
 10-blade ESP  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.067 in./mph (1.70 mm/km/h) 0.067-in./mph (1.70 mm/km/h)
 8-blade ESP  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.084 in./mph (2.14 mm/km/h) 0.084-in./mph (2.14 mm/km/h)
 5-blade ESP  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.134 in./mph (3.41 mm/km/h) 0.134-in./mph (3.41 mm/km/h)
 Rollers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 in. (5.1 mm) front and rear 2 in. (5.1 mm) front and rear
  3 in. (7.6 mm) optional 3 in. (7.6 mm) optional
Reel Diameter (Std. Cutting Unit) . . . . . . . . . . . . . . . . . . . . . . . . . . 5 in. (12.7 cm) 5 in. (12.7 cm) 
Reel Diameter (ESP Cutting Unit). . . . . . . . . . . . . . . . . . . . . . . . . . 7 in. (17.8 cm) 7 in. (17.8 cm)

Sound Levels:
 Operator ear.  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 88 dB (A) 87 dB (A)
 Measuring standard . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ISO 11201 ISO 11201
 Attachments installed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ESP Cutting Units, FTC's, Power Brushes,  ESP Cutting Units, FTC's, Power Brushes,
  Reels Engaged Reels Engaged

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two-year limited Two-year limited

S P E C I F I C A T I O N S
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F E A T U R E S

3245C INDEPENDENTDECKMOWER

• The 3245C is equipped with a 48.5 gross         
John Deere liquid-cooled turbocharged diesel 
engine.

• 2-post roll guard ROPS Standard on all "C" Models.

• Larger capacity oil cooler is standard 
equipment on all "C" models for heavy duty mow-
ing conditions with high ambient temperatures 
or when operating under heavy load conditions. 
Swings out for ease of cleaning. 

• The 3245C has factory-installed 4-wheel-assist as 
standard equipment.

• Standard 50-watt halogen headlights for 
increased visibility during early morning 
work hours.

• The 3245C has 26x12-12 Turf Trac R/S drive tires 
and 20x10-8 Turf rear steering tires.

• Has a new hood constructed of a strong, flexible 
composite material with streamlined styling and 
decals. This new hood improves the appearance, 
noise level, durability, and aerodynamics of all 
machines.

• Maximum mow speed for the 3245C is a 
productive 7 mph and maximum transport 
speed is 11 mph.

• All hard lines (hydraulic) under the machine for 
increased service life and space.

• Control module is visible while on the seat.

• 18-gallon fuel capacity on board for all-day 
operation.

• The operator's platform has been designed to 
provide maximum comfort and convenience for 
the operator.

• All of the controls are located at the operator's 
fingertips on the right hand console.

• All controls are moved forward to put them 
into use.

• There is a drink holder built into the console for 
the operator's convenience and can also serve 
as a two-way radio holder.

• The cutting units are lifted and lowered by a 
single lever joystick. The joystick is designed to 
have a light touch to operate by pushing it for-
ward to lower the cutting units or pulling it back 
to raise them.

• The tilt steering column has over 15 inches of 
travel to allow the operator to adjust to the most 
comfortable position.

• Two pedal foot controls allow the operator to 
select speed and direction with just a touch of 
the toe.

• All "C" models are available with optional cruise 
control to maintain desired forward speed with-
out foot pressure.

• For superior ground contour following ability and 
cutting performance, the 3245C has five, 21-inch 
independent rotary discharge decks for a total 
cutting width of 88 inches.

• The height of cut range is from one to four inches 
in 1/4" increments. Height of cut is quick and easy 
to change with no required tools.

• Deck construction consists of 10-gauge steel 
with two five-inch wide front rollers and one solid 
rear roller for attractive striping.

• An optional mulching kit is available.

A D D  V E R S A T I L I T Y  W I T H :
Mulch Kit
Light Kit
Rear Roller Scraper Kit
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  3245C

Engine:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .John Deere Series 220 Turbo
Horsepower:
 Maximum Rated Horsepower. . . . . . . . . . . . . . . . . . . . . . . . . .48.5 hp (36.2 kW)
Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .91.3 cu. in. (1496 cc)
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2-stage dry element
Fuel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Diesel
Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Liquid centrifugal pump

Vehicle:
Traction Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Servo controlled hydrostatic pump to wheel motors
Deck Drive Pump  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Tandem gear pump
Deck Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Direct coupled hydraulic gear motor
Hydrostatic System Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12 U.S gal. (45.4 L)
Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .18 U.S gal. (68.1 L)
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hydrostatic power
Front Drive Tires  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .26x12-12 Turf Trac R/S
Steering Tires  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .20x10-8 turf
Ground Pressure. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12 PSI
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Disc brakes
Operating Weight Wet   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3,026 lb. (1373 kg)
 (Cutting Units Raised)

Controls:
Throttle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hand located on operator control console
Forward/Reverse. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2 pedal
Mower Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Single hand lever located on operator control arm
Parking Brake  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hand lock for foot pedal
Seat . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Deluxe suspension 
PTO  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hand lever located on command arm
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Independent turn brakes
4WA. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Electric switch located on operator control arm 
  Engages automatically in mow
ROPS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard
Tilt Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard

Dimensions:
Height with ROPS  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .78.2 in. (1.98 m)
Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .110 in. (2.79 m)
Transport Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .88 in. (2.23 m)
Mowing Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .88 in. (2.23 m)
Ground Speed:
 Mowing. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0-7 mph (0-11.5 km/h)
 Transport. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0-11 mph(0-17.6 km/h)
 Reverse. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0-5 m mph (0-6.4 km/h)

Cutting Units:
Cutting Deck Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .21 in. (53.3 cm)
Height of Cut Range . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1-4 in. (2.54 cm-10.2 cm)
Deck Construction  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .10-gauge steel
Blade Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .15,000 ft./min.
Rear Roller Diameter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3 in. (7.6 cm)
Front Rollers. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .(2) 4 in. (10.2 cm) dia, 5 in. (12.7 cm) wide front

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Two-year limited
Certification. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .CE and ANSI B71.4-1999

Options Available:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Light kit      

  Cruise control    
  4-post ROPS kit
  Mulch kit    
  Canopy
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F E A T U R E S

2653B TRIM AND SURROUNDSMOWER

• The 2653B Trim and Surrounds Mower has been 
designed to meet the needs of golf course super-
intendents and other turf grass professionals who
put a high value on durability, performance, and 
quality of cut.

• The standard configuration of the 2653B includes 
an 18-horsepower, liquid-cooled diesel engine; 
Micro-Lap backlapping; 3WD; and power steering. 

• The hydraulic system capacity features an oil 
cooler as standard equipment. 

• Micro-Lap backlapping valve is the same as the 
one used on the 3225C/3235C and 2500B Riding 
Greens Mower and is factory installed.

• Two-year warranty.

• Roll over protection structure and seat belts standard. 

• The three-cylinder diesel 2653B Trim and 
Surrounds Mower has extended its already pow-
erful hydraulic system beyond the ESP™ (Extra 
Strength and Precision) cutting units. The 2653B 
features a powerful hydraulic drive system, pro-
viding equal traction to all wheels and eliminating 
the need for weight transfer.  

• The Tier-III-compliant engine uses rubber isola-
tors on valves and hydraulic hard lines to further 
reduce vibration for better sound reduction.

• The redesigned 2653B keeps operators mowing 
longer with Sit-On-Seat Diagnostics, plus more 
room between the comfortable seat and steering 
wheel. Every operator control—complete with 
bilingual diagnostic codes—is positioned in sight 
on the console.

• The redesigned, U-shaped hydraulic tank and 
dipstick are easily accessed from the back.
Plus, the hydraulic cooler and fan belt are now 
designed for quicker clean up and repair.   

• Both the 26-inch and 30-inch cutting units roll 
on and off mounting arms quickly and easily for 
routine service.   

• The 2653B features increased legroom (four inches 
on the standard seat and two inches on the 
deluxe seat) to ensure all-day operator comfort.

Roller Scrapers (Smooth and Grooved)
Front Rollers (Smooth, Spiral, and
 Heavy-Duty Grooved)
Deluxe Seat Kit
Grass Catchers
Light Kit
Skidshoes
Tournament Bedknife (1�4 Inch)
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  2653B Trim and Surrounds Mower

Engine:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yanmar IDI Diesel TNV70-XJGM
Fuel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Diesel
Engine Power (Gross)  . . . . . . . . . . . . . . . . . . . . 19.6 hp (14.6 kW)
Engine Power (Net)  . . . . . . . . . . . . . . . . . . . . . . 19.1 hp (14.2 kW)
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dual-stage, restriction indicator
Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Liquid
Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Full-flow filter
Engine Oil Capacity. . . . . . . . . . . . . . . . . . . . . . . 3.1 U.S. qt. (3.0 L)
Pressurized Lubrication System. . . . . . . . . . . . Standard
Number of Cylinders. . . . . . . . . . . . . . . . . . . . . . 3
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . 52.1 cu. in. (854 cm2)

Machine
Wheels and Tires:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard turf
 Front. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20x10-10
 Rear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20x10-8
Braking System. . . . . . . . . . . . . . . . . . . . . . . . . . 2-wheel disc hand controlled park brake ;
  Dynamic braking through closed loop traction system
Mowing Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . 0 to 5 mph (0 to 8 km/h)
Transport Speed  . . . . . . . . . . . . . . . . . . . . . . . . . 0 to 8.5 mph (0 to 13.7 km/h)
Reverse Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . 0 to 3 mph (0 to 4.8 km/h)
Ground Clearance. . . . . . . . . . . . . . . . . . . . . . . . 5.5 in. (14 cm)
Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . . . 7.4 U.S. gal. (28 L)
Hydraulic Reservoir Capacity . . . . . . . . . . . . . . 5.5 U.S. gal. (20.8 L)

Wheel Motor and Reel Drive:
Drive Wheels . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic, standard 3WD
Traction Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . Full-time three-wheel-drive Reduce Slip System
Implement and Reel Pump  . . . . . . . . . . . . . . . . Gear
Reel Control Valves  . . . . . . . . . . . . . . . . . . . . . . Micro - Backlap valve with reel speed control
Filtration  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10-micron
Cutting Unit Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . 2 hydraulic cylinders

Operator Controls:
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic power steering
Lift and Lower of Cutting Units   . . . . . . . . . . . . One touch hand controlled
Mower Engagement. . . . . . . . . . . . . . . . . . . . . . Hand
Throttle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hand
Park Brake . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hand
Hydrostatic Speed:
 Forward. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Foot
 Reverse. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Foot
Ignition  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Key switch controlled glow plug

Instrumentation:
Engine Oil Pressure  . . . . . . . . . . . . . . . . . . . . . . LED Warning light
Alternator . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . LED Warning light
Hydraulic Oil Temperature  . . . . . . . . . . . . . . . . LED Warning light
Engine Coolant Temperature  . . . . . . . . . . . . . . LED Warning light

Electrical and Safety Interlocks
Diagnostics  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . On Board Diagnostics with the White Box, Controller
  and (SOS) Sit-On-Seat Diagnostics
Safety Interlock Switches. . . . . . . . . . . . . . . . . Neutral start switch, operator presence switch (in seat),
  mow/transport switch, park brake set switch       

switch, park-brake-set switch

Weight and Dimensions:
Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 55 in. (140 cm)
Tread Width . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 52 in. (132 cm)
Mowing Position Width . . . . . . . . . . . . . . . . . . . 72 in. (183 cm), or 84 in. (213 cm)
Turning Radius, Uncut Circle  . . . . . . . . . . . . . . 20 in. (50.8 cm)
Weight (Full Fluids, No Operator, No Fuel)   . . . 1,903 Ib. (863.1 kg)
 26 in. Units Raised
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Mower:
Number. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 reel cutting units
Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26 in. (66 cm) std. or
  30 in. (76 cm) opt.
Number of Blades. . . . . . . . . . . . . . . . . . . . . . . . 5 or 8
Backlapping. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard
Clip Frequency. . . . . . . . . . . . . . . . . . . . . . . . . . . 5 blade cutting units,
  0.201 mph; 8 blade
  cutting units, 0.126 mph
Front Rollers. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Optional—grooved,
  solid or spiral
Reel Diameter  . . . . . . . . . . . . . . . . . . . . . . . . . . . 7 in. (17.8 cm)
Bedknife Adjustment  . . . . . . . . . . . . . . . . . . . . . Reel-to-bedknife
Certification . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ANSI B71.4-2004
  2-Post SAE J21294 Roll
  Over Protection Structure
  with Seat Belts meets
  pending ISO 21299 standard.
  Yanmar Engine Meets EPA
  Tier 2, Interim Tier 4 and
  Tier 4.

Sound Levels
Operator Ear  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 87 dB(A)
Measuring Standard  . . . . . . . . . . . . . . . . . . . . . ISO 11201
Attachments Installed  . . . . . . . . . . . . . . . . . . . . Reels engaged



F E A T U R E S

2500B RIDING GREENSMOWER

• The 2500B Riding Greens Mower is designed to 
meet the demanding needs of gold course super-
intendents and other turf grass pro fessionals 
who place a high value on quality of cut, ease of 
operation, and convenience of service.

• This greens mower can be ordered with either a 
liquid-cooled Kawasaki gas engine or a Yanmar 
diesel engine.

• Hood tilts back for easy engine servicing. Daily 
service checks are all done from the left side of 
the machine. All fluid levels are easy-to-see and 
easy-to-check. Quik-Tatch cutting units and 
cutting unit motors provide easy removal for daily 
service or maintenance.

• Operator stations includes a 5-position steering 
wheel, an ergonomically designed adjustable 
seat, and a combination cup and radio holder 
mounted in the control console. The controls 
for the throttle, cutting unit engagement and 
lift/lower lever are conveniently located at the 
operator’s fingertips. Simplified operation–all 
controls forward for mow, all back for stop.

• The hydraulic system has been designed to 
provide excellent reliability and durability by 
maximizing the use of hydraulic tubing, and using 
components with higher efficiency and capacity. 
The lines for the cutting unit motor drive circuits 
are attached to bulk head fittings for ease of ser-
vice. The lift system has its own separate pump 
section to provide responsive cutting unit lift and 
lower that is independent of the steering circuit.

• Patented offset cutting unit design provides the 
operator with a clear view of the center cutting 
unit. The offset design allows the operator to 
reverse the direction of the cleanup cut, resulting 
in a reduced wear traffic pattern. Triplex ring is 
reduced since the turf has more recovery time 
between cuts.

• The 2500B Riding Greens Mower can be equipped 
with either 11-blade cutting units or 7-blade 
heavy-section cutting units. The 7-blade heavy-
section cuttings units are the same ones used on 
the 3225C and 3235C. 

• These cutting units also feature a bedknife-to-
reel design. All of the adjustments can be 
performed with one 16mm wrench, and are 
positioned for easy access by the technician. 
Onboard backlapping can be performed on this 
machine with the standard backlapping valve kit.

• Cutting unit rollers are available in either smooth, 
machined grooved, or spiral grooved with spiral
endcaps. Greens TenderTM conditioners and rear 
roller power brushes are available as optional 
attachments.

• Two-year warranty.

Greens TenderTM    Conditioners
Rear Roller Power Brushes
Vertical Cutting Units
Smooth Roller Scrapers (3)
Greens Mower Convenience Kit
Operator Video and Gauge Bar Kit
Foot-Operated Mow/Lift Controls
CE Certification Kit
Third Wheel Assist
Smooth Front Roller
Extended Machined-Grooved Front        
    Roller with Solid End Caps
Continous Machined-Grooved Front Roller
Spiral-Grooved Front Roller with Spiral 
    End Caps
Bedknives
Armrest Kit
Dew Whip Kit
Cutting Unit Top Extension
Light Kit
Rear Grass Catcher Light Kit
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  2500B Riding Greens Mower

Engine*:
Type 
 Gas Model  . . . . . . . . . . . . . . . . . . . . . . . . . Kawasaki FD 620D, V-twin, OHV 4-cycle
 Diesel Model  . . . . . . . . . . . . . . . . . . . . . . . Yanmar IDI Diesel TNV70-XJGM

Horsepower
 Gas HP  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 19.9 hp (14.8 kW) per SAEJ1995
 Diesel HP  . . . . . . . . . . . . . . . . . . . . . . . . . . 19.6 hp (14.6 kW) per SAEJ1995 @ 3,000 RPM
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . Semi-cyclone, dry-type, dual-stage
Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Liquid
 Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . Full-flow filter
 Engine Oil Capacity. . . . . . . . . . . . . . . . . . 2 U.S. qt. (1.7 L) gas; 3.1 U.S. qt. (2.6 L) w/filter diesel
 Pressurized Lubrication System. . . . . . . Standard
 Number of Cylinders. . . . . . . . . . . . . . . . . 2 - gas; 3 - diesel
 Displacement. . . . . . . . . . . . . . . . . . . . . . . 585 cc gas; 784 cc diesel

Electrical System:
Charging System. . . . . . . . . . . . . . . . . . . . . . . Flywheel, alternator
Alternator Capacity  . . . . . . . . . . . . . . . . . . . . 16-amp gas; 20 amp diesel
Ignition  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . CDI
Battery Type. . . . . . . . . . . . . . . . . . . . . . . . . . . 12-volt, BCI group 40 maintenance-free
Starter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Electric (solenoid shift)

Base Machine
Wheels and Tires:
 Front/Rear. . . . . . . . . . . . . . . . . . . . . . . . . . 18x10.50-10, 2 ply, smooth (low compaction),
  20x10-10, 2 ply smooth, or 20x10-10, 2 ply turf
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Single pedal, 2-wheel disc brakes
 Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dual, 6 in. (15.2 cm)
Mowing Speed  . . . . . . . . . . . . . . . . . . . . . . . . 0 to 4 mph (0 to 6.4 km/h) (adjustable mow stop)
Transport Speed  . . . . . . . . . . . . . . . . . . . . . . . 0 to 8.5 mph (0 to 13.7 km/h)
Reverse Speed  . . . . . . . . . . . . . . . . . . . . . . . . 0 to 3 mph (0 to 4.8 km/h)
Ground Clearance with Catcher  . . . . . . . . . 4 in. (10.2 cm)
Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . 7.9 U.S. gal. (29.9 L) in a single tank
Muffler  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Horizontal discharge below frame
Hydrostatic Drive System Capacity. . . . . . . 7.6 U.S. gal. (28.8 L)
Hydraulic Reservoir Capacity (Only) . . . . . . 5.4 U.S. gal. (20.4 L)
Ground Drive, Reel Drive
Drive Wheels . . . . . . . . . . . . . . . . . . . . . . . . . . Front
Traction Drive  . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic, 2-pedal control
Reel Drive. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic
Pump . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-section gear
Reel Control Valves  . . . . . . . . . . . . . . . . . . . . Electrohydraulic, one valve reel on-off and one valve
  raise-lower
Filtration  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10-micron

Operator Controls:
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic adjustable column
Reel Drive and Reel Lift . . . . . . . . . . . . . . . . . Right hand operated (optional - foot lift controls)
Throttle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Right hand
Park Brake . . . . . . . . . . . . . . . . . . . . . . . . . . . . Right foot
Hydrostatic Speed Control:
 Forward. . . . . . . . . . . . . . . . . . . . . . . . . . . . Right foot
 Reverse. . . . . . . . . . . . . . . . . . . . . . . . . . . . Right foot
Ignition  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Key start and shutoff
Glow Plug Switch and Indicator Light. . . . . On instrument panel (diesel only)

Instrumentation:
Engine Oil Pressure  . . . . . . . . . . . . . . . . . . . . LED Warning light
Alternator . . . . . . . . . . . . . . . . . . . . . . . . . . . . . LED Warning light
Hydraulic Oil Temperature  . . . . . . . . . . . . . . LED Warning light
Engine Coolant Temperature  . . . . . . . . . . . . LED Warning light
Hourmeter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Digital

Electrical and Safety System
Diagnostics  . . . . . . . . . . . . . . . . . . . . . . . . . . . On Board Diagnostics with the White Box Controller
  and (SOS) Sit on Sit Diagnosics
Safety Interlocks. . . . . . . . . . . . . . . . . . . . . . . Operator-presence switch, backlap switch,
  mow/transport switch, park-brake-set switch

Weights and Dimensions:
Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . 51.0 in. (129.5 cm)
Tread Width . . . . . . . . . . . . . . . . . . . . . . . . . . . 40.0 in. (101.5 cm)
Mowing Position Width . . . . . . . . . . . . . . . . . 62.0 in. (157.5 cm)
Turning Radius, Uncut Circle  . . . . . . . . . . . . 18 in. (45.7 cm)
Weight (Full Fluids, No Operator or Fuel). . . . . 1,233 lb. (559.2 kg) Gas; 1,405 lb. (637.3 kg) Diesel
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Cutting Units:
Number. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3, patented offset design
Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22 in. (55.9 cm) floating, standard
Backlapping. . . . . . . . . . . . . . . . . . . . . . . . . . . Standard On Board Micro Backlapping
  with Reel Speed Control   
Clip Frequency. . . . . . . . . . . . . . . . . . . . . . . . . 0.045-in. per mph (0.71 mm/km/h) with
  11 blade reel; 0.072-in. per mph
  (1.14 mm/km/h) with 7-blade reel
Front Rollers. . . . . . . . . . . . . . . . . . . . . . . . . . . Optional, smooth, grooved or spiral
Reel Diameter  . . . . . . . . . . . . . . . . . . . . . . . . . 5 in. (12.7 cm)
Bedknife Adjustment  . . . . . . . . . . . . . . . . . . . Bedknife-to-reel
Height of Cut  . . . . . . . . . . . . . . . . . . . . . . . . . . 5�64 to 3�4 in. (2.0 to 19 mm) with 2-in. 
  roller or 5�8 to 1.25 (16 mm to 32 mm) 
  with 3-in. spiral-grooved roller with 
  spiral endcaps
Number of Blades. . . . . . . . . . . . . . . . . . . . . . 7 or 11 blades
Mower Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Cylinder for front two units, cylinder
  for center unit
Real Speed. . . . . . . . . . . . . . . . . . . . . . . . . . . . Adjustable

Certification. . . . . . . . . . . . . . . . . . . . . . . . . . . ANSI B71.4-2004
ROPS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 Post SAE J21294 Roll Over
  Protection Structure with Seat Belts
  meets pending ISO 21299 standard.
Engine . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Meets  2008 CARB & EPA -  gas;
  Yanmar Engine Meets EPA Tier 2,
  Interim Tier 4 and Tier 4 - diesel

Sound Levels
Operator Ear  . . . . . . . . . . . . . . . . . . . . . . . . . . 85 dB(A) at 3,450 engine rpm - gas
  87 dB(A) at 3,175 engine rpm - diesel
Measuring Standard  . . . . . . . . . . . . . . . . . . . ISO 11201
Attachments installed  . . . . . . . . . . . . . . . . . . GTC's and power brushes,
  reels engaged

* The engine horsepower information is provided by the engine manufacturer to be used for comparison purposes only.
Actual operating horsepower will be less. Meets 2007 CARB standards.



F E A T U R E S

2500E HYBRID RIDING GREENSMOWER

• The 2500E has eliminated 102 potential leak 
points by removing all hydraulics from the cutting 
unit drive circuit. This has eliminated the reel 
hydraulic pump, hydraulic motors, backlap valve, 
oil cooler and all associated flexible hoses, fit-
tings and hard lines.

• The 2500E uses an industry-exclusive design that 
drives the cutting unit with electric reel motors. 
These reel motors can be used for mowing, ver-
ticutting and for scalping operations when over 
seeding.

• The electrical power is generated by the 48V 
90-amp alternator belt driven by the engine. This 
allows for consistent power to the cutting units 
at all times.

• The Reel Switch Box takes the place of the back-
lap valve allowing variable control of the reel 
speed and reel direction. This allows customers 
to have a standard backlap function.

• The Reel Controllers regulate power to the reels. 
This is independent of traction speed. This allows 
customers in sound sensitive areas to reduce 
their engine RPM while at the same time main-
taining their 4-mph mow speed, reel speed and 
reducing the sound levels.

• Operating the 2500E engine @ 2250 RPM can 
reduce the fuel consumption up to 30%.

• All 2500B attachments are compatible with the 
2500E.

Greens TenderTM Conditioners
Rear Roller Power Brushes
Vertical Cutting Units
Smooth Roller Scrapers (3)
Greens Mower Convenience Kit
Operator Video and Gauge Bar Kit
Foot-Operated Mow/Lift Controls
CE Certification Kit
Third Wheel Assist
Smooth Front Roller
Extended Machined-Grooved Front 
    Roller with Solid End Caps
Continous Machined-Grooved Front Roller
Spiral-Grooved Front Roller with Spiral 
    End Caps
Bedknives
Armrest Kit
Dew Whip Kit
Cutting Unit Top Extension
Light Kit
Rear Grass Catcher Light Kit

A D D  V E R S A T I L I T Y  W I T H :
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  2500E Hybrid Gas Riding Greens Mower

Engine*:
Type 
 Gas Model  . . . . . . . . . . . . . . . . . . . . . . . . . Kawasaki FD 620D

Horsepower . . . . . . . . . . . . . . . . . . . . . . . . . . . 19.9 hp (14.8 kW) per SAEJ1995

Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . Semi-cyclone, dry-type, dual-stage
Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Liquid
 Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . Full-flow filter
 Engine Oil Capacity. . . . . . . . . . . . . . . . . . 2 U.S. qt. (1.7L)
 Pressurized Lubrication System. . . . . . . Standard
 Number of Cylinders. . . . . . . . . . . . . . . . . 2 
 Displacement. . . . . . . . . . . . . . . . . . . . . . . 585 cc

Electrical System:
Charging System. . . . . . . . . . . . . . . . . . . . . . . Flywheel, alternator
Alternator Capacity  . . . . . . . . . . . . . . . . . . . . 16-amp
Ignition  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . CDI
Battery Type. . . . . . . . . . . . . . . . . . . . . . . . . . . 12-volt, BCI group 40 maintenance-free
Starter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Electric (solenoid shift)

Base Machine
Wheels and Tires:
 Front/Rear. . . . . . . . . . . . . . . . . . . . . . . . . . 18x10.50-10, 2 PR smooth; 20x10-10 2 PR smooth;
   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20x10-10 2 PR treaded
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Single pedal, 2-wheel disc brakes
 Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dual, 6 in. (15.2 cm)
Mowing Speed  . . . . . . . . . . . . . . . . . . . . . . . . 0 to 4 mph (0 to 6.4 km/h) (adjustable mow stop)
Transport Speed  . . . . . . . . . . . . . . . . . . . . . . . 0 to 8.5 mph (0 to 13.7 km/h)
Reverse Speed  . . . . . . . . . . . . . . . . . . . . . . . . 0 to 3 mph (0 to 4.8 km/h)
Ground Clearance with Catcher  . . . . . . . . . 4 in. (10.2 cm)
Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . 7.9 U.S. gal. (29.9 L) in a single tank
Muffler  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Horizontal discharge below frame
Hydrostatic Drive System Capacity. . . . . . . 7.6 U.S. gal. (28.8 L)
Hydraulic Reservoir Capacity (Only) . . . . . . 5.4 U.S. gal. (20.4 L)
Ground Drive, Reel Drive
Traction Drive  . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic, 2-pedal control
Reel Drive. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Electric
Reel power source . . . . . . . . . . . . . . . . . . . . . Alternator, 48 Volt/90 amp
Reel Control . . . . . . . . . . . . . . . . . . . . . . . . . . . Voltage regulated
Hydraulic Filtration . . . . . . . . . . . . . . . . . . . . . 10-micron

Operator Controls:
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic; adjustable column
Reel Drive and Reel Lift . . . . . . . . . . . . . . . . . Right hand (optional - foot lcontrols)
Throttle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Right hand
Park Brake . . . . . . . . . . . . . . . . . . . . . . . . . . . . Right foot
Reel Drive. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Right hand
Hydrostatic Speed
 Forward. . . . . . . . . . . . . . . . . . . . . . . . . . . . Right foot
 Reverse. . . . . . . . . . . . . . . . . . . . . . . . . . . . Right foot
Ignition  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Key start and shutoff

Instrumentation:
Engine Oil Pressure  . . . . . . . . . . . . . . . . . . . . LED Warning light
Alternator . . . . . . . . . . . . . . . . . . . . . . . . . . . . . LED Warning light
Hydraulic Oil Temperature  . . . . . . . . . . . . . . LED Warning light
Engine Coolant Temperature  . . . . . . . . . . . . LED Warning light
Hourmeter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Digital

Electrical and Safety System
Diagnostics  . . . . . . . . . . . . . . . . . . . . . . . . . . . On Board Diagnostics with the White Box Controller
  and (SOS) Sit on Sit Diagnosics
Safety Interlocks. . . . . . . . . . . . . . . . . . . . . . . Operator-presence switch, backlap switch,
  mow/transport switch, park-brake-set switch

Weights and Dimensions:
Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . 51.0 in. (129.5 cm)
Tread Width . . . . . . . . . . . . . . . . . . . . . . . . . . . 40.0 in. (101.5 cm)
Mowing Position Width . . . . . . . . . . . . . . . . . 62.0 in. (157.5 cm)
Turning Radius, Uncut Circle  . . . . . . . . . . . . 18 in. (45.7 cm)
Weight (Full Fluids, No Operator or Fuel). . . . . 1,281 lb. (581 kg)
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Cutting Units:
Number. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3, patented offset design
Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22 in. (55.9 cm) floating, standard
Backlapping. . . . . . . . . . . . . . . . . . . . . . . . . . . On machine, variable adjustment
  capability   
Clip Frequency. . . . . . . . . . . . . . . . . . . . . . . . . 0.045-in. per mph (0.71 mm/km/h) with
  11 blade reel; 0.072-in. per mph
  (1.14 mm/km/h) with 7-blade reel
Front Rollers. . . . . . . . . . . . . . . . . . . . . . . . . . . Optional, smooth, grooved or spiral
Reel Diameter  . . . . . . . . . . . . . . . . . . . . . . . . . 5 in. (12.7 cm)
Bedknife Adjustment  . . . . . . . . . . . . . . . . . . . Bedknife-to-reel
Height of Cut  . . . . . . . . . . . . . . . . . . . . . . . . . . 5�64 to 3�4 in. (2.0 to 19 mm) with 2-in. 
  roller or 5�8 to 1.25 (16 mm to 32 mm) 
  with 3-in. spiral-grooved roller with 
  spiral endcaps
Number of Blades. . . . . . . . . . . . . . . . . . . . . . 7 or 11 blades
Mower Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Cylinder for front two units, cylinder
  for center unit

Certification. . . . . . . . . . . . . . . . . . . . . . . . . . . ANSI B71.4-2004
ROPS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 Post SAE J21294 Roll Over
  Protection Structure with Seat Belts
  meets pending ISO 21299 standard.
Engine . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Meets  2008 CARB & EPA

Sound Levels at Operator Ear
Full Engine rpm
 With GTC and Power Brush
 Attachments. . . . . . . . . . . . . . . . . . . . . . . . 83 dB(A) 
 With 11/7 Blade Cutting Units and
 No Attachments  . . . . . . . . . . . . . . . . . . . . 81 dB(A)
Reduced Engine rpm
 With GTC and Power Brush
 Attachments. . . . . . . . . . . . . . . . . . . . . . . . 83 dB(A) 
 With 11/7 Blade Cutting Units and
 No Attachments  . . . . . . . . . . . . . . . . . . . . 79 dB(A)

Fuel Savings  . . . . . . . . . . . . . . . . . . . . . . . . . . Operating the 2500E engine @ 2250
  RPM can reduce the fuel consumption  
  up to 30%.

*The engine horsepower information is provided by the engine manufacturer to be used for comparison purposes only. Actual operating horsepower will be less.
Meets 2007 CARB standards.
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  2500E Hybrid Diesel Riding Greens Mower

Engine*:
Type   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yanmar IDI Diesel TNV70-XJGM

Horsepower . . . . . . . . . . . . . . . . . . . . . . . . . . . 19.6 hp (14.6 kW) per SAEJ1995 at 3,000 RPM

Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . Semi-cyclone, dry-type, dual-stage
Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Liquid
 Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . Full-flow filter
 Engine Oil Capacity. . . . . . . . . . . . . . . . . . 3.1 U.S. qt. (2.6 L)
 Pressurized Lubrication System. . . . . . . Standard
 Number of Cylinders. . . . . . . . . . . . . . . . . 3 
 Displacement. . . . . . . . . . . . . . . . . . . . . . . 784 cc

Electrical System:
Charging System. . . . . . . . . . . . . . . . . . . . . . . Flywheel, alternator
Alternator Capacity  . . . . . . . . . . . . . . . . . . . . 20 amp
Battery Type. . . . . . . . . . . . . . . . . . . . . . . . . . . 12-volt, BCI group 40 maintenance-free
Starter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Electric (solenoid shift)

Base Machine
Wheels and Tires:
 Front/Rear. . . . . . . . . . . . . . . . . . . . . . . . . . 18x10.50-10, 2 PR smooth; 20x10-10 2 PR smooth;
  20x10-10 2 PR treaded
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Single pedal, 2-wheel disc brakes
 Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dual, 6 in. (15.2 cm)
Mowing Speed  . . . . . . . . . . . . . . . . . . . . . . . . 0 to 4 mph (0 to 6.4 km/h) 
Transport Speed  . . . . . . . . . . . . . . . . . . . . . . . 0 to 8.5 mph (0 to 13.7 km/h)
Reverse Speed  . . . . . . . . . . . . . . . . . . . . . . . . 0 to 3 mph (0 to 4.8 km/h)
Ground Clearance with Catcher  . . . . . . . . . 4 in. (10.2 cm)
Fuel Tank Capacity  . . . . . . . . . . . . . . . . . . . . . 7.9 U.S. gal. (29.9 L) in a single tank
Muffler  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Horizontal discharge below frame
Hydrostatic Drive System Capacity. . . . . . . 7.6 U.S. gal. (28.8 L)
Hydraulic Reservoir Capacity (Only) . . . . . . 5.4 U.S. gal. (20.4 L)
Ground Drive, Reel Drive
Traction Drive  . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic, 2-pedal control
Reel Drive. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Electric
Reel power source . . . . . . . . . . . . . . . . . . . . . Alternator, 48 Volt/90 amp
Reel Control . . . . . . . . . . . . . . . . . . . . . . . . . . . Voltage regulated
Hydraulic Filtration . . . . . . . . . . . . . . . . . . . . . 10-micron

Operator Controls:
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic; adjustable column
Reel Drive and Reel Lift . . . . . . . . . . . . . . . . . Right hand (optional foot controls)
Throttle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Right hand
Park Brake . . . . . . . . . . . . . . . . . . . . . . . . . . . . Right foot
Reel Drive. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Right hand
Glow Plug Switch and Indicator Light. . . . . On instrument panel
Hydrostatic Speed
 Forward. . . . . . . . . . . . . . . . . . . . . . . . . . . . Right foot
 Reverse. . . . . . . . . . . . . . . . . . . . . . . . . . . . Right foot
Ignition  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Key start and shutoff

Instrumentation:
Engine Oil Pressure  . . . . . . . . . . . . . . . . . . . . LED Warning light
Alternator . . . . . . . . . . . . . . . . . . . . . . . . . . . . . LED Warning light
Hydraulic Oil Temperature  . . . . . . . . . . . . . . LED Warning light
Engine Coolant Temperature  . . . . . . . . . . . . LED Warning light
Hourmeter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Digital

Electrical and Safety System
Diagnostics  . . . . . . . . . . . . . . . . . . . . . . . . . . . On Board Diagnostics with the White Box Controller
  and (SOS) Sit on Sit Diagnosics
Safety Interlocks. . . . . . . . . . . . . . . . . . . . . . . Operator-presence switch, backlap switch,
  mow/transport switch, park-brake-set switch

Weights and Dimensions:
Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . 51.0 in. (129.5 cm)
Tread Width . . . . . . . . . . . . . . . . . . . . . . . . . . . 40.0 in. (101.5 cm)
Mowing Position Width . . . . . . . . . . . . . . . . . 62.0 in. (157.5 cm)
Turning Radius, Uncut Circle  . . . . . . . . . . . . 18 in. (45.7 cm)
Weight (Full Fluids, No Operator or Fuel). . . . . 1,453 lb. (659 kg)

Cutting Units:
Number. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3, patented offset design
Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22 in. (55.9 cm) floating, standard
Backlapping. . . . . . . . . . . . . . . . . . . . . . . . . . . On machine, variable adjustment
  capability   
Clip Frequency. . . . . . . . . . . . . . . . . . . . . . . . . 0.045-in. per mph (0.71 mm/km/h) with
  11 blade reel; 0.072-in. per mph
  (1.14 mm/km/h) with 7-blade reel
Front Rollers. . . . . . . . . . . . . . . . . . . . . . . . . . . Optional, smooth, grooved or spiral
Reel Diameter  . . . . . . . . . . . . . . . . . . . . . . . . . 5 in. (12.7 cm)
Bedknife Adjustment  . . . . . . . . . . . . . . . . . . . Bedknife-to-reel
Height of Cut  . . . . . . . . . . . . . . . . . . . . . . . . . . 5�64 to 3�4 in. (2.0 to 19 mm) or 5�8 to 1.25
  (16 mm to 32 mm) with 2-in. spiral-
  grooved roller with spiral endcaps
Number of Blades. . . . . . . . . . . . . . . . . . . . . . 7 or 11 blades
Mower Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Cylinder for front two units, cylinder
  for center unit

Certification. . . . . . . . . . . . . . . . . . . . . . . . . . . ANSI B71.4-2004
ROPS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 Post SAE J21294 Roll Over
  Protection Structure with Seat Belts
  meets pending ISO 21299 standard.
Engine . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yanmar engine meets EPA Tier 2, 
  Interim Tier 4 and Tier 4

Sound Levels at Operator Ear
Full Engine rpm
 With GTC and Power Brush
 Attachments. . . . . . . . . . . . . . . . . . . . . . . . 87 dB(A) 
 With 11/7 Blade Cutting Units and
 No Attachments  . . . . . . . . . . . . . . . . . . . . 83 dB(A)
Reduced Engine rpm
 With GTC and Power Brush
 Attachments. . . . . . . . . . . . . . . . . . . . . . . . 81 dB(A) 
 With 11/7 Blade Cutting Units and
 No Attachments  . . . . . . . . . . . . . . . . . . . . 79 dB(A)

Fuel Savings  . . . . . . . . . . . . . . . . . . . . . . . . . . Operating the 2500E engine @ 2250
  RPM can reduce the fuel consumption  
  up to 30%.

*The engine horsepower information is provided by the engine manufacturer to be used for comparison purposes only. Actual operating horsepower will be less.
Meets 2007 CARB standards.



Beautify your 
course with 

MasterLease.

Advanced Microbial Solutions (AMS) •  Carroll Childers  •  Howard Johnson’s
Jacklin Seed •  Lucks Sales Associates  •  Spring Valley  •  John Deere Landscapes 
Liquigistics, Inc. •  Signature Control Systems  •  Professional Turf Products, LLC

Progressive Turf 

John Deere Credit now 
offers One Source ™

financing to help you get 
fertilizer, drainage/irrigation 
parts, and more, from 11 of 
the nation’s leading brands! 

For more information 
call 1-800-541-2969.

The John Deere Credit MasterLease is a flexible asset 
management tool that fits right into your budget. With flexible 
payment plans, it’s just the thing to keep your maintenance 
costs down and your fleet full of the newest equipment—so 
you can concentrate on keeping your course beautiful.

Call us at 1-888-777-2560  or visit www.JohnDeereCredit.com
for more information.

Subject to approved credit on John Deere Credit Rev olving 
Plan, a service of FPC Financial, f.s.b. See your dealer for 
details. One Source is available in the U.S. only.
CR2010143 Litho in U.S.A. (05-11)



F E A T U R E S

1905 LARGE-AREAREELMOWER

• The 1905 has five 30-in. ESP (extra strength and 
precision) cutting units that give this machine the 
high productive cutting width of 136 in. (345 cm). 
The transport speed of 0-15 mph also increases 
the productivity of this machine.

• The 1905 can be equipped with either 6- or 8-
blade ESP cutting units that will allow a precision 
cut in various heights of cut. This unit can be 
used in fairways, intermediate cuts, roughs, and 
various sports turf applications.

• The 1905 comes standard with four-wheel assist, 
which increases hill climbing in undulating ter-
rain. The 1905 can mow in either the 2WD or 
4WD position.

• The hydraulics of the 1905 use two separate 
piston pumps—one for the power train and the 
other for the reel hydraulics. This makes the 
hydraulics very strong and durable. It also keeps 
the cutting unit separate for consistent cut.

• Large-capacity hydraulic system and cooler for 
increased performance as well as cooling.

• The main operator controls for the cutting units 
are all located in the intergrated armrest control 
arm. The cutting units are controlled by individual 
joysticks and can be set to cut with either 1, 3, 4, 
or 5 reels. It also incorporates a cross-cut fea-
ture for mowing fairways.

• The operator station on the 1905 is second to 
none. The operator can easily mount and dis-
mount from either side of the operator platform. 
The operator seat has suspension and can be 
adjusted for the operator’s weight. The seat is 
adjustable forward and back to accommodate for 
different-sized operators. The steering column is 
adjustable front and back (tilt steering), allowing 
operator to adjust for comfort. The steering 
column also has a telescopic adjustment that 
allows the operator to move the steering up or 
down depending on their desired comfort. 
 –  The engine for the 1905 is a powerful 

4-cylinder 47 gross horsepower (41.5 net) 
rated at 2700 rpm that not only delivers high 
performance and reliability, but allows for 
quiet operation.

• The 1905 comes standard with front halogen 
worklights.

• The electrical system uses the same White 
Box technology as used in the 2500B Greens 
Mower, the 3225C and 3235C Lightweight Fairway 
Mowers, and the 3245C Independent Deck 
Mower.

Smooth Roller Scrapers
Smooth Front Rollers and Supports
Grooved Front Rollers and Supports
Spiral-Grooved Front Rollers with    
    Spiral End Caps
Grass Deflector Shield
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   1905 Large-Area Reel Mower

Engine:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yanmar 4 -cylinder diesel engine
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . 2190 cc
Horsepower . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 47.5 gross hp; governed to 41.5 hp (31 kW) @ 2,700 rpm
Torque   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 120 Nm
Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Liquid-cooled
Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Cyclon and dry air-filter

Capacities:
Fuel Tank. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15.6 gal. (60 L)
Avg. Fuel Consumption  . . . . . . . . . . . . . . . . . . . 1.17gal./hr. (4.5 L/hr.)
Hydraulic Tank. . . . . . . . . . . . . . . . . . . . . . . . . . . 9.1 gal. (35 L)
Coolant  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.34 gal. (9 L)

Transmission:
Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic drive with robust wheel motors; comfortable 2-speed driving pedal
4WD. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic automatic positive braking system; hydro-controlled parking brake with
  internal wet discs, automatic engaged when pressure drops
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic power steering on rear wheels; telescopic and tiltable steering column

Travel Speeds:
Transport  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-15 mph (0-25 km/hr.)
Mowing 2WD. . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-7.8 mph (0-13 km/hr.)
Mowing 4WD. . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-5.0 mph (0-8 km/hr.)
Turning Circle. . . . . . . . . . . . . . . . . . . . . . . . . . . . 43 in. (110 cm uncut)
Tires. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Special wide turf profile tires—Front 26x12.00-12 6 PR; rear 20x10.00-10 4 PR

Measures:
Ground Pressure Front. . . . . . . . . . . . . . . . . . . . 11.4 psi (0.8 kg/cm2)
Ground Pressure Rear . . . . . . . . . . . . . . . . . . . . 12.8 psi (0.9 kg/cm2)
Ground Clearance. . . . . . . . . . . . . . . . . . . . . . . . 6.7 in. (17 cm at lowest point)

Mowing System:
Mowing Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic; automatic engaging when reels are lowered; individual lift through toggle switches; 
  central quick lift by cross-cut switch; mechanical lever for back-lapping position
Reel Speed. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-980 rpm
Mowing Width. . . . . . . . . . . . . . . . . . . . . . . . . . . 136 in. (345 cm)
Number of Units  . . . . . . . . . . . . . . . . . . . . . . . . . 5
No. of Blades   . . . . . . . . . . . . . . . . . . . . . . . . . . . 6 or 8
Reel Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . 7 in. (20.3 cm)
Cutting Heights  . . . . . . . . . . . . . . . . . . . . . . . . . . 0.5-3 in. (12.7-75 mm)
Mowing Capacity  . . . . . . . . . . . . . . . . . . . . . . . . Approx. 6.4 acres/hr. (2.6 ha/hr.)

Dimensions:
Transport Width. . . . . . . . . . . . . . . . . . . . . . . . . . 97 in. (246 cm)
Height / ROPS  . . . . . . . . . . . . . . . . . . . . . . . . . . . 85 in. (216 cm)
Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3,938 lb. (1790 kg)
Seat   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Comfortable Grammer seat, fully adjustable to length and weight of the driver
Lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard halogen worklights
Controls. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard armrest control with all functions for mowing and driving integrated; electronic control panel; 
  control lights for lighting, direction indicators, parking brake, air filter, 4WD (option), battery charge, ail and cooling fluid temperature, 
  pressure of the engine oil and preheating; acoustic warning signal for malfunction of main functions and overheating
Electrical System . . . . . . . . . . . . . . . . . . . . . . . . Safety interlock system; electronic system with switch box (White Box™) with LED indicators for ease of maintenance of the electronics

S P E C I F I C A T I O N S
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F E A T U R E S

• The 180C, 220C, and 260C Walk Greens Mower 
feature a reliable dual-chain drive system for 
smooth operation, straight tracking, and years of 
continuous service with minimal maintenance.

• The loop-style handlebars with operator-
presence system makes these greens mowers 
meet ANSI B71.4-1999 standards.

• Operator controls are designed to be 
comfortable, convenient, and easy to locate. 
On/off switch and throttle are located within easy 
reach on the handlebars.

• All three mowers are powered by a 2007 CARB- 
compliant GX120 Honda 4-cycle engine with 
overhead valves and Automatic Compression 
Release (ACR) for dependable operation, long life, 
and easy starting.

• Eleven-blade reel has 0.182-inch (4.6 mm) 
frequency of clip and is made of hardened steel 
for long life. An optional seven-blade reel is 
available on the 260C.

• Smooth traction drums provide smooth, evenly 
rolled appearance on the green. (180C/220C)

• External fully enclosed gearcase for years of 
reliable performance.

• Two front roller options available: machined 
smooth or grooved. Both rollers have an 
extremely consistent round surface for precise 
adjustments.

• Bedknife options include: Standard height of 3.00 
mm (minimum cutting height, 0.125 inch (3.2 mm), 
tournament height of 2.5 mm (minimum cutting 
height, 0.099 inch (2.5 mm) or the ultra low-cut 
tournament height of 2.0 mm (minimum cutting 
height of 0.079 inch (2.0 mm).

• Smooth, dual, aluminum traction drum is same 
width as reel and bedknife to provide a cut with a 
consistent finished appearance.

• All three mowers can be equipped with optional 
Greens Tender Conditioner (GTC). The GTC is 
gear-driven for long-lasting durability and rotates 
in the opposite direction of the reel to provide the 
maximum benefit.

• The GTC now has a quick-engagement feature 
that allows it to be raised quickly and easily 
when not in service.

• Two-year warranty.

Smooth Front Roller
Machined, Grooved Roller
Transport Wheels and Stand
Greens Tender Conditioner (GTC)
Rotary Brush
Tournament Bedknife

A D D  V E R S A T I L I T Y  W I T H :
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S P E C I F I C A T I O N S

  180C 220C 260C

Engine*:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Honda, air-cooled GX120 Honda, air-cooled GX120 Honda, air-cooled GX120
Cycle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 4 4
Bore and Stroke  . . . . . . . . . . . . . . . . . . . . . 2.36 in. x 1.73 in. (60 x 44 mm) 2.36 in. x 1.73 in. (60 x 44 mm) 2.36 in. x 1.73 in. (60 x 44 mm)
Piston Displacement  . . . . . . . . . . . . . . . . . 118 cc 118 cc 118 cc
Compression Ratio  . . . . . . . . . . . . . . . . . . . 8.5:1 8.5:1 8.5:1
Horsepower . . . . . . . . . . . . . . . . . . . . . . . . . 4.0 hp (2.98 kW) 4.0 hp (2.98 kW) 4.0 hp (2.98 kW)
Direction of Rotation of Output Shaft  . . . Counterclockwise viewed from shaft side Counterclockwise viewed from shaft side Counterclockwise viewed from shaft side
Inclination Limit. . . . . . . . . . . . . . . . . . . . . . Tilted up to 20 degrees in any direction Tilted up to 20 degrees in any direction Tilted up to 20 degrees in any direction
Idle Speed at Output Shaft  . . . . . . . . . . . . 1,300 rpm 1,300 rpm 1,300 rpm
Maximum Speed at Output Shaft. . . . . . . 3,100 rpm 3,100 rpm 3,100 rpm

Fuel:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Regular grade—unleaded or leaded Regular grade—unleaded or leaded Regular grade—unleaded or leaded
Tank Capacity  . . . . . . . . . . . . . . . . . . . . . . . 2.7 U.S. qt. (2.5 L) 2.7 U.S. qt. (2.5 L) 2.7 U.S. qt. (2.5 L)

Oil:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . SAE 30 or SAE 10W-30 SAE 30 or SAE 10W-30 SAE 30 or SAE 10W-30
Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.6 U.S. qt. (0.57 L) 0.6 U.S. qt. (0.57 L) 0.6 U.S. qt. (0.57 L)
Differential Drive Capacity  . . . . . . . . . . . . 0.7 U.S. pts. (0.35 L) 0.7 U.S. pts. (0.35 L) 0.7 U.S. pts. (0.35 L)

Machine:
Cutting Equipment:
 Cutting Width . . . . . . . . . . . . . . . . . . . . . 18 in. (45.7 cm) 22 in. (55.9 cm) 26 in. (66.0 cm)
 Cutting Height (Minimum)
Standard—3.0 mm Bedknife. . . . . . . . . . . 1/8 in. (3.2 mm) 1/8 in. (3.2 mm) 1/8 in. (3.2 mm)
Optional—2.5 mm Bedknife  . . . . . . . . . . . 7/64 in. (2.8 mm) (standard on 180B) 7/64 in. (2.8 mm) N/A 
Optional—2.0 mm Bedknife  . . . . . . . . . . . 5/64 in. (2.0 mm) 5/64 in. (2.0 mm) N/A
Optional—Tee Bedknife. . . . . . . . . . . . . . . N/A N/A 3/16 in. (4.8 mm)
Frequency of Clip
 Standard . . . . . . . . . . . . . . . . . . . . . . . . . 0.182 in. (4.62 mm) 0.182 in. (4.62 mm) 0.182 in. (4.62 mm) 11 blade
    0.286 in. (7.26 mm) 7 blade
Reel:
Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5 in. (127 mm) 5 in. (127 mm) 5 in. (127 mm)
Number of Blades. . . . . . . . . . . . . . . . . . . . 11 11 11 or 7 blade
Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Heat-treated chromium molybdenum steel Heat-treated chromium molybdenum steel Heat-treated chromium molybdenum steel
Bedknife—Standard. . . . . . . . . . . . . . . . . . 0.098-in. (2.5 mm) thick x 18 in. (45.8 cm) long 0.118-in. (3 mm) thick x 22 in. (56.0 cm) long 0.118-in. (3.0 mm) thick x 26 in. (66 cm) long

Rotary Brush and Greens Tender Conditioner (optional): 
Brush   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Interlocked w/reel, rotation in reverse  Interlocked w/reel, rotation in reverse Interlocked w/reel, rotation in reverse

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . direction; 2 3/8 in. (60 mm) diameter nylon direction; 2 .3/8 in. (60 mm) diameter nylon direction; 2 .3/8 in. (60 mm) diameter nylon
Vertical Cutter Blades  . . . . . . . . . . . . . . . . Specially hardened carbon tool steel; star  Specially hardened carbon tool steel; star Specially hardened carbon tool steel; star

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . shaped; 2.3/8 in. (60 mm) diameter; 60 blades shaped; 2 3/8 in. (60 mm) diameter; 75 blades shaped; 2 3/8 in. (60 mm) diameter; 88 blades
Adjustable Brush or Cutter Height. . . . . . 13�32 in. (10 mm) below to 5�8 in. (16 mm) above cut 13�32 in. (10 mm) below to 5�8 in. (16 mm) above cut 13�32 in. (10 mm) below to 5�8 in. (16 mm)  above cut
Gear Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . Gear driven from reel shaft opposite direction  Gear driven from reel shaft opposite direction Gear driven from reel shaft opposite direction

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . of reel rotation powers brush or vertical cutter of reel rotation powers brush or vertical cutter of reel rotation powers brush or vertical cutter
Grass Catcher  . . . . . . . . . . . . . . . . . . . . . . . Approximately 6 Ib. (2.7 kg); polyethylene Approximately 7 Ib. (3.2 kg); polyethylene Approximately 8 Ib. (3.7 kg); polyethylene

Clutches:
Transport  . . . . . . . . . . . . . . . . . . . . . . . . . . . Belt tension Belt tension Belt tension
Reel Jaw-Type Clutch  . . . . . . . . . . . . . . . . On/off On/off On/off
Brush/GTC Jaw-Type Clutch. . . . . . . . . . . On/off On/off On/off
Traction Drum  . . . . . . . . . . . . . . . . . . . . . . . Dual, aluminum, traction Dual, aluminum, traction Dual, aluminum, traction

Traveling Device:
Forward Speed  . . . . . . . . . . . . . . . . . . . . . . 5.2 mph (8.4 km/h) with transport wheels 5.2 mph (8.4 km/h) with transport wheels 5.2 mph (8.4 km/h) with transport wheels
   @ 3,500 engine rpm @ 3,500 engine rpm @ 3,500 engine rpm
Roller (Rear) Aluminum, 71/2-in. (190 mm) diameter Aluminum, 71/2-in. (190 mm) diameter Aluminum, 71/2-in. (190 mm) diameter
Roller (Front) (Grooved or Smooth)  . . . . . Machined steel, 23/8-in. (60 mm) diameter  Machined steel, 23/8-in. (60 mm) diameter  Machined steel, 23/8-in. (60 mm) diameter 

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (for cutting height adjustment)  (for cutting height adjustment)  (for cutting height adjustment) 
Dimensions:
Length (w/Tires Installed)  . . . . . . . . . . . . . 37 in. (94.0 mm) 37 in. (94.0 mm) 37 in. (94.0 mm)
Width (w/Tires Installed) . . . . . . . . . . . . . . 331/4 in. (84.5 cm) 371/4 in. (94.6 cm) 411/4 in. (104.8 cm)
Height (w/Tires Installed)  . . . . . . . . . . . . . 47 in. (119.0 cm) 47 in. (119.0 cm) 47 in. (119.0 cm)
Weight (Less Brush Drive and 
 Transport Wheels, with Catcher) . . . . 203 Ib. (92.3 kg) 219 Ib. (99.5 kg) 235 Ib. (106.8 kg)
Certificate. . . . . . . . . . . . . . . . . . . . . . . . . . . ANSI B71.4-1999 ANSI B71.4-1999 ANSI B71.4-1999
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F E A T U R E S

1200A BUNKER ANDFIELDRAKE

• With great features like superior traction, low 
maintenance, ease of operation, a more 
efficient 10 hp engine, and safety, the 1200A 
provides more machine for the money. 

• 1200A is powered by a 2007 CARB-compliant 
Kawasaki 4-cycle engine.

• Operator comfort features include low steering 
effort for easy handling; an adjustable high-back 
seat for better support; and easy to operate foot 
controls.

• Standard power lift for rear attachment. Just flip 
a switch to raise and lower the rake.

• The front blade and the cultivator/scarifier have a 
spring assisted lift with ergonomic handle. 

• Foot-controlled shifting with positive neutral 
stop and solid linkage gives more durability. High 
capacity, solid linkage braking for less maintenance.

• Deep rear storage basket holds more.

RAKE ATTACHMENT
• An articulating 3-piece design.

• Has lower adjustable prongs to mix the sand or 
soil in front of the rake blades.

• Available in either serrated-edge blade for raked 
finish or straight-edge conditioner blade for a 
smooth finish.

CULTIVATOR ATTACHMENT
• Mid-mounted, 5-position locking design gives 

positive depth control and even ground gauging.

• Ten cultivator blades cover a 60-inch (152.4 cm)-
wide area for high productivity.

FRONT BLADE ATTACHMENT
• Center pivot permits easy raising and lowering 

while keeping blade level for smooth finish work.

60-INCH (1524 MM) ALUMINUM FRONT-BLADE 
ATTACHMENT
• Easily mounts to the 40-inch (1016 mm) front 

blade for performing light excavation and finish 
grading work for golf course and sports field 
construction, renovation, and maintenance.

WIDE-AND NARROW-INTERVAL SCARIFIER 
TINES ATTACHMENT
• Adds versatility to the mid-mount base by install-

ing five scarifier sections to the same bar.
Scarifier tines are carbide-tipped for long life.

MID-MOUNT 64.5-INCH (164.9 CM) 
SCRAPER BLADE ATTACHMENT
• Designed to meet the needs of customers who 

want level-grading or contour-forming capability.

HYDRAULIC-LIFT-PUMP PACKAGE
• The hydraulic pump and quick couplers are 

operated by a console-mounted switch for lifting 
and lowering attachments.

REAR-MOUNTED 60-INCH (1524 MM) FIELD FINISHER
• Installed in place of the pronged assembly 

portion of the field rake.

LIGHT KIT
• Includes two front and one rear light, providing 

more light for early-morning starts.

TURF TIRES (OPTIONAL)
• Provides a soft foot print to give less aggressive 

tire tread track.

- For ballfield finish applications and for 
 spiking greens.

• Two-year warranty .

Rake Attachment
Cultivator Attachment
40-inch Front Blade
60-inch Aluminum Front-Blade
Spiker Attachment
Wide- and Narrow-Interval 
    Scarifier Tines
Mid-Mount 64.5-inch Scraper Blade
Hydraulic-Lift-Pump Package
Rear-Mounted 60-inch Field Finisher
Light Kit
Turf Tires
Knobby Hi-Flotation Tires
Spiker-Rear Mounted Power Lift

A D D  V E R S A T I L I T Y  W I T H :
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  1200A Bunker And Field Rake

Engine:
(The engine horsepower information is provided by the engine manufacturer to be used for 
comparison purposes only. Actual operating horsepower will be less. Meets 2007 CARB standards.)
Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Kawasaki
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4-cycle, air-cooled
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .286 cc
Horsepower . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .10 hp (7.5 kW)
Compression Ratio  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8.4:1
Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Full-pressure
Oil Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.5 U.S. qt. (1.4 L)
Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard
Spark Arrester Muffler. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard
Idle Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,175± 75 rpm low speed

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3,100± 75 rpm fast speed
Machine:
Electrical System:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12-volt, 13-amp regulated
Battery  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12-volt, 38-amp hour
Starter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Electric
Ignition  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Transistor-type
Light Kit. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Available

Fuel System:
Tank Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.5 U.S. gal. (13.2 L) with fuel level gauge
Fuel Pump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Diaphragm-type
Fuel Required. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Regular leaded or unleaded gasoline

Transmission:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Belt-driven torque converter with Kanzaki gear driven transaxle
Fluid Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2.5 U.S. qt. (2.3 L)

Travel Speed:
Forward or Reverse  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Variable, 0 to 11.5 mph (0 to 18.5 km/h)

Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Mechanically operated disc with parking brake
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8.3:1 reduction ratio, 14-in. steering wheel

Tires:
Front  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .One 22.5x10-8, 2 PR high-flotation
Rear. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Two 25x12-9, 2 PR high-flotation

Rear-Hitch Towing Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . .500 lb. (227 kg)

Dimensions:
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .58 in. (1473 mm)
Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .41 in. (1041 mm)
Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .66 in. (1676 mm)
Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .41.5 in. (1054 mm)
Ground Clearance @ Rake Attachment  . . . . . . . . . . . . . . . . .9.5 in. (241 mm)
Turning Radius. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12 in. (305 mm)
Weight (Approx.) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .525 Ib. (238 kg)

Attachments:
Rake. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Rear-mount, powerlift control
 Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .78 in. (1981 mm)
 Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .44 Ib. (20 kg)
 Blades . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Five-section, bunker or field
 Prong Rake. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Three-section, 24 prongs 1 to 3 in. (25 to 76 mm) adjustment
Cultivator  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .10 blades, hand control w/ 5-position depth adjustment
 Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .64 in. (1626 mm)
 Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .44 Ib. (20 kg)
Front Blade. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Optional, hand control with lock-up position
 Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .40 in. (1016 mm)
 Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .6 in. (152 mm)
 Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .46 Ib. (21 kg)
60-inch Aluminum Front Blade
 Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .60 in. (1524 mm)
 Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .101�4 in. (263 mm)
 Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8 Ib. (3.7 kg)
Articulating Front-Mount Core-Removal Blade. . . . . . . . . . .Optional, hand control with lock-up position
 Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .48 in. (123.1 cm)
 Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .91�4 in. (237 mm)
 Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .24 Ib. (10.9 kg)
Wide- and Narrow-Interval Scarifier Tines Attachment 
 Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Wide—631�4 in. (1606 cm);  Narrow—62 in. (1574.8 mm)
 Tines  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Wide—20 tines, 31�2 in. (89 mm) long;  Narrow—35 tines, 31�2 in. (89 mm) long
Mid-Mount 64.5 Inch (164.9 cm) Scraper Blade Attachment 
 Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .64.5 in. (164.9 cm)
 Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .55�8 in. (144 mm)
 Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .21 Ib. (9.5 kg)
Rear-Mounted 60-inch Field Finisher
 Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .60 in. (1538 mm)
 Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .14 in. (355.6 mm)
 Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .45 lb. (9.5 kg)
Hydraulic Pump Package
 Couplers  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Two female, comply with ANSI ASAE S418 standard
 Activation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Switch
 Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .11.5 lb. (5.2 kg)
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F E A T U R E S

1200 HYDRORAKE

• Bunker rake conditioner blades with a productive 
72-in wide swath.

• Center-mounted, scarifier that can be equipped 
for golf courses and for ball fields.

• Rear hitch for pull-type implements such as drag 
mats, utility carts, small sprayers, and aerators.

• 2007 CARB-compliant Vanguard engine that 
delivers reliability and fuel efficiency at speeds 
up to 10 mph.

• Powerful Hydro with 3 hydraulic wheel motors.

• A stylish rear body cowling that easily raises, 
exposing the entire drive system for excellent 
ease of service.

• 14-in. diameter steering wheel with a steering 
gear ratio of 8-to-1 for easy handling and quick 
response.

• Adjustable operator seat for operator comfort.

• Operator’s controls placed for easy access, quick 
response and high productivity.

• 47-in. wheelbase for good turning and stability.

•  Adjustable speed limiter that limits forward 
speed when rear rake is down to provide
optimum raking quality.

Scarifier Tine Attachment
40-inch Front Plow Attachment
Light Kit

A D D  V E R S A T I L I T Y  W I T H :

C&CE PURCHASING GUIDE 2007152



  1200 Hydro Rake

Engine:
(The engine horsepower information is provided by the engine manufacturer to be used for 
comparison purposes only. Actual operating horsepower will be less. Meets 2007 CARB standards.)

Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Vanguard Briggs & Stratton
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Air-cooled
Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .480 cc
Horsepower . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .16 hp (11.9 kW)
Compression Ratio  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8.5:1
Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Full pressure
Oil Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.5 U.S. qt. (1.4 L) w/o filter
Oil Filter   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard
Spark Arrestor Muffler . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard
Idle Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,750 rpm low speed 3,100 rpm fast idle speed (low load)

Electrical System:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12 volt, 16 amp
Battery  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12 volt, 500 cca
Starter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Electric
Ignition . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Transistor type
Light Kit (3 Lights) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Available

Fuel System:
Tank Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.25 U.S. gal. (13.2 L) with fuel level gauge
Fuel Pump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Diaphragm-type
Fuel Required. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Unleaded gasoline

Transmission:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hydraulic with 3 hydraulic wheel motors
Fluid Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12.9 U.S. qt. (12.2 L)

Travel Speed:
Forward or Reverse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Variable, forward 0 to 10 mph (0 to 16.09 km/h), reverse 0-4 mph

Brakes:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dual rear wheel parking brakes; Dynamic braking provided by closed loop hydrostatic powertrain

Steering:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .14-in. chain drive steering wheel with 8-to-1 gear ratio

Tires:
Front  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .One 22x11x8 NHS 5 psi
Rear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Two 22x11x8 NHS 5 psi

Dimensions:
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .56 in. (1422.40 mm)
Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .44 in. (1117.60 mm)
Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .66 in. (1676 mm)
Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 47 in. (1193.80 mm)
Ground Clearance @ Rake Attachment . . . . . . . . . . . . . . . . . . 9.5 in. (241 mm)
Turning Radius. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Zero
Weight—Traction Unit 0nly. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 990 lb. (449 kg)
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F E A T U R E S

2020AAND 2030A PROGATOR™UTILITYVEHICLES

• ProGator™ Utility Vehicles are heavy-duty and 
versatile. They are designed with an optional 
cargo box that is easily removed to make way 
for a growing number of attachments that make 
caring for golf courses and other grounds easy 
and efficient. 

• ProGator Utility Vehicles are available for 
customers who need to haul heavy cargo 
over various terrains and conditions. 

•  Optional manual 4WD available allowing opera-
tor control when 4WD is engaged.

• ProGator 2020A is powered by a 2007 CARB-
compliant, three-cylinder, liquid-cooled, 4-cycle 
John Deere Yanmar gas engine with overhead 
valves and full-pressure lubrication. ProGator 
2030A is powered by a CARB-compliant, three-
cylinder, liquid-cooled, 4-cycle John Deere 
Yanmar diesel engine with overhead valves and 
full-pressure lubrication. 

• Both gas and diesel engines are isolated to 
improve sound quality. Transaxle is a 5-speed 
synchromesh design. Standard 4th and 5th gear 
lockout to limit speed when necessary. Fully 
enclosed and runs in oil for reliability. Helical 
gears are used for quiet operation. Diesel engine 
meets EPA Tier 2 compliance standards.  

• Automotive-style single-plate clutch.

• Synchromesh transmission provides 5 forward 
gears, a neutral, and a reverse gear. Neutral 
start safety interlock.

• Differential design reduces scuffing of the turf 
during turns because the inside wheels turn 
slower than the outside wheels (vehicles which 
have a solid axle shaft must skid the inside wheel 
when making a turn). Differential lock is built into 
the transaxle as standard equipment. It locks 
both rear drive wheels together for extra traction 
when needed. A conveniently located hand 
control allows operator to engage differential 
lock with right hand while maintaining speed with 
right foot. And it provides increased traction in 
tough spots. 

• The main frame of the ProGator is a welded, 
7-gauge (.177-in., 4.5 mm) steel. Laser cut and 
formed steel construction for extra strength and 
durability. Engine, transaxle, and exhaust system 
are rubber mounted and isolated for smooth 
quiet operation. An electrostatic primary paint 
with powder paint second coat provides extra 
corrosion protection from the elements. 

• The hydraulically actuated self-adjusting front 
and rear drum brakes provide plenty of stopping 
capacity, even when fully loaded. The hand-
controlled parking brake will hold the vehicle 
in place on hills, in both the uphill and downhill 
directions.

• Hydrostatic power steering has smooth, respon-
sive operation. Tight turning clearance circle 
(16.3-ft. (4.97 m) for 2WD and 20.6-ft. (6.28 m) for 
4WD) for excellent maneuverability. And it’s 
completely sealed for long life. 

• Side-by-side seating provides room for one operator 
and one passenger. High-back seats provide extra 
comfort and back support. Hip restraint bars help 
keep operator/passenger in seat over rough terrain; 
also serve as a grab rail. Platform designed for 
excellent visibility and exceptional leg room for 
comfortable operation. Center console features 
ergonomically positioned controls: gear shift, 
parking brake, cargo box lift lever, hydraulic 
PTO engagement lever. Differential lock is hand 
operated and conveniently located. Cupholders 
located at rear of console. Dash-mounted gauges 
with ‘’night time’’ illumination for early morning or 
evening operation (speedometer, fuel, tachometer, 
hour meter, coolant temperature). Dash-mounted 
indicator lights include oil pressure, battery voltage, 
glow plug (diesel only), coolant temperature, and 
park brake. Optional dash-mounted controls for 
sprayer applications. 

Tailgate Release Kit 
Turn Signal Kit
Armrest Kit
Work Light Kit 
Hydraulic Auxiliary Kit
Multipurpose Platform
Cargo Box
Vicon Spreader Mounting Kit
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  2020A 2030A

Engine:
(Meets 2007 CARB standards.)

Manufacturer/Model  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yanmar  Yanmar 

Configuration . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 cyl. liquid-cooled, gas 3 cyl. liquid-cooled, diesel 

High Idle Speed. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3,570 rpm 3,450 rpm

Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 879 cc 1115 cc

Machine:

Transmission:

Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Kanzaki Kanzaki

Configuration . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5-speed, synchro-mesh 5-speed, synchro-mesh

Maximum Speed (Std. Tires). . . . . . . . . . . . . . . . . . . . . . . . . . . . . 19.1 mph (30.7 km/h) 19.1 mph (30.7 km/h)

4-Wheel Drive Option. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Manual Manual

Ground Clearance (Unloaded) . . . . . . . . . . . . . . . . . . . . . . . . . . . 6.6 in. (168 mm) 6.6 in. (168 mm)

Bed Height (Loaded)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32.75 in. (83.2 cm) 32.75 in. (83.2 cm)

Under Transaxle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A 5.7 in. (145 mm)

Dimensions:

Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 66 in. (167.6 cm) 66 in. (167.6 cm)

Wheel Tread, Front . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 48.5 in. (123.2 cm) 48.5 in. (123.2 cm)

Wheel Tread, Rear Std.  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50.8 in. (129.0 cm) 50.8 in. (129.0 cm)

Width, Overall (Std. Tires) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 62.4 in. (158.6 cm) 62.4 in. (158.6 cm)

Length, Overall With Box. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 129.3 in. (328.5 cm) 129.3 in. (328.5 cm)

Length, Overall Without Box. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 125.7 in. (319.2 cm) 125.7 in. (319.2 cm)

Height, Overall. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 76.25 in. (193.6 cm) 76.25 in. (193.6 cm)

Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic power Hydrostatic power

Turning Circle Clearance:

Inside Diameter - 2wd  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18 in. (457 mm) radius 18 in. (457 mm) radius

Inside Diameter - 4wd  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 69 in. (175.2 cm) radius 69 in. (175.2 cm) radius

Weight (Without Cargo Box Advertised)  . . . . . . . . . . . . . . . . . . 1,850 lb. (840 kg) 1,890 lb. (857.3 kg)

Rated Capacity (Including 200-lb. Operator,

 200-lb. Passenger, and Loaded Attachment) . . . . . . . . . . . . 2,650 lb. (1202 kg) 2,610 lb. (1184 kg)

Maximum Gross Vehicle Weight  . . . . . . . . . . . . . . . . . . . . . . . . 4,500 lb. (2041 kg) 4,500 lb. (2041 kg)

Cargo Box Weight - Actual  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 320 lb. (145 kg) 320 lb. (145 kg)

Cargo Box Capacity (Calculated)  . . . . . . . . . . . . . . . . . . . . . . . . 1,930 lb. (876 kg) 1,930 lb. (876 kg)

Cargo Box Struck Capacity

 (w/Dry Sand) 100 lb/sq. ft.  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,924 lb. (873 kg) 1,924 lb. (873 kg)

Towing Capacity (Rear Hitch)  . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,500 lb. (680 kg) 1,500 lb. (680 kg)

Fuel Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 U.S. gal. (30.3 L) 8 U.S. gal. (30.3 L)

Tires:

Front Standard. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 23x10.50-12 (4 PR) 23x10.50-12 (4 PR)

Front Load Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,340 lb. (608 kg) 1,340 lb. (608 kg)

Rear Standard . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26x12.00-12 (4 PR) 26x12.00-12 (4 PR)

Rear Load Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,780 lb. (807 kg) 1,780 lb. (807 kg)

Suspension:

 Front. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dual leaf springs and shocks Dual leaf springs and shocks

 Rear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dual leaf springs and shocks Dual leaf springs and shocks

Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4-wheel hydraulic drum 4-wheel hydraulic drum

Battery  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12-volt, 500 CCA 12-volt, 500 CCA

Alternator Size. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 55 amp 55 amp

Sound Level @ Operator’s Ear  . . . . . . . . . . . . . . . . . . . . . . . . . . . 79 dB(A) 83 dB(A)

Certifications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . C.A.R.B., ASME D56.8a-1994 SAEJ12258 (ASAE S.383.1) OSHA1928.51CSA (same for both)
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F E A T U R E S

HD200ANDHD300 SPRAYERS
FOR THEPROGATOR™UTILITYVEHICLE

• The HD200 and HD300 Sprayers fit on the 
John Deere ProGator™ Utility Vehicles. The 
HD200 Sprayer is equipped with an impact-
resistant 200-gallon (757 L) polyethylene spray 
tank. The HD300 Sprayer is equipped with an 
impact-resistant 300-gallon (1135 L) polyethylene 
spray tank.

• The tanks are marked in graduated units. Each 
tank is styled to provide a low center of gravity and 
excellent visibility from the operator station. The 
level of the liquid can be seen from the outside of 
the tank. The tank access point is on the side of 
the tank so the operator has easy access for filling, 
adding chemicals, or looking inside the tank. 

• There is jet agitation inside the tank that keeps 
the tank solution mixed. Jet agitation is controlled 
manually with a valve to adjust for conditions.

• A personal wash system is standard with the 
sprayer. It provides a clean water source for the 
operator—a valuable safety feature. The pump 
used for the HD200 and HD300 Sprayers is a 
hydraulic-driven centrifugal pump rated at 105 
gallons per minute (397 l/min). It’s located behind 
the sprayer tank and is accessible from the rear 
of the machine. There is a standard vent line that 
automatically primes the pump. The pump also 
uses Life Guard trademark seals.

• The John Deere HD200 and HD300 Sprayers 
can be equipped with two heavy-duty, three-
section booms—an 18-ft. boom configuration 
or a 15-ft./21-ft. boom configuration. Both boom 
options offer a standard 20-in. nozzle spacing.
The 15-ft./21-ft. boom folds to a compact size of 
91-in. (231 cm) wide and 70-in. (178 cm) high. In 
order to spray at 15 ft. (4.6 m), the outside boom 
sections can be reduced by 3 ft. (0.9 m) each. 
The breakaway feature is standard on all booms.

Electric Foam Marker
Rinse Kit
Electric Boom Lift
Manual or Electric Hose Reel 
 with Spraygun
Groundplane Wheels
Auto Rate Tank Mix Controller
Extended Range Flat Fan Style 
 Nozzle Package
Flood Style Nozzle Package
Cone Style Nozzle Package
Auxiliary Hydraulic Kit (Required)
Throttle/Governor Control Kit
Throttling Valve Kit
Wide Tire Kit (Required for HD300)
4-Post ROPS (Required for HD300)
Heavy-Duty Suspension Kit 
 (Required for HD300)
Side Mirrors
Hinged Lid

A D D  V E R S A T I L I T Y  W I T H :
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       HD200 and HD300 Sprayers

Machine:
Tank . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . High-density, polyethylene tank with quick-fill attaching point;

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . anti-siphoning; low center of gravity
Frame  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Formed steel

Rate Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . HD200—200 U.S. gal. (757 L) 
  HD300—300 U.S. gal. (1135.5 L)
Pumps. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Cast-iron pump and stainless-steel pump available
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Centrifugal, hydraulically driven
GPM. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 105 U.S. gal. per minute (397 L/pm)
Max. PSI . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 92-94 PSI

Power . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic drive PTO

Agitation. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Jet agitation, ball valve controlled, 5/16-in. orifice

Controllers:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-way ball-style pressure-regulating valve; three motorized boom control 
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . valves; in-line pressurized strainers; manual valve control for hose reel 

Manual Electric. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard—in-dash, easy-to-read controller with isolated
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . pressure gauge and individual controls

Auto Rate Tank Mix  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Automatically regulates application rates and monitors speed,
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . area speed, flow, amount of chemical applied, spray width, and more

Boom. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 21-ft. (6.4 m) and 18-ft. (5.5 m), 3-section boom with bi-directional
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . break-away capabilities; heavy-duty square-tube construction; adjustable       
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . boom height; folds for compact storage, ground deflectors; shutoff valves

Spray Nozzles  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Extended range flat fan style, flood style or cone style. Nozzles 
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20-in. (50.8 cm) on center. Quick-disconnect with 10 PSI diaphragm check valves. 
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . These packages include nozzle tips, caps and screens.

Mounting  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-pin sprayer to frame

Dimensions(ProGator with Sprayer and 18-ft. Boom):
Boom Height (Wings Raised)  . . . . . . . . . . . . . . . . . . . . . . . . . 90 in. (228 cm)
Boom Width (Wings Raised). . . . . . . . . . . . . . . . . . . . . . . . . . 66 in. (167 cm)
Boom Width (Wings Lowered) . . . . . . . . . . . . . . . . . . . . . . . . 203 in. (514 cm)

Dimensions(ProGator with Sprayer and 21/18-ft. boom):
Boom Height (Wings Raised and Extensions Folded)  . . . . 70 in. (178 cm)
Boom Width (Wings Raised and Extensions Extended)  . . 96 in. (244 cm)
Boom Width (Wings Raised). . . . . . . . . . . . . . . . . . . . . . . . . . 91 in. (231cm)
Boom Width (Wings Lowered and Extensions Folded)  . . . 188 in. (478 cm)
Boom Width (Wings Lowered and Extensions Extended). 242 in. (615 cm)

Net Weight:
HD200 Tank and Frame with 18-ft. Boom  . . . . . . . . . . . . . . . 450 lb. (204 kg)
HD300 Tank and Frame with 18-ft. Boom  . . . . . . . . . . . . . . . 492 lb. (223 kg)
HD200 Tank and Frame with 15/21 ft. Boom. . . . . . . . . . . . . 483 lb. (219 kg)
HD300 Tank and Frame with 15/21 ft. Boom. . . . . . . . . . . . . 525 lb. (238 kg)

Shipping Weight:
HD200 Tank and Frame with 18-ft. Boom  . . . . . . . . . . . . . . . 531 lb. (241 kg)
HD300 Tank and Frame with 18-ft. Boom  . . . . . . . . . . . . . . . 573 lb. (260 kg)
HD200 Tank and Frame with 15/21 ft. Boom. . . . . . . . . . . . . 564 lb. (256 kg)
HD300 Tank and Frame with 15/21 ft. Boom. . . . . . . . . . . . . 606 lb. (275 kg)

Certification. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . CE and ANSI B71.4-1990

S P E C I F I C A T I O N S
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F E A T U R E S

TD100 TOPDRESSER FOR THE
PROGATOR™UTILITYVEHICLE

• The TD100 Top Dresser was designed specifically 
for the John Deere ProGator™ 2020 and 2030 
Utility Vehicles. It is ideal for use on golf courses,
athletic fields, and other areas.

• The hopper is made from galvanized steel to 
resist corrosion and is supported by steel frame 
members for strength. A fixed-speed nylon/poly-
ester cord endless conveyor belt moves material 
under the metering gate and through a rotating 
brush for even distribution. Hopper capacity is 
12 cu. ft. (0.35 m3) level full or 19 cu. ft. (0.54 m3)
heaped. Rated capacity is 1,500 lb. (680 kg.) And 
spreading width is 56 in. (142 cm). 

• The conveyor belt and rotating brush are 
powered by a hydraulic motor which operates 
off the ProGator hydraulic system.

• The full-width metering gate controls the amount 
of material that is distributed. Infinitely variable 
for precise metering control. Adjustable from 
0- to 3-in. (7.62 cm) opening. Two levers are used 
to adjust the metering gate opening. One lever 
adjusts the gate height; the other locks the gate 
into position.
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  TD100 Top Dresser

Machine:

Hopper:

Rated Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,500 lb. (680 kg) maximum

  12 cu. ft. (0.35 m3) leveled

  19 cu. ft. (0.54 m3) heaped

Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Top: 57 5/8 in. (146 cm) x 36 in. (91 cm)

  Bottom: 57 5/8 in. (146 cm) x 24 in. (61 cm)

  Depth: 16 in. (40.6 cm)

Spread Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .56 in. (142 cm)

Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Galvanized steel

Conveyor Belt:

Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Nylon/polyester cord, textured rubber coating

Construction. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Endless belt

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .56 in. (142 cm)

Brush:

Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Polypropylene

Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .9 in. (22.9 cm)

Speed of Rotation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .190 rpm (motor at 44 rpm)

Metering:

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Fixed-speed belt, adjustable metering gate

Metering Gate Adjustment  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Infinite, 0-in. to 3-in. (7.62 cm) height

Controls. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Two hand levers; one adjusts, one locks

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hydraulic motor powered by ProGator hydraulic system based on engine rpm

  #40 O-ring sealed roller chain

  Controlled by ProGator auxiliary hydraulic control operated from the driver’s seat

Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ..Controlled by ProGator auxiliary hydraulic control operated from the driver’s seat

Mounting to ProGator  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Two pins at rear, one pin on lift cylinder

Dimensions:

Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .25 in. (63.5 cm)

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .64.5 in. (164 cm)

Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .51.5 in. (131 cm)

Overall Height (Mounted on Vehicle)  . . . . . . . . . . . . . . . . . . . . . .51 in. (129.5 cm)

Shipping Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .810 lb. (367 kg)

Net Weight (Empty)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .685 lb. (311 kg)

S P E C I F I C A T I O N S

C&CE PURCHASING GUIDE 2007159



F E A T U R E S

GATOR™ TX TURFUTILITYVEHICLE

• John Deere continues the decade-long Gator™

Utility Vehicle tradition of excellence with the 
introduction of the Gator Traditional Series. 
With a new, sleek body style, more power, more 
comfort, increased speed and convenience items 
like cupholders and a 12V DC outlet, the T-Series 
truly redefines a legacy.

• 401 cc, air-cooled, single-cylinder, 4-cycle 
Kawasaki gasoline engine.

• Golf-cart style drive train prevents need for 
engine restart.

• Foot-controlled starter enhances operator 
convenience.

• Front and rear outboard hydraulic disc brakes to 
deliver maximum stopping capability.

• All-wheel suspension allows for a smooth ride 
with or without load.

• Low center of gravity enhances stability and 
handling for assurance at higher speeds and 
on inclines.

• Top speed of 15.5 mph (25 km/h).

• Four-ply turf/hard surface tires minimize ground 
compaction and provide improved hard-surface 
wear characteristics.

• 16-gauge steel, 11.2 cu. ft. capacity cargo box 
hauls up to 600 lb. (272 kg).

• Towing capacity of 1,000 lb. (454 kg) on level 
terrain.

• Features include high-back seats, cup holders, 
12v outlet, glove box, fuel gauge, rear receiver 
hitch, and back-up alarm. 

• The available cab is certified to SAE (Society 
of Automotive Engineers) and equivalent 
European standards for rollover protection.

Ball Hitch
Beacon Light
Bedliner
Brake/Tail Light Kit
Cargo Box Mat
Deluxe Light Kit
Mirrors
Fender Guards
Floormat
Front Brush Guard
Front Bumper
Gauge Package
Grab Light
Hard-Door Cab
Soft-Side Cab
Heavy-duty Front Suspension
Drawbar
Horn
Power Lift Kit
Tire Chains
Utility Cart
Visor
Windscreen
Windshield Wiper
Front/Rear Work Lights

A D D  V E R S A T I L I T Y  W I T H :
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  Gator TX Turf Utility Vehicle

Engine and Electrical:
(Meets 2006 CARB standards.)

Make . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Kawasaki

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4-cycle gas

Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .401 cc

Maximum Torque  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .19.5 lb-ft (@2,400 rpm)

Ignition Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Solid state 12V

Lubrication . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Full pressure

Oil Filter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Screw-on filter

Cooling System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Air

Air Cleaner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dry replaceable single-element w/remote intake

Battery  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .38 amp/hr., 340 CCA

Alternator . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .30 amp @ 3,700 rpm - regulated

Fuel System:

Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5.2 gal. (20 L)

Consumption (Half Load at Avg. Speed)   . . . . . . . . . . . . . . . . . . .0.35 gal./hr.

Fuel Pump Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Pulse

Transmission:

Type   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Continuously Variable Transmission (CVT)

Ground Speed

 Forward   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0-15.5 mph (0-25 km/h)

Transaxle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Fully enclosed, oil bath

Gear Selection. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Forward, reverse

Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Front/rear hydraulic disc

Park Brake . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Rear mechanical disc

Bearings . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Sealed bearings throughout

Axle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .33.5 mm diameter forged, splined shaft

Suspension and Steering:

Suspension, Front . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Independent, spring over shock, single A-arm

Suspension, Rear  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Parabolic spring with shock absorbers

Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Rack-and-pinion

Dimensions:

Length (Without Bumper)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .105.6 in. (2681 mm)

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .60 in. (1525 mm)

Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .43.6 in. (1107 mm)

Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .72.5 in. (1841 mm)

Weight (Including Fuel/Fluids)  . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,032 lb. (468 kg)

Ground Clearance:

 Under Transaxle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5.7 in. (145 mm)

 Under Foot Platform . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .10.6 in. (270 mm)

Turn Clearance Circle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .22.5 ft. (6.9 m)

Seat Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Professional high-back

Towing Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,000 lb. (454 kg)

Payload Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,000 lb. (454 kg)*

Cargo Box:

Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .43.9Lx49Wx9D (1116Lx1244Wx229D)

Volume  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .11.2 cu. ft. (.32 m)

Weight (On Level Terrain)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .600 lb. (272 kg)

Dump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Manual (power lift optional)

Tailgate . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hinged at bottom

Tires. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Turf/hard-surface

*Includes 200-lb. operator, 200-lb. passenger and maximum cargo box capacity.

S P E C I F I C A T I O N S
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F E A T U R E S

GATOR™TE UTILITYVEHICLE

• John Deere is pleased to introduce the new 
Gator TE Utility Vehicle. The Gator TE shares 
many features with the other Traditional Series 
(T-Series) utility vehicles and is designed to 
continue, and improve upon, the tradition of 
excellence established by John Deere. 

•  Expanded operator station area with high-back 
seats (adjustable driver’s seat as an option) 
provides superior driver and passenger comfort.

• Intuitive layout and design for exceptional 
ease of use. 

• Attractive styling with standard integrated 
features such as cupholders and glove box.

• Dash-mounted forward, neutral, reverse 
gear selection switch.

• 22.5x9.50-10, 4-ply front tires.

• 24x10.00-12, 4-ply rear tires.

• Improved battery display indicator.

•  48-volt (with 8 Trojan T-105 batteries or 8 Trojan 
T-145 batteries) electrical system. 

•  6.0 hp (4.6 kW) separately excited DC motor (30 
minute S2 rating).

•  500 lb. (227 kg) box capacity. 

•  44-in. (1118 mm) x 49-in. (1245 mm) x 9-in. 
(229 mm) cargo box. 

•  600 lb. (272 kg) towing capacity. 

•  15 mph (24.1 kph) maximum speed. 

•  Foot-pedal operation for convenient starting 
and stopping. 

•  Dana transaxle with helical gearing. 

•  Self-adjusting drum brakes. 

•  Two high-back bucket, tilt-forward seats.

Bedliner for Cargo Box
Windscreen Kit
Turf/Hard Surface Tires and Wheels 
Cargo Box Power Lift Kit
Adjustable Driver Seat Kit
Rubber Mat for Cargo Box 
Ball Hitch—1-7/8 in. or 2 in. 
Splash Guards
21 Utility Trailer
Horn Kit
Front Bumper
Brush Guards
Beacon Light Kit
Hard Door Cab
Soft Door Cab
Mirror Kit
Visor Kit
Cargo Box Release Kit

A D D  V E R S A T I L I T Y  W I T H :
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  TE Gator

Drive System:
Motor. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .6.0 hp (4.6 kW), separately excited D.C. motor (30 minutes S2 rating)
Controller  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Separately excited, 400 amp current limit
Transaxle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dana with helical gearing
Transaxle Gear Ratio (Forward) . . . . . . . . . . . . . . . . . . . . . . . . . . .14.76 : 1
Electrical. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .48-volt system
Battery  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8 Trojan T105 6V batteries or 8 Trojan T145 batteries

Steering and Suspension:
Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Rack & pinion
Turning Circle Clearance. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .24.1 ft. (7.3m)
Front suspension. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Independent, spring over shock, single A-arm
Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Self-adjusting rear drum

Ground Pressure, Max.:
Front, With 200-lb. Operator Only. . . . . . . . . . . . . . . . . . . . . . . . . .8 psi
Rear, With 200-lb. Operator Only  . . . . . . . . . . . . . . . . . . . . . . . . . .10 psi

Dimensions:
Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .76.4 in. (1941 mm)(front/rear)
Wheel Tread, Front . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .50 in. (1270 mm)
Wheel Tread, Rear Std.  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .48 in. (1219 mm
Width, Overall (Std. Tires) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .60 in. (1524 mm
Length, Overall With Box. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .106.0 in. (2692 mm) (With Bumper)
Length (Without Bumper)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .104.9 in. (2664 mm) (Without Bumper)
Height, Overall   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .44.5 in. (1130 mm)(at steering wheel)

Tires:
Front Standard. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .22.5x9.50-10, 4 PR hi-flotation turf
Front Load Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .24x12.00-10, 4 PR hi-flotation turf

Cargo Box:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .16-gauge steel
Capacity
 Volume  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .11.2 cu. ft. (.32 cu. m)
 Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .500 lb. (227 kg)
Width (Inside)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .49 in. (1245 mm)
Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .44 in. (1118 mm)
Depth. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .9 in. (229 mm)
Dump. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Manual (power lift available)
Tailgate . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Removable; hinged at bottom

Charger
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Ferroresonant transformer
Input Voltage  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .120 VAC +/- 10% 60 HZ
Input Current  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12 Amps AC (at start)
True RMS Power. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,200 watts
Estimated Full Recharge Time  . . . . . . . . . . . . . . . . . . . . . . . . . . . 12 hours (Trojan 105), 16 hours (Trojan 145) (dependent on depth of discharge, temperature,
                                                                                                age and condition of batteries)
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22B UTILITYTRAILER

This is the ideal companion for all A, B and C model walk-behind greens mowers and can 
be used with either the Turf Gator, 6X4 Gator or ProGator. Features include:

• Axle brackets that easily adjust in order to accommodate all 
John Deere walk-behind greens mowers.

• Additional optional axle bracket allows two greens mowers 
to be trailered.

• Allows operator to leave transport wheels in the maintenance 
building if desired.

• Box and tailgate ramp are covered with a rubber mat for easy 
loading and protection for the drive drum, roller, and bedknife 
during loading and transport.

• Wide wheelbase and a low center of gravity adds to the 
stability of the trailer on uneven ground and while turning.

Box:

Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12.7 cu. ft. (.36 m3)

Maximum Load  . . . . . . . . . . . . . . . . . . . . . . . . 1,000 lb. (454 kg)

Maximum Payload  . . . . . . . . . . . . . . . . . . . . . 700 lb. (318 kg)

Loadguard  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28.2 in. (716 mm)

Tailgate gate:

Ramp with Rubber Mat

Hitch Coupler. . . . . . . . . . . . . . . . . . . . . . . . . . 1.875 in. (4.8 cm) diameter

Tires:

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Turf pneumatic

Construction. . . . . . . . . . . . . . . . . . . . . . . . . . . 2 PR

Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22.5 in. x 10.00-8-in.

Wheel Bearings  . . . . . . . . . . . . . . . . . . . . . . . Ball bearing double sealed
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1000, 1500AND2000 AERCORE™AERATORS

• John Deere offers three models in the tractor 
mounted aerator line: the AercoreTM 1000, which 
covers a 37.5-inch (101.6 cm) swath, the Aercore 
1500 that covers a 57.5-inch (152.4 cm) coring 
swath and the Aercore 2000 that covers a 
77.5-inch swath.

• The Aercore 1000 is compatible with a tractor 
that has a minimum PTO horsepower of 15 
(11.2 kW) and is equipped with a 
Category 1, 3-point hitch. 

• The Aercore 1500 is compatible with a tractor 
that has a minimum PTO horsepower of 22
(16.4 kW) and is equipped with a 
Category 1, 3-point hitch. 

• The Aercore 2000 is compatible with a tractor 
that has a minimum PTO horsepower of 33
(24.6 kW) and is equipped with a 
Category 1, 3-point hitch. 

• These tractor-mounted aerators feature heavy-
duty frames that are built to take the extreme 
abuse of aeration.

• The Aercore Aerators set the standard for 
productivity, both for square feet per hour and 
for cores per hour.

• The design simplicity of these aerators result in 
fewer moving parts, so you get a more durable 
long-lasting unit that's easy to service.

• A wide variety of tines are available to meet the 
varied needs of turf professionals. 

• Tubular tines available are 3�8 inch (9.5 mm), 
1�2 inch (12.7 mm), 5�8 inch (16 mm), and 3�4 inch 
(19 mm). Open-side tines available are 1�4 inch 
(6 mm), 1�2 inch (12.7 mm) and 3�4 inch (19 mm). 
Solid tines in 3�8 inch (6 mm) and 5�8 inch (16 mm). 
Also available 5 mm and 8 mm needle tines.

• Two-year warranty.

Windrow Attachment
Mini Tine Kit
Needle Tine Kit (1000 and 1500 Only)
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  1000 Aercore Aerator 1500 Aercore Aerator 2000 Aercore Aerator

Machine:

Coring Width. . . . . . . . . . . . . . . . . . . . . . 37.5-in. (101.6 cm) 57.5-in. (152.4 cm) 77.5-in. (190.6 cm)

Coring Depth  . . . . . . . . . . . . . . . . . . . . . . Up to 4 in. (100 mm) Up to 4 in. (100 mm) Up to 4 in. (100 mm)

Hole Pattern. . . . . . . . . . . . . . . . . . . . . . . Variable 2.4 in. x2.0 in. to 5.0 in.  Variable 2.4 in. x2.0 in. to 5.0 in.  Variable 2.4 in. x2.0 in. to 5.0 in.

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (61 mm x 51 mm to 127 mm) (61 mm x 51 mm to 127 mm) (61 mm x 51 mm to 127 mm)

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Variable 3.2 in. x2.0 in. to 5.0 in. Variable 3.2 in. x2.0 in. to 5.0 in. Variable 3.2 in. x2.0 in. to 5.0 in.

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . (81.3 mm x 50 mm to 125 mm) (81.3 mm x 50 mm to 125 mm) (81.3 mm x 50 mm to 125 mm) 

Productivity:

2.4 in. x 2.0 in. (30mm x 50mm)  . . . . . . . 20,013 sq. ft./hr. (1,859 sq. m/hr) 30,020 sq. ft./hr. (2,789 sq. m/hr) 40,026 sq. ft./hr. (3,722 sq. m/hr)

2.4 in. x 2.5 in. (30mm x 64mm)  . . . . . . . 25,016 sq. ft./hr. (2,324 sq. m/hr) 37,525 sq. ft./hr. (3,486 sq. m/hr) 50,033 sq. ft./hr. (4,653 sq. m/hr)

2.4 in. x 3.0 in. (30mm x 76mm)  . . . . . . . 30,020 sq. ft./hr. (2,789 sq. m/hr) 45,030 sq. ft./hr. (4,183 sq. m/hr) 60,040 sq. ft./hr. (5,584 sq. m/hr)

2.4 in. x 4.0 in. (30mm x 101mm)  . . . . . . 40,026 sq. ft./hr. (3,718 sq. m/hr) 60,039 sq. ft./hr. (5,578 sq. m/hr) 80,053 sq. ft./hr. (7,445 sq. m/hr)

2.4 in. x 4.5 in. (30mm x 111mm)  . . . . . . 45,030 sq. ft./hr. (4,069 sq. m/hr) 67,544 sq. ft./hr. (6,282 sq. m/hr) 90,059 sq. ft./hr. (8,376 sq. m/hr)

2.4 in. x 5.0 in. (30mm x 127mm)  . . . . . . 50,033 sq. ft./hr. (4,648 sq. m/hr) 75,049 sq. ft./hr. (6,972 sq. m/hr) 100,066 sq. ft./hr. (9,306 sq. m/hr)

Tine Sizes: 

Tubular  . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 in. (25.4 mm) 1 in. (25.4 mm) 1 in. (25.4 mm)
3�4 in. (19 mm) 3�4 in. (19 mm) 3�4 in. (19 mm)
5�8 in. (16 mm) 5�8 in. (16 mm) 5�8 in. (16 mm)
1�2 in. (12.7 mm) 1�2 in. (12.7 mm) 1�2 in. (12.7 mm)
3�8 in. (10 mm) 3�8 in. (10 mm) 3�8 in. (10 mm)  

Open Side   . . . . . . . . . . . . . . . . . . . . . . . . 1 in. (25.4 mm) 1 in. (25.4 mm) 1 in. (25.4 mm)
7�8 in. (22.23 mm) 7�8 in. (22.23 mm) 7�8 in. (22.23 mm)
13�16 in. (20.64 mm) 13�16 in. (20.64 mm) 13�16 in. (20.64 mm)
3�4 in. (19 mm) 3�4 in. (19 mm) 3�4 in. (19 mm)
5�8 in. (16 mm) 5�8 in. (16 mm) 5�8 in. (16 mm)
1�2 in. (12.7 mm) 1�2 in. (12.7 mm) 1�2 in. (12.7 mm)
3�8 in. (10 mm) 3�8 in. (10 mm) 3�8 in. (10 mm)
1�4 in. (6.35 mm) 1�4 in. (6.35 mm) 1�4 in. (6.35 mm) 

Solid . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5 mm needle tine, 8 mm needle tine 5 mm needle tine, 8 mm needle tine —
5�8 in. (16 mm) 5�8 in. (16 mm) 5�8 in. (16 mm)
3�8 in. (9.5 mm) 3�8 in. (9.5 mm) 3�8 in. (9.5 mm)

  Cross with 1�2-in. (12.7 mm) rib Cross with 1�2-in. (12.7 mm) rib Cross with 1�2-in. (12.7 mm) rib

  Super cross with 3�4-in. (19 mm) rib Super cross with 3�4-in. (19 mm) rib Super cross with 3�4-in. (19 mm) rib

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . 865 lb. (392 kg) 1,100 lb. (499 kg) 1,728 lb. (772 kg)

Height . . . . . . . . . . . . . . . . . . . . . . . . . . . . 39 in. (990 mm) 39 in. (990 mm) 39 in. (990 mm)

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 45.7 in. (1,160 mm) 65.5 in. (1,662 mm) 85.7 in. (2,177 mm)

Length. . . . . . . . . . . . . . . . . . . . . . . . . . . . 33 in. (845 mm) 33 in. (845 mm) 33 in. (845 mm)
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800 AERCORE™ WALK-BEHINDAERATOR

• Exceptional hole quality.

• Adjustable depth control down to 4 inches.

• To provide optimum contour-following performance, 
the Aercore 800 features a 31.5-in. coring swath 
and a coring head that is located between the 
drive tires. The narrow coring swath promotes 
hole depth consistency on undulating surfaces. 
Locating the coring head between the drive tires 
ensures that the coring head follows undulations 
with the tires.

• Four-speed transmission covers a large variety of 
coring needs:
 1st gear: mini tines 1.4x1.4 inch (36x36 mm) 
  pattern 
 2nd gear: 2x2 inch (50x50 mm) pattern
 3rd gear: 2x2.6 inch (50x65 mm) pattern 
 4th gear: 2x2.9 inch (50xXX mm) pattern 

 By utilizing a mechanical transmission, the 
Aercore 800 significantly limits any hydraulic 
leak opportunities on playing surfaces.

•  Verticutter attachment provides the ability to
aerate and verticut simultaneously or as
standalone functions. 

• Electro-hydraulic lift system allows the opera-
tor to lift and lower the coring head without the 
engine running.  The system utilizes 2 quarts of 
Bio-HyGard hydraulic fluid. 

• Standard drive tire core deflectors raise and 
lower with the coring head and push aside cores 
from the prior aerification pass. 

• Standard drive chain tensioners maintain proper 
chain tension, promoting consistent down-row 
hole spacing.  No tools required for adjustment. 

• Positive battery terminal location provides easy 
access for charging the electrical system. 

• 25-hp Kohler Command Series engine provides 
increased power to the coring head and traction 
drive system. 

• A wide variety of tines available to meet the varied 
needs of turf professionals.

• Same Flexi-link mechanism as used on the larger-
frame aerators.

• Simple design with fewer moving parts.

• Tubular tines are available in 3�8 inch (9.5 mm), 
1�2 inch (12.7 mm), 5�8 inch (16 mm), 3�4 inch (19 mm), 
and 1 inch (25.4 mm); and open sided in 1�4 inch 
(6 mm), 3�8 inch (10 mm), 1�2 inch (12.7 mm), 5�8 inch 
(16 mm), 3�4 inch (19 mm), 13�16 inch (20.64 mm), 
7�8 inch (22.23 mm), and 1 inch (25.4mm); and 
solid in 3�8 inch (9 mm) and 5�8 inch (16 mm).

• Easy to service due to excellent access to 
moving parts.

• Two-year warranty.

Windrow Attachment
Mini Tine Kit
Needle Tine Kit
Verticutter
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Engine:
(The engine horsepower information is provided by the engine manufacturer to be used for 
comparison purposes only. Actual operating horsepower will be less. Meets 2007 CARB standards.)

Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Kohler Command Series 

Horsepower   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .25 hp (18.6 kW)

Cycle . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4

Displacement   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .624 cc 

Fuel Capacity   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5 U.S. gal. (18.9 L)

Ignition . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Solid State 

Air Filter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1 dual element

Starter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Electric/Solenoid

Transmission (Coring)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1st gear, 2nd gear, 3rd gear, 4th gear

Transmission (Transport). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Transport 3.5 mph (4.5 km/h)

Frame  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Welded steel construction with box frame section

Tires/Wheels

One Steer Tire  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .20x10-10, 8-10 psi (55-69 kPa)

Two Drive Tires  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .20x10-10, 8-10 psi (55-69 kPa)

Coring Swath. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .31.5-in. (800.1 mm)

Coring Head Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Matched dual v-belts

Lift System. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Electro-hydraulic, electric pump, single hydraulic lift cylinder

Productivity:

1st Gear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .11,025 sq. ft./hr. (1024 sq. m/hr)

2nd Gear   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .15,750 sq. ft./hr. (1440 sq. m/hr.)

3rd Gear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .20,710 sq. ft./hr. (1933 sq. m/hr.)

4th Gear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .22,835 sq. ft./hr. (2123 sq. m/hr.)

Coring Depth  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Up to 3.5 in. (88.9 mm) 

Coring Patterns. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.4 x 1.4 in. mini tines (36 x 36 mm)

  2.0 x 2.0 in. (50 x 50 mm)

  2.6 x 2.0 in. (65 x 50 m)

  2.9 x 2.0 in. (75 x 50 mm)

Operator Presence System. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,372 lb. (622.3 kg)

Height . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .39 in. (990 mm)

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .58 in. (1,473 mm)

Length. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .84 in. (2,134 mm)
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Vehicle Requirements. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Powered by either a compact utility tractor or HDUV with a
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Selective Control Valve (SCV). Hydraulic requirements: 6 gpm (23 Lpm),
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2,000 psi (13.8 mPa) (minimum continuous)

Gathering Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .48 in. (121.9 cm)
Hopper Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .25 cu. ft. (0.71 m3)
Hitch  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Attaches with std. 3/4 in. (19 mm) hitch pin
Offset Towing Feature:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Allows the unit to be towed either directly behind or offset to the

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .left side of vehicle. Easily performed while the operator remains seated.

Hydraulic Connection  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3 quick-disconnect couplers (2 rotary brush, 1 lift cylinder)
Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hydraulic powered lift cylinder for dumping
Pick-Up-System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hydraulic powered rotary brush
Brush Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .500-600 rpm, direct drive hydraulic motor
Rollers. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Brush aggressiveness and flotation is controlled by a 6 in. (15.24 cm) dia. full width 

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .roller directly behind the rotary brush. The roller height can be adjusted to 
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .accommodate the turf conditions and degree of brush wear
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

Productivity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Clears an average green in 15 minutes
Tires. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .26.5x14x12

Dimensions:
Height  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .64 in. (162.5 cm) - lowered, 145 in. (368 cm) - raised
Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .138 in. (350.5 cm)
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .94 in. (238.7 cm)
Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,250 lb. (578 kg)

Dump Height Clearance  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .49 in. (120 cm)

S P E C I F I C A T I O N S

F E A T U R E S

TC125
COLLECTIONSYSTEM

• The TC125 is a turf collection attachment 
designed to be towed behind either a heavy-duty 
utility vehicle with auxiliary hydraulics and a 
selective control valve (SCV) or a compact utility 
tractor with a SCV. The TC125 allows one person 
to easily pick-up and dump turf debris such as 
aeration cores, sand, clippings, leaves, or thatch. 
This highly productive unit covers a 48-in. 
(122 cm) swath and has a hopper capacity of
25 cubic (0.71 cu. m.) which allows an average 
green to be cleared in 15 minutes.

• For dumping, the TC125 has a dumping height of 
49 in. (124.5 cm) and is equipped with a hydraulic 
lift cylinder that allows debris to be easily emptied 
into the cargo box of a heavy-duty utility vehicle. 

• The hydraulically driven brush system is simple 
to operate and maintain plus eliminates the need 
for an additional power source. 

• Additionally, a full-width roller can be adjusted 
to accommodate a variety of turf conditions and 
brush wear. 

• Roller scraper available.

C&CE PURCHASING GUIDE 2007169



Vehicle Requirements . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 600-lb. towing capacity and 12-volt electrical system
Gathering Width . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 48 in. (121.9 cm)
Belt-Driven Brushes and Blade Shaft:
 Brush Speed . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 750-850 rpm brush speed
 Blade Speed . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,500-1,600 rpm blade speed
Hitch . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Attaches with standard 1-7/8-in. ball hitch
Offset Towing Feature . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Allows the unit to be towed either directly behind or offset to the right side of the towing vehicle
Controls . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . The engagement of the clutch is done from the operator’s station
Engine Manufacturer . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Kohler Command Pro 12 horsepower
Recommended Operating Tire Pressure  . . . . . . . . . . . . . . . . . . 10-12 psi (69-83 kpa)
Brush . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Eight-section polyester bristle
Brush Adjustments . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . The brushes are adjusted by height adjustment cranks on both sides of the unit
Productivity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clears an average green in 10 minutes; one-person operation
Tires . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two 18x 8.5-8 4-ply turf tires
Dimensions:
 Height . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32 in. (812.8 mm)
 Length Including Tongue  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 96 in. (2438.4 mm)
 Width . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75 in. (1905 mm)
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 580 lb.

S P E C I F I C A T I O N S

F E A T U R E S

CP48 COREPULVERIZER

•  48-in. (121.9 cm) gathering width.

•  Belt drive brushes and blades.

•  Kohler 12-horsepower gas Command 
Pro Series engine.*

•  Two 18x8.5 4-ply turf tires.

•  1.875-in. (4.8 cm) hitch.

•  Recoil start.

•  Offset towing feature.

*The engine horsepower information is provided by the engine manufacturer to be used for comparison purposes only. Actual operating horsepower will be less.
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F E A T U R E S

 HIGH PERFORMANCE
•  Controls up to 999 satellites or 3,560 two- or 

three-wire decoders and up to five 18-hole golf 
courses.

•  Enviro-database determines the most efficient 
irrigation schedule by monitoring its effect on the 
landscape.

•  Profiler™ compares actual vs. theoretical
application to determine optimum water use.

•  Weather station monitoring for automatic ET-
adjusting of irrigation schedules or Web down-
load of ET based on zip code (Smart controller).

•  Flow Assist™ monitors system flow in real time 
for automatic adjustment of the irrigation
schedule.

•  Powerful water budgeting from 0–999%.

•  Hardwire and radio communications can be used 
on same network.

•  Self-monitoring feature finds open and shorted 
circuits, activates alarms and pagers, and shuts 
down automatically if necessary.

•  Independent programming allows control of each 
station in any sequence, with multiple repeats 
and pauses.

•  True two-way communication between central 
controls and satellites.

•  Operates lighting, fountains, security gates, etc.

•  Compatible with fertigation systems and pump 
station controls.

•  English and metric units.

•  Multilingual instructions including Spanish.

EASY TO USE
•  Windows-based graphical user interface displays 

landscape and irrigation plans on screen for real-
time monitoring and control. Add plans via scan-
ning or with AutoCAD®.

•  On-screen menus guide user with step-by-step 
instructions for simple setup and fast launch.

•  Help desk from 7 a.m. to 7 p.m. PST, Monday 
through Friday.

SOFWARE FEATURES

•  Independent Station Control 

•  ET-Based Irrigation

•  Percentage-Based Irrigation 0–200% 

•  ET Management

•  Enviro-Database 

•  Plant and Soil Profiler™

•  Dry Run 

•  Real-Time Monitoring and Control

•  Report Generation 

•  On-Line and Dial-Up Help Desk

•  Alarm Paging 

•  Station Database

•  Manufacturer Rotor & Nozzle Database 

•  Site Management

•  Weather Data Utilization 

•  Weather Forecasting

•  Precipitation Data Utilization 

•  Sensor Data Utilization

•  Flow Graph™ 

•  Flow Assist™

•  English and Metric 

•  Seven Languages (Including Spanish) 
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F E A T U R E S

eAURORA

•  Controls an unlimited number of controller/
satellites on an unlimited number of golf courses 
anywhere in the world.

•  All programs and site data are stored on a secure 
server and available 24/7.

•  Data is stored in your personal and secure
John Deere account where you can approve 
multi-level users and passwords.

•  Abolishes time-consuming software upgrades 
and related programming.

•  On-screen help menus provide detailed instruc-
tions for simple set-up and fast launch.

•  Real-time ET-Adjusted irrigation schedules trans-
mit to each controller in the network 
(smart control).

•  Irrigate using ET from installation of the first con-
troller, no waiting until the central is running.

•  Powerfull water budgeting 0%–999%.

•  Monitor short circuits, flow meters and alarms.

•  Independent programming of stations, programs 
or start times.

•  True two-way communication.

•  User-friendly menus are intuitive using graphics 
for ease in programming.
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F E A T U R E S

AURORA™ TABLETCENTRALCONTROLSYSTEM

HIGH PERFORMANCE
•  Portable performance: Work from anywhere with 

the most mobile PC ever. The Tablet PC provides 
everything you expect in a mobile PC, in a form 
that allows you to be productive in more situa-
tions—at your desk, in the hallway, on a cart, at 
a meeting, or while walking.

• Primary computer: The Tablet PC can be your 
primary PC because it is a fully equipped PC. It is 
easy to integrate the Tablet PC into your normal 
work place. In combination with docking stations 
it is possible to connect the Tablet PC to external 
keyboards and monitors, transforming it into a 
normal workstation with the usual peripherals.

• Electronic paper: Take all your notes electroni-
cally. The Tablet PC comes with a note-taking 
utility that lets you create and organize your 
handwritten notes. Windows Journal makes it 
easy to capture the text, diagrams, and pictures 
you would normally create using pen and paper. 

• Hand-writing recognition: Signature manage-
ment software will recognize your handwriting, 
as well as be able to search for your handwritten 
notes and edit them easily.

• No more synchronization: No more requirements 
for PC to PDA synchronization, for any field 
adjustments. Do them right then and there. 

•  Irrigation program adjustments: Automatic 
adjustment of irrigation schedule by ET, water 
budget.

• Real time: Flow, station activity, site alarms, vehi-
cle performance, pump activity and other critical 
management activities can all be managed allow-
ing real-time monitoring and management.

• Two-way Communications: Communicate directly 
via hardwire, radio, and mobile phone on the 
same network to all equipment. Always remain in 
contact with remote sites even across the globe. 

•  Internet: Via the tablet, you can be connected 
to the web and receive weather forecast data, 
storm warnings, and other important and critical 
operational information.

• Docking station: The tablet enables you to remain 
live and always-in touch. In the office, just slide 
into the docking station; connect to your larger 
screen, wireless connection to the network and 
printers.

• Small size: Clipboard size. The tablet has a 
larger screen than a PDA but similar size to a 
laptop; the tablet allows the user to pan, scroll 
and select objects directly via the active matrix 
screen. The tablet sits comfortably on your lap 
or desk.

• Direct Control: Be in direct contact with your 
irrigation controllers, pump station and fertigation 
equipment via radio, wire or by mobile phone and 
make any adjustments your require.

EASY TO USE
• Windows-based graphical user interface displays 

landscape and irrigation system on screen for 
real-time monitoring and control. Add plans via 
scanning or with AutoCAD®.

• On-screen menus guide user with step-by-step 
instructions for simple setup and fast launch.

• Customize your Tablet PC: calibrate your pen, 
optimize your Tablet PC for left- or right-handed 
operation, and program the hardware buttons of 
your Tablet PC to complete specific actions.

COST EFFECTIVE
•  Adds central control to satellites easily and

inexpensively without hardware upgrades.

•  Integrates with GPS & Vehicle Maintenance 
equipment.

•  Greater productivity, accuracy and improved 
efficiency.

•  Single Tablet PC covers all PDA, Desktop and/or 
Laptop operations in one device.

SYSTEM OPERATING REQUIREMENTS/OPTIONS
•  Central Software: Tablet Professional Central 

Software

•  Cart Interface: Utility Vehicle Radio Central 
Interface

•  Cart GPS Hardware: Utility Vehicle Tracker on 
SCS Site

•  GPS Base Station Hardware: GPS & Base Station 
Radio

•  Satellite Configuration: Aurora Satellite with SS 
Radio
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DIMENSIONS
Stainless-Steel Wall Mount: 14” W x 13” H x 5” D (355mm W x 330mm H x 127mm D)

ELECTRICAL SPECIFICATIONS
Input Power:
    115 VAC, 60 Hz                           220 VAC, 60 Hz
    0.20 amps @ 115 VAC, 60 Hz (no load)           0.11 amps @ 220 VAC, 60 Hz (no load)               
    0.50 amps @ 115 VAC, 60 Hz (max. load)       0.27 amps @ 220 VAC, 60 Hz (max. load)

S P E C I F I C A T I O N S

F E A T U R E S

CENTRALINTRACONTROLLER

HIGH PERFORMANCE
•   Built-in micro processor and patented firmware 

providing true two-way communication allows 
the Aurora™ Interface to operate as a central 
controller within a network using a function 
calledIntracontrol. Intracontrol is the ability 
for any controller within a network to program 
any other controller in the network and provide 
instantaneous confirmation that the program 
was acknowledged and received. Intracontrol 
also has the ability to read alarms, flow or any 
of the many sensors within other controllers in 
the network.  Intracontrol has the ability to send 
out alarm notices via pager, text messaging or 
directly to your cell phone.

•    Monitors, stores and shares data from multiple 
sensors across the network or Internet.

•    Uses hardwire, telephone and radio
communications on the same network.

•    Handheld radios and cell phones control field 
controller/satellites without a central computer 
or software.

•    128 independent programs per day allow calen-
dar control of each station in any sequence, with 
multiple repeats and pauses.

•    Powerful water budgeting from 0–999%.

•    Weather station monitoring for automatic ET-
adjusting of irrigation schedules (Smart
controller).

•    Self-monitoring feature finds open and shorted 
circuits and activates alarms, pagers or via text 
messaging.

EASY TO USE
•  Multilingual instructions including Spanish.

•  Bold backlit LCD display with step-by-step menus.

COST EFFECTIVE
•  May be used with or without a central desktop 

computer or may be used with e-Aurora via the 
Internet.

•  Hardwire-ready configuration allows for quick 
and inexpensive installation.

•  Intelli-Sat™ radio technology is already FCC
narrowband compliant.

•  Digital ready; integrates new technologies
without replacing equipment.
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F E A T U R E S

AURORA™ LTANDLT-PLUSCONTROLLER/SATELLITE

HIGH PERFORMANCE
•   Built-in micro processor, patented firmware and 

true two-way communication allows Aurora™ 
to operate as a stand-alone controller or as a 
controller within a network. With the Plus fea-
ture, the controller can operate part of any other 
controller in a network or as a central controller 
within a network under a function called
Intracontrol.

•   Satellites prompt the user when alarm occurs via 
radio or mobile phone technology.

•   Sensor inputs allow satellites to monitor, store 
and share data from multiple sensors across a 
network.

•   Modular design allows for maximum flexibility 
for configuring for differing site conditions & 
applications.

•   Hardwire, telephone and radio communications 
can be used on same network.

•   Handheld PDAs, cell phones and two-way radios 
can control field satellites without a central com-
puter or software.

•   16 independent programs per day allow calendar 
control of each station in any sequence, with 
multiple repeats and pauses.

•   Upload Event, Alarm & Status Logs to manage 
operation and field activity.

•   Powerful water budgeting from 0–999%.

•   Operates conventional valve output and decoder 
modules in the same controller.

•   Weather station monitoring for automatic ET-
adjusting of irrigation schedules (Smart
controller).

•   Self-monitoring feature finds open and shorted 
circuits, activates alarms and pagers, and shuts 
down automatically if necessary.

•   Programs can be started or stopped by sensors 
connected independently on the network.

•   Pedestal accommodates 16–96 stations &
multiple sensor inputs.

•   Superior protection from lightning for all stations 
with Premium selection.

•   Operates pumps, filter banks, aeration units,
lighting, fountains, etc.

• Optional intracontroller feature allowing all
controllers to interface with each other.

EASY TO USE
•  Operates from a central computer or a variety of 

remote devices.

•  Maximum flexibility with independent station 
control.

•  Multilingual instructions including Spanish.

•  Bold backlit LCD display with step-by-step menus.

COST EFFECTIVE
•  Hardwire-ready configuration for quick and inex-

pensive installation of Buckner, Hunter, Rain Bird 
or Toro controllers.

•  Easy field upgrades to FCC Spread Spectrum 
compliant radio technology for expansion
projects.

•  Modular design increases life span without the 
risk of early product obsolescence.

•  High-speed digital technology compliant; no need 
to replace equipment as new technologies are 
developed.

•  Compatible with complete Aurora™ family of 
products.

•  Postpones or eliminates the purchase of a central 
computer and software.

•  Forward- and backward-compatible satellites, 
with automated in-field updates.

• VHF Radio-ready configuration allows for quick 
and inexpensive installation.
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F E A T U R E S

AURORA™ RT PEDESTAL-MOUNTCONTROLLER/SATELLITE

HIGH PERFORMANCE
•   Built-in micro processor, patented firmware and 

true two-way communication allows Aurora 
to operate as a stand-alone controller within a 
network, or under a central controller within a 
network.

•   Satellites prompt the user when alarm occurs via 
radio or mobile phone technology.

•   Sensor inputs allow satellites to monitor, store 
and share data from multiple sensors across a 
network.

•   Modular design allows for maximum flexibility 
for configuring for differing site conditions & 
applications.

•   Hardwire, telephone and radio communications 
can be used on same network.

•   Handheld PDAs and two-way radios can control 
field satellites without a central computer or 
software.

•   64 independent programs per day allow calendar 
control of each station in any sequence, with 
multiple repeats and pauses.

•   Upload Event, Alarm & Status Logs to manage 
operation and field activity.

•   Powerful water budgeting from 0–999%.

•   Weather station monitoring for automatic ET-
adjusting of irrigation schedules (Smart
controller).

•   Self-monitoring feature finds open and shorted 
circuits, activates alarms and pagers, and shuts 
down automatically if necessary.

•   Programs can be started or stopped by sensors 
connected independently on the network.

•   Pedestal accommodates 16–96 stations & mul-
tiple sensor inputs.

•   Superior protection from lightning for all stations.

•   Operates conventional valve output and decoder 
modules in the same controller.

•   Operates pumps, filter banks, aeration units,
lighting, fountains, etc.

EASY TO USE
•  Operates from a central computer or a variety

of remote devices.

•  Maximum flexibility with independent station 
control.

COST EFFECTIVE
•  Standard with digital 2-way radios; no

complicated license issues.

•  Compatible with complete Aurora family of
products.

•  Postpones or eliminates the purchase of a central 
computer and software.

•  Forward- and backward-compatible satellites, 
with automated in-field updates.

•  Radio-ready configuration allows for quick and 
inexpensive installation.

•  Radio technology that is already FCC narrowband 
compliant.

•  High-speed digital technology compliant; no need 
to replace equipment as new technologies are 
developed.
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•  125-decoder station decoder modulator.

•  Alarm pager (requires telephone modem).

•  Primary surge protection.

•  Grounding kits for advanced surge protection.

•  Flow meter (two sensors per controller reading 
4-20 Ma loop).

•  Basic ET weather station with solar radiation and 
air temperature sensors.

•  Advanced ET weather station with wind speed 
and direction, relative humidity, air temperature 
and solar radiation sensors, and rainfall gauge.

•  Remote control with VHF handheld.

•  Twisted pair cable, telephone via modem, VHF 
two-way radio, and Spread-Spectrum two-way 
radio communications.

O P T I O N S

F E A T U R E S

AURORA™ DECODERCONTROLLER/SATELLITE

HIGH PERFORMANCE
•   Built-in micro processor, patented firmware and 

true two-way communication allows Aurora to 
operate as a stand-alone controller within a
network, as a part of any other controller in a
network or as a central controller within a
network under a function called Intra-Control.

•  Improve field aesthetics and reduce costs with 
buried in-field decoders.

•  Protect against the elements with completely 
encapsulated electronic components.

•  Retrofits to most manufacturers’ decoder wire.

•  Efficient utilization of field wiring uses less than 
conventional satellite systems.

•  Simple two-wire system can be spliced adding 
more stations during installation.

•  User ID addressing system, permits custom 
numbering eliminating confusion associated with 
fixed-ID based addressing systems.

•  Operates as a stand-alone controller or as a
central computer-controlled satellite.

•  In-field control allows for maximum control, with-
out the need for control panels or plug in devices.

•  Central-to-satellite communications via hardwire; 
telephone and radio.

•  128 independent programs per day allow calen-
dar control of each station in any sequence, with 
multiple repeats and pauses.

•  Water budgeting from 0–999%.

•  Weather station monitoring for automatic ET-
adjusting of irrigation schedules (Smart
controller).

•  Self-monitoring feature finds open and shorted 
circuits, activates alarms and shuts down auto-
matically if necessary.

•  Decoders operate single, dual and quad stations, 
allowing for one, two or, four solenoid operation.

•  Pedestal accommodates 3 x 125 station modules.

•  Wall mount accommodates 2 x 125 station
modules.

•  Superior protection from lightning for all modules.

EASY TO USE
•  Multilingual instructions.

•  Powerful yet simple-to-use program setup.

•  Bold LCD with step-by-step menus.

COST EFFECTIVE
•  Simple installation requirements and the absence 

of protective enclosures keep the cost of
installation and maintenance low.

•  Conventional satellite controller installations
generally use large quantities of field station 
wire. Decoders utilize a two-way wire-path
connecting the decoders to solenoids.

•  FCC-narrowband and digital compliant eliminates 
need for expensive upgrades.

•  Remotes offer maximum in-the-field control
without the expense of a central computer thus 
making decoder relatively inexpensive to
maintain and operate.
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F E A T U R E S

AURORA™ ELITEPEDESTAL-MOUNTCONTROLLER/SATELLITE

HIGH PERFORMANCE
•   Built-in micro processor, patented firmware and 

true two-way communication allows Aurora to 
operate as a stand-alone controller within a net-
work, as a part of any other controller in a net-
work or as a central controller within a network 
under a function called Intra-Control.

•    Monitors, stores and shares data from multiple 
sensors across the network or Internet.

•    Uses hardwire, telephone and radio communica-
tions on the same network.

•    Handheld radios and cell phones control field 
controller/satellites without a central computer 
or software.

•    128 independent programs per day allow calen-
dar control of each station in any sequence, with 
multiple repeats and pauses.

•    Powerful water budgeting from 0–999%.

•    Weather station monitoring for automatic ET-
adjusting of irrigation schedules (Smart
controller).

•    Self-monitoring feature finds open and shorted 
circuits and activates alarms, pagers or via text 
messaging.

•    Pedestal accommodates 8–96 stations (in 8
station modules).

•    Superior protection from lightning for all stations 
with Premium selection.

•    Operates conventional valve output and decoder 
modules.

•    Operates lighting, fountains, security gates, etc. 
with the same controller.

EASY TO USE
•  Multilingual instructions including Spanish.

•  Bold backlit LCD display with step-by-step menus.

COST EFFECTIVE
•  Retrofits to most Buckner®, Hunter, Rain Bird®,

Thompson® and Toro® pedestals.

•  Doesn’t require a central computer and software.

•  Hardwire-ready configuration allows for quick 
and inexpensive installation.

•  Intelli-Sat™ radio technology is already FCC
narrowband compliant.

•  Digital ready; integrates new technologies with-
out replacing equipment via flash memory.

• Can use competitor two-wire path in most
circumstances.
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F E A T U R E S

LONG-RANGEGOLFROTORS

HIGH PERFORMANCE
•    A full 3-inch pop-up clears tall turfgrass for even 

coverage.

•   Rolled-over flange head keeps turfgrass clear of 
riser and nozzle.

•   Stainless-steel riser resists damage and 
vandalism.

•     Special design eliminates blow-by and reduces 
pressure loss to improve system performance.

•   Dual-direction flushing protects internals from 
debris and ensures positive pop-up/down.

•   Uniform coverage with square or triangular
spacing.

•   Full-circle and adjustable patterns for maximum 
flexibility.

•   Easy arc adjustment in the field without any tools.

•   AUTO/OFF/ON selector for electric and hydraulic 
VIH rotors.

•   Heavy-duty spring assures positive retraction.

•   Radius can be adjusted up to 25 percent for best 
coverage.

•   Comprehensive 3-year warranty.

Performance Data

 BASE PRESSURE (psi)   
 60  70  80* 90 100 NOZZLE

D70/100

radius (ft.) 74 75 76 78 78 -37Red
ß ow (GPM)  34.0 35.5 37.0 38.5 40.0   
radius (ft.)  78 79 80 82 84 -40 Brown
ß ow (GPM)  38.0 39.0 40.0 41.5 43.0
radius (ft.)  80 82 84 86 87 -45Green
ß ow (GPM)  41.5 43.0 45.0 47.0 49.0
radius (ft.)  Ð 85 87 89 91 -50Black
ß ow (GPM)  Ð 47.5 50.0 53.0 57.0
radius (ft.)  Ð 85 87 90 100 -57Blue

ß ow (GPM)  Ð 55.0 57.0 58.5 66.0
D75/85

radius (ft.)  72 74 76 78 Ð -32 Yellow
ß ow (GPM)  30.5 32.0 33.5 35.0 Ð 
radius (ft.)  73 75 77 79 Ð -36 Gray
ß ow (GPM)  35.0 34.5 36.0 38.5 Ð 
radius (ft.)  75 77 80 84 Ð -41 Orange
ß ow (GPM)  36.8 38.2 40.0 42.0 Ð

Standard factory-installed nozzle and ACME threaded inlet 
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F E A T U R E S

MEDIUM-RANGEGOLFROTORS

HIGH PERFORMANCE
•    A full 4-inch pop-up clears tall turfgrass for even 

coverage.

•    Rolled-over flange keeps turfgrass clear of riser 
and nozzle.

•    Stainless-steel riser resists damage and
vandalism.

•    Tough, industrial-grade plastic case stands up to 
punishment.

•    Special design eliminates blow-by and reduces 
pressure loss to improve system performance.

•    Dual-direction flushing protects internals from 
debris and ensures positive pop-up/down.

•    Uniform coverage with square or triangular
spacing.

•    Full-circle and adjustable patterns for maximum 
flexibility.

•    Easy arc adjustment in the field without any tools.

•    Nozzle tree offers seven fully interchangeable 
nozzles.

•    Unique manual On/Off control for hydraulic rotors.

•    Heavy-duty spring assures positive retraction.

•    Radius can be adjusted up to 25 percent for best 
coverage.

•    Compact cartridge design allows for quick and 
easy repair.

•    Quicklock™ design allows internals to be
serviced from the rotor’s top.

•    Comprehensive 3-year warranty.

• AUTO/OFF/ON selector on the electric and 
hydraulic VIH models.

  BASE PRESSURE (psi)
  50 60  70  80 NOZZLE

D50/70 & D35/75

radius (ft.)   21 34 39 Ð -06 Blank
ß ow (GPM)   4.9 5.4 6.3 Ð   
radius (ft.)   30 32 34 Ð -08Black
ß ow (GPM)   6.8 7.6 8.4 Ð
radius (ft.)   53 55 57 Ð -14 Yellow
ß ow (GPM)   11.0 12.9 14.5 14.5 
radius (ft.)   56 58 60 Ð -16 Orange
ß ow (GPM)   13.1 14.8 16.2 16.2

radius (ft.)   61 62 63 Ð -16 Brown
ß ow (GPM)   16.5 17.6 18.7 18.7
radius (ft.)   63 64 65 68 -25 Blue

ß ow (GPM)   21.8 23.4 24.8 26.0 
radius (ft.)   65 67 69 74 -28 Green
ß ow (GPM)   24.5 26.5 28.1 30.5

Standard factory-installed nozzle and ACME threaded inlet 

Performance Data
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F E A T U R E S

BLOCKSYSTEMGOLFROTORS

HIGH PERFORMANCE
•    A full 4-inch pop-up clears tall turfgrass for even 

coverage.

•    Rolled-over flange keeps turfgrass clear of riser 
and nozzle.

•    Stainless-steel riser resists damage and
vandalism.

•    Tough, industrial-grade plastic case stands up to 
punishment.

•    Special design eliminates blow-by and reduces 
pressure loss to improve system performance.

•    Dual-direction flushing protects internals from 
debris and ensures positive pop-up/down.

•    Uniform coverage with square or triangular
spacing.

•    Full-circle and adjustable patterns for maximum 
flexibility.

•    Easy arc adjustment in the field without any tools.

•    Nozzle tree offers seven fully interchangeable 
nozzles.

•    Unique manual On/Off control for hydraulic rotors.

•    Heavy-duty spring assures positive retraction.

•    Radius can be adjusted up to 25 percent for best 
coverage.

•    Compact cartridge design allows for quick and 
easy repair.

•    Quicklock™ design allows internals to be
serviced from the rotor’s top.

•    Comprehensive 3-year warranty.

  BASE PRESSURE (psi)
  50 60  70  80 NOZZLE

D50/70B & D35/75B

radius (ft.)   21 34 39 Ð -06 Blank
ß ow (GPM)   4.9 5.4 6.3 Ð   
radius (ft.)   30 32 34 Ð -08Black
ß ow (GPM)   6.8 7.6 8.4 Ð
radius (ft.)   53 55 57 Ð -14 Yellow
ß ow (GPM)   11.0 12.9 14.5 14.5 
radius (ft.)   56 58 60 Ð -16 Orange
ß ow (GPM)   13.1 14.8 16.2 16.2

radius (ft.)   61 62 63 Ð -16 Brown
ß ow (GPM)   16.5 17.6 18.7 18.7
radius (ft.)   63 64 65 68 -25 Blue

ß ow (GPM)   21.8 23.4 24.8 26.0 
radius (ft.)   65 67 69 74 -28 Green
ß ow (GPM)   24.5 26.5 28.1 30.5

Standard factory-installed nozzle and ACME threaded inlet 

Performance Data
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F E A T U R E S

X SERIESGOLFROTORS

• Electronic Valve-In-Head, Hydraulic Valve-In-
Head, Check Valve-in-Head.

•    A full 4-inch pop-up clears tall turfgrass for even 
coverage.

•   Rolled-over flange head keeps turfgrass clear of 
riser and nozzle.

•   Stainless-steel riser resists damage and
vandalism.

•     Special design eliminates blow-by and reduces 
pressure loss to improve system performance.

•   Dual-direction flushing protects internals from 
debris and ensures positive pop-up/down.

•   Uniform coverage with square or triangular
spacing.

•   Full-circle and adjustable patterns for maximum 
flexibility (two back-to-back part circle rotors in 
one case).

•   Easy arc adjustment in the field without any tools.

•   Unique manual On/Off control for hydraulic rotors.

•   Heavy-duty spring assures positive retraction.

•   Radius can be adjusted up to 25 percent for best 
coverage.

•   Comprehensive 3-year warranty.

• Dual-radius part circle operation.

• AUTO/OFF/ON selector on the electric VIH
models.

Performance Data
D40/70 Models

FRONT NOZZLE (180�) BACK NOZZLE (180�)                      Total
Nozzle Radius GPM Nozzle Radius GPM   GPM

-35 70 ft. 35 -08  35 ft. 8 43
Black    

-35 70 ft. 35 -14 50 ft. 14 49
Yellow

-35 70 ft. 35 -16  55 ft. 16 51
Orange    

-35 70 ft. 35  -18 60 ft. 18 53
yellow   Brown
D20/60 Models

-25 60 ft. 25 -06  15 ft. 6 30
Blank    

-25 60 ft. 25 -08 35 ft. 8 32
Black

-25 60 ft. 25 -12  45 ft. 12 36 
Red    

-25 60 ft. 25 -14 55 ft. 14 38
blue   Yellow

Standard factory-installed nozzle and ACME threaded inlet 

1 Head – 2 Flow Rates

On Fairway On Rough
35 GPM 16 GPM
70 ft. radius 55 ft. radius

FAIRWAY—ROUGH GREEN—MOUNDS

On Green On Mounds
14 GPM 24 GPM
55 ft. radius 65 ft. radius

BUNKER

On Green On Bunker
24 GPM 8 GPM
65 ft. radius 35 ft. radius

Custom
Rear Nozzle
15 ft. radius

Front
Nozzle

65 ft. radius
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HOSEEND ACCESSORIES
Designed for Flushing, Syringing, Flooding, etc. Applications
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       COOLSHOT™ & COOLSHOT™ PLUS
               WITH REGULATOR SHOWER NOZZLES
The new CoolShot’s improved shower pattern is
now unbeatable for cooling and soaking your greens. 
CoolShot Plus with regulator includes ON/OFF and
� ow control.

DN075CSP CoolShot Plus with regulator 3/4’’
   hose thread
DN100CSP CoolShot Plus 1’’ hose thread
DN075CS CoolShot 3/4’’ hose thread
DN100CS CoolShot 1’’ hose thread

       COOLSHOT™ PLUS WITH REGULATOR
       ECONOMY SHOWER NOZZLE
Not as sexy as its aircraft aluminum brother, but this 
Economy version of the CoolShot Plus with regulator 
offers the same great shower pattern and features,
high-strength composite construction and a nice
lower price.

DN075CSPE CoolShot Plus with Regulator
   Economy 3/4’’ hose thread
DN100CSPE CoolShot Plus with Regulator
   Economy 1’’ hose thread

       HOTSHOT™ WITH REGULATOR 
       MULTI-PATTERN NOZZLE
If you could only have one nozzle, this would be it. 
This heavy duty HotShot sprays hot spots, jet
cleans equipment, and soaks greens.

DN075HSM HotShot 3/4’’ hose thread
DN100HSM HotShot 1’’ hose thread

       VALVE-IN-HEAD 
       HOSE ADAPTER & SWIVEL 
Economical 360° swivel action hose adapter for 
John Deere, TORO, Rain Bird, and Hunter
sprinklers. 3/4’’ and 1’’ hose outlet. Includes
brass 3/4’’x1’’ adapter (Part # D1158)

D70HHA Hunter G60/G70 Series
D90HHA Hunter G90 Series
D800HHA Hunter G800 Series
D700RHA Rain Bird Eagle 700 Series
D900RHA Rain Bird Eagle 900 Series
D100HA John Deere, TORO 630,660,730,760,
   830,860
D150HA John Deere, TORO 650,680,750,780,
   850,880

RECYCLED WATER I.D. OPTION
CoolShot, HotShot nozzles also available in
“non-potable” purple. To order, add “-P” to
part number. 
(Ex:DN100HSMP)

  FAN-SHOT SPRAY NOZZLES
Slotted fan spray nozzles designed for various � ows 
both with and without regulators.

DN075FS10  3/4” Fan Shot nozzle for 10 gpm
DN075FS20  3/4” Fan Shot nozzle for 20 gpm
DN075FS30  3/4” Fan Shot nozzle for 30 gpm
DN100FS10  1” Fan Shot nozzle for 10 gpm
DN100FS20  1” Fan Shot nozzle for 20 gpm
DN100FS30  1” Fan Shot nozzle for 30 gpm
DN100FSP10  1” Fan Shot nozzle for 10 gpm
   with regulator
DN100FSP20  1” Fan Shot nozzle for 20 gpm
   with regulator
DN100FSP30  1” Fan Shot nozzle for 30 gpm
   with regulator

    PGA WETTING AGENT APPLICATOR
Apply your costly wetting agents evenly and ef� ciently. 
On/off, variable � ow control unit connects easily to the 
beginning or end of your hose. Two-tablet (2.5” dia. x 3” 
length max) capacity yields 2 acre coverage.

D075APPL PGA 3/4’’ inlet - 3/4’’ outlet
D100APPL PGA 1’’ inlet - 3/4’’ outlet
D075APLCS PGA with CoolShot Nozzle 3/4’’ inlet - 
   3/4’’ outlet
D100APLCS PGA with CoolShot Nozzle 1’’ inlet - 
   3/4’’ outlet



QUANTUMVALVES

Designed for Block Systems

QUANTUM SERIES – VALVE PRESSURE LOSS
Flow rate (GPM) = 30 40 50 70 90 100 120 150 180
2” PSI Loss  1.5 Ð 1.5 3.5 4.5 5.5 6.0 9.0 Ð 
1-1/2” PSI Loss 1.5 Ð 1.5 3.5 4.0 5.0 5.5 8.0 11.0

Hydraulic Valves
D150H 1-1/2’’ NPT
D200H 2’’ NPT
    

Electric Dirty Water Valves
D150E3 1-1/2’’ NPT
D200E3 2’’ NPT

Electric Pressure 
Regulated Valves
D150E 1-1/2’’ NPT
D200E 2’’ NPT
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F E A T U R E S

HIGH PERFORMANCE
•    Low pressure loss

• Unique snap ring serviceability

• 200 PSI pressure rating

• Common solenoid with valve-in-head (E-models)

• Male pipe threads for strength and high-pressure 
rating
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