
LAWN & GARDEN EQUIPMENT



WHETHER
IT

MOWS,LIFTS,
PULLS,HAULS,
CUTS,TRIMS,

DIGS,TILLS,
BLOWS, PLOWS,

ORCLEANSWE’LL
HELPYOU
FINANCE
IT.

Find something you like? Good. Because no matter 
what job you’re doing or what equipment you need, 
John Deere Credit has convenient and � exible 
� nancing options designed especially for you. See 
your local John Deere dealer for more details.

Visit www.JohnDeereCredit.com/guide to view 
special � nance offers.



F E A T U R E S

SELECTSERIES™ X700 ULTIMATE™ TRACTORS

• The powerful X700 Ultimate™ Tractor line is made 
up of the following:
 3 Two-wheel-steer tractors
 2 Four-wheel-steer tractors
 2 Four-wheel-drive tractors
 3 Special-Edition option tractors

• These state-of-the-art heavy-duty tractors are 
designed and built to meet the needs of both 
homeowner and commercial users.

•  Choose from 23- up to 27-hp* liquid-cooled 
engines. For outstanding fuel ef� ciency liquid-
cooled 3-cylinder diesel engines are also available. 

• Standard hydrostatic power steering provides 
effortless automotive-like control for reduced 
operator fatigue, increased maneuverability 
and better productivity.

• Four-wheel-drive models feature hill-hugging 
four-wheel-drive for extra traction in slippery 
conditions.

• Four-wheel-steer models have signi� cantly 
enhanced maneuverability compared to two-
wheel-steer tractors that reduces uncut circle 
radius to 12-inches with a 48-inch mower, or 
6-inches with a 62-inch mower.

• Large, two-pedal Twin Touch™ hydrostatic 
transmission controls allow easy operation and 
precise control of tractor speed and direction, 
increasing productivity.

• Foot-operated differential lock provides power 
to both rear wheels for increased traction.

• Commercial-quality integrated transmission
features internal wet-disc brakes, differential 
lock, and hydraulic PTO clutch (optional 
540-rpm rear PTO and 2,000-rpm front PTO 
attachments).

• The X720, X724 and X728 are equipped with 
Electronic Fuel Injection (EFI) for immediate 
starting and better reliability. Plus, you get 
more torque responsiveness.

• All models have a transmission oil cooler for 
constant temperature control during high-draft 
loading.

• All models are equipped with a standard two-
function hydraulic SCV control system. Levers 
are positioned on steering pedestal for quick, 
easy, and precise control of implements. Lower 
lever has a “� oat” position to allow front-mounted 
equipment to follow ground contours.

• Frame is robotically MlG-welded with a 
C-channel design for strength. Allows operating 
with large implements. Front bumper doubles 
as a weight bracket.

• Large, powerful front, mid, and rear implements 
are available as options. Limited category 
one 3-point hitch is available for rear-mounted 
implements.

• Nodular cast-iron front axle with one-inch steering 
spindles and greaseable bushings is built to 
withstand heavy loads.

• Automotive-type controls are conveniently 
located for easy access, and color-coded for 
quick identi� cation.

• From-the-seat mower-height control with indicator 
gauge provides 16 mower-height positions from 
1 to 51�4 inches (41�2-inches for Four-wheel-steer 
models) and returns to same preset height each 
time mower is lowered.

• Automotive-type headlights and standard 
backup and tail lights, provide excellent visibility 
when moving in reverse. For extra illumination, 
rear backup lights can be turned on whenever 
desired.

• Standard tilt steering — with the push of a 
button, one of six positions can be selected 
for most comfortable setting.

• Standard 12-volt switched outlet lets you conve-
niently plug-in everything from a cell-phone to a 
liquid sprayer.

• 3 models offer the Special-Edition option that 
includes extra features like a deluxe high-back 
seat, standard front brushguard, styled front and 
rear wheels, HDAP tires, and front fenders.

48-, 54-, and 62-Inch EdgeTM Xtra Mowers
60-Inch 7-IronTM Mower (X700, X720,   
 X740, X728, X748)
45 Loader (Two-Wheel-Steer Only)
54-Inch Front Blade 
54-Inch Tractor Shovel
52- and 60-Inch Rotary Broom 
60-Inch Mid-Mount Blade
60-Inch Rear Blade
48-Inch Box Scraper
47-Inch Snow Blower 
42-Inch Hydraulic Tiller and 647 Rotary Tiller
Sprayers (15-, 25-, and 40-Gallon)
Plow, Cultivator
7-Bushel Power Flow Material Collection System 
19-Bushel MC519 Cart and Power Flow
 Material Collection System 
3-Bag, 14-Bushel Power Flow Material             
 Collection System 
Thatchers
Utility Carts
Tow-Behind Equipment
 40-inch Thatcherator
 40- and 48-inch Plug Aerator
 40-inch Spike Aerator
 40-inch Aerator/Spreader
 36-inch Lawn Roller
 42-inch Lawn Sweeper
 80-, 110-, 125-, 175-pound Spin Spreaders
3-Cubic-Foot Tractor Trunk 
Mulching Attachments
Quik-Tatch Front Hitch
2,000-rpm Front PTO
540-rpm Rear PTO 
Limited Category One 3-Point Hitch 
Click-N-Go™ Hitch
Rear Receiver Hitch
Weather Enclosure and Cabs
Weight Brackets And Weights
Wheel Covers and Tire Chains 
Bar, Turf, and Heavy-Duty All-Purpose Tires

A D D  V E R S A T I L I T Y  W I T H :
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* Engine horsepower is provided by the engine manufacturer for comparison purposes. Actual operating horsepower will be less. 



   X700 X720 X724 (4WS) X728 (4WD) 

Engine/Power System. . . . . . . . . . . . . . . . . John Deere V-Twin iTorque™ John Deere V-Twin iTorque™ John Deere V-Twin iTorque™ John Deere V-Twin iTorque™

Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . Kawasaki Kawasaki Kawasaki Kawasaki

Horsepower* . . . . . . . . . . . . . . . . . . . . . . . . . 23 hp (17.2 kW) 27 hp (20.1 kW) 27 hp (20.1 kW) 27 hp (20.1 kW)

Displacement. . . . . . . . . . . . . . . . . . . . . . . . . 45.5 cu. in. (745 cc) 45.5 cu. in. (745 cc) 45.5 cu. in. (745 cc) 45.5 cu. in. (745 cc)

Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Liquid Liquid Liquid Liquid 

Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 2 2 2

Fuel System:

Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6.5 U.S. gal. (24.66 L) 6.5 U.S. gal. (24.66 L) 6.5 U.S. gal. (24.66 L) 6.5 U.S. gal. (24.66 L)

Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Gasoline Gasoline Gasoline Gasoline

Ignition System:. . . . . . . . . . . . . . . . . . . . . . . Electronic Electronic Electronic Electronic

Ignition:

Charging System. . . . . . . . . . . . . . . . . . . . . . 20 amp, regulated 20 amp, regulated 20 amp, regulated 20 amp, regulated

Fuel Delivery System  . . . . . . . . . . . . . . . . . . Carburetor EFI EFI EFI

Transmission  . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic Hydrostatic Hydrostatic Hydrostatic

Drive System  . . . . . . . . . . . . . . . . . . . . . . . . . 2-wheel drive 2-wheel drive 2-wheel drive 4-wheel drive

Forward Speed  . . . . . . . . . . . . . . . . . . . . . . . 8.5 mph (13.7 km/h) 8.5 mph (13.7 km/h) 8.5 mph (13.7 km/h) 8.5 mph (13.7 km/h)

Reverse Speed  . . . . . . . . . . . . . . . . . . . . . . . 0-6 mph (9.7 km/h) 0-6 mph (9.7 km/h) 0-6 mph (9.7 km/h) 0-6 mph (9.7 km/h)

Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Internal wet disc Internal wet disc Internal wet disc Internal wet disc

Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Power, 2-wheel steer Power, 2-wheel steer Power, 4-wheel steer Power, 2-wheel steer

Turning Radius: 

2-Wheel Drive  . . . . . . . . . . . . . . . . . . . . . . . . 25 in. (635 mm) 25 in. (635 mm) 21 in. (533 mm) 28 in. (711 mm)

4-Wheel-Drive Mode  . . . . . . . . . . . . . . . . . . N/A N/A N/A 48.5 in. (1232 mm)

Uncut Circle Radius  . . . . . . . . . . . . . . . . . . . 22 in. (559 mm) w/62-in. mower 22 in. (559 mm) w/62-in. mower 6 in. (152 mm) w/62-in. mower 33 in. (838 mm) w/62-in. mower

        (2WD mode)

     43 in. (1092 mm) w/62-in. mower

         (4WD mode)

Tires: 

Front  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18x8.50-8 18x8.50-8 18x7.00-8 18x8.50-10

Rear. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26x12-12 26x12-12 26x10.50-12 26x12-12

Seat . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15-in. back height 19-in. back height 19-in. back height 19-in. back height

Lift System  . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic Hydraulic Hydraulic Hydraulic

PTO  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic clutch Hydraulic clutch Hydraulic clutch Hydraulic clutch

Dimensions:

Height (Seat Height) . . . . . . . . . . . . . . . . . . . 45.9 in. (1166 mm) 45.9 in. (1166 mm) 45.9 in. (1166 mm) 51 in. (1270 mm)

Length, Overall  . . . . . . . . . . . . . . . . . . . . . . . 75 in. (2002 mm) 75 in. (2002 mm) 75 in. (2002 mm) 75 in. (2002 mm)

Width, Overall  . . . . . . . . . . . . . . . . . . . . . . . . 47 in. (1190 mm) 47 in. (1190 mm) 47 in. (1190 mm) 47 in. (1190 mm)

Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . 54.5 in. (1385 mm) 54.5 in. (1385 mm) 54.5 in. (1385 mm) 55.7 in. (1415 mm)

Weight, Approx. (Less Mower). . . . . . . . . . 845 lb. (383 kg) 845 lb. (383 kg) 915 lb. (415 kg) 925 lb. (420 kg)

Mower Options  . . . . . . . . . . . . . . . . . . . . . . . 48-in. side discharge Edge™ Xtra 48-in. side discharge Edge™ Xtra 48-in. side discharge Edge™ Xtra 48-in. side discharge Edge™ Xtra

  54-in. side discharge Edge™ Xtra 54-in. side discharge Edge™ Xtra 54-in. side discharge Edge™ Xtra 54-in. side discharge Edge™ Xtra

  62-in. side discharge Edge™ Xtra 62-in. side discharge Edge™ Xtra 62-in. side discharge Edge™ Xtra 62-in. side discharge Edge™ Xtra

  60-in. 7-Iron™ 60-in. 7-Iron™  60-in. 7-Iron™
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* Engine horsepower is provided by the engine manufacturer for comparison purposes. Actual operating horsepower will be less. 



  X740 X744 (4WS) X748 (4WD) Special-Edition

Engine. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Yanmar, 3-cylinder Yanmar, 3-cylinder Yanmar, 3-cylinder X720

Horsepower* . . . . . . . . . . . . . . . . . . . . . . . . . 24 hp (17.9 kW) 24 hp (17.9 kW) 24 hp (17.9 kW) X728

Displacement. . . . . . . . . . . . . . . . . . . . . . . . . 68.1 cu. in. (1116 cc) 68.1 cu. in. (1116 cc) 68.1 cu. in. (1116 cc)X748

Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Liquid Liquid Liquid

Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 3 3 Special-Edition Option includes:

     • Deluxe high-back seat with

Fuel System:       arm rests, back angle and    

Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6.5 U.S. gal. (24.66 L) 6.5 U.S. gal. (24.66 L) 6.5 U.S. gal. (24.66 L)  lumbar adjustments, and 

Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Diesel Diesel Diesel  dial-in operator weight 

Ignition System:. . . . . . . . . . . . . . . . . . . . . . . N/A N/A N/A  adjustment. 

Ignition:      • Standard front brushguard. 

Charging System. . . . . . . . . . . . . . . . . . . . . . 40 amp, regulated 40 amp, regulated 40 amp, regulated 

Fuel Delivery System  . . . . . . . . . . . . . . . . . . Indirect injection Indirect injection Indirect injection • Styled front and rear wheels

Transmission  . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic Hydrostatic Hydrostatic  with green pinstripe for a

Drive System  . . . . . . . . . . . . . . . . . . . . . . . . . 2-wheel drive 2-wheel drive 4-wheel drive  distinctive appearance.

Forward Speed  . . . . . . . . . . . . . . . . . . . . . . . 8.5 mph (13.7 km/h) 8.5 mph (13.7 km/h) 8.5 mph (13.7 km/h) 

Reverse Speed  . . . . . . . . . . . . . . . . . . . . . . . 0-6 mph (9.7 km/h) 0-6 mph (9.7 km/h) 0-6 mph (9.7 km/h) • Front fenders to provide a

Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Internal wet disc Internal wet disc Internal wet disc  sleek, sport appearance and

Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Power, 2-wheel steer Power, 4-wheel steer Power, 2-wheel steer  protect the operator from

      mud and debris.  

Turning Radius:         

2-Wheel Drive  . . . . . . . . . . . . . . . . . . . . . . . . 25 in. (635 mm) 21 in. (533 mm) 28 in. (711 mm)  • Heavy-duty all-purpose tires

4-Wheel-Drive Mode  . . . . . . . . . . . . . . . . . . N/A N/A 48.5 in. (1232 mm)  are standard for great 

Uncut Circle Radius  . . . . . . . . . . . . . . . . . . . 22 in. (559 mm) w/62-in. mower 6 in. (152 mm) w/62-in. mower 33 in. (838 mm) w/62-in. mower   performance in all ground 

       (2WD mode)  conditions

    43 in. (1092 mm) w/62-in. mower  

       (4WD mode)

Tires:          

Front  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18x8.50-8 18x7.00-8 18x8.50-10 

Rear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26x12-12 26x10.50-12 26x12-12 

Seat . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 19-in. back height 19-in. back height 19-in. back height 

Lift System  . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic Hydraulic Hydraulic

PTO  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic clutch Hydraulic clutch Hydraulic clutch

Dimensions:             

Height (Seat Height) . . . . . . . . . . . . . . . . . . . 45.9 in. (1166 mm) 45.9 in. (1166 mm) 51 in. (1270 mm)

Length, Overall  . . . . . . . . . . . . . . . . . . . . . . . 75 in. (2002 mm) 75 in. (2002 mm) 75 in. (2002 mm)

Width, Overall  . . . . . . . . . . . . . . . . . . . . . . . . 47 in. (1190 mm) 47 in. (1190 mm) 47 in. (1190 mm)

Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . 54.5 in. (1385 mm) 54.5 in. (1385 mm) 55.7 in. (1415 mm)

Weight, Approx. (Less Mower). . . . . . . . . . 995 lb. (451 kg) 1055 lb. (479 kg) 1,080 lb. (491 kg)

Mower Options  . . . . . . . . . . . . . . . . . . . . . . . 48-in. side discharge Edge™ Xtra 48-in. side discharge Edge™ Xtra 48-in. side discharge Edge™ Xtra

  54-in. side discharge Edge™ Xtra 54-in. side discharge Edge™ Xtra 54-in. side discharge Edge™ Xtra

  62-in. side discharge Edge™ Xtra 62-in. side discharge Edge™ Xtra 62-in. side discharge Edge™ Xtra

                                                                60-in. 7-Iron™  60-in. 7-Iron™
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* Engine horsepower is provided by the engine manufacturer for comparison purposes.
Actual operating horsepower will be less. 



F E A T U R E S

SELECTSERIES™ X500, X520, X534 (4WS),
ANDX540 MULTI-TERRAIN™ TRACTORS

• Four models make up John Deere’s line of Select 
Series X500 Tractors. These tractors provide 
the customer with excellent stability, traction 
and versatility.

• John Deere iTorque™ Power Systems with 25-
horsepower* V-twin air-cooled engines and 26-
horsepower* liquid-cooled engines are used in 
the X500 Multi-Terrain Tractors.

• The iTorque Power System includes a combi-
nation of engine features and exclusive hood 
design that provide more lugging ability, even 
cooling, and durability.

• Engines feature premium components for excellent 
reliability and long engine life. Included are cast-
iron cylinder liners, overhead valves, full-pressure 
lubrication with replaceable oil � lter, and dual-stage 
air � lter.

• Fully regulated 15 amp electrical system provides 
quick, reliable starts. It also powers the standard 
headlights and electric PTO clutch.

• Hydrostatic transaxle is sealed in one housing for 
ef� cient operation. A replaceable � lter keeps the 
oil clean for long life. Full-length axle housings 
are designed to handle heavy loads.

•  Heavy-Duty CargO™ Mounts make installation of 
rear-mounted equipment like the 7- and 14-bushel 
material collection hoppers easy.

• All models use John Deere’s exclusive Twin 
Touch automatic drive system. Dual foot pedals 
allow the operator to easily select tractor speed 
and direction while keeping both hands on the 
steering wheel for maximum productivity.

• Cruise control is standard on all models.

• Welded frame is made of 3-mm thick steel for 
excellent strength and reliability. A heavy-duty 
cast-iron front axle pivots at the center and 
oscillates to keep all wheels on the ground when 
traveling over uneven terrain. 

• Sector-and-pinion steering (X500, X520) or 
convenient power steering with tilt steering 
wheel (X534, X540) is standard.

• Metal bushings are used at the steering spindles 
to provide easy steering and long life. A grease 
cavity between the bushings provides continuous 
lubrication during operation.

• A tight turning radius provides superb handling. 
The X534 has 4-wheel steering that gives this 
model even tighter turning for superior maneu-
verability and easier trimming around trees and 
bushes.

• Operator controls are color-coded and identi� ed 
with English words for easy identi� cation and 
logically placed for easy use. 

• Comfortable, 15- or 16-inch seats provide a cush-
ioned ride and good support for the operator. The 
open back design allows air to circulate to keep 
the operator’s back cool.

• The seat can be easily adjusted fore and aft 
7 inches. The unique seat suspension system 
uses two adjustable coil springs to give the 
operator a smooth, stable ride.

•  On the X500 and X520, a lift-assist spring is coupled 
with a foot-pedal lift system to make raising the 
mower and other implements both convenient and 
easy. The spring can be adjusted to accommodate 
different implements. 

•  On the X534 and X540, hydraulic power lift provides 
an even higher level of convenience.

•  The lift system allows mower cutting heights 
from 1 to 4 inches.

•  X500 Series Tractors come with a 48- or 54-inch 
Edge Xtra mower deck. Features include 1�4-inch
cut-height increments, 4-point mounting, and 
wider wheels. These mowers offer excellent 
cutting performance and easy convertibility.

• Mower decks feature Quik-Tatch™ mounting, 
greaseable spindles, powder paint, and many 
other high-quality features to ensure long, 
trouble-free use.

48-Inch Edge™ Xtra Mower
54-Inch Edge Xtra Mower
Mulching Attachments
7-Bushel 2-Bag Power Flow 
 Material-Collection System 
14-Bushel 3-Bag Power Flow 
 Material Collection System
19-Bushel MC519 Cart and Power Flow
 Material Collection System
48-Inch Front Blade
Remote Manual Angling Kit for Front Blade
44- or 47-Inch Snow Blower
30-Inch Mechanical Rotary Tiller
 (X500, X520, X540)
42-Inch Hydraulic Tiller (X540)
15-, 25-, and 40-Gallon Sprayers
Tow-Behind Thatcherator
42-Inch Lawn Sweeper
80-, 110-, 125-, 175-Pound Pull-Type Spin  
 Spreaders
40-Inch Aerator Spreader
40-Inch Spike Aerator
40-Inch and 48-Inch Plug Aerators
36-Inch Lawn Roller
46- and 54-inch Front Thatchers
Weights
Wheel Covers
Utility Carts
Integral Hitch
Front Bumper
Brush Guard
Tire Chains
2-Bucket Holder

A D D  V E R S A T I L I T Y  W I T H :
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* Engine horsepower is provided by the engine manufacturer for comparison purposes. Actual operating horsepower will be less. 

X500 Tractor shown

X540 Tractor shown



  X500 X520 X534 (4WS) X540

Engine/Power System. . . . . . . . . . . . . . . . . . . . John Deere V-Twin iTorque™ John Deere V-Twin iTorque™ John Deere V-Twin iTorque™ John Deere V-Twin iTorque™

Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . . . Kawasaki Kawasaki Kawasaki Kawasaki

Horsepower* . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25 hp (18.6 kW) 26 hp (19.4 kW) 25 hp (18.6 kW) 26 hp (19.4 kW)

Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . 41.2 cu. in. (675 cc) 41.2 cu. in. (675 cc) 41.2 cu. in. (675 cc) 41.2 cu. in. (675 cc)

Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Air Liquid Air Liquid

Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 2 2 2

Fuel System:

Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5 U.S. gal. (18.9 L) 5 U.S. gal. (18.9 L) 5 U.S. gal. (18.9 L) 5 U.S. gal. (18.9 L)

Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Gasoline Gasoline Gasoline Gasoline

Ignition System  . . . . . . . . . . . . . . . . . . . . . . . . . . Electronic Electronic Electronic Electronic

Ignition:

Charging System. . . . . . . . . . . . . . . . . . . . . . . . . 15 amp, regulated 15 amp, regulated 15 amp, regulated 15 amp, regulated

Fuel Delivery System  . . . . . . . . . . . . . . . . . . . . . Carburetor Carburetor Carburetor Carburetor

Transmission  . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydrostatic Hydrostatic Hydrostatic Hydrostatic

Drive System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-wheel drive 2-wheel drive 2-wheel drive 2-wheel drive

Forward Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . 7 mph (11.3 km/h) 7 mph (11.3 km/h) 7 mph (11.3 km/h) 7 mph (11.3 km/h)

Reverse Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . 4 mph (6.4 km/h) 4 mph (6.4 km/h) 4 mph (6.4 km/h) 4 mph (6.4 km/h)

Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Internal wet disc Internal wet disc Internal wet disc Internal wet disc

Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Manual, 2-wheel steer Manual, 2-wheel steer Power, 4-wheel steer Power, 2-wheel steer

Turning Radius. . . . . . . . . . . . . . . . . . . . . . . . . . . 22 in. (559 mm) 22 in. (559 mm) 27 in. (686 mm) 22 in. (559 mm)

Uncut Circle Radius  . . . . . . . . . . . . . . . . . . . . . . 27 in. (686 mm) w/48-in. mower 24 in. (610 mm) w/54-in. mower 14 in. (356 mm) w/48-in. mower 24 in. (610 mm) w/54-in. mower

    13 in. (330 mm) w/54-in. mower

Tires:

Front  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16x6.5-8 16x6.5-8 16x6.5-8 16x6.5-8

Rear. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 24x12-12 turf 24x12-12 HDAP 23x9.5-12 turf 24x12-12 turf or HDAP

Seat . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15-in. open back 15-in. open back 16-in. open back 16-in. open back

Lift System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Foot pedal Foot pedal Hydraulic Hydraulic

PTO  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Electric clutch Electric clutch Electric clutch Electric clutch

Dimensions:

Height (Seat Height) . . . . . . . . . . . . . . . . . . . . . . 48 in. (1219 mm) 48 in. (1219 mm) 48 in. (1219 mm) 48 in. (1219 mm)

Length, Overall  . . . . . . . . . . . . . . . . . . . . . . . . . . 79 in. (2007 mm) 79 in. (2007 mm) 79 in. (2007 mm) 79 in. (2007 mm)

Width, Overall  . . . . . . . . . . . . . . . . . . . . . . . . . . . 41 in. (1041 mm) 41 in. (1041 mm) 45 in. (1143 mm) 41 in. (1041 mm)

Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 51.2 in. (1300 mm) 51.2 in. (1300 mm) 51.2 in. (1300 mm) 51.2 in. (1300 mm)

Weight, Approx. (Less Mower). . . . . . . . . . . . . 647 lb. (293 kg) 710 lb. (322 kg) 752 lb. (341 kg) 721 lb. (327 kg)

Mower. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 48-in. or 54-in. side  54-in. side discharge 48-in. or 54-in. side  48-in. or 54-in. side

  discharge Edge™ Xtra Edge™ Xtra discharge Edge™ Xtra discharge Edge™ Xtra
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F E A T U R E S

SELECTSERIES™ X300, X304 (4WS),
X320, X324 (4WS)ANDX340 TRACTORS

• Five models make up John Deere’s line of Select 
Series™ X300 Tractors. These high quality trac-
tors provide the customer with both maneuver-
abililty and toughness.

• John Deere iTorque™ Power Systems with V-twin 
air-cooled engines with 17-, 22-, or
25-horsepower* power X300 Series Tractors.

• The iTorque Power System includes a combination 
of engine features and exclusive hood design 
that provide more lugging ability, even cooling, 
and durability.

• Engines feature premium components for excellent 
reliability and long engine life. Included are cast-
iron cylinder liners, overhead valves, full-pressure 
lubrication with replaceable oil � lter, and dual-stage 
air � lter.

• Fully regulated 15 amp electrical system 
provides quick, reliable starts. It also powers the 
standard headlights and electric PTO clutch. 

• All models use John Deere’s exclusive Twin 
Touch automatic drive system. Dual foot pedals 
allow the operator to easily select tractor speed 
and direction while keeping both hands on the 
steering wheel for maximum productivity.

• 4-wheel steering on the X304 and X324 allow 
these models to turn even tighter to easily trim 
around trees and bushes. 

• Heavy-Duty CargO™ Mounts make installation of 
the 7-bushel material collection hopper easy.

• Welded frame is made of 3-mm thick steel for 
excellent strength and reliability. A heavy-duty 
cast-iron front axle pivots at the center and 
oscillates to keep all wheels on the ground when 
traveling over uneven terrain. 

• Metal bushings are used at the steering spindles 
to provide easy steering. A grease cavity between 
the bushings provides continuous lubrication 
during operation.

• Sector-and-pinion steering and a tight 16-inch-
turning radius provide superb handling.

• Operator controls are color-coded and identi� ed 
with English words for easy identi� cation and 
logically placed for easy use. 

• A comfortable, 15-inch seat provides a cushioned 
ride and good support for the operator. The open 
back design allows air to circulate and keep the 
operator’s back cool.

• The seat can be easily adjusted fore and aft 
7 inches. The unique seat suspension system 
uses two adjustable coil springs to give the 
operator a smooth, stable ride.

• A lift-assist spring is coupled with a foot-pedal 
lift system to make raising the mower and other 
implements both convenient and easy. The spring 
can be adjusted to accommodate different imple-
ments. The lift system allows mower cutting heights 
from 1 to 4 inches.

• X300 Series Tractors come with one of � ve versatile 
Edge™ Xtra mower decks. Key features include 
1/4-inch cut height increments, 4-point mounting, 
and wider wheels.

• Cruise control is standard on all models.

• For those who want the ability to convert their 
mower to mulching or to rear-bagging, the Edge 
Xtra side-discharge mowers will be the ones to 
consider. Available in widths of 38-, 42-, 48- and 
54 inches, each of these mowers offer excellent 
cutting performance and easy convertibility.

• For dedicated mulching, the 42-inch Edge Xtra 
mulching mower has removable gates that allow 
adjustment for an even, clump-free � nish in any 
condition.

• Mower decks feature Quik-Tatch™ mounting, 
greaseable spindles, powder paint, and many 
other high-quality components to ensure long, 
trouble-free use.

Revolutionary 42-inch Edge Mulch Mower is 
a dedicated mulcher that features removable 
gates for severe mulching conditions. V-belt 
drive and non-timed blades give smooth 
operation and reliable performance.

38-Inch Edge™ Xtra Mower
42-Inch Edge Xtra Mower
42-Inch Edge Mulch Mower
48-Inch Edge Xtra Mower
54-Inch Edge Xtra Mower
7-Bushel Rear Bagger 
 (38-, 42-Inch Edge Xtra Mowers)
2-Bag Power Flow Material-Collection System  
(48- and 54-Inch Edge Xtra Mowers)
44-Inch Front Blade
44-Inch Snow Blower
15- and 25-Gallon Sprayers
38-, 46-, and 54-Inch Front Thatchers
Tow-Behind Thatcherator
80-, 110-, 125-, 175-Pound Pull-Type 
 Spin Spreaders
40-Inch Aerator Spreader
40-Inch Spike Aerator
40-Inch Plug Aerator
36-Inch Lawn Roller
42-Inch Lawn Sweeper
Utility Cart
Mulching Attachments
Front/Rear Weights
Tire Chains
Wheel Covers
Front Bumper
Brush Guard
2-Bucket Holder

A D D  V E R S A T I L I T Y  W I T H :
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  X300 X304 (4WS) X320 X324 (4WS) X340

Engine/Power System. . . . . . . . . . .John Deere V-Twin iTorque™ John Deere V-Twin iTorque™ John Deere V-Twin iTorque™ John Deere V-Twin iTorque™ John Deere V-Twin iTorque™

Manufacturer. . . . . . . . . . . . . . . . . . .Kawasaki Kawasaki Kawasaki Kawasaki Kawasaki

Horsepower* . . . . . . . . . . . . . . . . . . .17 hp (12.7 kW) 17 hp (12.7 kW) 22 hp (16.4 kW) 22 hp (16.4 kW) 25 hp (18.6 kW)

Displacement. . . . . . . . . . . . . . . . . . .28.8 cu. in. (472 cc) 28.8 cu. in. (472 cc)  41.2 cu. in. (675 cc)  41.2 cu. in. (675 cc)  41.2 cu. in. (675 cc)

Cooling  . . . . . . . . . . . . . . . . . . . . . . . .Air Air Air Air Air

Cylinders. . . . . . . . . . . . . . . . . . . . . . .2 2 2 2 2

Fuel System:

Capacity  . . . . . . . . . . . . . . . . . . . . . . .3.5 U.S. gal. (13.2 L) 3.5 U.S. gal. (13.2 L) 3.5 U.S. gal. (13.2 L) 3.5 U.S. gal. (13.2 L) 3.5 U.S. gal. (13.2 L)

Fuel Type. . . . . . . . . . . . . . . . . . . . . . .Gasoline Gasoline Gasoline Gasoline Gasoline

Ignition System:. . . . . . . . . . . . . . . . .Electronic Electronic Electronic Electronic Electronic

Ignition:

Charging System. . . . . . . . . . . . . . . .15 amp, regulated 15 amp, regulated 15 amp, regulated 15 amp, regulated 15 amp, regulated

Fuel Delivery System  . . . . . . . . . . . .Carburetor Carburetor Carburetor Carburetor Carburetor

Transmission  . . . . . . . . . . . . . . . . . . .Hydrostatic Hydrostatic Hydrostatic Hydrostatic Hydrostatic

Drive System  . . . . . . . . . . . . . . . . . . .2-wheel drive 2-wheel drive 2-wheel drive 2-wheel drive 2-wheel drive

Forward Speed  . . . . . . . . . . . . . . . . .5.3 mph (8.5 km/h) 5.5 mph (8.9 km/h) 5.8 mph (9.3 km/h) 5.5 mph (8.9 km/h) 5.8 mph (9.3 km/h)

Reverse Speed  . . . . . . . . . . . . . . . . .4.0 mph (6.4 km/h) 3.5 mph (5.6 km/h) 3.5 mph (5.6 km/h) 3.5 mph (5.6 km/h) 3.5 mph (5.6 km/h)

Brakes. . . . . . . . . . . . . . . . . . . . . . . . .Internal wet disc Internal wet disc Internal wet disc Internal wet disc Internal wet disc

Steering  . . . . . . . . . . . . . . . . . . . . . . .Manual, 2-wheel steer Manual, 4-wheel steer Manual, 2-wheel steer Manual, 4-wheel steer Manual, 2-wheel steer

Turning Radius. . . . . . . . . . . . . . . . . .16 in. (406 mm) 15 in. (381 mm) 16 in. (406 mm) 15 in. (381 mm) 16 in. (406 mm)

Uncut Circle Radius. . . . . . . . . . . . . . . 28 in. (711 mm)  16 in. (406 mm)  21 in. (533 mm)  9 in. (229 mm) 18 in. (457 mm)

     w/38-in. mower    w/42-in. mower    w/48-in. mower    w/48-in. mower    w/54-in. mower

  28 in. (711 mm)

     w/42-in. mower

  27 in. (686 mm) 

     w/42-in. mulch   

Tires:

Front  . . . . . . . . . . . . . . . . . . . . . . . . . .15x6-6 15x6-6 15x6.5-8 15x6-6 15x6.5-8

Rear. . . . . . . . . . . . . . . . . . . . . . . . . . .20x10-8 20x10-10 22x11-10 20x10-10 22x11-10

Lift System  . . . . . . . . . . . . . . . . . . . . .Foot pedal Foot pedal Foot pedal Foot pedal Foot pedal

PTO  . . . . . . . . . . . . . . . . . . . . . . . . . . .Electric clutch Electric clutch Electric clutch Electric clutch Electric clutch

Dimensions:

Height (Seat Height) . . . . . . . . . . . . .43 in. (1092 mm) 43 in. (1092 mm) 43 in. (1092 mm) 43 in. (1092 mm) 43 in. (1092 mm)

Length, Overall  . . . . . . . . . . . . . . . . .72 in. (1829 mm) 72 in. (1829 mm) 72 in. (1829 mm) 72 in. (1829 mm) 72 in. (1829 mm)

Width, Overall  . . . . . . . . . . . . . . . . . .37.5 in. (953 mm) 41 in. (1041 mm) 38.5 in. (978 mm) 41 in. (1041 mm) 38.5 in. (978 mm)

Wheelbase. . . . . . . . . . . . . . . . . . . . .49.4 in. (1255 mm) 49.4 in. (1255 mm) 49.4 in. (1255 mm) 49.4 in. (1255 mm) 49.4 in. (1255 mm)

Weight, Approx. (Less Mower). . . .495 lb. (225 kg) 580 lb. (263 kg) 568 lb. (258 kg) 605 lb. (274 kg) 568 lb. (258 kg)

Mower. . . . . . . . . . . . . . . . . . . . . . . . .38-in. side discharge 42-in. side discharge 48-in. side discharge 48-in. side discharge 54-in. side discharge

  Edge™ Xtra Edge™ Xtra Edge™Xtra Edge™ Xtra Edge™ Xtra

  42-in. side discharge

  Edge™ Xtra

  42-in. Edge mulch 
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F E A T U R E S

SELECTSERIES™ X300R REAR DISCHARGE TRACTOR

Rear De� ector 
Mulch Plug and Blades
44-inch Front Blade
Tow-Behind Attachments
34-lb. Front Wheel Weights
Spark Arrestor Kit
Front and Rear Wheel Covers

A D D  V E R S A T I L I T Y  W I T H :

• Customers who prefer to collect lawn material 
have a tractor designed just for them — the 
Select Series™ X300R Rear-Discharge Tractor. 
The key to the X300R’s design superiority and a 
unique sales advantage is the all-new TurboStar 
42-in. Edge™ Xtra rear discharge mower deck; 
includes a heavy-duty cast-iron blower that pulls 
in the grass clippings and propels and packs 
them into the 8.5 bu. (300 liter) hopper.

TRACTOR

•  The X300R uses a powerful 17-horsepower 
V-twin air-cooled engine and comes with an 
automatic transmission with Twin Touch™ foot 
controls.

• Larger overall tractor size with a heavier frame 
for reliability and long life.

• Twin Touch™ foot controls are easier and more 
convenient to use.

• The seat provides the comfort customers expect 
from John Deere with 7-in. of travel and a sus-
pension adjustable for the weight of the operator.

• Electric PTO clutch for convenience and
reliability.

• A convenient foot-pedal lift system provides 
mower cut heights from 1- to 3 1/2-in. (25.4 to 88.9 
cm) in 1/4-in. (6 mm) increments; an adjustable 
lift-assist spring is provided to make raising the 
mower deck easy.

MOWER

• The 42-in. mower is designed to cut and collect 
in the worst conditions, thick and lush grass. 

• The TurboStar fan packs up to 12 bu. (420 liters) 
of material into the 8.5 bu. (300 liter) hopper.

• Automatic PTO shutoff stops mower when
hopper is full.

• Mower blades are offset to permit blade
overlap with the use of a standard V-belt drive 
and ensure that the blades cannot contact each 
other.

• The two mower blades counter-rotate outward 
from the center and across the tire path; this 
blade direction does an excellent job of pulling 
up tire tracks.

• With no discharge chute to interfere, following 
the recommended practice of varying the
mowing pattern is easy because you can trim 
with either side of the mower.

• The mower deck is easy to remove for cleaning 
or service.

• Two quick-connect wash ports are provided for 
cleaning the underside of the deck, blower, and 
chute.

HOPPER

• Inside rear mesh bag with outside heavy debris 
de� ector around the rear and sides allows the 
large volume of air to escape, reduces sound, 
and de� ects debris downward.

• Hopper is easily removed – simply lift off – 
nothing to disconnect.

• The hopper has been designed so it and the
tractor can be shipped together in one steel 
shipping crate for reduced shipping and crate 
disposal cost.
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  X300R

Engine:

Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .John Deere V-Twin iTorque

Manufacture  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Kawasaki

Horsepower* . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .17 hp (12.7 kW)

Displacement. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .28.8 cu. in. (472 cc) 

Cooling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Air

Cylinders. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2

Fuel System:

Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2.4 U.S. gal. (9 L) 

Fuel Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Gasoline 

Ignition System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Electronic 

Charging System. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .15 amp, regulated 

Fuel Delivery System . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Carburetor 

Transmission  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Hydrostatic 

Drive System . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2-wheel drive 

Forward Speed . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5.3 mph (8.5 km/h) 

Reverse Speed . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4 mph (6.4 km/h) 

Brakes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Internal wet disc 

Steering  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Manual, 2-wheel steer 

Turning Radius   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .22 in. (559 mm) 

Uncut Circle Radius  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .29 in. (737 mm) w/42R mower

Tires:

Front . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .15x6-6 

Rear   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .20x10-8

Lift System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Foot pedal 

PTO . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Electric clutch 

Dimensions:

Height (Seat Height) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .43 in. (1092 mm) 

Length, Overall . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .99 in. (2514 mm)

Width, Tractor only . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .38 in. (965 mm) 

Width, including mower. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .44 in. (1118 mm)

Wheelbase. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .49.4 in. (1255 mm) 

Weight, Approx. (Full of Fuel) . . . . . . . . . . . . . . . . . . . . . . . . . . . .666 lb. (302 kg)

Mower . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .42-in. Edge Xtra rear discharge

S P E C I F I C A T I O N S
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F E A T U R E S

MOWERS FORX700 ULTIMATE™ TRACTORS

1 AND 2) 48- AND 54-INCH MID-MOUNT 
EDGE™ XTRA MOWERS:

• Durable construction for long life in homeowner 
and commercial mowing applications.

• Quik-Tatch design provides simple attachment in 
5 minutes or less, without tools and loose parts.

• Adjustable mower wheels and 4-point mower-
deck suspension mean smooth mowing, even 
on rough terrain.

• Anti-scalp rollers guard against turf gouging.

• Deep-deck design provides good air� ow for 
uniform discharge of clippings and superior 
cutting performance.

• Thick, one-piece stamped-steel construction 
extends deck life.

• Convenient spline align system includes a lock 
back collar and tapered spline on drive shaft 
coupled with a tapered spline on stub shaft for 
quick attaching and detaching with one hand.

• Heavy-duty driveshaft and gearbox are designed 
for long life.

• Easy-to-adjust cutting height, 1 to 51�4 in.
(two-wheel steer), 1 to 41�2 in. (four-wheel steer), 
right from the seat.

• Mulching attachment available.

• The 48-inch mower is not compatible with the 
X720 Tractor with the Special Edition option.

3) 62-INCH MID-MOUNT EDGE XTRA MOWER:

• Durable construction matches the rigors of high-
hour commercial mowing applications.

• Quik-Tatch design provides simple attachment in 
5 minutes or less, without tools and loose parts.

• 4-plus-4 mowing system — four mower-wheels 
and 4-point mower-deck suspension — means 
smooth mowing, even on rough terrain.

• Anti-scalp rollers guard against turf gouging.

• Deep-deck design provides strong vacuum action 
for superior cutting performance.

• 10-gauge stamped-steel deck with reinforced 
front lip for durability.

• Quick-release belt shields can be removed 
easily for cleaning and servicing; blade spindles 
can be greased without removing shields.

• Easy-to-adjust cutting height, 1 to 41�2 in.
(four-wheel steer), 1 to 51�4 in. (two-wheel steer) 
in 1�4-inch increments, right from the seat.

• Heavy-duty driveshaft and gearbox are designed 
for long life.

• Mulching attachment available.

• Convenient spline align system includes a lock 
back collar and tapered spline on drive shaft 
coupled with a tapered spline on stub shaft for 
quick attaching and detaching with one hand.

4) 60-INCH 7-IRON™ MOWER DECK:

• The 60-in. 7-Iron Mower Deck is compatible with 
2007 model year X700, X720, X740, X728, and X748 
Tractors. It is ideal for customers who need to 
mow green, thick, and heavy grass:commercial 
operators, government agencies, large property 
owners, agricultural customers.

• 5.5-in. deep deck allows for a greater volume of 
grass to be cut at higher speeds.

• Provides increased vacuum action and reduced 
clipping drop.

• Allows for increased air� ow and more lift of the 
grass.

• Stamped design provides a smooth underside, 
with fewer sharp corners, for reduced material 
buildup.

• Wide discharge opening provides even clipping 
dispersal for an excellent � nished appearance in 
all conditions.

• 1/4-in. increments to � ne-tune cut-height.

• Plastic discharge shoot reduces damage to foli-
age and resists bending.

• Mulch attachment and material collection system 
options are available.

• 7-gauge (.177-in.) stamped-steel durability.

• Mower deck has a 5/8-in. solid steel bar welded 
to the mower deck perimeter for added strength 
and protection.

• Heat-treated 1-in. cold-forged blade spindles are 
supported by ball bearings to provide reliability 
and long life.

• The front edge is raised above the blade plane to 
allow even cutting of tall grass.

• Large anti-scalp caster wheels for durability and 
smooth operation.

• Quick-change mower wheel height.

• Easy installation and removal.

• On-ramp feature simpli� es installation and 
removal.

• Minimal physical effort is required for installation 
or removal.

3
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S P E C I F I C A T I O N S

  48-Inch Mower 54-Inch Mower 62-Inch Mower

Tractor Compatibility. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .X700 Series X700 Series 700 Series

Cutting Width  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .48 in. (1219 mm) 54 in. (1371 mm) 62 in. (1575 mm)

Overall Width  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .59.9 in. (1521 mm) 65.9 in. (1673 mm) 72.5 in. (1841 mm)

Overall Length. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .34 in. (1863 mm) 35.7 in. (906 mm) 37.25 in. (946 mm)

Cutting Height

Two-Wheel Steer  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1 to 51/4 in. in 1/4-in.  1 to 51/4 in. in 1/4-in. 1 to 51/4 in. in 1/4-in.

  increments from tractor seat increments from tractor seat increments from tractor seat 

Four-Wheel Steer  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1 to 41/2 in. in 1/4-in.  1 to 41/2 in. in 1/4-in. 1 to 41/2 in. in 1/4-in.

  increments from tractor seat increments from tractor seat increments from tractor seat 

Deck Material Thickness. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0.12 in. (11 ga.) 0.134 in. (10 ga.) 0.134 in. (10 ga.)

Blade Tip Speed @ 3,600 rpm. . . . . . . . . . . . . . . . . . . . . . . . . . . .16,956 ft./min. (5,168 m/min) 17,143 ft./min. (5,225 m/min) 17,131 ft./min. (5,225 m/min)

Mower Wheel Diameter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5 in. (127 mm) 5 in. (127 mm) 6 in. (152 mm) front

    8 in. (203 mm) rear

Acres per Hour at 4.5 mph  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.75 2.00 2.125

Attachment Compatibility:

2-Bag Power Flow Bagger  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Yes Yes No

3-Bag Power Flow  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Yes Yes Yes

MC519 Cart. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Yes Yes Yes

Mulching Attachment  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Yes Yes Yes

Shipping Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .208 lb. (94.5 kg) 218 lb. (99.1 kg) 277 lb. (126 kg)
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  60-Inch 7-Iron TM  Mower

Tractor Compatibility. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .X700, X720, X740, X728, X748

Cutting Width  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .60 in. (1524 mm)

Cutting Height/Increments  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1- to 4.5 in. /.25 in.

Construction  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Stamped 7-gauge (.177 inches) steel

Blade Overlap. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.57 in. (40 mm)

Tip Speed. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .16,500 ft/min.

Spindles . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Three 1-in. diameter

Mower Wheels. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4 heavy-duty greasable

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Shaft



F E A T U R E S

45 LOADER FORTWO-WHEEL-STEER
X700 ULTIMATE™ TRACTORS

• Approved for use on Two-Wheel-Steer X700 
Ultimate™ Tractors.

• The 45 Loader Quik-Tatch design, mower 
compatibility, and ease of operation make it 
ideal for many residential and light-commercial 
customers.

• Quik-Tatch design permits almost effortless 
installation in less than 5 minutes.

• Loader can be operated with mower installed, 
if desired.

• Suited for many jobs, including moving and 
spreading yard and driveway materials, 
loading light and medium-weight material, 
and snow removal.

• Heavy-duty loader construction resists everyday 
wear and tear for long life.

• Double-acting hydraulic cylinders provide 
required down-pressure for excellent 
digging action.

• Dual hydraulic levers with � oat position, on trac-
tor, give you � ngertip control of the loader.

• Tractor’s hydraulic pump powers loader smoothly 
and evenly.

• Hydrostatic relief valve (included with loader) 
protects tractor transaxle against harmful 
pressure peaks.

• Optional frame or 3-point-hitch-mounted ballast 
box and wheel weights improve stability and 
increase loader performance.

• Grille guard is standard equipment; protects 
tractor when loader boom is raised.

• A 48-inch bucket is also standard, provides 
5-cubic-foot capacity. 

• Ballast box available for adding weight to rear 
of tractor to improve traction and stability when 
using loader.

• A worklight kit is available if the loader is to be 
used after daylight hours.
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S P E C I F I C A T I O N S

                         X700, X720, X740 X728, X748
                         Two-Wheel-Steer Tractors Four-Wheel-Drive Tractors

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Speci� cations are Based on Tractors with These Tires:
Front  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .18x8.50-8 4-ply  18x8.50-8 4-ply  
Rear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .26x12.00-12 2-ply  26x12.00-12 2-ply

Dimensions:
A) Maximum Lift Height to Pivot Pin  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .73 in. (185 cm)  73 in. (185 cm)
B) Maximum Clearance Under Fully Dumped Bucket  . . . . . . . . . . . . . . . .69 in. (175 cm)  69 in. (175 cm)
C) Maximum Clearance Under Fully Dumped Bucket  . . . . . . . . . . . . . . . .57 in. (145 cm)  57 in. (145 cm)
D) Reach with Bucket Dumped at 45 deg. at Max Height. . . . . . . . . . . . .23 in.  (58 cm)  23 in.  (58 cm)
E) Maximum Bucket Dump Angle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .45 degrees  45 degrees
F) Reach with Bucket on Ground. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .44.4 in. (113 cm)  43.3 in. (110 cm)
G) Bucket Rollback Angle on Ground . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .25 degrees  25 degrees
H) Digging Depth Below Ground Level . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4 in. (10 cm)  4 in. (10 cm)
 Overall length with frame-mounted ballast box
     (front edge of bucket � at on the ground)  . . . . . . . . . . . . . . . . . . . . . . . .112.4 in. (285 cm)  112.4 in. (285 cm)

Bucket:
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .48 in. (122 cm)  48 in. (122 cm)
Capacity (struck). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5.0 cu. ft. (.142 cu. meters)  5.0 cu. ft. (.142 cu. meters)

Hydraulics System:
Rated Pressure  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1,000 psi  1,000 psi
Lift Cylinder Diameter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.75 in. (4.4 cm)  1.75 in. (4.4 cm)
Bucket Cylinder Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.75 in. (4.4 cm)  1.75 in. (4.4 cm)

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .515 lb. (234 kg)  515 lb. (234 kg)

Ballast Requirements (note):
 With 26-in. Rear Tires. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Minimum of 750 lb. (340 kg) rear ballast  Minimum of 750 lb. (340 kg) rear ballast

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .(at least 250 lb. (113 kg) of this must be  (at least 250 lb. (113 kg) of this must be
  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .on rear wheels)  on rear wheels)

NOTE: Ballast may be required. See John Deere Price List or Operator’s Manual for required ballasting.
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F E A T U R E S

647 ROTARYTILLER, PLOW, CULTIVATOR,
ANDGENERATOR FORX700 ULTIMATE™ TRACTORS

1) 647 ROTARY TILLER

• The 647 Rotary Tiller is ideal for homeowners 
and commercial customers such as golf courses, 
hospitals, schools, and nurseries.

• Mounts to all X700 Ultimate™ Tractors equipped 
with a 3-point hitch and 540-rpm rear PTO.

• Large, replaceable tines and a heavy-duty
tubular-tine shaft provide excellent performance 
and durability. Able to lift and mix soil for a
uniform seedbed.

• The tine housing is formed high with plenty 
of clearance around tines for rocks and trash 
to pass through or recirculate without getting 
caught in the tines.

• Side-shaft-driven design allows tines to be 
evenly spaced to the full 48-inch width of 
the machine.

• Hinged tine shield follows the ground surface 
to smooth the soil for a good seedbed. Cowling, 
end-covers, and a rear shield trap rocks and 
other debris, protecting operator, bystanders, 
and buildings.

• Tiller is raised and lowered by the tractor
hydraulic-lift system. Skid shoes on each side 
of the tiller housing provide more-precise tilling 
depth. Four adjustable positions accommodate 
various tilling conditions.

• Preset friction clutch in tiller drive assembly 
provides protection for both the tiller and tractor 
drivelines.

 NOTE: Ballast may be required on some models. 
See John Deere Price List or Operator’s Manual 
for required ballasting.

2) PLOW

• Ideal for the gardener, nursery or landscape 
contractor.

• Mounts to all X-Series Tractors equipped with 
a 3-point hitch.

• This heavy-duty plow is speci� cally designed 
for deep tillage or breaking up � elds and plots 
of sod.

3) CULTIVATOR

• Designed for homeowners, gardeners 
and nurseries.

• Mounts to all X700 Series Tractors equipped with 
a 3-point hitch.

• The best solution for shallow tillage in 
lighter soils.

• Can be used to weed row crops or for seed 
bed preparation.

4) 10K GENERATOR

• Conveniently mounted to 3-point hitch for 
easy transport.

• Powered by Tractors 540 RPM PTO to eliminate 
the need for a separate engine.

• 10,560 watts peak and 9600 watts of 
continuous power.

• 120- and 240-volt outlets.

1

3

2

4
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S P E C I F I C A T I O N S

  647 Rotary Tiller for X700 Series Tractors

Tilling Width  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 48 in. (1219 mm) 
Rotor Diameter  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14 in. (356 mm) 
Rotor Length  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 48 in. (1219 mm)
Rotor Bearing (Left End)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Ball bearing in oil bath
Rotor Bearing (Right End). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Greaseable ball bearing
Counter Shaft Bearings. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Sealed ball bearings 
Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Tractor 540-rpm PTO 
Rotor rpm  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 253 rpm
Rotor Tip Speed. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 929 ft./min. (283 m/min)
Height of Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 71�2 in. (191 mm)
Tilling Depth (Maximum). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7 in. (178 mm)
Weight (Approx.). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 321 lb. (146 kg)

  Plow for X700 Series Tractors

Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 bottom, 3-point hitch mounted (Category 1 or Limited Category 1) 
Mainframe . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Twin solid steel beams, 1�2 in. x 21�4 in. (13 mm x 57 mm) 
Furrow Width  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Manually adjustable from 8- to 14-in. (203- to 356-mm) 
Standards. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Welded 3�4-in. x 2-in. (19 mm x 51 mm) heat-treated steel 
Type of Protection  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Shear bolt (standard equipment) 
Depth Control  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Adjustable gauge wheel
Maximum Plowing Depth. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6 in. (152 mm)
Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 116 lb. (53 kg)

  Cultivator for X700 Series Tractors

Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-point hitch mounted (Category 1 or Limited Category 1) 
Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 46 in. (1168 mm), adjustable from 30- to 46-in. (762- to 1168-mm) working width 
Frame  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 21�2-in. x 21�2-in. (64 x 64 mm) 5�16-in. (8 mm) angle iron 
Shanks  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 heavy duty 1�4-in. (6 mm) thick tempered hot-rolled steel 
Mast  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Steel; double-braced front to rear 
Under-mast Clearance. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20 in. (51 mm)
Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 lb. (36 kg)

  Generator for X700 Series Tractors

Weight (Operating). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 194 lb. (88 kg) 
Height (Approximate)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30.75 in. (78.1 cm) 
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 27.13 in. (68.9 cm) 
Length. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31.25 in. (79.4 cm) 
PTO Input Shaft. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6-spline, 1-3/8-in diameter 
Gear Oil  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80W90 GL Gear Lube
Gear Oil Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.63 L (23 oz.)
Watts (AC Rated):

(Continuous) at Power Factor 1  . . . . . . . . . . . . . . . . . . . . . . . . 9600
 (Peak)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10560 
Rated Voltage (AC). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 120/240
Rated Amperage:

(120 VAC) at Each Outlet at 40� C (104� F). . . . . . . . . . . . . . . . . . . . . 20
 (240 VAC) at Outlet at 40� C (104� F)  . . . . . . . . . . . . . . . . . . . . . 40
Frequency. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60 Hz
Phase  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Single

C&CE PURCHASING GUIDE 2007202



F E A T U R E S

CABS ANDWEATHERENCLOSURES
FORX700 ULTIMATE™ TRACTORS

1) HARD CAB

• R.O.P.S.-certi� ed cab features a glass front 
and sides to protect you from Mother 
Nature’s worst.

• Molded body panels fully integrate with the 
tractor style and color providing excellent � t 
and � nish.

• Weather-sealed windows and doors keep interior 
of cab clean and quiet.

• Interior steel guard rail and key lock system 
protect you against unwanted entries.

• Back panel features large window for excellent 
visibility to the rear of the tractor.

• Enjoy increased versatility with removable doors, 
for excellent ventilation in warm weather.

2) SOFT CAB

• R.O.P.S.-certi� ed cab keeps you out of the most 
extreme weather conditions.

• The perfect match for the homeowner or 
municipality that wants quality but economical 
protection from the elements.

• Rigid, steel-frame doors feature vinyl and large 
clear vinyl windows for increased visibility.

• Molded safety glass front windshield provides 
superior visibility and protection from strong 
winds.

• Door keylocks and handles make getting in and 
out easier. Plus, provide extra security.

3) WEATHER ENCLOSURE

• The most economical solution for warding off 
the windiest conditions.

• Hard top is molded from ABS plastic with 
UV inhibitor for long life. Molded construction 
provides a quality � t and � nish.

• Strong 16-gauge steel tubing is used for the 
frame. This durable yet lightweight material 
makes installation and removal easier.

• Sides and doors feature stop-rip vinyl fabric for
extra durability. Panels unzip for easier access 
to tractor hood.

• Lexan windshield is non-puckering and 
shatter-resistant. The perfect solution for 
sub-zero temperatures.

1

2

3
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ROTARYBROOMS FORX700 ULTIMATE™ TRACTORS

  52-Inch Rotary Broom 60-Inch Rotary Broom

Clearing Width (Broom Straight). . . . . . . . . 52 in. (1321 mm) 60 in. (1524 mm)  
Brush Speci� cations:
Broom Angled 27 deg.  . . . . . . . . . . . . . . . . . . 48 in. (1219 mm)  53.5 in. (1359 mm)     

Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 21 in. (533 mm) 26 in. (660 mm)
Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Polypropylene  Polypropylene    
Number of Wafers  . . . . . . . . . . . . . . . . . . . . . 24 total (22 convoluted, 2 sloped) 32 total
Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 220 rpm  200 rpm  
Top Speed. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,209 ft./min. (369 m/min) 942 ft./min. (288 m/min) 
Hydraulic Angling Positions  . . . . . . . . . . . . 0 to 27 deg., right and left 0 to 27 deg., right and left   
Caster Wheels:
Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 61�4 x31�4 with grease zerks 61�4 x31�4 with grease zerks
Adjustment . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 1�2-in. spacers 6 positions in 1�2-in. increments
Storage Stand  . . . . . . . . . . . . . . . . . . . . . . . . . Standard equipment Standard equipment
Housing. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14- and 16-gauge steel 10- and 14-gauge steel
4 Ball-Joint Links. . . . . . . . . . . . . . . . . . . . . . . 1�2-in. steel Single-welded attaching frame
Lateral Float. . . . . . . . . . . . . . . . . . . . . . . . . . . 8 degrees 8 degrees
Drive System:
Input  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Telescoping driveshaft Telescoping driveshaft
Center-Drive Gearbox  . . . . . . . . . . . . . . . . . . #50 roller chain from offset 3:1 gearbox 3:1 bevel gear box
Brush Shaft  . . . . . . . . . . . . . . . . . . . . . . . . . . . Self-aligning, � ange-sealed with ball bearings locking collars Self-aligning, � ange-sealed with ball bearings locking collars

S P E C I F I C A T I O N S

F E A T U R E S

• Designed to increase the versatility of the X700 
Ultimate™ Tractors. Both brooms can be used for 
a variety of sweeping jobs year round:  

• Winter — effectively moves up to 6 inches  
of snow. 

• Spring — can be used to dethatch lawns or 
clean off tennis courts fast.

• Summer — performs many sweeping jobs.

• Fall — rakes leaves and sweeps arti� cial   
turf or spectator areas after sporting events.

• The 52-inch rotary broom provides better 
maneuverability in close quarters. 

• The extra-large 60-inch broom is ideal when 
making a clean sweep of wide open areas. 

• Live PTO allows the broom to continue to operate 
at full speed, even when changing tractor ground 
speed.

• From the seat, operator can hydraulically angle 
the broom to suit conditions. Provides greater 
convenience.

• Optional hood debris shield controls discharge of 
material being swept.

• Quik-Tatch™ design means easy drive-in mount-
ing so you can attach or remove equipment 
quickly.

• Standard caster wheels that provide additional 
support for the brush head.

• Features heavy-duty, durable shaft and 
gear-box drive system. Driveshaft has unique 
lock-back collar design for quick and easy 
one-hand installation and removal.

• Broom head � oats, allowing unit to follow 
terrain (fore-to-aft and side-to-side).

• Optional thatching wheel kit for 52-inch 
broom follows ground contour for optimum 
thatching performance.
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F E A T U R E S

47-INCH TWO-STAGE SNOW BLOWER:

• Works well in all snow conditions and is especially 
suited for use in heavy snow regions and for 
snow removal in recreational parks, industrial 
parks, and other commercial applications.

• More effective than a single-stage snow thrower 
when operating in deep or drifted snow.

• Compatible with all X700 Series Tractors. 

• Quik-Tatch design features easy drive-in mounting 
so equipment can be attached or removed quickly 
and easily without tools or loose parts.

• Live PTO lets snow blower continue to 
operate at full speed even when changing 
tractor ground speed.

• Hydraulic chute angling allows operator to 
change direction of snow-discharge stream with 
� ngertip control. Rotates 90 degrees to each side 
(180 degrees total).

• De� ector can be adjusted manually to change 
height and distance snow is thrown. Optional 
remote spout cap lets operator change angle of 
discharge re� ector on-the-go without leaving 
the tractor seat.

• Twin drift-blades are optional equipment for 
cutting through drifts and cleanly cutting 
snowbanks.

• Two-stage design provides greater capacity than 
single-stage snow throwers. Auger and high- 
speed blower furnish aggressive biting action 
through heavy or packed snow.

• Replaceable scraper blade can be reversed to 
double the life of the blade.

• End panels are curved and have embossed 
reinforcing rib at the bottom so auger can better 
penetrate hard-packed snowbanks. Also provides 
greater shell rigidity and protection.

• Features heavy-duty, durable shaft-drive 
system. Installation and removal are quick and 
easy. Drive shaft has unique lock-back collar 
for one-hand installation.

• Adjustable skid shoes help control cutting 
depth on irregular surfaces. Especially helpful 
in removing snow from gravel driveways.

Rear Quick-Hitch Weight Bracket
Remote-Spout-Cap-Control Kit 
Drift Blades

A D D  V E R S A T I L I T Y  W I T H :

SNOWBLOWER FORX700
ULTIMATE™ TRACTORS
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S P E C I F I C A T I O N S

  Snow Blower for X700 Series Tractors

47-INCH SNOW BLOWER:

Clearing Width  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 47 in. (1.3 m) 

Height to Top of Spout. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 305�8 in. (78 cm) 

Length. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 27 in. (60 cm) 

Discharge Chute:

 Control. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic 

 Rotation. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 deg. to each side (180 deg. total) 

Snow Blower Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Splined coupler shaft to gear case 

Snow Blower Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic  

Lift Height. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6 in. (152 mm) 

Snow Blower Length. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 403�4 in. (1 m)

Speed of Auger. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 170 rpm

Speed of Impeller. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 930 rpm

Diameter of Auger  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16 in. (406 mm)

Diameter of Impeller  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15.5 in. (403 mm)

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Gearbox to roller chain

Bearings. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Sealed ball bearings

Scraper Blade. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Replaceable and reversible

 Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4313�16 in. (1.10 m)

Net Weight (Approx.) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 300 lb. (110 kg)

NOTE: Ballast may be required on some models. See John Deere Price List or Operator’s Manual for required ballasting.
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F E A T U R E S

BLADES ANDBOXSCRAPER FORX700 ULTIMATE™ TRACTORS

1) 54-INCH FRONT BLADE

• Excellent for pushing snow and other loose mate-
rial. Compatible with all X700 Series Tractors.

• Blade can be hydraulically raised, lowered, and 
angled from side to side from the tractor seat.

• Reinforcing angle behind the front edge and 
an iron reinforcing bar welded in position at 
the front of the blade increase strength and 
durability.

• Quik-Tatch design features easy drive-in mount-
ing so equipment can be attached or removed 
quickly and easily without tools or loose parts.

• Coil springs hold blade in a vertical position for 
operation but allow bottom edge to push back if 
solid obstruction is hit, which provides increased 
operator safety and machine protection.

• Adjustable skid shoes that support the blade at 
selected level and prevent gouging are especially 
handy when blading snow from gravel driveways.

2) 54-INCH TRACTOR SHOVEL

• The Tractor Shovel expands the usefulness of a 
John Deere Garden Tractor equipped with a 54-
inch Front Blade attachment by allowing it to pick 
up and move material. The innovative opening 
design of the Tractor Shovel, combined with the 
lift height of the blade, assures complete
emptying of material. 

• The Tractor Shovel is compatible with X700 
Series Ultimate Tractors equipped with transmis-
sion relief valves and a 54-in. Quick-Hitch Front 
Blade.

• Pick-up, transport, and empty a variety of loose 
material including soil, gravel, mulch, and snow.

• Blade down-force allows for ground engaging 
work.

• Blade can be used to doze, scrape, or level mate-
rial with the Tractor Shovel installed.

• Tractor Shovel can be removed in 10 minutes or 
less after initial installation.

• Utilizes front blade angling cylinder to raise the 
scoop when emptying materials (blade cannot be 
angled when the tractor shovel is installed).

• Cutting edge is 3/8-in. x 3-in. abrasion-resistant 
material.

3) 48-INCH BOX SCRAPER

• Ideal when trying to break up and level off 
extremely compacted and uneven terrain. 

• Front and rear cutting edges leave a smooth, 
even path.

• Four adjustable scari� ers help loosen material 
for more aggressive digging.

• Scari� ers feature heat-treated points for long life.

4) 60-INCH REAR-MOUNT BLADE

• The perfect solution for making the grade in tight 
spots and close quarters. 

• Blade can be manually locked in the left, right 
or middle position with a pull of the pin — no 
tools needed.

• Increase blade versatility by turning blade
around 180-degrees, this allows the blade to 
scrape forward while moving in reverse.

5) 60-INCH MID-MOUNT BLADE

• Enjoy outstanding visibility to the grade. Mid-
mounting gives you a birds-eye view of your 
working area.

• Blade can be easily raised, lowered or angled 
hydraulically between 0- and 25-degrees, 
right or left.

• Moldboard and edge form a continuous curve 
so material is rolled instead of pushed for a 
more even windrow, better utilization of tractor 
horsepower.

1

3

4

5
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S P E C I F I C A T I O N S

   54-Inch Front Blade for X700 Series Tractors

Cutting Width: . . . . . . . . . . . . . . . . . . . . . . . . .  Blade Skid Shoes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 positions

 Blade Straight . . . . . . . . . . . . . . . . . . . . . . .54 in. (1.4 m) Blade Material . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11-gauge steel

 Blade Angled 15 deg.  . . . . . . . . . . . . . . . .52 3�16 in. (1.3 m) Blade Trip . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Spring

 Blade Angled 27 deg.  . . . . . . . . . . . . . . . .46 13�16 in. (1.2 m) Blade Float . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Hydraulic

Angling positions, In� nite Between  . . . . . .0 to 27 deg., right and left Weight (approx.) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100 lb. (23 kg)

Range of Lift: . . . . . . . . . . . . . . . . . . . . . . . . . . .

 Above Ground Line  . . . . . . . . . . . . . . . . . .11 in. (280 mm)  

 Below Ground Line  . . . . . . . . . . . . . . . . . .31�2 in. (90 mm)  

  54-Inch Tractor Shovel

Length of Tractor Shovel. . . . . . . . . . . . . . . . 54 in. (137.2 cm)

Depth of Tractor Shovel. . . . . . . . . . . . . . . . . 12 in. (30.5 cm) 

Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.25 cu. ft. (64 l) 

Cutting Blade Material  . . . . . . . . . . . . . . . . . 0.375 in. x 3 in. (1 cm x 7.6 cm) hardened steel

Material Thickness  . . . . . . . . . . . . . . . . . . . . 0.125 in. (3.2 mm) top and bottom thickness

Load Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . 200 lb. (evenly distributed)

Lift Height. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 to 12 inches depending on tractor model

Shipping Weight. . . . . . . . . . . . . . . . . . . . . . . 108 lb. (49 kg)

Warranty. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . One-year limited warranty on parts

  48-Inch Box Scraper for X700 Series Tractors

Box Dimensions: . . . . . . . . . . . . . . . . . . . . . . .  Scari� ers: . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

 Width . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .48 in. (1.2 m) Number  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4

 Height . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .141�4 in. (362 mm) Construction . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3�4x 21�2-in. (19 x 64 mm) steel with

 Length of Box  . . . . . . . . . . . . . . . . . . . . . . .20 in. (508 mm)                                                                                                                                                welded on wear points

    Height Adjustment . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 position

Cutting Edges:

 Number  . . . . . . . . . . . . . . . . . . . . . . . . . . . .2, front and rear Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 261 lb. (118 kg)

 Size . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1�2x 4 in. (13 x 102 mm), bolted to box Box Mounting . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Category 1 or Limited Category 1 Hitch

 Design . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Bolted to box, replaceable 

  60-Inch Rear-Mount Blade for X700 Series Tractors

Cutting Width: . . . . . . . . . . . . . . . . . . . . . . . . .  

 Blade Straight . . . . . . . . . . . . . . . . . . . . . . .60 in. (1.5 m)  

Angling positions . . . . . . . . . . . . . . . . . . . . . .

 Forward . . . . . . . . . . . . . . . . . . . . . . . . . . . .0-, 15-, or 30-degrees left or right  

 Rear  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0-, 15-, or 30-degrees left or right

Blade Thickness . . . . . . . . . . . . . . . . . . . . . . .1�8 in. (3 mm)

Blade Height . . . . . . . . . . . . . . . . . . . . . . . . . . .12 in. (305 mm)

Blade Weight . . . . . . . . . . . . . . . . . . . . . . . . . .108 lb. (49 kg)

Blade Mounting . . . . . . . . . . . . . . . . . . . . . . . .Category 1 or Limited Category 1 hitch

  60-Inch Mid-mount Blade for X700 Series 2-Wheel S teer Tractors

Cutting Width: . . . . . . . . . . . . . . . . . . . . . . . . .

 Blade Straight . . . . . . . . . . . . . . . . . . . . . . .60 in. (1.5 m)  

Angling positions, In� nite  . . . . . . . . . . . . . . .Between 0 to 25 deg., right and left 

 Tilt . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2 positions

Blade Cutting Edge . . . . . . . . . . . . . . . . . . . . .1�4x 2 in. (6 x 51 mm), bolted to moldboard  

Blade Thickness . . . . . . . . . . . . . . . . . . . . . . .1�8 in. (3 mm)

Blade Height . . . . . . . . . . . . . . . . . . . . . . . . . . .7.5 in. (19 cm)

Blade Weight . . . . . . . . . . . . . . . . . . . . . . . . . .105 lb. (48 kg)
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F E A T U R E S

42-INCHHYDRAULICTILLER FORX540 MULTI-TERRAIN™

ANDX700 ULTIMATE™ TRACTORS

• John Deere � lls another powerful tilling need 
with the 42-inch Reversible-Tine Hydraulic Tiller 
for the X540 Tractor and X700 Series Tractors.

• It is wider and more durable than the 30-inch 
Mechanical Tiller; more compact and less costly 
than the 647 Rotary Tiller.

• The 42-inch Reversible-Tine Tiller includes self-
contained hydraulic reservoir, pump, and motor 
to run the tine shaft. It offers the distinct advan-
tage of being much quieter than conventional 
chain-driven tillers, plus housing mounting points 
can be reversed for back-tilling (tines rotate in 
opposite direction of tractor wheels and tires). 
Back-tilling is generally used for breaking new 
ground and cultivating harder, compacted soil.

• Quik-Tatch system provides easy on, easy off 
mounting. No tools needed.

• Heavy-duty design is suitable for commercial 
applications on X700 Series Tractors.

• Tractor PTO switch lets you activate tiller drive 
without leaving the tractor seat.

• Tines are made of high-carbon, heat-treated steel 
for outstanding wear and durability.
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  42-Inch Hydraulic Tiller for X540 Tractor and X70 0 Series Tractors

X540 MULTI-TERRAIN TRACTOR X700 ULTIMATE™ TRACTORS

Tilling Width  . . . . . . . . . . . . . . . . . . . . . . . . . . 42 in. (107 cm) 42 in. (107 cm)

Rotor Diameter  . . . . . . . . . . . . . . . . . . . . . . . . 14 in. (35.6 cm) 14 in. (35.6 cm)

Tines:

Tine Shaft Bearing  . . . . . . . . . . . . . . . . . . . . . Sealed ball bearing Sealed ball bearing

Number. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28 28

Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7-in. long, 11/2-in. wide, 1/4 -in. thick 7-in. long, 11/2-in. wide, 1/4-in. thick

  (17.8-cm long, 3.81-cm wide, .635-cm thick) (17.8-cm long, 3.81-cm wide, .635-cm thick)

Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . High-carbon heat-treated steel High-carbon heat-treated steel

Hydraulics:

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Self-contained hydraulic system Self-contained hydraulic system

  operated from tractor PTO switch operated from tractor PTO switch

Maximum Pressure  . . . . . . . . . . . . . . . . . . . . 2,000 psi 2,000 psi

Pump Flow Rate  . . . . . . . . . . . . . . . . . . . . . . . 11 gpm (41.6 L/min) 11 gpm (41.6 L/min)

Oil Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . 5 U.S. gal. (18.9 L) 5 U.S. gal. (18.9 L)

Rotor rpm  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 200 rpm 200 rpm

Height of Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . 4 in. (10.2 cm) 6 in. (15.2 cm)

Height with Transport Latch. . . . . . . . . . . . . 6 in. (15.2 cm) 6 in. (15.2 cm)

Tilling Depth (Maximum). . . . . . . . . . . . . . . . 6 in. (15.2 cm) 6 in. (15.2 cm)

Dimensions:

Overall Width. . . . . . . . . . . . . . . . . . . . . . . . . . 46 in. (116.8 cm) 46 in. (116.8 cm)

Overall Length . . . . . . . . . . . . . . . . . . . . . . . . . 17 in. (43.2 cm) 17 in. (43.2 cm)

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 265 lb. (120.2 kg) 250 lb. (113.4 kg)

Attaching Time  . . . . . . . . . . . . . . . . . . . . . . . . 5 min. 5 min.

Removal Time  . . . . . . . . . . . . . . . . . . . . . . . . . 5 min. 5 min.

S P E C I F I C A T I O N S
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F E A T U R E S

MC519 MATERIALCOLLECTIONSYSTEM FORX500
MULTI-TERRAIN™ ANDX700 ULTIMATE™ TRACTORS

• The MC519 Material Collection System provides 
the versatility of a utility cart and a material 
collector in one unit.

• As a utility cart, the MC519 has a 7.5-cubic-foot 
heaped 500-pound capacity. Ideal for hauling 
topsoil, gravel, sand, mulch, or � rewood.

• As a collector, the MC519 provides a large 
19-bushel (23-cubic-foot) capacity with standard 
equipment cover. Can be equipped with a blower 
and discharge chute for vacuuming grass 
clippings, thatch, pine needles, and leaves.

• Compatible with X500 Multi-Terrain and X700 
Ultimate™ Tractors.

• Steep, 50-degree dump angle and non-angled 
tray for clean unloading.

• Quik-Tatch hookup — the MC519 cart/collector 
can be connected to the tractor without tools in 
about a minute.

• The semi-rigid hitch teamed with the 
non-jackkni� ng caster wheels make the cart/
collector easy to maneuver. 

• An easy-to-reach handle allows dumping the 
cart/collector from the tractor seat, making 
unloading convenient, fast. When dumping extra-
heavy loads, the operator can stand beside 
collector and use the handgrip on the front of 
the box.

• A standard-equipment cover can be installed in 
a matter of seconds to convert the utility cart to 
a collector. Made of tough, 10-ounce nylon for 
long life. Large clear-plastic window lets opera-
tor see when collector is full. Folds � at for 
convenient storage.

• Steel support structure is MIG-welded and cart 
box is made of 18-gauge steel for the strength 
and durability to handle homeowner and 
commercial applications.

• Other tough-built features include greaseable 
bearings on wheels and casters to increase life, 
and standard puncture-resistant 4PR turf tires.

• Optional blower and discharge chute allow 
use of MC519 for collecting leaves, grass clip-
pings, etc. Blower and fan housing are made 
of durable polyethylene. Lightweight and easy 
to hook up.
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  MC519 Material Collection System

Capacity:

Collector

 Volume  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .19 bu. or 23 cu. ft. (0.67 m3)

 Load. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .500 lb. (226.8 kg)  

Cart

 Volume  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .7.5 cu. ft. heaped 

  6.0 cu. ft. struck   

 Load. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .500 lb. (226.8 kg)  

Box Dimensions:. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .42 in. (107 cm)   

Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .30 in. (76 cm) 

Depth. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8 in. (20 cm)  

Overall Dimensions Including Hitch:. . . . . . . . . . . . . . . . . . . . .

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .451�2 in. (116 cm)   

Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .49 in. (125 cm)  

Depth. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .44 in. (112 cm) 

Clearance. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .10 in. (25 cm)   

Dump Angle. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .50 deg.   

Shipping Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .176 lb. (80 kg)

Weight, Net:

Cart Only. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .119 lb. (54 kg)

Cover Only  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .26 lb. (12 kg)

Hitch Only. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .15 lb. (7 kg)

Power-Flow Dimensions:

Fan Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .13 in. (334 mm)

Fan Width . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .33/4  in. (95 mm)

Fan Blades . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5

Tires. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4.10x3.50, 4 PR

Bearings:

Wheel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Iron/oilite with grease � ttings

Caster  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Roller ball with urethane seals

  and grease � ttings

Box Material. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .18-ga. steel

Cover Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .10-oz. black vinyl-coated nylon

  scrim and black heavy-duty polyethylene

S P E C I F I C A T I O N S
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F E A T U R E S

MATERIALCOLLECTIONSYSTEMS
FORSELECTSERIES™ TRACTORS

1) 7-BUSHEL REAR BAGGER

• Rear-mounted grass bagger for X300 Series 
Tractors with 38- and 42-inch mowers is 
available for installation in the � eld.

• Rear mounting keeps the tunnel and hopper out 
of the way to allow close trimming next to build-
ings, around trees, shrubs, and � ower beds.

•  7-bushel (31/2 bushels per bag) capacity makes 
quick work of lawn care and saves raking leaves 
in the fall.

• Two-hopper system allows collecting clippings in 
bags to be dumped directly on the ground or into 
another container.

• Hopper stays overcenter when open, for easier 
dumping of bags.

• Emptying the two-bag system is easier because 
only one bag is removed at a time.

• Bags slide in and out easily.

• Spring latch keeps hopper top securely closed, 
even when mowing over rough areas.

• Inner sealing lip around hopper top reduces 
grass blowout.

• Air� ow indicator on chute signals operator when 
bags are full.

2) 7-BUSHEL POWER FLOWTM BAGGER

• Medium-priced grass collection system expands 
versatility of X300, X500 Multi-Terrain™ and X700 
Ultimate™ Tractors with 48- and 54-inch mowers.

• 7-Bushel Power Flow system combines all the 
features of the 7-Bushel Rear Bagger with the 
ef� ciency of a powered blower.

• Blower easily propels grass and leaves up the 
chute and into bags, improves bagging 
performance in wet and heavy grass conditions.

• Polyethylene blower fan and housing are light-
weight for easy handling. Smooth, contoured 
design offers clean appearance and smoother 
grass � ow.

3) 14-BUSHEL 3-BAG POWER FLOW 

• Designed speci� cally for John Deere X500 Multi-
Terrain and X700 Ultimate Tractors equipped with 
mower deck and Power Flow Blower.

• Extra large, 14-bushel capacity hopper keeps you 
on the move more, stopping less.

• Hopper cover features a gas spring for easier 
lifting when it is time to empty bags.

• High Performance Power Flow blower has more 
capacity to prevent clogging. Blower is hinged 
for easy installation, removal and cleanout.

• Three, easy-to-empty black bags stay cleaner-
looking for years to come.

• Convenient “Fill-Minder Indicator” alerts the 
operator when bags are full.

1 2

3
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  7-Bushel Material Collection Systems

7-BUSHEL REAR BAGGER
Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7 bu.
Material:
Hopper Top. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Polypropylene
Chute. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Polyethylene
Bags  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Polyester
Filling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Directly into bags for emptying on ground, or into trailer, or into plastic liners
Fill Indicator  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Located on chute

7-BUSHEL POWER FLOW BAGGER
Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7 bu.
Material:
Hopper Top. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Polypropylene
Chute. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Polyethylene
Blower Housing. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Polyethylene
Fan. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .UHMV* Polyethylene
Bags  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Polyester
Filling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Directly into bags for emptying on ground, or into trailer, or into plastic liners
Fan Diameter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13 in. (334 mm)
Number of Fan Blades. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4
Fan Speed (Full Engine rpm) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3,400**
Power Source for Blower Fan. . . . . . . . . . . . . . . . . . . . . . . . . . .Belt-driven by mower
Fill Indicator  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Located on chute

  14-Bushel, 3-Bag Power Flow TM  Material Collection System

3-BAG HOPPER ASSEMBLY

Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14 bu. (.49 c.u. meters)
Material:
Hopper Top. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Polyethylene
Chute. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Polyethylene
Blower Housing. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Polyethylene
Bags  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Polyester
Filling  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Directly into bags for emptying on ground, or into trailer, or into plastic liners
Fill Indicator:. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Fill-Minder Indicator
Mounting  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13 in. (334 mm)
Net Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 76 lb. (34 kg)
Attachment/Removal Time (After Initial Installation) . . . . . . . . Less than 2 minutes

HIGH PERFORMANCE POWER FLOW BLOWER
Material:
Blower Housing. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Polyethylene
Fan. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .UHMW* Polyethylene
Power Flow Blower Dimensions:
Fan Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13.9 in. (353 mm)
Fan Width . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 3/4 in. (9 mm)
Fan Blades . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5
Fan Speed at Full Engine RPM . . . . . . . . . . . . . . . . . . . . . . . . . . . 2,850
Net Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 27 lb. (12 kg)
Attachment/Removal Time (After Initial Installation) . . . . . . . . Less than 2 minutes

* Ultra high molecular weight

**Approximate, will vary with mower width

NOTE: Ballast may be required on some models. See John Deere Price List or Operator’s Manual for required ballasting.

S P E C I F I C A T I O N S

Convenient Fill-Minder® Indicator alerts the 
operator when the bags are getting full.
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1) 44-INCH FRONT BLADE:

• Excellent for pushing light snow or loose material. 

• It is 44-inches wide and can be angled to 25 
degrees right or left, or used straight forward.

• Can be operated from 1 inch below to 5 inches 
above ground level.

• Three-inch � oating action is designed into the lift 
linkage so the blade is free to follow ground contour.

• Can be mounted on X300 Series, including X300R, 
Tractors. 

2) 48-INCH FRONT BLADE:

• Excellent for pushing snow and loose material.

• 48-inch width is enough to completely clear 
material away from the path of the tractor when 
in the angled position.

• Compatible with X500 Multi-Terrain™ Tractors.

3) 44- OR 47-INCH SNOW BLOWER:

• Enables X300 (not X300R) and X500 Series 
Tractors to remove snow quickly and ef� ciently.

• Heavy-duty welded steel housing for durability 
and long life.

• First-stage auger turns on sealed ball bearings for 
smooth operation and long life.

• Durable cast-iron gearbox is protected by shear 
bolts for each auger half. 

• Large 12-inch- or 16-inch-diameter auger pro-
vides plenty of capacity to make short work of 
snow removal.

• Discharge chute is made of rust-free material 
and has large 6-in. diameter opening.

• 44-inch Snow Blower compatible with X300  
Series, (not X300R) and X500 and X520 Tractors.

• 47-inch Snow Blower compatible with X534 
and X540 Tractors.

4) 30-INCH ROTARY TILLER:

• Easily installed and removed in only minutes.

• Full 30-inch tilling width provides good productivity.

• Tines are offset to one side so tire tracks can 
be eliminated.

• Steel leveling blade keeps material inside 
housing for a smooth tilling job.

• Heavy No. 50 roller chain ensures reliability.

• Compatible with X500, X520, X540 Multi-Terrain 
Tractors.

5) THATCHER:

• Versatile — can be used to control thatch 
buildup, set up matted grass for more uniform 
mowing, or prepare ground for seeding.

• Available in 38-inch width with extension kits for 
46- and 54-inch widths.

• Double-end 3�16-inch spring tines are rugged 
enough for use even in the tough grasses of 
southern and southwestern states.

• Mower wheels can be set high or low for 
aggressive or gentle dethatching.

• Spring-assisted hand lift for 38-inch and larger 
models permits easy positioning of thatcher for 
work or transport.

• Quik-Tatch™ mounting makes hookup fast 
and easy.

• Sizes available to � t X300, X500 Multi-Terrain and 
X700 Ultimate™ John Deere tractors.
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Thatcher

48-inch front blade

1
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ATTACHMENTS FORSELECTSERIES™ TRACTORS

44-inch front blade

30-inch rotary tiller

47-inch snow blower



44-INCH FRONT BLADE:
Overall Width  . . . . . . . . . . . . . . . . . . . . . . . . . 44 in. (1118 mm)
Overall Height. . . . . . . . . . . . . . . . . . . . . . . . . 15 in. (381 mm)
Cutting Width:
Blade Straight  . . . . . . . . . . . . . . . . . . . . . . . . . 44 in. (1118 mm)
Blade Angled at 25 Degrees . . . . . . . . . . . . . 40 in. (1016 mm)
Angling Positions:
Number of Positions. . . . . . . . . . . . . . . . . . . . 3
Right and Left. . . . . . . . . . . . . . . . . . . . . . . . . . 25 deg.
Range of Lift (Blade Positioned Straight Forward):
Above Ground Line. . . . . . . . . . . . . . . . . . . . . 5 in. (127 mm)
Below Ground Line. . . . . . . . . . . . . . . . . . . . . 1 in. (25 mm)
Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 74 lb. (34 kg)

48-INCH FRONT BLADE:
Overall Width  . . . . . . . . . . . . . . . . . . . . . . . . . 48 in. (1168 mm)
Overall Height. . . . . . . . . . . . . . . . . . . . . . . . . 17 in. (431 mm)
Cutting Width:
Blade Straight  . . . . . . . . . . . . . . . . . . . . . . . . . 48 in. (1168 mm)
Blade Angled at 15 Degrees . . . . . . . . . . . . . 47 in. (1094 mm)
Blade Angled at 30 Degrees . . . . . . . . . . . . . 42 in. (1067 mm)
Angling Positions:
Number of Positions. . . . . . . . . . . . . . . . . . . . 5
Right and Left. . . . . . . . . . . . . . . . . . . . . . . . . . 15 deg.
Right and Left. . . . . . . . . . . . . . . . . . . . . . . . . . 30 deg.
Range of Lift (Blade Positioned Straight Forward):
Above Ground Line. . . . . . . . . . . . . . . . . . . . . 41�2 in. (114 mm)
Below Ground Line. . . . . . . . . . . . . . . . . . . . . 11�2 in. (38 mm)
Weight, Net:
Blade Less Angling Kit . . . . . . . . . . . . . . . . . . 140 lb. (64 kg)
Manual Angling Kit . . . . . . . . . . . . . . . . . . . . . 8 lb. (4 kg)

44-INCH TWO-STAGE SNOW BLOWER:

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44 in.

Height to Top of Housing. . . . . . . . . . . . . . . . 18 in.

Scraper Edge. . . . . . . . . . . . . . . . . . . . . . . . . . Replaceable

Blower Fan Size  . . . . . . . . . . . . . . . . . . . . . . . 4-3/4 in. x 14 in.

Blower Fan Material  . . . . . . . . . . . . . . . . . . . Ultra high molecular weight 

  (UHMW) polyethylene

Blower Fan Drive  . . . . . . . . . . . . . . . . . . . . . . Cast-iron right-angle gearbox

Chute Diameter. . . . . . . . . . . . . . . . . . . . . . . . 6 in.

Auger Diameter. . . . . . . . . . . . . . . . . . . . . . . . 12 in.

Auger Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . Cast-iron worm-drive gearbox

Auger Protection  . . . . . . . . . . . . . . . . . . . . . . Shear bolt for each auger half

Drift Knife. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Optional for both sides of housing

Skid Shoes. . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 180 lb.

Attachability  . . . . . . . . . . . . . . . . . . . . . . . . . . No tools required, 5 minutes; X300 Series 

  Tractors shipped with 2-spindle mowers  

  require optional lift-assist spring kit

47-INCH TWO-STAGE SNOW BLOWER:

Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 47 in.

Height to Top of Housing. . . . . . . . . . . . . . . . 20 in.

Scraper Edge. . . . . . . . . . . . . . . . . . . . . . . . . . Reversible and replaceable

Blower Fan Size  . . . . . . . . . . . . . . . . . . . . . . . 4-3/4 in. x 15 in.

Blower Fan Material  . . . . . . . . . . . . . . . . . . . Ultra high molecular weight 

  (UHMW) polyethylene

Blower Fan Drive  . . . . . . . . . . . . . . . . . . . . . . Cast-iron right-angle gearbox

Chute Diameter. . . . . . . . . . . . . . . . . . . . . . . . 6 in.

Auger Diameter. . . . . . . . . . . . . . . . . . . . . . . . 16 in.

Auger Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . Cast-iron T-drive gearbox

Auger Protection  . . . . . . . . . . . . . . . . . . . . . . Shear bolt for each auger half

Drift Knife. . . . . . . . . . . . . . . . . . . . . . . . . . . . . Optional for both sides of housing

Skid Shoes. . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard

Weight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 210 lb.

Attachability  . . . . . . . . . . . . . . . . . . . . . . . . . . No tools required, 5 minutes

30-INCH ROTARY TILLER:
Width of Cut. . . . . . . . . . . . . . . . . . . . . . . . . . . 30 in. (762 mm)
Rotor Diameter  . . . . . . . . . . . . . . . . . . . . . . . . 14 in. (356 mm)
Rotor rpm  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 250 rpm
Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . No. 50 roller chain
Height of Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . 3 in. (76 mm)
Height with Transport Latch. . . . . . . . . . . . . 8 in. (203 mm)
Tilling Depth (Maximum). . . . . . . . . . . . . . . . 6 in. (152 mm)
Overall Width:
Tiller Only  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 34 in. (864 mm)
On Tractor (Minimum)  . . . . . . . . . . . . . . . . . . 41.5 in. (1.05 m)
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 145 lb. (66 kg)

THATCHERS:
Deck Material. . . . . . . . . . . . . . . . . . . . . . . . . 11-ga. steel
Tines  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3�16-in. (5 mm) steel, double end; 10 on 
  38-inch model, two on 8-inch extension
Thatcher Wheels  . . . . . . . . . . . . . . . . . . . . . . Adjustable, 13�4x8-in. (44x203 mm) steel 
 with rubber tire and oil-impregnated iron 
 bushings (two wheels)
Overall Width  . . . . . . . . . . . . . . . . . . . . . . . . . 40 in. (1.02 m) on 38-in. model; 9 in. (.23 m) 
 on 8-in. extension
Lift  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Lift lever with plastic grip; two 
 assist springs 
Weight (Approx.). . . . . . . . . . . . . . . . . . . . . . . 38 in. with mounting — 35 lb. (16 kg)

S P E C I F I C A T I O N S

Attachments for Lawn and Garden Tractors
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F E A T U R E S

UTILITYCARTS

10P AND 17P UTILITY CARTS

• Premium molded high-density polyethylene 
box construction.

• Compression molding process allows polyethyl-
ene to be the optimum thickness in all areas for 
superior strength and durability.

• Polyethylene body will not rust or dent. Stays 
new-looking longer.

• 3/4- x 2-inch stake pockets are molded in to make 
addition of side extensions easy.

• Two vertical 3/4-inch molded channels on each 
side allow for easy use of dividers to separate 
the box into two or three compartments.

• Ribs in box bottom add strength and prevent 
shovel from hitting bolts when emptying cart.

• Sloped tailgate design makes emptying the box 
easier; no tailgate to loosen or remove.

• Styling compatible with other John Deere 
equipment.

• Pneumatic tires with turf tread for good � otation, 
shock absorption, and minimal rolling resistance.

• Wheels are mounted on a solid one-piece axle.

• Wheels turn on Iron/Oilite bushings with grease 
� tting for long life.

• Spring-loaded dump latch is easy to use. 

13 AND 18 UTILITY CARTS

• Welded steel box construction.

• Welded construction provides greater reliability 
and easier setup than bolted construction.

• No hardware in sides or bottom to interfere with 
emptying or cleaning.

• Box has rounded corners at the bottom to make 
cleaning easier.

• Styling compatible with other John Deere 
equipment.

• Pneumatic tires with turf tread for good � otation, 
shock absorption, and minimal rolling resistance.

• Wheels are mounted on a solid one-piece axle.

• Wheels turn on Iron/Oilite bushings with grease 
� tting for long life.

• Deluxe tailgate is hinged for easy emptying 
and can also be quickly removed without the 
use of tools.

• Spring-loaded dump latch is easy to use.
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10P Utility Cart

18 Utility Cart



  10P 17P 13 18

Box Capacity:

Heaped, cu. ft. (m3)   . . . . . . . . . . . . . . . . . . . . 10 (.28)  17 (.48) 13 (.37)  18 (.51)

Struck, cu. ft. (m3)   . . . . . . . . . . . . . . . . . . . . . 8.3 (.24)  14 (.40) 10 (.28)  15 (.42)

Maximum Load, lb. (kg) . . . . . . . . . . . . . . . . . *722 (327)  1000 (454) *1105 (501)  *1650 (748)

Box Dimensions:

Width, in. (cm)   . . . . . . . . . . . . . . . . . . . . . . . . 30.3 (77)  39.5 (100.3) 30.25 (76.8)  38 (96.5)

Length, in. (cm) . . . . . . . . . . . . . . . . . . . . . . . . 44.5 (113)  58.5 (148.6) 48 (122)  48 (122)

Depth, in. (cm)   . . . . . . . . . . . . . . . . . . . . . . . . 12 (30.5)  15.5 (39.4) 12 (30.5)  18 (45.7)

Box Construction . . . . . . . . . . . . . . . . . . . . . . Molded  Molded Welded  Welded

Material . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . HDPE**  HDPE** 16-ga. steel  16-ga. steel

Tailgate   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . None, sloped  None, sloped Hinged  Hinged

Pneumatic Tires . . . . . . . . . . . . . . . . . . . . . . . 2 ply  4 ply 2 ply  4 ply

Size . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15x6.00-6  16x6.50-8 15x6.00-6  16x6.50-8

Tread Design . . . . . . . . . . . . . . . . . . . . . . . . . . Turf  Turf Turf  Turf

Recommended In� ation Pressure . . . . . . . . 14 psi  28 psi 14 psi  28 psi

Wheel Bearings . . . . . . . . . . . . . . . . . . . . . . . Iron/Oilite  Iron/Oilite Iron/Oilite  Iron/Oilite

Grease Fittings on Wheels . . . . . . . . . . . . . . Yes  Yes Yes  Yes

Axle Diameter, in. (cm) . . . . . . . . . . . . . . . . . .750 (1.905)  .750 (1.90) .750 (1.905)  1.00 (2.54)

Ground Clearance, in. (cm)   . . . . . . . . . . . . . 6.5 (16.5)  14.25 (36.2) 6.5 (16.5)  7 (17.8)

Width, Overall, in. (cm) . . . . . . . . . . . . . . . . . 38 (96.5)  39.5 (100.3) 38 (96.5)  37 (94)

Hitch Pin   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Pin/spring clip  Pin/spring clip Pin/spring clip  Pin/spring clip

Dump Angles, Degrees . . . . . . . . . . . . . . . . . 56  46 31  31

Maximum Tongue Weight, lb. (kg) . . . . . . . 70 (31.75)  100 (45.4) 100 (45.4)  100 (45.4)

Shipping Weight w/ Carton, lb. (kg)   . . . . . 79 (35.8)  105 (47.6) 110 (49.9)  170 (77.1)

Net Weight, lb. (kg)   . . . . . . . . . . . . . . . . . . . . 72 (32.7) 105 (47.6) 105 (47.6)  150 (68.0)

*  Total weight of cart and payload. For proper braking and operation, the loaded weight of the cart should never exceed the

 weight of the tractor, or other towing unit, plus the operator.

**  High-density polyethylene is compression molded for optimum thickness in all areas and maximum durability.
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F E A T U R E S

• The John Deere tow-behind lawn care tools are 
compatible with all John Deere Lawn and Garden 
Tractors, as well as competitive tractors. 

• Each of these implements features legendary 
John Deere performance and quality. 

1) 40-INCH THATCHERATOR:

• The Thatcherator can be used as a dethatcher 
or an aerator. It can also be used to prepare an 
area for new seed.

•  40-inch width covers ground fast.

• Twenty spring-loaded tines provide maximum 
performance.

•  3-position adjustment.

•  Weight tray increases scratching power.

• Optional 8-inch extensions are available to 
provide working widths of 48 and 56 inches.

2 AND 3) 40- AND 48-INCH PLUG AERATOR

• The Plug Aerator removes plugs of soil up to 3 
inches deep, to allow penetration of air, water, 
and nutrients. It also helps relieve soil compaction.

• 40- or 48-inch width with as much as 3-inch 
penetration.

•  3-position lift handle allows 2- or 3-inch plug 
lengths and transport positioning.

• 28 (40-inch) or 48 (48-inch) carbonized, 16-gauge 
steel, individually serviceable plugging tines.

• 1-inch-diameter high-carbon steel tine shaft.

• 4.10/3.50-4 pneumatic tires make pulling easy.

• 175-lb. (40-inch) or 250-lb. (48-inch)- capacity 
weight tray.

• 48-inch plug aerator for Garden Tractors only.

4) 40-INCH SPIKE AERATOR:

• The Spike Aerator penetrates soil, allowing air, 
water, and nutrients to enter the lawn. It also 
relieves soil compaction.

• 40-inch width with up to 2-inch penetration.

•  10-inch-diameter steel tine stars.

•  132 steel tine tips on 11 spike wheels.

•  31/2-inch spike wheel spacing.

•  Full-size lift lever.

•  4.10x3.5-4 pneumatic tires make pulling easy.

•  100-pound-capacity weight tray.

5) 40-INCH AERATOR/SPREADER:

•  The Aerator/Spreader can do two jobs at once. 
It perforates the soil while the calibrated drop-
spreader follows with seed, lime, or fertilizer. 
It can also be used to just aerate the lawn.

• 40-inch width with up to 2-inch penetration.

• 132 steel tine tips on 8-inch-diameter tine stars.

•  3-position, full-size lift lever.

• Direct spreader drive provides consistent 
performance.

• Adjustable � ow control.

• 75-pound spreader capacity.

• 4.10x3.5-4 pneumatic tires makes pulling easy.

• 75-pound-capacity weight tray.

6) LAWN ROLLER:

• The John Deere 36-inch Lawn Roller tow-behind 
lawn-care tool is compatible with all John Deere 
Lawn and Garden Tractors, as well as competitive 
tractors.

• The Lawn Roller packs down new sod, seed, and 
mole ridges. Its tough polyethylene drum will not 
dent or rust. The drum’s rounded ends will not 
gouge the lawn or make ruts.

• 36-inch-wide polyethylene drum.

• 390-pound weight for excellent leveling.

• Rounded end caps reduce gouging.

• 42-U.S.-gallon (159 liter) capacity.

•  Long-lasting Nylatron bearings.

1 2
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  Tow-Behind Equipment for Lawn and Garden Tractors 

THATCHERATORS:
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40 in. (101.6 cm)
Tines:
Number. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20, spring-loaded tips
Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3/16 in. (.5 cm)
Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Steel
Lift Adjuster. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3-position
Wheel:
Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 in. (20.3 cm)
Tread . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Rib
Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Steel
Optional Extension. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 in. (20.3 cm)

PLUG AERATORS:
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40 in. (101.6 cm) 48 in. (121.9 cm)
Aerator Depth  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Up to 3 in. (7.6 cm) Up to 3 in. (7.6 cm)
Tines:
Number of Tips  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28 48
Spacing. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6 in. (15.2 cm) apart 4 in. (10.2 cm) apart
Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Carbonized, 16-ga. steel Carbonized, 16-ga. steel
Lift Adjuster. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Manual, 3-position Manual, 3-position
Wheels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.10/3.5-4, pneumatic 4.10/3.5-4, pneumatic
Weight-Tray Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 175 lb. (79.4 kg) 250 lb. (113.6 kg)
   Note: For Garden Tractors only

SPIKE AERATOR:
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40 in. (101.6 cm)
Aerator Depth  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Up to 2 in. (5.1 cm)
Tines:
Number of Tips  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 132
Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10 in. (25.4 cm)
Spacing. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.5 in. (8.9 cm) apart
Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Steel
Lift Adjuster. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Manual
Wheels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.10 / 3.5-4, pneumatic
Weight Tray Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 175 lb. (79.4 kg)

AERATOR/SPREADER:
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40 in. (101.6 cm)
Aerator Depth  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Up to 2 in. (5.1 cm), 2 positions
Spreader Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100 lb. (45 kg)
Tines:
Number of Tips  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 132
Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 in. (20.3 cm)
Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Steel
Lift Adjuster. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Manual
Wheels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.10/3.5-4, pneumatic
Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Direct
Weight-Tray Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100 lb. (45 kg)

LAWN ROLLER:
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 36 in. (91.4 cm)
Roller:
Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18 in. x 36 in. (45.7 cm x 91.4 cm)
Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 42 U.S. gal. (159 L)
Weight (� lled)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 390 lb. (176.4 kg)
Drum/End-Cap Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Heavy-density polyethylene
Bearings. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Nylatron
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F E A T U R E S

• John Deere has created a way to increase
versatility of your X700 Ultimate™ Tractor. The 
revolutionary Tractor Trunk adds convenient, 
built-in carrying capacity. The easy-to-empty 
box installs quickly, without tools, increasing 
tractor versatility.

• Some of the many uses customers will � nd for 
the 3-cubic-foot Tractor Trunk include hauling 
materials, carrying tools and supplies, and yard 
cleanup. The Tractor Trunk also provides a low-
cost way to add rear ballast to the tractor for 
front blade and snow blower applications.

KEY FEATURES AND CUSTOMER BENEFITS

• Three-cubic-foot polyethylene box
- Convenient size for hauling a variety of materials. 
    - Plenty of room to hold low-cost rear ballast.
-   Box material is durable, easy to clean, and will  
     not dent or rust.

• Quick-release spring lever 
- Box locks in place automatically.
- Material can be dumped from tractor seat.

• Quik-Tatch™ rear mounting
- No tools required for installation or removal.
- Takes about a minute to install or remove.
- Tractor maneuverability is not compromised.

• Optional 25-gallon sprayer
- Easy to change from hauling to spraying use. 
- Sprayer includes handgun and 60-inch-wide  
 spray boom. 
- Integral mounting makes maneuvering and 
 backing easy.

Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 cu. ft.

Hopper Material. . . . . . . . . . . . . . . . . . . . . . . Polyethylene

Dump Latch  . . . . . . . . . . . . . . . . . . . . . . . . . . . Spring-loaded

Mounting  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Quik-Tatch, no tools required

Overall Depth  . . . . . . . . . . . . . . . . . . . . . . . . . 12 in. (30.5 cm)

Overall Length. . . . . . . . . . . . . . . . . . . . . . . . . 46.5 in. (118 cm)

Overall Width  . . . . . . . . . . . . . . . . . . . . . . . . . 16 in. (40.6 cm)

Applications  . . . . . . . . . . . . . . . . . . . . . . . . . . X700 Ultimate Tractors

   

NOTE: Ballast may be required on some models. See John Deere Price List or Operator’s Manual for required ballasting.
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F E A T U R E S

15-, 25- AND40-GALLONSPRAYERS

• These liquid sprayers are especially suited for 
maintaining residential and small commercial 
properties. Provides an excellent way to apply 
liquid fertilizer.

• All sprayers feature a spray wand made of 
non-corrosive polypropylene material with 
Viton components for remote spray jobs.

• A diaphragm-type pump is designed for high-hour 
commercial applications. Can be run dry without 
damage.

• A two-wire fused wiring harness complete with 
quick-disconnects provides convenient electrical 
hookup.

• The large � ll cap makes it easy to � ll the tank.

• A control valve is provided to direct spray to the 
boom or handgun.

• A rugged translucent yellow tank has � ll level 
indictors in gallons (molded up the back of 
the tank).

• On both the 15- and 25-Gallon Trail-Type Sprayers, 
the heavy-duty frame rolls smoothly on 4.10/3.50x4 
tires. The 40-gallon has even larger 15x6x6 tires. 
The wide tires minimize ground compaction and 
have a low pro� le, which maintains a low center 
of gravity for excellent stability.

• The 14-inch wand extension is included as 
standard equipment.

• Convenient built-in storage stands.

15-GALLON TRAIL-TYPE SPRAYER

• Comes complete with a boom that sprays 60-inches 
wide. Also has an 12-foot hose with an adjustable 
spray wand for spot spraying lawns, shrubs, etc.

• It is an excellent choice for spraying small- to 
moderate-size lawns and shrubs.

• Sprayer has two spray nozzles located on boom 
for broadcast spraying.

1) 25-GALLON TRAIL-TYPE SPRAYER

• Comes with a wider boom that sprays a 90-inch 
width. A 13-foot hose and spray wand are provided.

• It is an excellent choice for customers with 
larger lawns and trees to care for, and for light 
commercial spraying.

• Sprayer has three spray nozzles located on 
boom for broadcast spraying. The boom folds up 
against tank for storage.

40-GALLON TRAIL-TYPE SPRAYER

• Large spraying jobs are completed quickly with 
the extra-wide 118-inch boom spray width. A 
13-ft. hose and spray wand are provided for 
spraying trees and shrubs.

• On the boom, there are three plastic tip spray 
nozzles for broadcast spraying on-the-go. The 
boom folds up against tank for easier storage.

2) 25-GALLON PORTABLE SPRAYER

• Has four rubber feet bolted to the bottom of the 
tank to protect and stabilize it when placed in a 
cart, Gator™ Utility Vehicle, or other vehicle for 
transporting.

• It is ideal for caring for shrubs, decorative trees, 
and fruit trees.

• It comes with an 13-foot hose.

1
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  15-, 25- and 40-Gallon Sprayers  

15-, 25- AND 40-GALLON TRAIL-TYPE SPRAYERS:

  15-Gallon 25-Gallon 40-Gallon

Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15 U.S. gal. (57 L) 25 U.S. gal. (95 L) 40 U.S. gal. (151 L)

Pump:

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Electric motor and diaphragm Electric motor and diaphragm Electric motor and diaphragm 

Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . SHUR� o™  SHUR� o™ SHUR� o™

Operating Pressure  . . . . . . . . . . . . . . . . . . . . 90 psi 90 psi 90 psi

Current Draw . . . . . . . . . . . . . . . . . . . . . . . . . . 7 amps 7 amps 7 amps

Valve Material . . . . . . . . . . . . . . . . . . . . . . . . . Viton Viton Viton

Diaphragm Material . . . . . . . . . . . . . . . . . . . . Santoprene Santoprene Santoprene 

Strainer . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Stainless steel Stainless steel Stainless steel

Boom Spray Width. . . . . . . . . . . . . . . . . . . . . 60 in. (152 cm) 90 in. (229 cm) 118 in. (300 cm)

Spray Tip. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Two #8-110° Three #8-110° Three #8-110°

Spray Flow Rate  . . . . . . . . . . . . . . . . . . . . . . . 1.25 U.S. gal./min. (4.7 L/min) 1.6 U.S. gal./min. (5.9 L/min) 1.6 U.S. gal./min. (5.9 L/min)

Spray Tip Material  . . . . . . . . . . . . . . . . . . . . . Plastic Plastic Plastic

Remote Spray Method. . . . . . . . . . . . . . . . . . 12-ft. hose with adjustable  13-ft. hose with adjustable 13-ft. hose with adjustable

  polypropylene handgun and polypropylene handgun and polypropylene handgun and

  14-in. wand extension 14-in. wand extension 14-in. wand extension

Spray Wand Material. . . . . . . . . . . . . . . . . . . Polypropylene with Viton  Polypropylene with Viton  Polypropylene with Viton

  components components components

Adjustment . . . . . . . . . . . . . . . . . . . . . . . . . . . . Fan to stream Fan to stream Fan to stream

Tires. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.10/3.50x4, 2PR Pneumatic 4.10/3.50x4, 2PR Pneumatic 15x6x6, 2PR Pneumatic

Wheel Bearings  . . . . . . . . . . . . . . . . . . . . . . . N/A (Nylon hubs) N/A (Nylon hubs) Roller bearings w/grease � ttings

Axle Diameter. . . . . . . . . . . . . . . . . . . . . . . . . 5/8 in. (1.6 cm) 5/8 in. (1.6 cm) 1 in. (2.5 cm)

Hitch  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clevis pin Clevis pin Clevis pin

Net Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . Dry: 44 lb. (20 kg), Full: 164 lb. (74 kg) Dry: 53 lb. (24 kg), Full: 253 lb. (115 kg) Dry: 60 lb. (27 kg), Full: 390 lb. (177 kg)

25-GALLON PORTABLE SPRAYER:

Capacity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25 U.S. gal. (95 L)

Pump:

Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Electric motor and diaphragm

Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . SHUR� o™

Operating Pressure  . . . . . . . . . . . . . . . . . . . . 40 to 60 psi

Current Draw . . . . . . . . . . . . . . . . . . . . . . . . . . 7 amps

Valve Material . . . . . . . . . . . . . . . . . . . . . . . . . Viton

Diaphragm Material . . . . . . . . . . . . . . . . . . . . Santoprene

Strainer . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Stainless steel

Boom Spray Width

Spray Tip. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Three #8-110°

Spray Flow Rate  . . . . . . . . . . . . . . . . . . . . . . . 1.6 U.S. gal./min. (5.9 L/min)

Spray Tip Material  . . . . . . . . . . . . . . . . . . . . . Plastic

Remote Spray Method. . . . . . . . . . . . . . . . . . 12-ft. hose with adjustable polypropylene handgun and 14-in. wand extension

Handgun Material. . . . . . . . . . . . . . . . . . . . . . Plastic

Adjustment . . . . . . . . . . . . . . . . . . . . . . . . . . . . Fan to stream

Net Weight. . . . . . . . . . . . . . . . . . . . . . . . . . . . Dry: 27 lb. (12 kg), Full: 227 lb. (103 kg)

NOTE: Ballast may be required on some models. See John Deere Price List or Operator’s Manual for required ballasting.
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F E A T U R E S

J-SERIESSTEEL-DECK
WALK-BEHINDMOWERS

• John Deere steel-deck walk-behind mowers 
are ideally suited for homeowners who desire 
a high-quality, yet economical, mower that has 
the capability to bag, mulch, or side-discharge. 
Choose from three different 21-inch models: 
JS20, JS30 with electric start, or JS40 with 
front caster wheels.

• The JS40 features an overhead valve engine that 
provides more power and uses less fuel. All mod-
els are designed to meet CARB and EPA emission 
standards.

• A fresh-start fuel tank cap contains fuel stabilizer 
that drips into the fuel tank as the mower is 
operated, to ensure fresh fuel for quick starts 
at all times.

• All models feature in� nitely adjustable speeds 
from 0–3.6 mph. The speed selector is mounted 
on the handle to allow quick and easy speed 
changes.

• A 3-in-1 blade provides outstanding cutting 
performance and is designed for use when 
mulching, bagging, or for side discharge 
applications.

• All models feature a zone-start system. Engine 
must be started from behind the handlebars 
using the extended recoil rope while holding 
down the operator-presence control, also 
located on the handlebar. When the control is 
released the engine and blade stop. The JS30 
includes electric start, as well as backup 
recoil start, as standard equipment.

• Large, 9-inch rear wheels with metal bushings 
provide easier rolling and excellent maneuver-
ability. One-piece molded rubber tread provides 
superior traction.

• Durable and attractive black-fabric rear bag 
is standard on all models. It features a large 
21�2-bushel capacity for long intervals between 
emptying. Hanging design allows installation 
and removal in seconds.

JS20

• The JS20 features a 189 cc side valve Ready 
Start engine with a zone start recoil rope starting 
system.

• Variable-speed transmission gives the operator 
an in� nite choice of ground speed. 

• Wide, raised rib semi-pneumatic rubber tread 
wheels provide longer wear and superb traction 
on hillsides.

• Handlebars fold down for convenient storage.

• Side discharge with the standard discharge 
chute; a 21�2-bushel rear bagger and mulch 
cover are also standard equipment. 

JS30

• The JS30 features a 189 cc side valve Ready 
Start engine with electric start. A zone-start 
recoil rope starting system is included as a 
backup.

• Variable-speed transmission gives the operator 
an in� nite choice of ground speed.

• Wide, raised rib semi-pneumatic rubber tread 
wheels provide longer wear and superb traction 
on hillsides.

• Handlebars fold down for convenient storage.

• Side discharge with the standard discharge 
chute; a 21�2-bushel rear bagger and mulch 
cover are also standard equipment. 

JS40

• The JS40 features a 189 cc overhead valve 
engine with a zone-start recoil rope starting 
system. The overhead valve engine provides 
more power and uses less fuel.

• Variable-speed transmission gives the operator 
an in� nite choice of ground speed. 

• Wide, raised rib semi-pneumatic rubber tread 
wheels provide longer wear and superb traction 
on hillsides.

• Front caster wheels provide quick and easy turn-
ing in any situation. For convenience the caster 
wheel may be locked and unlocked from the 
operator’s station.

• Handlebars fold down for convenient storage.

• Side discharge with the standard discharge 
chute; a 21�2-bushel rear bagger and mulch 
cover are also standard equipment. 

Rear Grass Bag
Side-Discharge Chute 
Mulch Cover

S T A N D A R D  3 - I N - 1  V E R S A T I L I T Y
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  JS20 JS30 JS40

Engine:
Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4-cycle 4-cycle 4-cycle
Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Briggs & Stratton Briggs & Stratton Briggs & Stratton 
Engine Size. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .189 cc 189 cc 189 cc
Valve Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Side valve Side valve Overhead valve 
RPM. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3,350 3,350 3,350
Displacement  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .11.57 cu. in. (189 cc) 11.57 cu. in. (189 cc) 11.57 cu. in. (189 cc) 
Start. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Recoil Electric with recoil backup Recoil

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Carburetor  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Float-type Float-type Float-type
Throttle Control. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Fixed speed Fixed speed Fixed speed
Fuel Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.6 U.S. qt. (1.5 L) 1.6 U.S. qt. (1.5 L) 1.6 U.S. qt. (1.5 L)
Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Self-propelled Self-propelled Self-propelled
Number of Speeds  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .In� nitely variable In� nitely variable In� nitely variable

Ground Speeds  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0-3.6 mph (0-5.8 km/h) 0-3.6 mph (0-5.8 km/h) 0-3.6 mph (0-5.8 km/h)

Deck:
Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Stamped steel, 14-gauge Stamped steel, 14-gauge Stamped steel, 14-gauge
Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .21 in. (53.3 cm) 21 in. (53.3 cm) 21 in. (53.3 cm)

Cutting Height:
Number of Positions. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .7 7 7
Range  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.2-4.2 in. (3.0-10.7 cm) 1.2-4.2 in. (3.0-10.7 cm) 1.2-4.2 in. (3.0-10.7 cm)
Height Adjusters . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Individual wheel Individual wheel Individual wheel
Discharge. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Top (three-in-one design) Top (three-in-one design) Top (three-in-one design)
Trailing Shield  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Flexible vinyl Flexible vinyl Flexible vinyl

Blade:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3-in-1 3-in-1 3-in-1
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .21 in. (533 mm) 21 in. (533 mm) 21 in. (533 mm)
Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .307 ft./sec. (93.6 m/s) 307 ft./sec. (93.6 m/s) 307 ft./sec. (93.6 m/s)
Compliance System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Zone-start Zone-start Zone-start
Rear-Grass-Bagger Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . .2.5 bu. (3.7 cu. ft.) 2.5 bu. (3.7 cu. ft.) 2.5 bu. (3.7 cu. ft.)

Wheels and Tires:
Wheel Material . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .High-impact plastic High-impact plastic High-impact plastic
Bearings . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Bushings Bushings Bushings
Tires. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Molded rubber tread Molded rubber tread Molded rubber tread
Tire Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Front: 8 in. (203 mm) Front: 8 in. (203 mm) Front: 8 in. (203 mm)

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Rear: 9 in. (229 mm) Rear: 9 in. (229 mm) Rear: 9 in. (229 mm)
Front Wheel Mounting. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Stationary Stationary Caster

Handle:
Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .7/8 in. (22 mm) 7/8 in. (22 mm) 7/8 in. (22 mm)
Folding. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard Standard Standard
Adjustable for Height . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard Standard Standard

Note: John Deere mowers meet applicable standards ANSI B71.1. They are certi� ed by an independent laboratory.
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F E A T U R E S

J-SERIESALUMINUM-DECK
WALK-BEHINDMOWERS

• The line of green 21-inch aluminum-deck walk-
behind mowers consists of two models — JA62 
and JX75.

• Both models are ideally suited for the 
homeowner who wants a quality 21-inch
walk-behind mower with a high level of features. 

•  State-of-the-art 4-cycle engines.

•  Die-cast aluminum deck.

•  Rear discharge with large capacity bagger that 
is standard.

•  Blade/brake clutch for the JX75 and zone start 
for the JA62.

• The JA62 uses a 4-cycle, 189 cc overhead valve, 
John Deere B-series engine. The JX75 uses a 
4-cycle, 179 cc John Deere K-series engine. Both 
engines have high torque and plenty of power for 
outstanding performance in lush grass and for 
bagging.

• The JX75 features a 5-speed gear transaxle with 
� ve speeds to match varying mowing conditions 
and operator walking speed. The JA62 has a two-
speed gear transaxle with speeds of 2.0 or 3.0 
mph.

• The JA62 features a zone-start system. Engine 
must be started from behind the handlebar using 
the extended recoil rope while holding down the 
operator-presence control also located on the 
handlebar. When control is released engine and 
blade stop.

• Large, 9-inch-diameter wheels have sealed ball 
bearings for decreased push and pull-back effort. 

• Wide 2.25-inch tread provides good traction and 
straight-forward tracking. One-piece mold-on 
tread eliminates wheel hop.

• Wide handlebar with conveniently located 
controls enhances operator comfort and 
productivity. Easy-to-use knobs allow changing 
handlebar height to match operator size and 
preference. Handlebar folds for compact 
storage.

• An optional side-discharge chute mounts in 
place of rear bagger to evenly distribute grass 
clippings to the left of the machine.

Side-Discharge Chute
Mulching Kit

A D D  V E R S A T I L I T Y  W I T H :
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  JA62 JX75 

Engine:
Type. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4-cycle 4-cycle 
Manufacturer. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Briggs & Stratton Kawasaki 
Engine Size  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .189 cc 179 cc 
Lubrication. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Splash Pressurized 
Valve Type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .OHV OHV 
RPM. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3,200 3,200 
Displacement  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .11.57 cu. in. (190 cc) 10.9 cu. in. (179 cc)
Choke  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Primer bulb Manual 
Starter. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Recoil rope Recoil rope 

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .    
Throttle Control. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Fixed speed Remote on handle 
Fuel Capacity. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.6 U.S. qt. (1.5 L) 2.1 U.S. qt. (2.0 L) 
Sound Rating at Operator’s Ear (ANSI B71.5)  . . . . . . . . . . . . . .87 db(A) 87 db(A) 

Drive:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Self-propelled, gear transaxle  Self-propelled, gear transaxle  

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .with belt clutch with belt clutch    
No. of Speeds  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2 5 
Ground Speeds:
 Position 1  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2.0 mph (3.2 km/h) 1.2 mph (1.9 km/h) 
 Position 2  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.0 mph (4.8 km/h) 1.8 mph (2.9 km/h) 
 Position 3  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .N/A 2.4 mph (3.9 km/h) 
 Position 4  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .N/A 3.0 mph (4.8 km/h) 
 Position 5  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .N/A 4.1 mph (6.6 km/h) 

Deck:
Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Cast aluminum Cast aluminum
Cutting Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .21 in. (533 mm) 21 in. (533 mm)
Cutting Heights:
 Height Adjusters  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Front and rear Front and rear 
 Number of Positions. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .7 7 
 Range  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1-4 in. (2.54-10.16 cm) 1-4 in. (2.54-10.16 cm) 
Discharge. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Rear, (side-chute available) Rear, (side-chute available) 
Trailing Shield  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Flexible vinyl Flexible vinyl

Blade:
Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Bagging Bagging 
Width. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .21 in. (533 mm) 21 in. (533 mm) 
Tip Speed  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .285 ft./sec. (87 m/s) 285 ft./sec. (87 m/s) 
Compliance System  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Zone-start Blade/brake clutch 
Rear Grass Bagger Capacity  . . . . . . . . . . . . . . . . . . . . . . . . . . . .2.5 bu. (3.7 cu. ft.) 2.5 bu. (3.7 cu. ft.) 

Wheels and Tires:
Wheel Material . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .High-impact plastic High-impact plastic
Bearing . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Dual ball bearings Dual ball bearings 
Tires. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .One-piece molded-on tread One-piece molded-on tread  
Tire Diameter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .9 in. (229 mm) 9 in. (229 mm) 
Adjustable Handle  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Standard Standard 

Weight:
Net . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .91.5 lb. (41.5 kg) 105 lb. (47.6 kg) 
Shipping (Approx.)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .101 lb. (45.8 kg) 114.5 lb. (51.9 kg)

Note: John Deere mowers meet applicable standards ANSI B71.1 and B71.4. They are certi� ed by the Outdoor Power and Equipment Institute.
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Any Part. Any Time. Online.

Sign up for JDParts.JohnDeere.com today 

and order parts right from your home or office. 

• View parts catalog

• Check prices and inventory

• Order parts from your dealer

• Learn about special promotions

• And more…

To enroll visit JDParts.JohnDeere.com



This literature has been compiled for worldwide circulation. While general information, pictures and descriptions are provided, some illustrations and 
text may include finance, credit, insurance, product options and accessories NOT AVAILABLE in all regions. PLEASE CONTACT YOUR LOCAL DEALER FOR 
DETAILS. John Deere reserves the right to change specification, design and price of the products described in this literature without notice. John Deere's 
green and yellow color scheme, the leaping deer symbol, and JOHN DEERE are trademarks of Deere & Company.

DKD1936(07-01) Litho in U.S.A.

Nothing Runs Like A Deere ™


